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General 

Items listed in this catalog are 
available from your local distributor. All 
items, lengths and colors not specifically 
listed are custom products. If you need 
any assistance, please call the Sales 
Representative listed on the inside back 

, cover or call Pomona directly at 

(909) 469-2900. 


Wire and Cable Lengths 

Lengths other than those listed can 
be ordered as custom products through 
your local Sales Representative. 


Special Configurations 

Pomona manufactures thousands 
of custom products to meet your 
particular needs. We will be happy to 
custom mold products with your logo. 
Because we are continually introducing 
new products, some may not yet be 
listed in the catalog. Please ask. We will 
be happy to quote to your design. 


Pomona 
Catalog 


Whether you design products 
or test them, whether you work 
in the lab or in the field, you want 
test accessories that assure fast, 
reliable results — every time — year after year. 

That's why professionals like you count on Pomona. 


You know high-quality Pomona probes, test leads and IC 
clips deliver the performance you demand, which makes testing 
and repairs faster. You know Pomona test accessories add value: 
interchangeable parts, slide-on tips and other conveniences that 
make your job easier. You know that, as technology rapidly 
grows, Pomona will keep pace with sophisticated and innovative 
test accessories so you can stay on the cutting edge. 

Combine all this with selection and availability, and you also 
know why Pomona continues to be the world’s leading supplier 
of quality test accessories. 

Quality 

Nobody beats Pomona in delivering price/value perfor- 
mance. We use the finest quality materials and manufacture 
our test accessories to exacting tolerances. 


Terms 

Freight F.O.B. factory, net 30 days 
from invoice date, upon approval of 
credit. Custom products are quoted on 
an individual basis. 


Olid Quality In Name 


Worldwide Availability, Easy to Order 

Pomona offers a variety of payment methods for your convenience. 
They include: 
Advance Payment 
Initial purchases 


should include payment 
with the order (check or 


C.0.D. 

We will ship orders 
C.O.D. to businesses by 
any method requested 


Warranty 
All products carry a limited one-year warranty. It 
is the user’s responsibility to read and understand all 


Credit Card 

We accept VISA and 
MasterCard. Please call 
1-800-ITT-Pomona. 


Open Account 

If your company has a 
good credit rating and 
applicable bank refer- 


instructions supplied with each product. Customer 
safety is not assured if a product is misused or care- 
lessly handled. 


money order only). We 
cannot open accounts 
or ship C.O.D.s to indi- 
viduals, All cash-in- 
advance orders are 
shipped freight prepaid 


However, we are unable 
to ship C.O.D. to 
individuals. Your firm’s 
phone number is 


required before any ship- 


ment can be sent. All 
C.O.D. charges will be 
added to your order 


ences, you can establish 
an account within 24 
hours. When placing your 
order, please include pur- 
chase order number, ship- 
ping/billing addresses, 
phone number and name 
of person placing order. 


When placing your 
order, please furnish 
card number, expiration 
date and telephone 
number. We will ship 
your order immediately. 
A service charge will be 
applied. 


FOR THE LOCATION OF THE SALES OFFICE 
NEAREST YOU, SEE PAGES 136-137. 
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There is no better friend for DMM users 
than Pomona. You can quickly, safely choose 
from industry's most complete selection of 

— DMM test accessories, including 18 versatile 
DMM test lead accessory kits. Each kit is packed with the right 
combination of items to answer specific test requirements, includ- 
ing added values such as operator-safe insulation, interchangeable 
test points and interfaces, and silicone insulation on many new kit 
test leads. 

For extra value, several new individual DMM test accessory 
products are introduced. A new Flexible Maxigrabber® Test Clip 
features a fully-insulated double-gripping probe pincer that can be 
rotated for easy installation and will flex to access hard-to-reach 
areas. The insulation-piercing Maxigrabber® Test Clip allows you to 
probe insulated wire or cables without stripping the insulation. 
And, a complete, new family of fully-insulated 
alligator clips that assures operator-safe testing 
across a variety of uses while offering 
protection up to 250V. 

You can count on Pomona to add value 
and longer service life to your DMM. 


5940 Kelvin Clip provides assured signal 
integrity for 6-1/2 digit DMMs. See page 29. 


5900 Industrial Test Lead Kit includes probe handles, test 
leads (right angle to straight), Maxigrabber® grip clips and a 
reusable pouch. See page 26. 


5901 Deluxe Bench DMM Kit offers probe handles, test 
leads (straight to straight), flexible Maxigrabbers*, medium 
alligators, 2 spade lugs and a reusable pouch. See page 20. 


Accessories & Kats 


Interchangeable Probes 

Pomona test leads are directly interchangeable with all popular DMMs and are 
typically superior to the originals. For your convenience, the table below gives the 
Pomona replacements for Fluke products. For complete product descriptions, 
see pages 26-29. 


Fluke Cross Reference Description 

Description Fluke Pomona Hand Held Kits Fluke Pomona 
1 pair: Maxigrabber® grip clips AC 20 5912 1 pair: probe handles, test leads TL20 5900 

1 pair: medium alligator clips AC 75 5916 (90° to straight plug), 

1 pair: Rigid Maxigrabber® test clips AC 80 5911 Maxigrabber® grip clips 

1 pair: flexible Maxigrabber® clips AC 83 5910 1 pair: test leads, straight to straight plug 7TL22 5908 

1 pair: extra large jaw alligator clips AC 85 5914 1 pair: test leads, 90° to straight plug TE Za 907 

1 pair: insulation piercing Maxigrabbers® *AC 89 5913 1 pair: Banana plug tip probe to 90° tTL70A 5897 
Bench Meter Kits plug test leads 

Gian ace een pair: probe handles, test leads Y 3132 5902 1 pair: extra durable tip probe to straight TL75 = 5898 
(straight to straight plug) plug test leads 

1 pair: probe handles, test leads Y 8134 5901 1 pair: probe handles w/sheathed jack TP 22 = 590657 
(straight to straight plug), flexible *AC 89 supplies only one red clip. 

Maxigrabber” test clips, medium {Banana plug tip vs. .08 straight pin. 


alligator clips, 2spadelugs_ == above kits supplied with red and black (R&B) test leads. 


FOR COMPLETE INFORMATION 
ON DMM TEST ACCESSORIES, 
SEE PAGES 26-39. 


5903 Automotive DMM Kit includes 
probe handles, test leads (right angle to 
straight), flexible Maxigrabbers*, insula- 
tion-piercing Maxigrabber* clips, extra 
large jaw alligator clips and a reusable 
pouch. See page 27. 


5904 Deluxe Electrical Kit features 
probe handles, test leads (right angle to 
straight), flexible Maxigrabbers*, rigid 
Maxigrabber® clips, Maxigrabber® grip 
clips, extra large jaw alligator clips and 
a reusable pouch. See page 27. 


Test Accessories 


Pomona interchangeability means you can easily change or 
replace almost any part of your DMM test lead set for greater 
versatility and added service life. 

On selected probes, simply unscrewing the threaded cap on : 
a probe handle let’s you quickly and easily fix broken intermittent . ee 
test leads in the field. Or you can choose the exact needle point : 
tip, alligator clip, space lug or IC test tip to answer your 
application. 

Our popular and economical “slide-on” tip 
styles give you the versatility usually found 
only in more expensive interchangeable 
tip accessories. 


Silicone wire insulation is more flexible 
and easier to handle than conventional 
PVC insulation. It’s also safer because, 
unlike PVC, silicone insulation doesn't 
burn or melt if accidentally touched with 
a soldering iron. 


FOR COMPLETE INFORMATION, 
SEE PAGES 40-51. 


Leading a growing family of quality 
performing oscilloscope and benchtop test 
instrument accessories, Pomona offers 11 
versatile Oscilloscope Probe Kits ready to 
deliver improved impedance and fast rise times for superior 
value/performance characteristics. 

They provide interchangeable tips and interface connections 
for maximum versatility. And they serve as readily available 
replacements for most leading scope models to ensure longer 
service life. 

Pomona’s oscilloscope probe kits produce consistently 
accurate results time after time. Each kit is carefully designed for 
maximum versatility and reliability. This includes the correct cable 
length to keep noise and sporadic spikes to a minimum, and tips 
that meet most probe applications and integral connector-cable 
moldings for reliable pulses. 

You can choose among 100MHz, 200MHz, 300MHz kits for 
the exact performance you require. Pomona’s RF Detector Probe 
Kit is ideal for 1OMQ input scopes, featuring up to 800MHz band- 
width. And there’s a complete family of replacement parts to - ; 
extend the service life of your Pomona Oscilloscope Probe. = > = 


Of course, many of Pomona’s other cable assemblies, 11 100MHz, 200MHz and 300MHz and 


adapters, connectors or test clips are natural complements to a RF Detector Oscilloscope Probe Kits 
Pomona Oscilloscope Probe. Be sure to take a look at these with replaceable parts. See pages 40-41 


exciting quality products. : S. ‘ 


5942 Active Differential Probe Kit extends the 
functionality of any oscilloscope. Kit includes MX900 
Differential Probe, probe handles, Minigrabber* leads, 
medium alligator clips, spade lugs, reusable pouch and 


a S CODPC Accessories & Kits 


You'll Find A Pomona Oscilloscope Probe Kit That’s Right For You 


MODEL Use with the following popular oscilloscopes 


nn 
fi 


4550A Beckman, Hitachi, Kikusui All models 

Leader 200, 1021, 1041, 1060, 1100, 2100R, LCD-100, LBO-313, -315, -323, LBO-325, -516, -518 
5792 Tektronix 7201, 222 

Beckman, Hitachi, Kikusul All models 


5795 Tektronix 300 Series 


Beckman, Hitachi, Kikusul All models 
Hewlett Packard 1715, 1740 Series, 1950A, 5200A/D, 54112D, 54501A 
Leader 3060D, LBO-2060 
5800 Tektronix 7201, 222 
5803 Tektronix 300 Series 
Beckman, Hitachi, Kikusui All models 
Hewlett Packard 1715, 1740 Series, 1805A, 1809A, 1950A, 1980A, 54501A, 54510A 
Phillips 3050, 3052, 3055, 3057, 3065, 3070, 3206, 3215, 3217, 3219, 3256, 3264, 3266, 3267, 3280, 
3285, 3286, 3302, 3305, 3308, 3310, 3311, 3315, 3320, 3335, 3350, 3355, 3365, 3375 
Leader 3060D, LBO-2060 
5809 Hewlett Packard 1720 Series, 54201 
Phillips 3290, 3295, 3296, 3323 


5812 Tektronix 485, 2465, 7A42 


The above recommended probe models are based on available manufacturers’ specifications 7 
Pomona is not responsible for exact performance characteristics due to variances in scope specifications or operation [IV 


Pomona’s cables, adapters and connec- 
tors feature the quality and performance 
characteristics that assure long life and relia- 
| “bility. You can choose from a complete 
family of industry’s finest cable assemblies. Virtually any connec- 
tor combination in typical lengths from 12" to 48" (BNC cables to 
120") can be specified, including many industry-standard lengths 
available from stock through your nearest Pomona distributor. 

Leading the way, Pomona’s 2249-C Male BNC/Coax cable 
features a molded stress relief boot and male BNC connectors on 
each end. Connectors feature gold-plated center pins and tarnish- 
resistant plating on the body. An extra-long stress relief is molded 
onto the connector and cable for long life and protection against 
contaminants. It is available from 12" to 180". 

Another example, Pomona’s “B” cord features popular 
18AWG, PVC insulated wire with stacking banana plugs. Nickel 
plated beryllium copper springs are swaged in a brass body for 
best spring retention, low contact resistance and long life. 
(Available in 10 colors, lengths from 4" to 72".) 

We've only mentioned a few, but the quality is the same, 
regardless of the cable, patch cord, jumper, adapters or connec- 
tors you select. Made to last a lifetime, versatile by selection. 


Cab 


BNC, SMA, Type “N” and Banana Adapters 


Youll find a complete assortment including \ 


binding post adapters, phono plug and jack 
adapters, BNC adapters in various male/female 
configurations, SMA adapters, SMA/BNC ad  W ; 


Type N adapters (BNC and SMA) and x 


BNC/UHF adapters. See pages 74-78. 


Universal Adapter Kits 

Model 5698 Universal Adapter Kit and 5748 
Maxi Univ ersal Adapter Kit ie you to make 
your own adapter combinations. Adapter ends 
are joined with coupling nuts, allowing you to 
choose your own combination. All connectors 
feature gold-plated center contacts and silver- 
plated bodies. Universal Ada 
Hane ideally with each kit. See page 76. 


pter Cable Assembly 


Pomona’s Cable and Test Lead Racks 
offer fingertip convenience, ideal for lab 
or shop. Keeps cables and leads neat, 
easy to select. Available in 3 sizes. 

See page 120. 


Choose from a complete family of quality jumpers and 
cables, featuring beryllium copper banana springs for 
best contact life and lowest resistance, or grabber and 
pincer test lead assemblies with beryllium copper or 
stainless steel contacts with gold plating. Selections 
include miniature and standard banana patch cords, 
spade lug, BNC, TNC, pin tip, insulated minigators 
and alligators, UHF, “N”, triax, phono, “F’ and phone 
styles. See pages 107-154. 


Adapters & Connectors 
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SMT/PGA Converter (above) allows 
low-cost SMDs to be plugged into through- 
bole boards. 


PGA Spring-Loaded Pin Adapter for 
SMT boards (right) enables board testing 
without a mounted device. See page 19. 


Pomona lists over 100 models of IC 
test clips, adapters and breakouts, 
including models to access up to 
5 256 leads on a single chip, all 
designed specifically to answer the needs of the user. An 
all-new, easy-to-use reference will guide anyone seeking to 
access these fine-pitch devices (see pages 16-17). 

Pomona’s FIN™ (Flexible Interface Network) 
test clips include a new PGA socketed platform inter- 
face. Pomona’s newest test clips offer accurate test 
solutions for new low-profile, fine-pitch packages 
such as SQFP, SSOP and PQFP styles. 

Capable of accessing lead densities of 0.5mm or less and 
unit heights of 1.4mm or less, Pomona’s latest technology will 


NX 


FREE SMT/IC Test 
Accessories Catalog 
Call, fax or write today for 
_ your free copy of 

~ Pomona’s full-color, 24- 
page Surface Mount and 


allow reduced time-to-market for new test clip configurations. 1C Test Accostne 
Selecting the proper test clip on the basis of device Catalog. 


nomenclature alone increases the risk of improper fit. Instead, 
you must take several factors into consideration such as pin 
count, industry standard (JEDEC or EIAJ), package configuration 
(square, rectangular, two or four sides) pin-to-pin spacing (pitch), 


ackage type, footprint standards and top-side interfaces. 
package lyp Pp Pp 


To make selecting the right test clip easier, Pomona 
developed an SMT/IC Product Selection Guide, which is featured 
in the pages of this catalog. You simply identify your chip’s 


characteristics to select the proper Pomona test clip. 


FIN™ Flexible Interface Network 
FIN™, the Flexible Interface Network, is 
deal for design emulation, production or field 
service testing and repair. Pomona’s FIN test clips are pro- 
vided in four versatile styles to accommodate virtually 
all QFP devices. The length of the FIN clip’s flex circuitry 
provides the shortest distance possible between device and 
test connection for reduced signal noise. Individual contacts 
conform to variances in lead dimensions. 


Based on the same “lock-on” design as Pomona’s 
popular QFP test clip series, a two-step alignment process 
assures the best alignment and contact with all pins for 
guaranteed testing and reliability. 
See pages 14-15. 


Square pin recep- 
tacle lead. 


VI 


050" headers on 
> ribbon cable. 


Rotating Micrograbber™ 
Pomona’s Rotating Micrograbber™ is ideal for surface- 
mounted devices (SMDs) and high-density lead testing 
for spacings of 1.2mm (0.05") or for testing fine gauge 
wire (0.2mm, 0.004"). Insulated extended guide tube 
reaches into tight areas. See page 24. 


Ensuring the Correct Top-Side 


Interface 
For the majority of simple device testing such 

as DIPs and PLCCs, the pins located at the top of 
the test clip will easily accept most popular test 
probes or grabbers. However, with the increasing 
use of logic analyzers or special black box testers to 
test high-density lead patterns on ICs, a 
choice of interfaces is important to 
reduce set-up time and to allow a 
variety of test functions. 


slid 
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DIP Clips 

DIP, SOIC and PLCC test clips 
make SMTs and through-hole 
mounted ICS easy to test. 


FIN™ Clip 
test clip with PGA 
socket platform. 
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Electrical Kit 


Electronics Kit ............ 
Extendable Tlp Probe ..................++ 
Field Repairable Probe <.-ccc.sccctses ts seres te eee ie 
Flexible Test Lead sc.ccascstcoecheats tne cre 28 
Grabber Leads ssc .scvsestececascetee eeceseeec ee eee eee ee 
Iriduistrial Kit vc.c3 sccccaseccesceecerscseseasestsce seeetor rest terete rei ener eee 
K@lvith. Clips ctccecsstevsceuccctesdcaste stare steevcuoct het eect ccemeenec teens teen 
KITS oc. «Sv steasasans tig cc Secrest tscec earn ce eee ne 
Large: Test Probe 2..2.cctn.ccceccc eeteseeres eeee corte eee ee eee ee ih 
LOW Cost-Kitc.cre ee er ee-cotcce re ctor ore cee ren ene eee ere 32 
Maxigrabbers:2::fox.4c.acsrces Sesetects maces toate ee ees 28,29 
Multimeters Clann D=0 cere otscee ccc cone cereater ore mere een eee mere 38,39 
MUulti-USe Kit 22.220, tcc seer cee fester cee rae ree 30 
Pen. Meter Test: Lead: ities... eee ee ete erento eres nee 31 
Pop: Jack ACCESSORIES *..xsnee reste erecta eee rarer ee eens 33,34 
Pop Jack Kits. SO or ooo oct ene er 30-32 
Probe Handley sq ccssccccstesconcsteetecs sees eee ee eee Paik 
Probe Lead Sets’. sccccc cs cecrees cette oOo ee ee 27 
Replaceable Tip! Prot :ceecscesseeeecsceseee ere cteeee ween ees 31 
Shielded Test: Lead... S208 ees. eee ten ee eee eee een 31,37 
SMD Microtip;Probe 2s: ee ee 36 
SMD “Test JWeGZGrs scectvsccesesteecececee eres tc oe eae re 36 
Dust Caps, ‘Coaxial Peelcjeccovescoscatsss settee oon nee 82 
EIAU QFPGPS y evecccvccscscoscasvsczsteeetere as nees et eee 12-17 
European PIUQS ccstescascescasctetee-cee eee are een ee 55 
Extruded Aluminum BOXGSccrecccene sere ences seen ee 95,101 
"F’ CONNGCUONS ccesstssccactes aoe 72,83,131 
Feed Thru:Resistors/Gapacttors:-escce:scnesse tener eet tee meee 78 
Field Senviceable: BNC Cable PUGS ace estecsreeeee ree esate seer eats 83,84 
FIN GPS sccsuccceutevliy ceees ceeesosstee ets esy Sees ne tee ee nan 14-17 
Flange: Mount Connectors scenester eee eee 74,80 
FLYING’ L@adS :ccse.2.sccaccesseccvocees ence aeee ease ae nee ee ae een 25 
Gaskets: .oi2scciéssevissessvdeseestas stereos cas eae ae 81,101 
Gold Plated) cc. foceccaet hectares ene ene oe 52,54, 59, 66 
GRABBERS 103-110 
Patchy GOrS ss seiscsecscecceti cee Mevestoeeae sd eee eee ae oe ee eee 107-110 
TO@St ClIpS:..5. See ccccsssch ocean ee 103-106 
Ground: Strap/Statie Contre lee sone sereeencners te eererene cee ec ee 135 
hermetically Sealed CONMECIONS sees seeeeene sence eee eeneeee 74,79,80 
Hex: Head Binding: Post exe anne eae eee ee ee 63 
Highilemperatuire: Devices ae nee eet eee ener ee 52,54,59.63 
Holders, Test Lead s.::.feccecececcet cierto 126 
HOUSINGS. Sx. 2e eS ee 2 ee er eee ee 89-102 
IC TEST CLIPS AND ADAPTERS 12-25 
Dip Clips 220 eee ae eee ee ee 14,16,17,22 
Dip REMOVER eecneieee kee accor re eee eee 23 
PIAS GUIDS tr ceesccccct astat tet scree eae ee eee 12-17 
FIN Clips. secscetes co eater aaa 2 oes aa et rer 14-17 
PIV ING Leads: cric.. See corrtee cose arta ene eee eee 25 
Grabber Clips :.catceste coogi e eeee ee 24 
JEDEG: Clips: csectccscsersscortacseoes soe ee epee 12-17 
Jumper: Cable. 3005 <n ee ee eee 23 
Leads) au aehi ee dooce Se eee ne 24,25 
Needle Point Probe .scccc saccceree een nee ere eee ee 25 
PLGG Quad’ Clipe cee eee eee ee 16,17,21 
PQEP.Pin: Breakout; ccxsclnt-eetee cee eee ee 15,20 
Quad: CHD: wees costs eee ee ee eee 16,17,21 
SOLG CHD): sceccasevesaciestrcsesearon ce crus Rake eee ae ee ee 16,17,21 
OMB Microtip: Probe as. s::s0ee ose reeset eee eee ere 25 
SMD TweeZers eicaceicccsctaceee ee 25 
SMT/ PGA Convertens.4.cacchcntc rere een eens eee eee 18,19 
socket Interface...cvkun seen ee ee ee ee 20 
Spring:Loaded Adapters... 2255. a eee 19 
olatic COntrolDipiRemoversesee.. cece rere ee eee ree. 23 
OUEP CIPS, 22 sce.ceteeccte actrees ee 16,17 
SSOP GDS Wess... csacvedinc eee ee ee 16,17 
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Low Thermal EMF Devices ... 


Matching! Padi: rset ces eee eee eee 
Maxigrabber® Test Clips 
MEV Connectorsies senses cnercres eee eeernente ae 
Microdot Receptacle ise. eee 
Microgator Patch GONG scsvcsceecseeeeeessteeeres eee 
Micrograbber® Test Clips ...............0 hi 
MICFOPIUG) &....:..si¢vecessece.ad0. cde ae eee sa caase soar eee As 
Microtip. Probe. .:.::.:.scscc8osereseees eis eoe ent ss otras Cee ‘ 
Miniature! Pi One RIUG Seven ects trees eeesseeeeeareeeneee 70,71,132-134 
Minigators 
ACAD tel... ..ccececsescecs.szacsaureceetecatisstetucera: oora area aero 73 
Cable Assemblies fi..cc2.ce0.:.i..c:nur oh eee 44,47,129 
Patch Cords’ ..cntocssenscasesdeot assent ea cee eee 35,115,116 
Minigrabber® Test Clips ................. 34,43,48, 104-106,109,110,128,132,133 
Minipincerilests Clips esse aennen Shay; 43, 49, 104,105,107,128 
Mounting Bases ....ci:..c00s:essscecestss Rvarnsslesesvacsessesnto eneeetne noe eae 61 
Multimeter, Clamp-OM J......2.5:..c-s2::.2ice.ssssscttene een eee eee 38,39 


Multimeter Test Leads (See DMM Accessories) 


'N' Connectors 


ACA DIGI scosesccssssecocsetsatensectusert estas te 74,75 
Cable ASS@MDIl€S:.:....s:csiessatesesescsoracessaesissiatasls cusntste deca eee 122,124 
Gabl@:PIUGS ....ecccecant-0:c-<o%encucivies-o<cipieteos estes ate ee Sado: 83 
Panel/Bulkhead Receptacles <aixcri.cccccs::roasessrese-csse eee eee 79,80 
Resistor Terminated ....2:...5.::.c..sssssssscaveseseecsscessassste eee 78 
OSCILLOSCOPE ACCESSORIES 40-51 
Active Diffential Prob@y.cssccccssscsssares-snaesesess.c0 ee ee 42 
Adapter Kits. v:0.20.:8.ck ead m-teiardebeactveen visestea site ee 50 
BNG Cable: ASSembli€S 222s, .cccccnssastsssntsrah austere ee 43-49 
CONNGCIOIS Ab. bite ee oe 50,51 
PFODOS tei6. pceeseevtetblcvcttee oe oe a 40-42 
Panel ReGeptaches n.ccccssvazessascattcranyeercsicieeet esr ge eee 79,80 
PATCH CORDS 111-118 
AIlIQQtONS reteeccacaccot.ccstenciecectsahevior aettenc one este ee 115 
Banana JaCkS/PIUGS pIVIIM seme ee 114,116 
Banana Jacks/PIUGS Olt anes saee een ee 111-115 
BNC; PUSh-ON «Anita cae ee 112 
FUSOG isvtectuctagecsiscr caveteiessrvessia ties eae on 113 
Low Thermal EMF 2iccteccentsatsnsteenceteesceee ee nn 118 
Michogator Sisccstecsceiccacoe savscuesehcceae cree: See 15 
MINIQAtO lee oseceveeaccosstastncssteartra a Sten nee ee 115,116 
PG Board Test:Clips 7. = .c.:.csessscvsssts tesress oeares teen eee ee 116 
Pin Tip Jacks/PIUQS' =. s2-2-cx scrvass.e tees eee 115-117 
Retractile Cords 25. ti......-20 eee a ee alam beatae? 
sheathed Banana Jacks/PlOS):.1.c:scsr.csvessstsesssaseeeereeeess seers 113,114,118 
SPade: LUGS stots .sciceave atone ee 112,115,118 
Square Pin/Receptacies (025) \:...c.cs.cssssrtwessvssee ae 116,117 
PC Board Test Clip’... sstcicsrecctsannsstenanesssteenen peer eee ae 116 
PC MOUNTS: .2.2:cccseasssasvsecssessaevisragceersseteessteeeaeetes eee ogee 81 
PGA / SMT Converters)... ccasescseortattres nosstescare ee ie eee 18,19 
PGA BreakOuts sicictcciusdsassessxcsssscdoyseccoveversehes ck cc norae et tera eee 20 
Phone Plugs 
Adapters \iis..;.c.rcccatiacstdawana avebercta ee see 70-72 
Cable. ASSemblieS iivcssccc-caaeecresss ete 47,132-134 
Cable PIUQS. «..iiastccasceserarsvsarsosoveines conssgers caren oe eae ee 130 
Phono Jacks/PIUQS -#:.esi.::-:<t8- ss seancaace tee ee tenon 


P.O. Box 2767 Pomona, Catir., 91769 


teeeeee 
eee e eee e nee e eens 
eee teen ee en ewww en enee 


eee e renee eee nena nen ee eee neeeneeeseennennseneneee 


een e eee e ene eeneeneeenees peeeeneneneneneeeenenseeesneenes 
Renee een een eneneneeeeeseerarsenacesncanesnsnsasetasesaterasereneraee 
eee ene e ene e ene e enn eneeenseenanensnsnseenseeasnenseeasenaeeeaeenseenenene 
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ne 31-33,36,37 


SEeeRIRNC E CONMCCLONS occ: eee nnn eeennnennennnsneectiecenntnnssennsusees 83,122,131 
ud) BITE) TESA RTEIRSS ce uc alee re aero eee 21 
OES EE SS ee 21 
Replacement Parts 
BUPA MEO SANIOLITIEING) BASCS: 5-, sccvcco<cscccocesescraokcadcscsose $Pécccsceneectencissesens 61 
LOY RVG. wae ee ee 102 
Bm AHTIE TROUT W OFM sxe ccsze so Sass. de ccsce oe as cect cue snceicce—cceaeteeveeeneees 106 
MultimeterTest Lead ACCeSSOFI€S ..............:ccecseceeeeeeeeeeeeeseneees 27-29,33,34 
SERED co cccctcaco eek 53,97 
“pes EN G)DE UDB sccadehree ee ocean 34 
SES SG NRTA ce Rae te ck re 54 
Retractable Sheath Banana PIUGS .................ccceceseceseseeeeeeees 55,113,114,118 
FROHAGHIEIE AICI) GOLUS %.eccsccescsce.-seeecsccscsncosoest 34,108,109,111,113,120,125 
He Eh) CRG seed Ree 81,101 
Rivet Type Banana Jacks/PIUGS ...............cscccccseseseeeeeeseeeseeseaeseseaeeeee 53,57,62 
Scope Probes 
Screwdriver.......... 
SSPE S 2 onc concccod ic cece Re ee 53 
Sheathed Banana Jacks/PIUGS ..............ccsccceeseeeeeees 35,52,107,113,114,118 
3S ELIGD SUSE Bd Ue ee ee 56,126 
SViPTGl “GGL Gite ae ee ee ee 37,45 
Sah, SOS AES 2. uae tet se, Mees 5 ead Bes aoe rr 81,101 


PC Mounts ........... 
TAU ae 0 Ce NS ee eee TE en ES OF! 
TET Deaton eee 


SMC Connectors 
SLO) elelile lid (5 | eae ee 
SMD Microtip™ Test Probe 
SIVIDBTES CL WECZE We emetic ree Saree Oe 


SHOTLC (GIES? TSA ANGRY OG Skee en ae 2 
Spade Lugs 

INO D) IB coe caomearinterreet ere nen coterie en ao 64 

(GaDleVASSEMIDIIGS memento te a cccane 48,49 

PELGID COS ES 05 chat eveyere coed eer eee ee 112,115,118 
Sy OBES scr ad GR ee ee es ee 59-62 
STAVSTT) | GPG LEC |TS TYG T (NTC) |B) coh eet SoS oo oe ieee eee ee 63 
Square Pin/Receptacle (.025) 

C21) CASTES noe oe oe oe 45,49 

[FUCA GATS eanicy uaenntns SA Sees Acie A ke 24,116,117 

VWIgpDDEGAVMIKCAPCHII lial Sameer tere eee meee eee come ee 59 
STATIC CONTROL PRODUCTS 135 
AEE S STERIC LENCO Les eeee eee ie tec ree ERY eons anatauceateress 82,84 
SHUT RUBE IN ESV ate BA Tee oe a 12-25 
TRUM TEN) SU NEU TELE WIE aoe or eeu oe ec 64 
PRET ATIITAR ONS OAX I p aretses tascceae cadets ctccactecrcoasscccsseat snhissiecscbadvecUeossentsoen 78,82 


Test Clips, Multi-Point (See IC Clips) 
Test Clips, SIngle Point (See Grabbers) 


AUS dae eecl CA CHICA G rere cee eee, CA oe eth cess ievscseedsdsondes 126 
Test Probes (See DMM Accessories) 
LESS TARAS acces Beaten oh Sees ep OPS ae Re 36 
BU BASE 2 EN ie eR tel ee Be Niet e PR See easy ee SG hesSl sc dicksescvesescenancaeses 72 
SLINGS ORNICCIORS tesserae ee i NE ahey 74,75,79,122 
TiblaXTABGOMMECLOLS ese. ceceee eon ce ccc ee cree cso ocean tecceves 75,80,85,124 
TANT UR ESTE SY PTET LOY Sec SS  nnee e OR 68,85 
LIEIRIBGONNCCIOIS Ree ene ccecst es eee een, 68,70,75,120,121,127 
UJTTE SET NG ETH) COP eo eee a i ae SR 76 
WATLEE: LPI 5c sicrapncel ie Sa Snorer ace eear ea oa nee ame ne eee 72 
WEE=SOSICONIEG EO ete te ce er oe, ee oe oe 71 
WV Ee ssTIONG OMIMEGLOR ate sooeest hea ccacecee ene ge oo ae © eRe aces Riekos 71,130 
Wrapped Wire Pins/Sockets (.025) (See Square Pin) 
WVIIS EEA IG so eaLl GeO UL Ob te pecs eee ct tries ceares cates eo 
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520 Te eee 109 “S345 eee 83: (5452 ee 20. “5581 ee 23 
5202 Sr A iecnecccs ore SO 5 GAS oS eerrers ese ee 19 735403 eee 20 °5582:c. oe eee 23 
520328 See ee 94° 5356 it ore # ry nein nee 20 T5589 ee 23 
5205 1. eee eee * V 5357 ee ee + TASS ee ee 20 “5584.0. ee 23 
BO0G Berea 16,22 05358 ee *- BABS aa nte ee 20 -5592 ee : 
5? 14 eee eee 16,2239 5359 eo eee Ft O46 ieee eee eee 20 5593.25 oe eee . 
52:1 Geeta 16422725360 ee eee 105° ©5468 Ae oo 20 "5504 eee - 
518s 85°" 5962 ser ee 107 °°5486 eee 90°95505 eee . 
5219 -ca ee eee 80 5963: eee 73 (55062: 038 eee 20 “5596 ae eee . 
5990 Ai a 16°22 5365 =e eee 81 “55108 0) eee 50,70 5597 eee . 
5093 <5) Ve eee 124 °5866.4 eae 64 S511 eee 50474 55608 eee 79 
BOOA. 2. ae eee 16, 29538672 ee G4 45512 gern ree S{<78: ‘5695 eee 33, 34 
5OS0 nee 52 "T5368 Tree 34°65 19 eee 51278 5643 eee 17 
508 Tan ee ee 104°V.5369 2g eee 84° 5514 nec 21 5643-2 Now eee 7, 
HOGS. asec ee 5975370 ae eee 84 ““5515A «esate eee 01) "5644 eee ee 17 
BO40 1 eee {6.091 5971 84 §5516 eee 81 5644-2 New see 17, 
5OAS ne eee 104053872 eo ee 842554 7 seas tierce 31 “5645 cs. ee 17 
5SDAB Tr ee Sotiansy7 sae 64°55 18 eee *©"5645-) Naw cee 17 
5O50s 5 cee 16/217 S8/4ece eae 79. =5519.. ee 31°55649 4 eee 22 
BOG | ee ee 16, 21/5375. ee 85 35520) eee 104 5650 eee 92 5751 aces 16 
BO5 0 nes ene 16521-95376 = ee 85 18552 lie ae DA AOT “5656 anne ee ee 20 5751-2 New... eee 16 
5O5Sh ae ee 16:21 BS fo ee ee 85 ee 5522. (ae ee 105 75657 -afee ee 20 © .5752.....00 eee 50, 76 
5254 ee 16707 “S578 se ee 85> 85525". ee 24-109 5658... eee 20 5753 a. 50, 76 
BO5B) oo. hae eee 94,5370 ee ee 05° 45524-4. 4 eee 1047 5659 4.4 eee 20 5754 i: 50, 76 
BOSON a ee ee {14> “5990825 eee 85955525 eee 24: 408 {5660 ne oe ee 90 5755 snc 50, 76 
B60 eee 1207-53810 ee 8555508 4. ee 135. 5661 oa ee 20 5756 can ee 50, 76 
566. eee 119275382 ee 85. 6 5500 anon eee 135: 5662 2.8 ae 90 — 5757... 50, 76 
5068 eee AA 5353 “rn eae 79" 85530 ae 135 7E5663 eee 20°~55758. ee 50, 76 
BO7O cn re ee 94053940 ee 61, 55531 ee ee 135 55604 ce ee 20 5759... ee 50, 76 
BOTA cancers ae * $5386 te. Sees poe * [5530 vest ek oe 135 25665 ee ee 20 57607.......e 50, 76 
BOTD eno en SOT GAOL cee an ee 16521 255390 eee 195 45666202 ee 20 5761 New ... eee 64 
Sieg fs eat et cD oe 51.75 254002 eee 17-24 55S ee 135. @500/ a0 ee eee 20. 5762 New a 64 
5979 eer 1621540 eee 113005539 eee 86 P5669 Se ee ae 20 5763 New nee 64 
BIRO 2, ee ee 16,21 54047 ee eee G9 85540 2 eat ee BG ¥-5G69 bards eccea cee 20 5764 ssc... Az, 
BOClean ee 16.21, “5405 22 ee 6695541 Ree eee 86 5 15670ca es ee 31 5765... 17 
BOG. 7 ate a eee 89.5406 fee eee eres BD 55D Sel ee ee 86° -5671A New ee: 30 5769...22: 17 
BOSS. een cece tee 83°.5410 20 oe ee AR 5543A New cveeeesessseeeees BO 5672 ne ae eee 32 5769-2 New «ae 47. 
584. a eee SS NSATT eee 25 10R 5 5s ee #56 79A New oe 30 9 5770... eee 17 
BOR6 ee eee eee 83°) 54120) eee 107 abo545 0 eee 83°34 =5674A New. 30 5770-2 New ee 17 
BORG ia tan Pen ere 8355410 eee eee 16,21 5546. BERRA SEDGT5 oun eee 32 5771 <i. 17 
BON eee ee Bi 75 S41G) eee ee 1042 E5547 SR5B4 ESG/6 uci eet 81 5771-2 New 2 17 
5222p ree anil Dye VIB 54196 ee 10 7ameS5AS te eee 83934. W5677A Now <2 cence 30 25772. dz 
Sas panera aries Ae: S18 15 54> eee eee a5 Pw 5549f eee ee DINt56/B ee 25.36 “5772-2 New «ieee 17 
S004 eine ee ee 50 @.bA00} eee DE 199 mi 5550 ce ee eee ee D156 79 yee 32 M5773.ascis 17 
BOR eh mock 115.5409). AS SSS tee eae pee ees 21" SEBO sont eae eee * 5773-2 New-». eee 17 
BOOG Benes ee ie 63: "5404 eae AOU S552 pane aa ee 21085681 secre * 957714 cise 17 
EG 7 ice etee ea BA 78: ©5406. cap ccee eee SSDS S oe ee D le SOS 2mm nee 33,34 .5774-2 New ...ee Fs 
S006 ae are: 5127595426 ee ee Daas eee ae 21 -VHGRS Teac eee #5775 17 
B09 sont ae 54, 75 65427 ee ee a istssy/ oan ewes 2.2 * 5685... Aue ee * 557716. cscvesch. 17 
500 tee 5175 (5428... ee eee BACBE DAG AGN see *° BGESOr kee ee 83,34 “5777 17 
TO ere eee ae 8 107 M5450 ee 105s 55b0 ae eee +: (5687 a © D571 Gi oaccie< 7. 
S02 taster 85 “5499. eee BO DODO ica sy Bee * SB688 sci. sec ee 15779. ee iz, 
0S eer ee 24 -A07 © ADS eee ON 5561 208. ok ee + E5680 5 ae 83/34 5780.....-. eee 17 
10 * Item can be built to order © ITT Pomona Etectronics 1500 East NintH St. P.O. Box 2767 Pomona, Catir., 91769 


Sates: (909) 469-2900 Tecunicat Assistance: (909) 469-2928 FAX: (909) 629-3317 


ee SS 
‘ 


Model Page 
5781 to 5830 
SN UE 
STA SP 305 2 a ee UZ 
OSS Pe vA 
OSD oe Ste ee a 
52, ae aera 
ASS) 1 73 
VAS ccnekt Cece Rene 33, 73 
SEE asec. ccssec0s.0e. 73 
US. 25 
EMO 2c........-.-.-. 105 
Be We odio... 73 
BSP nc 40 
SoS 40 
0 ae 40 
o2ue ee 40 
DOO OMe ete iy)cSpccsevecevse 40 
JL06 a e 40 
Cf 2 ie 40 
S13 re 41 
PS OME ees ws cachet neveccs 41 
i ee 41 
OE: oe 41 
Se 41 
[ee 2 41 
OSE 2) =e 41 
Sy ae 41 
bh 41 
[ORG 2. 41 
oP 40 
sore) a 17 
SOS 105 


ALPHA NUMERICAL INDEX 
Model Page Model Page Model Page 
5834 to 5864 5865 to 5895 5896 to 5927 
SSSA NGWi cere ese ye etsfeleyN (a Ape M/E OOO NGW tratesecse eee 19 
5835, Nowa te 19 e5866 NOW me-crccc--sctse cs NOD OO MINGWirce:sttestees ates 27 
5SSGiING Wee eee Oe DOO TAING Whee e: coe oe OME DOO NGWiesttrceete cosets ess Pf 
OS aN GWirsemccieeteseaseas Ome DOOOINOW nt ssheec ats. livin 5899) NOW cosecsccccd-nny-s-> 26 
HBSSINGWies fetes eseeecses Oe SECO NOWiesscesc-cs-aer es tO 5900 NCW. ....5. cts: -ct os es= 26 
OGD NOWircrettecarssesreess LOMO GO ZOING Wier et-ceesesssee- PO mE OOO TNGW testesere cresecees> 26 
BOAOING Warmer ccctercsssetess: OT DO VMlINGWiesect=ce. osceese sss ime OOP INGW eiiassvcsseoecbecoek 26 
BOATING W Been ceree cece: OER OTCINGWitt.casccceee et. fmm GOSINGW peeves. coeeee ee. 27 
BOAAING Wiser nese LOBED OT OUNGW tees tsbact cece GMO 904 NOW aes access eeccce: Pf 
BBAGING Wares teste ctecazt oes HOSED OL4 NCW cccsccsbesecests. Owe OOSING Warseeiee ss seee cece 26 
BSAA NGWine emcee ccc ete 1OMEOS 7S NGCWre et ee ifm SOGiNGWirn ccs 27 
BO45 NCW eerie cae TOMES ONC Wire terrae iti ame OO TANCW heraccessscseeecceees 28 
BSA G:INCW racccssecceecreveces MeO 1/4 NOW Bacecocssvesee oe sees fmm O08 NOW tieccce-ccetecccce 28 
BOATINCWiteeic ete cscuaee UG) BRS ASHI NEN Gi aicacatton Rea ZOD 909) NOWiterereeece es 28 
GAG; INGWresettrte ts saee- ce TOMO S LOINGW rescteessosnees coos i. Ome Oil O\ N@ Wir tere s-. <feneseoets- 28 
BBAGINGWizwccceesarcccsserece TOM OSSO NEWiencsnicccescese ADO MMENGW tee eers tees 29 
BES OiNGWasee te erect ae OME OO IIING Witenes ceccrrcnc eos OO AINGWiraeectene cee eee 28 
BGO MING Wieice iss seserees OM OOOCINGW cst te seteee see. 1 Game Oils INGWpemeae cone se: 29 
5SD2INGWisraetccuc-sree: LOMO SOGINGW tics cce. castes cesses lime OAL ING Witenes. Areec. 29 
BOOOINGWaeeetesss res ctees HOMO SSA  NOWicceteccaeescctsc esos fle/aee > OP DING Wines ss cconcesceccess 29 
SOSaING Wie ene TOMO SSOINGWiittt sei iGo OT OUNGWit tesco eee eee. 29 
Shs lola N AW h asaces caeepsnaee 1 OMED OOO! NOW cosets ee TI R/gmme O07 NGW tetcceccacctccoeeae 19 
BESO INGWre ce eeneess OME OOIEINGW masceeeccasrsaesecess ie ONO NGWi tietecs eens cee 16 
BSESiANGWisesie cect cess MD OOO NOWorsrsctrecet scene. ime OO NGWiteet to see 17 
DOO CING Wieetereemtcet. sare OMe 5889. NEW: teers eee Ome OCOINGW ones 174 
5SSIINGW eee LOMO OUOINGW fee. Ni OOCAINGW eee 25 
SB60iNGWHate ee eee OMS OOIENGW facie rtecncecedeccet liZeue 5 OOSiINGWie eee 25 
DSGiIENCWae eee ee Oi OC O2INGW e.ccc.sceseecs-ne lfm 924 NOW eee cee. 24 
5862) NCWiecsverccerrse sss OMS OSINGWIr oe H-s:.cccrs reer 1G 925: NGW eereeedeeecseis se 24 
BS GSiINGWireteencties cescncs LOM DOO 4 ING Wises ste cone - cus wcccs Gum 592 GiNGWir weer ee 24 
BSGAINGW sectiessastissecss ce ‘idem OO ING Wits ee. cones coos ese: llOme DOS HNGWiheee eee 24 


* Item can be built to order 


© ITT Pomona Etectronics 1500 East Ninth St. 


P.O. Box 2767 Pomona, Catir., 91769 


Sates: (909) 469-2900 Tecunicat Assistance: (909) 469-2928 FAX: (909) 629-3317 


Model Page 
5928 to 6001 
5OOS INE Wer. -ee eee 24 
HOQOING Wires anscsscccsies ss 24 
5SIOSOING Witenes 24 
SOS WNEWise cesses 55 
BOSZINGWie acter estecseent: 55 
HO SSING Water ne eecea 55 
5OSAING Wirt senso 55 
DOS SING Warren eee te: 55 
5O36INC Wren 55 
SOS TANG Wire teesstr eee 55 
5938' Naw ee 55 
HOSOI NCW ee 55 
5940 NCW tee eeeee 29 
OAD NOW teers ects ere ee 42 
SO ASINGW eeercctrs. tess: 24 
5OAG NCW eet. 41 
BOSON GW reste dee okie tense 32 
HOS TINGW eseiccscsvsshetsveees 32 
SOSA INGWieeet cece: 32 
5O53INGWitercet arco 32 
BOSAINGWiercecteeceae es 19 
DOSS ING Wire nee ceee eee 34 
BODGINGWins te eee 20 
BO59 NCW bce ceeenctee es 19 
HOGONING Witeeeen sees ess 19 
S9GIINEW eee 16 
BOSZING Winn cere. 16 
GOOTINGWeee ee 34 


euowod 


Pomona 


IC TEST CLIPS 


Selecting The 
Right Test Clip 


Selecting the right test clip used to be easy — and still is for 
the older, traditional IC packages. Identify the type of package, 
such as DIP or PLCC, and count the leads. Lead spacing is a 
standard .100" or .050". Package case dimensions are standard. 
Packages and lead spacing are large enough that it’s even possible 

to “fudge” and put a 14-pin clip on a 28-pin device and 
still get a good connection to some of the signals. 
E= However, with many of the newer devices, the whole 
= picture has changed. Package size can be narrower, height 
—= can be thinner, and with significantly increased pin count 
= due to reduced pin spacing (.025" and less). Confident 
== selection of a test clip can no longer be made based on a 
E= simple device description. 


LOTITO TOIT The standards aren't always the same 


Generally, chip manufacturers produce their 
devices to either JEDEC or EIAJ standards. These 


standards seem to assure a consistency in 


package size and height, and the 


configuration and spacing of lead 
pins. But it isn’t necessarily so. 

The allowable tolerances are so great that 
differences between manufacturers — 

indeed between different plants of the same 
manufacturer — require different test clips for 
devices with the same part number. The legs may be bent 


Making sure the test clip 
you select provides the 
correct top-side interface. 


EIA] Plastic Quad Flat Pack 
(PQFP) test adapter 


we MITSUBISHI 


BSWLOGIC 


84-pin PLCC 208-pin EIA] OFP 


differently. The devices may be manufactured to English or Metric — 
standards. Even the body cavity configuration may vary. 

Therefore, the selection of the proper test clip must take 
much more into consideration. Pin count, Industry Standard (IEDEC 
or EIAJ), package configuration (square, rectangular, two sides or 
four), pin-to-pin spacing (pitch), package type, footprint standards, 
and top-side interface must also be considered. EIAJ Devices are 
manufactured to two footprint standards, often referred to as 3.2 or 
3.9. The numbers refer to the difference between the outer 
perimeter dimension of the leads (see “L” in left diagram), and the 
nominal dimension of the body or case (B). For example, JEDEC 
standard MO-112 shows L-B=3.9mm, while standard MO-108 shows 
L-B=3,.2mm. Only by careful review of package specifications will 
you be able to tell which standard was chosen to manufacture your 
chip. These variations can even show up in devices of the same 
part number from the same manufacturer! 

Due to these variations as well as the rapid development o 
new devices with smaller body sizes and finer pitched leads, each 
of these parameters become increasingly important. When a test 
clip is selected just on the basis of device nomenclature instead of 
describing each of these parameters, the risk of improper test clip 
fit is increased. 


Another consideration in selecting 
the right clip for new, fine-pitch devices is 
their interface with test instrumentation at the 
top-side of the clip. For the majority-of simple 
device testing such as DIPs and PLCCs, the 
pins located at the top of the test clip will 
easily accept most popular test probes or 
grabbers. However, with the increasing use of 
logic analyzers or special black box testers, a 
choice of interfaces will be important to 
reduce set-up time and allow a variety of test 
functions. 


.050" headers on 
ribbon cable 28 ate 


NS 


ad 


100" DIP male 
pin converter 


square pin 
receptacle lead 


Pomona’s latest technology developments will introduce test clip designs that 
mean reduced time-to-market for test clips to access chips with lead densities 
of 0.5mm or less and unit heights of 1.4mm or less. A patented process 
provides dimensional stability and ease of manufacture, combining 

the best features of Pomona’s high density test clips. 


24-pin SSOP 
(In-Line, Shrink 
Small Outline 
i peers Package); 

100-pin JEDEC POFP 32-pin 128-pin EIA] OFP or, QSOP 
(7x9) PLCC (M68020/030 Series) 196-pin JEDEC QFP (Quarter Size) 


How to make selecting the right test clip easier 
Identify the following characteristics about your device, then refer to pages 
16-17 to select the correct Pomona test clip. In some cases the manufacturers 
drawings may not provide all the information and the leads and case must be 
measured to be certain of dimensions. Even this can be misleading, and as much 
detail as possible is recommended. Of course, providing a sample to Pomona can 
assure the correct test clip will be selected. 
Once identified, simply contact your nearest Pomona representative or the 
factory with the model number of the Pomona test clip you need. You will be oe 


testing quickly, and reliably. 
— NUMBER OF LEADS (pin count) 2 


— PACKAGE CONFIGURATION (sides...2, 4) ~~ 
— LEAD PATTERN (4x4, 7x7, 16x24, etc.) e 
— LEAD SPACING iS 

— PACKAGE TYPE (DIP, PLCC, SOIC, QFP, PQFP, SQFP, SSOP) 
— STANDARD (EIAJ or JEDEC) 

— FOOTPRINT (3.2 or 3.9 & mm -EIAJ only) 

— INTERFACE (top side interconnection method) 


Pomona’s Flexible Interface Network 
(FIN) test clips provide a simple solution to 
such considerations by providing a choice of 
top-side interfaces: industry-standard 
.100" x .100" pins on a platform allow for 
grabbers or industry standard (IDC) connector 
cable connections; a platform with an 
.050" x .100" header interfaces most ribbon 
cables or pods as used on most leading logic 
analyzers; .050" x .100" header on 
flexible circuitry supports direct 
attachment to an emulation board 
or your own interface board. In addition, you 
can use Pomona Flying Leads to extend test 


> interconnections. 


logic analyzer pod 
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* 80-pin SOFP (Small 
Quad Flat Pack) 


Sdi19 LSSAL Oi 


ryt 


PQFP FIN test clip with flexible 
circuitry-to-0.050" connector 
interface 


196-pin PQFP test clip with 
flying leads interfaces with 
logic analyzer cables 


Pomona 


IC TEST CLIPS 


Lock-on 
QFP test 
clips can 
access all 
132 pins of a Motorola 
68020 or 68030 (Model 
5711) or all 100 pins of 
an Intel 80380SX device 
(Model 5713). Also 
available in 196-pin 
style (Model 5715). 
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Ideal for design emulation, Pp od 
field service testing and repair. Pomoni’s FIN 


of the FIN clip’s flex circuitry provides the : an e 
distance possible between device and test = i 
connection for reduced signal noise. Individual 


To make testing easier and more reliable, Pomona offers industry’s most 
complete selection of standard and fine-pitch IC test clips and accessories. You 
can select the best test clip, breakout or interface for your specific SMT/IC testing 
requirements. By identifying the device you 
wish to test first from the tables on pages 
16-17, you can quickly see the style and 
options available. 


QFP Series 

The savings experienced compared to 
hand wiring or other methods makes the QFP 
test clip an ideal test accessory for use with 
logic analyzers, on-line circuit test systems, or 
laboratory instrumentation. A “locking” feature 
insures positive device and lead contact in 
either a vertical or horizontal position. 

Gold plated, beryllium copper pins contact with the ICs gull-wing leads, and 
access is via multi-rows of gold plated phosphor-bronze pins at the top-side of the 
test clip. Each Pomona QFP test clip is furnished with a slip-in generic template to 
enable testing of either CQFP (MO-082) or PQFP 


Flexible circuit-to-.100" centered 
headers on board platform interface. Available wit 
on-board PGA socket platform (shown far right). . 


sees ease 


| | | (MO-69) devices with the same test clip Board Platform PGA Platform 
| (see left diagram). Model Pins | Model Pins 
| eed 5885 6 5018 8 
VS 5886 84 5919 84 
Plastic QFP Ceramic QFP 5777 100 5875 100 
(MO-069) (MO0-082) 5780 132 5876 B2 
5887 164 5920 164 
5783 196 5877 196 


Test Clip Kits 
A QFP Test Clip Kit provides all the flying leads and a Pomona 
QFP test clip for all needed items to work with most test instruments. 
QFP Test Clip Kits: Kit No. 5764 contains a Model 5713 100-pin 
test clip and 100 flying leads in 10 colors (fits Intel 80380SX); 5765 
132-pin with 132 flying leads, 5829 196-pin with 200 flying leads. 


A Complete Family. 


DIP Socket Pin Breakout 
40, 48, 64-pin 


DIP/SOIC DIP CLIP® Test Clips 8, 14, 16, B SOIC CLIP® Test Clips Oxide Penetrating Clips 
Test Clips 20, 24, 40-pin. Gold Plated E 8, 14, 16, 20, 24, 28-pin (roughened stainless steel 
Beryllium Copper or Spring coating on contacts) 
Tempered Nickel Silver 8, 14, 16, 20, 24, 40-pin 
PLCC Test Az af 5733 PLCC QUAD CLIP® Test PLCC QUAD CLIP® Templates (Fits Quad Clips) 
Clips ‘comet Adapter (7x9) 32-Pin EEPROM 20, 28, 32, 44, 52, 68, 84-pin 
{ PLCC and SOIC Clip Flying Leads 4 


5 per kit; 0.04 (.025) socket one end, 
0.79 (.031) pin at opposite end. 
Available in 10 std. colors. 


fA.s ‘} QUAD CLIP® Test Adapters Tests 
y puedes PLCC or PCC "J" leaded devices. 
20, 28, 44, 52, 68, 44-pin 


F 


contact wiper action conforms to variances in 

_ lead dimensions. 

aoe Based on the same “lock-on” design as 
Pomona’s popular QFP test clip series, the 

_ FIN clip series assures the best alignment 

and contact with all pins for guaranteed testing 

reliability. 


EULER ETE 


Flexible interface ribbon (4)-to-.050" headers 


3 Model Pins 


5879 68 
5880 84 
S71 —* «100 
Bio.) 132 
5881 104 
5781 196 


Adapters, Breakouts & Interfaces 
Pomona features industry's largest 


selection of adapters, breakouts and interfaces 


for all styles of ICs and newest SMT devices. 
See pages 16-17 for specific model to fit 
sem, your device. 


Pin Grid Array (PGA) Pin 
Breakout 68 (10x10, 10x11), 
120 (13x13), 128 (13x13), 
132 (14x14) pin 

(includes overlay for pin 
- = identification) 


PQFP Pin Breakout 
> 100 (Amp or 3M), 
132 (Amp or 3M) pin 


PuOWOd 


CONTACTS: Gold plated beryllium 5 
copper (contacts gull-wing leads of device); 
top interface pins, gold plated phosphor bronze. 
INSULATION: Liquid crystal polymer and 
nylon, black. 


PQFP Socket Interface 
100, 132-pin 
(Four 28 AWG ribbon 


RATING: 250 VRMS, 1 Amp Max., +110°C cables, 18 inches long) ro) 
(230°F) Max. 

Additional connection schemes for mass = 

termination are available. mn 

Contact factory. —| 

. fe) 

PLCC Socket Interface [™ 

20, 28, 44, 52, 68, 84-pin = 

(Four 28 AWG ribbon ‘U 

cables, 18 inches long) W 


FIN test clip with 
PGA socket platform. 


Flexible circuit-to-0.050" center board 
interface (ribbon cable not included) 


Model Pins 

588268 

5883 84 

5776 100 

Dy hy 132 

5884 104 Testing socket 


mounted PLCCS is fast 
and accurate with 
Pomona s 5450 series 
pin breakouts. Six 
styles from 20 to 84 
pins; includes overlay 
template for easy pin 
identification. 


51820196 


EIA] Plastic Quad Flat Pack (PQFP) 
Test Adapters 80, 100 (rectangular), 
100 (square), 112, 120, 128, 144, 
160, 168, 184, 208-pin 


Easy to use, easier to specify. 
Finding the right test clip for the 

iy device you want to test is simple if 
you can provide the basic information 
noted in the table on pages 16-17. If you 
cannot find a standard Pomona test clip design 
to answer your specific needs, call your 
nearest Pomona representative or the factory 
for immediate assistance. 

See the easy-to-use selection guide to 
SMT/IC test clips on the following pages... 


LCC Pin Breakout 
44, 68, 84-pin 


PLCC Pin Breakouts 

20, 28, 32, 44, 52, 68, 84-pin 
(includes overlay for pin 
identification) 


SOIC test clips for 
8-28 pin devices 
Clip Type 1 


de) 
= 
=! 
O 
- 
2) 
Lu 
= 
= 


DIP (Dual In-Line) test clips 
for 8-40 pin devices 

Clip Type 1 

Clip Type 2 (High Density) 


| 
2 


tad Clip® PLCC test clips 
or 20-84 pin devices 
Clip Type 3 
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og i || | BE 
Lad Pattern Serie u Sei Standard aah te 


The following Pomona products ar 
available immediately unless noted otherv 
have selected the test clip to meet your 1 
cannot find what you need, contact your n 
Pomona SMT/IC test clip representative. 


Interface 


Po e025 Si] (DI) eed 
.025" sq pins ape 


2 444 100" DIP ae Seer pins @.10 

2 414° 1050" #1 2S0IGH yaa mee Sere | .025"sq pins@.10 

2 1 .025" sq pins @.10 Ly 
14 2 1 .025" sq pins @.10 Gold Plate 
14 2 2 025" sq ne Nickel Silver — ae ‘4 
14 2 100" DIP 2 025" sq pins @.10 Gold Plate___ 
14 2 .050" SOIC Sell 3 025" sq pins @.10 ‘ * 
16 2 P DIP 1 .025" sq pins @.10 Nickel Silver 
16 2 DIP 1 .025" sq pins @.10 Gold Plate 
16 2 DIP 2 .025" sq pins @.10 Nickel Silver 
16 2 ; DIP 2 025" sq pins @.10 Gold Plate 
16 2 050" | RU ie i ee) 

2 10+10 Gold Plate 


ae le 
100" DIP 5220 

10+10 [© 0501 | SOIC* |e aS 25a ns) 
20 [4 aie [sof r.oo] 


10+10 


| 5279 
a124A 


2 025" sq pins @. 10 Gold Plate 


a Ec 
3 
12412 | .100" DIP 1 025" sq pins @ 10 Nickel Silver 
; f 1 .025" sq pins @.10 Gold Plate 
2 2 ne sq pins @.10 Nickel Silver 
2 h 5 2 Si 9” $d pins @.10 Gold Plate 
: 12412 050% 1 Stel Biman eee 
2.025 9 (SS 0b! anes | ee Due 1993 
MEME aio 
2, PT poof Pee | ___} 
[2 [214414 02S SSOFs ae 
| = 247 [7X90 [ OS0S ST PLC Cs aaa | ee 
2 20+20 | .100" 414 1 .025" sq pins @.10 Nickel Silver 
2 . 1 .025" sq pins @.10 Gold Plate 
2 3 2 .025" sq pins @.10 Nickel Silver 
2 20+20 | .100" 2 025" Sq pins @.10 Gold Plate 
4 | 11X11 A a 
ye ibeat patra ore ene [4 | __.025"sq pins @.10___| __ Contact Factory 
2 ee Contact Facto 
ssop{ | | 5893 | 3 Standard Density Connector _| Due 1993 
PCT CST 5312 3 Standard Density Connector _| 
4 | 13x13 5866 4 Standard Density Connector Due 1993 
r 2 | 28428 | 025" | SSOP 5894 3 To Be Determined Due 1993 
| 2 [| 30+30 | 50mm [ssoP| sss | sCsT 8895 | 3 T_T Be Determined _—|_—Conttact Factory 
QFP EIAJ 5888 | To Be Determined Contact Factory 
4 16x16 | 50mm | SOFP | EIAJ 9874 aie High Density Connector Contact Facto 
4 17X17 | .050" | PLCC 3 Standard Density Connector 
4 17X17 POEs EDER 3 Discrete Due 1993 
4 17X17 JEDEC 3 Standard Density Connector Due 1993 
4 17X17 JEDEC 3 Flexible Interface Network Due 1993 
4 17X17 JEDEC 3 High Density Connector Due 1993 
4 17X17 JEDEC 5 PGA Socket Due 1993 
4 16X24 EIAJ 3.9 4 Standard Density Connector 
4 16X24 EIAJ 3.2 4 Standard Density Connector 
4 20X20 | .65mm EIA. 4 To Be Determined Contact Factory 
4 20X20 | .50mm EIA) 4 Standard Density Connector 


Follow these simple steps. 


By identifying the characteristics of your 
SMS device (chip) you can easily select a standard 
Pomona test clip from the table above. For easiest 
selection criteria, identify each parameter starting from 
the left column (number of leads), working across the 
table to the “Model” column, where a Pomona test clip 
will be identified by part number. 


All Pomona SMT/IC test clips are manufactured 
to the highest standards of quality and with the finest 
materials available. As manufacturing processes and 
designs are continually improving, material and other 
specifications may change, however the performance 
and reliability of the Pomona test clip will remain. 
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Cli 

Interface Remarks 

| __3 | Standard Density Connector 
4 3 Discrete Due 1993 
4 3 Standard Density Connector Due 1993 
4 3 Flexible Interface Network Due 1993 —s 
4 3 High Density Connector Due 1993 '@) 
4 3 PGA Socket Due 1993 aaef 
4 3 Discrete FIN™ Flexible Interface Network mi 
4 3 Kit w/Flying Leads test clip with .100" standard ap) 
4 3 Standard Density Connector density interface i 
4 3 Flexible Interface Network Clip Type 3 
4 3 High Density Connector QO 
4 3 PGA Socket Due 1993 fr 
4 4 Standard Density Connector = 
4 4 Standard Density Connector U 
4 4 Standard Density Connector ~ 
4 4 Standard Density Connector 
4 é 4 High Density Connector Due 1993 

112 a | 5868 | 4 | Standard Density Connector_| Contact Factory 


120 30X30 80mm QFP EIAJ 3 2 5644 2 Standard Density Connector interface ribbon and 
128 ee 80mm QFP EIAJ 3. 2 Standard Density Connector Clip Type 3 


132 Discrete 

132 Kit w/Flying Leads 

132 Standard Density Connector 
132 Flexible Interface Network 
132 High Density Connector 
132 PGA Socket 


144 36X36 e FIN 
144 36X36 | .65mm} QFP EIAJ 
160 aa aoxad | 65 FIN 
160 40X40 65mm QFP EIAJ 


Standard Density Connector 
Standard Density Connector 


164 4 Discrete Due 1993 

164 4 Standard Density Connector Due 1993 EIA] Plastic Quad Flat Pack 
164 4 Flexible Interface Network Due 1993 (PQFP) for 80-208 pin devices 
164 4 High Density Connector Due 1993 Clip Type 4 

164 4 PGA Socket Due 1993 


168 7 65mm QFP 
168 42X42 | .65mm | QFP 
184 4 | asx 65mm | QFP 
184 46X46 65mm QFP 


Standard Density Connector 

Standard Density Connector 
Standard Density Connector | gl 
Standard Density Connector 


Discrete 

Kit w/Flying Leads 
Standard Density Connector 

Flexible Interface Network 

High Density Connector 

PGA Socket 

Standard Density Connector 
Standard Density Connector 
Standard Density Connector 
Standard Density Connector 
Standard Density Connector 


Due 1993 


SS 


a 


| Hy LM) 


4 | 52x52 | 50mm | _QFP 
232 QFP 
240 50mm | _OFP 


256 ‘50mm | _OFP 


Contact Factory 
Contact Factory 
Contact Factory 
Contact Factory 


Special requirements & assistance. 


Although the latest SMT/IC devices are included __ If you determine that your device configuration is 


Hewlett-Packard 
Logic Analyzer being 
used with Pomona’s 


in this listing, and test requirements will be not included among these listed standards, | 196-pin POFP test clip and 
answered by the standard Pomona products immediately contact your supplier to determine the flying leads for interfacing 
listed here, we acknowledge the rapid develop- _—_ unique specifications, or contact your nearest with instrument cables 
ment of even newer fine-pitch devices and the Pomona representative or the factory for assistance. 


possibility that a specific device may be introduced 
that cannot be matched to one of these quality products. 


FOR TECHNICAL ASSISTANCE, CALL (909) 469-2912. 
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_ Test Accessories 
For Fine-Pitch 


Devices 


Ideal for device 


SMT Pin Adapters 

Designed to allow testing of board functions prior to permanent installation of the actual 
PQFP device, Pomona’s SMT Pin Adapters are ideal for pre-installation testing. Using this adapter 
eliminates soldering and desoldering devices, along with risk of damage to device or board. It _ 
can also be used with an emulator or with low cost Pin Grid Array (PGA) ICs. 

In addition to six configurations for JEDEC SMT devices, a complete selection of generic 
device styles are available. An upper PGA socket connects to spring loaded test probes. Locator 
posts on the base of the adapter orient the adapter on the board, where a screw holds the 
adapter firmly in place. 

Ideal for designers and systems test requirements, fine pitch footprints are converted to 
PGA footprints without overlapping. 

These spring-loaded adapters also work with Pomona’s SMT-PGA Converters (right) to 
offer the user 24 SMT lead and PGA pin patterns to match most popular EIAJ and JEDEC devices. 
Chip-specific configurations are also available. 


evaluation throughout _ 


the design stage. 


As faster processing speeds, clock rates, 
and increasing I/O connections are challenging 
both design and instrumentation, the combined 
use of these versatile SMT-PGA converters and 
adapters offer a fast, lower cost method to 
evaluate a variety of devices in order to select 
the right chip for optimum system or board 
performance. 

The diagram to the right illustrates the 
multi-faceted uses of either of these innovative 
products. The result can mean faster product-to- 
market and lower costs. 
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SMT-PGA Converters “GHBOBOGBB0088000" 


SMT-PGA Converters allow the designer and on-line 
test user an economical means of using lower cost 25 mil 
SMT devices instead of costly ceramic PGAs for on-board 
testing of generic and device-specific ICs. These converters 
enable use of the latest fine-pitch device on thru-hole board 
designs. Converters are pin-to-pin compatible with most 
popular SMT device footprints. 

Using a new, patented process to create the 
multilayered converter board, pins are not relied on to 
concurrently serve as electrical and mechanical conduits. The 
routing pattern produces a more compact board with a 
footprint no larger than the PGA device itself. Potential 
damage to the more expensive ceramic PGA device is 
eliminated, and when used with Pomona’s QFP test clips or 
adapters, chips can be accessed while the converter is in- 
place in a board socket or emulator. 

When used with Pomona’s SMT Pin Adapters (left), 
the converter provides a virtual “device-on-board” effect. A 
versatile “interchangeable-device” platform is created. 
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Specifying a SMT Adapter or SMI-PGA Converter 

Based on the general pin count and lead pattern, refer to the 
upper table to the right for Pomona’s generic SMT-PGA Converters. For 
chip-specific converters, see the middle table. Spring loaded SMT 
Adapters are available in chip-specific and generic styles. For most 
versatile uses, select a SMT Adapter and several SMT-PGA Converters. 
All products are typically available from stock. 


FOR TECHNICAL ASSISTANCE, CALL (909) 469-2912. 


SMT/PGA Generic Converter : 


MODEL DESCRIPTION 
5838 64 Lead (16x16) .80mm to 64 Pin (11x11) PGA 


5839 64 Lead (13x19) 1.0mm to 64 Pin (11x11) PGA 
5840 80 Lead (20x20) .65mm to 80 Pin (11x11) PGA 
5841 80 Lead (16x24) .80mm to 80 Pin (13x13) PGA 


9842 100 Lead (20x30) .65mm to 100 Pin (13x13) PGA 
9843 120 Lead (30x30) .80mm to 120 Pin (15x15) PGA 


5844 128 Lead (32x32) .80mm to 128 Pin (15x15) PGA 
5845 144 Lead (36x36) .65mm to 144 Pin (15x15) PGA 
5846 160 Lead (40x40) .65mm to 160 Pin (15x15) PGA 
5847 184 Lead (46x46) .65mm to 184 Pin (15x15) PGA 
5848 216 Lead (54x54) .50mm to 216 Pin (17x17) PGA 
5849 256 Lead (64x64) .50mm to 256 Pin (17x17) PGA 


5850 68 Lead (17x17) 0.025in to 68 Pin (11x11) PGA 
5851 84 Lead (21x21) 0.025in to 84 Pin (11x11) PGA 
5852 100 Lead (25x25) 0.025in to 100 Pin (13x13) PGA 
5853 132 Lead (33x33) 0.025in to 132 Pin (13x13) PGA 
5854 148 Lead (37x37) 0.025in to 148 Pin (15x15) PGA 
5855 164 Lead (41x41) 0.025in to 164 Pin (15x15) PGA 
5856 196 Lead (49x49) 0.025in to 196 Pin (17x17) PGA 
SMT/PGA Converter 

MODEL _ DESCRIPTION 


5834 Motorola 68020, 132 Lead (33x33) 


0.025in QFP to 114 Pin (13x13) PGA 
5835 Motorola 68EC020, 100 Lead (20x30) 

0.65mm QFP to 100 Pin (13x13) PGA 
5836 Motorola 68030, 132 Lead (33x33) 


0.025in QFP to 128 Pin (13x13) PGA 


5869 Motorola 68340, 144 Lead (33x33) 
0.65mm QFP to 145 Pin (15x15) PGA 
5917 Motorola 68302, 132 Lead (33x33) 
0.025in QFP to 128 Pin (13x13) PGA 
5954 80386SX, 100 Lead (25x25) 
0.025in to 100 Pin (13x13) PGA 
5837 80386DX, 132 Lead (33x33) 


0.025in QFP to 132 Pin (14x14) PGA 
9870 80486SX, 196 Lead (44x44) 


; 0.025in QFP to 230 Pin (17x17) PGA 
5896 80486DX, 196 Lead (44x44) 


0.025in QFP to 230 Pin (17x17) PGA 
Spring Loaded Adapter 


MODEL DESCRIPTION 
5857 Motorola 68020 132 Lead (33x33) 

0.025in QFP to 114 Pin (13x13) PGA 
5858 Motorola 68EC020 100 Lead (20x30) 

0.65mm QFP to 100 Pin (13x13) PGA 
5859 Motorola 68030 132 Lead (33x33) 

0.025in QFP to 128 Pin (13x13) PGA 
5860 80386DX 132 Lead (33x33) 

0.025in QFP to 114 Pin (13x13) PGA 
5861 80386SX 100 Lead (25x25) 

0.025in to 100 Pin (13x13) PGA 
5862 Generic 132 Lead (33x33) 

0.025in to 132 Pin (13x13) PGA 
5959 Generic 100 Lead (25x25) 

0.65mm QFP to 100 Pin (13x13) PGA _ 
5960 Generic 160 Lead (40x40) 

0.65mm QFP to 160 Pin (15x15) PGA 
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IC SOCKET ADAPTERS 


PLCC PIN BREAKOUT 


Use these test adapters to test socket mounted PLCC's. The 
PLCC test adapter is placed between the socket and the 
PLCC. 0.64 (.025) square pins allow easy access testing for 
alllegs of the PLCC. An overlay template provides easy pin 
identification. Other sizes are available as custom prod- 
ucts. 


No. of Pins 


5450 20 
5451 28 
5878 32 
5452 44 
5453 52 
5454 68 
5455 84 


PQFP (Plastic Quad Flat Pack) PIN BREAKOUT 


Use these test adapters to test socket mounted 
PQFP's. The PQFP test adapter is placed be- 
tween the socket and the PQFP. 0.64 (.025) 
square pins allow easy access testing for all legs 
of the PQFP. An overlay template provides 
easy pin identification. Other sizes are avail- 
able as custom products. 

For 3M/Textool or Amp socket types. 


No. of Pins Socket 


5656 Amp 
5657 3M 
5658 Amp 
5659 3M 


LCC PIN BREAKOUT 


Test socket mounted LCC's by placing the adapter between 
the socket andthe LCC. The 0.64 (.025) square pins on 2.54 
(.100) centers serve as test points for each leg of the LCC. 
Other sizes are available as custom products. 


MODEL No. of Pins 
5445 44 
5447 68 
5448 84 


DIP SOCKET PIN BREAKOUT oy 


These test adapters provide a fast and efficient way to trou- 
bleshoot circuits that use socket mounted DIP's. Simply place 523 
the adapter between the socket and the DIP. 0.64 (.025) square 
pins on 2.54 (.100) centers provide access to DIP legs. 
Other sizes are available as custom products. 


No. of Pins 


PIN GRID ARRAY PIN BREAKOUT 


Test socket mounted PGA's with these adapters. The 
adapter is placed between the IC and the socket. The 
0.64 (.025) square pins, spaced ina matrix of 2.54 (.100) 
make each leg of the PGA accessible. 

Other sizes are available as custom products. 


No. of Pins 


Foot Print 


5461 
5458 
5468 
5508 
5486 


PLCC SOCKET INTERFACE 


These PLCC cabled socket interfaces provide direct access to 
PC boards. Four 28 AWG ribbon cables, 18 inches long, 
allow you to create your own end connection for automated or 
user specified testing. 


MODEL No. of Pins 
5660 20 
5661 28 
5956 32 
5662 44 
5663 52 
5664 68 
5665 84 


PQFP (Plastic Quad Flat Pack) SOCKET INTERFACE 


These PQFP cabled socket interfaces provide direct access to PC boards. Four 28 
AWG ribbon cables, 18 inches long, allow you to create your own end connection 
for automated or user specified testing. 

For 3M/Textool or Amp socket types. 


MODEL | No.of Pins | Socket 
5668 100 Amp 
5666 100 3M 
5669 132 Amp 
5667 132 3M 
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Pat. No. 4541676 


These test adapters are designed for testing sur- 

face mounted Plastic Leaded Chip Carriers (PCC 
. or PLCC) with "J" Leads (JEDEC MO-047 & 
| MO-052). A"'Snap-ring" design allows the Quad 
Clip to fit directly onto IC, providing hands-free 
testing. 
UPPER: .64 (.025) Square Pins, staggered on 
2.54(.100) centers. Phosphor bronze, gold plated. 
INSULATION: Glass filled nylon, gray. 
LOWER: Contacts. Beryllium copper, gold 
plated. 
RATING: 500 VRMS, | Amp, +102°C. 
| (+216°F.) Max. 


Pins 
p/Side 


No. of 
Pins 


PLCC QUAD CLIP® KIT 


Model 5515A PLCC Quad Clip Kit con- 
tains 7 sizes of Clips: 20 Pin, 28 Pin, 32 
Pin, 44 Pin, 52 Pin, 68 Pin and 84 Pin. 


SOIC CLIP® KIT 


Model 5514 SOIC Clip Kit contains 6 
sizes of Clips: 8 Pin, 14 Pin, 16 Pin, 20 Pin, 
24 Pin and 28 Pin. 


SOIC CLIP® TEST CLIP 


These test clips are designed especially for testing 
Small Outline Integrated Circuits (SOIC and SOJ). 
The SOIC Clip test clip assures a positive connec- 
tion and provides hands-free testing. 
FEATURES 

¢ 0.64 (.025) x 0.71(.028) square access pins on 
upper end permit either individual pin testing or the 
use of 2.54 (.100) spaced connectors. 

¢ Molded barrier between each contact allows 
connections to be made on live boards without 
accidental shorting of adjacent contacts. 

¢ Can be used with Jumper Cables (page 23). 


MODEL No. of Pins LIST 
5250 8 8.00 
5251 14 8.75 
5252 16 9.50 
5253 20 10.95 
5254 24 15.95 
5437 28 19.50 


SNAP RING SOIC CLIP 
TEST CLIP 

This clip utilizes the "snap-ring" design as 
used in our Quad Clip” test clips for a more 
secure fit. Smaller clip allows testing of 
devices on high density boards. 


LIST 
9125 


MODEL 
5413 


PLCC QUAD CLIP® TEST ADAPTER 


.05 inch pitch 


19.50 

31.90 

cae Single Chip 
37.50 Testing 
43.50 

49.50 Adjacent 
59.50 Testing 


.05 inch pitch 


Single Chip 


| iY, 


r 


} 


Nf 
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PLCC QUAD CLIP® TEMPLATE 


These simple-to-install templates are used 
with Quad Clip Test Adapters to identify 
pin locations. They are printed on each 
side to correspond to both conventional 
pin numbering systems. 


@@00006 
eeececee 


TRAE SE SE 
eeeee8 
eeeoee 
eeeseee 


eeeeee 
eeeecce 


LIST 4.50 


5.84 


Testing (.160) (.060) 7 = 025 
Narrow Body 15.24 12.70 X No. of 
(Adjacent) (.600) (.500) Contacts 
Wide Body 8.51 5.97 
(Adjacent) (.335) (.235) 
X Y Z 
Min. Min. Min. 
Single Chip 4.06 jee 4.57 
Testing (.160) (.060) (.180) 
Adjacent 9.14 6.60 4.57 
Testing (.360) (.260) (.180) 
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DIP CLIPS 


Pomona Electronics’ Dip Clips are designed especially for testing dual-in-line IC 
packages on high-density PC boards. The Dip Clip has many built-in features that 
assure a positive electrical connection and at the same time provide hands-free 
testing. The high density Dip Clips are used for ultra-dense packaged chips 
located adjacent to each other on 2.54 (.100) spacing. 

MATERIAL: Contact, tarnish resistant nickel silver or gold plated beryllium 
copper. Stainless steel hinge pin and spring. 

INSULATION: Glass filled nylon, blue. 

RATING: 500 VRMS, 1 Amp, +102°C. (+216°F.) Max. 


No. of Type Contact Material LIST 
Pins Standard | High Density 

8 | 5108 5208 Gold Plated Beryllium Copper 7.45 

re | 5014 5114 Spring Tempered Nickel Silver 7HaNS: 

5214 5314 Gold Plated Beryllium Copper 9.15 

16 | 3916A 4236A Spring Tempered Nickel Silver 6.40 

5116 5216 Gold Plated Beryllium Copper 9.10 

20 [ 5120 5220 Gold Plated Beryllium Copper 10.85 

r | 4124A 4324A Spring Tempered Nickel Silver | 14.10 

5124 5224 Gold Plated Beryllium Copper 18.25 

: 4140A 4340A Spring Tempered Nickel Silver | 20.60 

5140 5240 Gold Plated Beryllium Copper | 25.10 


OXIDE PENETRATING DIP CLIPS 


For use with DIP IC's exposed to contaminating environ- 
ments. Same features as Pomona’s Standard line of Dip Clip 
Test Adapters, but with the additional benefit of a rough- 


ened stainless steel surface coating on the contacts. 
MATERIAL: Contact, tarnish resistant nickel or gold 
plated beryllium copper. Stainless steel hinge pin and 


spring. 


INSULATION: Glass filled nylon, gray. 
RATING: 500 VRMS, | Amp, 102°C. (+216°F.) Max. 
MODEL]! No. of Pins LIST 
5649 8 11.20 
5650 14 10.80 
5692 16 9.70 
5693 20 16.30 
5694 24 21.20 
5695 40 31.00 
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FEATURES 3 = 
* Contacts 1.02 (.040) wide on lower end are serrated for good electrical ae 
connection. ure = 


¢ 0.64 (.025) x 0.71(.028) square serrated test points on upper end will ae iP 
wraps or mini test clips. ety 

¢ Molded barrier between each contact allows connections to be made on live “ 
boards without accidental shorting of adjacent contacts. 

¢ Can be used as an insertion and removal tool for DIPs. ee 

« Accepts IC Jumper Cables (page 23). 


STANDARD 


10.41 (.41) Max. contact opening on 
8, 14, 16 & 20 pin dip clips 

19.56 (.77) Max. contact opening on 
24 & 40 pin dip clips 


x z 
Min Min 

Single Chip 3.30 1.02 
Testing (.130) (.040) 

Standard 

le 2.67 1.02 
High Density &108) eos) 
7.62 2.03 
Belle (.300) (080) 
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__ bronze, gold plated. Insulation, Noryl, 


_ ductor flat ribbon cable, 24 inches long. 


RATING: +93°C. (+200°F.) Max. 


DIP JUMPER CABLE 


1ST END: Two IC Sockets, phosphor 


black. 
WIRE: 26 AWG, 7 x 34, multi-con- 


2ND END: Cut off square. 


Used on Dip Clip and SOIC Clip Test 
Clips. 


5108, 5208, 5250, 5649 


- (CONNECTORS, ONE END ONLY) 


Used On 


(Dip Clip not 
included.) 


LIST 


5579 5014, 5114, 5214, 5251, 5314, 5650 9.00 

5580 3916A, 4236A, 4566, 5116, 5216, 10.00 
5252, 5692 

5581 5120, 5220, 5253, 5693 12.50 

5582 4124A, 4324A, 5124, 5224, 5254, 5694 | 15.00 

5583 5437 17.50 

5584 4140A, 4340A, 5140, 5240, 5695 21.00 


ANTISTATIC DIP REMOVER 


The DIP remover is an excellent tool for 
the removal of dual in-line IC chips. 
With this tool, accidental bending of the 
contacts is at a minimum. 

MATERIAL: Antistatic Noryl, black. 
RATING: Heat distortion temperature 
@ 265 psi, +93°C. (+200°F.) Max. For 
IC DIP's 7.62 (.300) wide. 


MODEL 
4904 


41.15 
(1.62) 


14/16 PIN DUAL IN-LINE TEST CLIP 


WITH ATTACHED HEADER 


LIST 1.70 


The DIP Clip with attached header is an excellent tool for plugging into 14/16 pin 
IC Sockets to test circuits. You can either solder wires directly to the top pins of 
the Dip Clip or more conveniently, attach Pomona's IC Jumper Cable, Model 


5580. 

UPPER: Contacts, solid nickel silver. 
INSULATION: Glass filled nylon, 
red. 

LOWER: Pins, gold plated brass. 
RATING: 500 VRMS, | Amp, 
+102°C. (+216°F.) Max. 


MODEL 
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LIST 17.60 


STATIC CONTROL 
DIP REMOVERS 


These Dip Removers are built of 
special plastic that not only has 
the strength to pull the most stub- 
born DIP, but actually prevents 
electrostatic buildup. The surface 
resistivity controls surface charges 
and protects even the most sensi- 
tive of electronic circuits. This 
excellent design also minimizes 
accidental bending of contacts. 
MATERIAL: Antistatic Noryl, 
black. 

TEMPERATURE: Heat distor- 
tion temperature @ 265 psi greater 
than +93°C. (+200°F.) 


Removes Dips 


5016 8-20 Pins 
5024 22-36 Pins 
5040 


40-60 Pins 


14/16 PIN DUAL IN-LINE DIP REMOVER 


Accepts Dips 


To 16.51 (.65) 
To 16.51 (.65) 


5.50 
6.05 
7.50 


The DIP remover is an excellent tool for the removal of 14/16 pin dual in-line IC 
chips. With this tool, accidental bending of the contacts is at a minimum. 


INSULATION: Glass filled nylon, red. 
RATING: +102°C. (+216°F.) Max. 


MODEL 
4386 


DIP GRIP®* ACCESSORY 


LIST 5.50 


Pomona Electronics DIP Grip accessory is designed especially for testing single 
contacts on Dual-In-Line Package (DIP) Integrated Circuits on 2.54 (.100) spacing. 
The DIP Grip accessory assures positive electrical contact on one leg of the Dip 
across its 7.62 (.300) width and provides hands-free testing. Contact 1.02 (.040) wide 
on lower end is serrated for good electrical connecton. 0.64 (.025) x 0.71(.028) 
square serrated test points on upper end will accept square pin receptacle patch cords. 


MATERIAL: Contact, beryllium copper. 
FINISH: Contact, gold plated. 
INSULATION: Glass filled nylon. 
RATING: 500 VRMS, | Amp, + 102°C. 
(+216°F.) Max. 

*STD COLORS: -0 Black, -1 Brown, 
-2 Red, -3 Orange, -4 Yellow, -5 Green, 
-6 Blue, -7 Violet, -8 Gray, -9 White. 
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IC TEST ACCESSORIES 


N 


HOOK TYPE TEST CLIPS 


Description 
Minigrabber w/ .025 Sq Pin, Model 4587. Kit 


- al = pin c e 
contains 10 clips, one of each color. as clips, = of each 


Micrograbber w/.025 Sq Pin, Model 4521. Kit ae ; eee de ee 1 
contains 10 clips, one of each color. clips. 


Rotating Micrograbber, Model 5790. Kit _ 
contains 5 black & 5 red clips. 


TEST LEAD KITS Pines 


Description 


Minigrabber to Minigrabber Lead Kit - 
Contains 10 leads, Model 3781, 24" long, 
one of each color. 


Micrograbber to MicrograbberLead Kit - 
Contains 10 leads, Mode! 4613, 24" long, 
one of each color. 


Model 5525 . be é 


SMD Grabber to SMD Grabber Lead Kit - 
Contains 10 leads, Model 5301, 24" long, 
one of each color. 


TEST LEADS 
Model 5043 
Model 5303 
025 SQ PIN RECEPTACLE PATCH CORDS . ——_ Z 
LIST 
Description MODEL | per Kit Model 5924 
SMD Grabber to .025 Receptacle Lead Kit - 
Contains 10 leads, Model 5412, 12° long, 
one of each color. 
.025 Receptacle to .025 Receptacle Lead Kit - eee 
Contains 10 leads, Model 4741, 6" long, 5948 19.00 
one of each color. Model 5948 


*-0 Black, -2 Red 
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CABLE ASSEMBLY BREAKOUTS 


Model 5304 Model 5432 


Model 5411 Model 4777 


1st End Wire 


RG 174 /U 


SPRING LOADED NEEDLE POINT 
PROBE TIP 


2nd End 
BNC Male 


5304-K-24 
5304-K-36 | 18.35 


SMD Grabber 


Breakout Tip is connected to a .025" 


5411-C-36 | 17.45 Dia. Pin which acce i 
: pts Sq. Pin 
5411-C-60 | 18.65 Receptacle leads. 


RG 58C/U 
Minipincer 5422-C-36 | 13.95 *STD. COLORS: -0 Black, 


Breakout RG 58C/U 5422-C-60 | 15.15 -2 Red. 


Micrograbber 4777-C-36 | 14.55 
Breakout RG 58C/U BNC Male 4777-C-60 | 15.75 


Double Banana Plug 


Double Banana Plug 


Micrograbber 4777-K-36 | 20.15 
Breakout RG 174 /U BNC Male 4777-K-60 | 21.35 
FLYING LEADS MODEL 
_* LIST 9.65 
Description Ist 2nd LIST ai8 
End End MODEL | per Kit 
025 Socket | .031 Pin | 5746-* 18.00 
Mimmaeolc. Clip Leads,.5 per Color, ——_$A_—<_—_—___—_ 
025 Socket | .025Pin | 5923-* 18.00 FE. 
JEDEC Quad Clip Leads, 25 per Color | 912% .022 | 931 Pin | 5745-* | 55.00 — 
Socket aaa 
012 X .022 | g95Pin | 5922-* | 55.00 SS 
Socket — 
a cere a ae 
100 Pin JEDEC QFP Clip (Model 5713) 5764 
with 100 Leads (Model 5745) in 10 colors 
132 Pin JEDEC QFP Clip (Model 5711) pope 
with 150 Leads (Model 5745) in 10 colors pos 
196 Pin JEDEC QFP Clip (Model 5715) “399 
with 200 Leads (Model 5745) in 10 colors a 
*-0 thru -9 
SMD TEST TWEEZER™ LEADS TO SLEEVED BANANA PLUGS 
MODEL 
5678-K-48 LIST 13.00 


SMD MICROTIP TEST PROBE 
*STD.COLORS: -0 Black, -2 Red 


0 MODEL 


5144.46" > LIST 8.20 
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MODEL 


GENERAL USE TEST LEAD KIT 


Kit contains 2 pes. each: Probe Handles (Set 5906), 
Right Angle to Straight Plug Test Leads (Set 5907), 
Flexible Maxigrabber® Test Clips (Set 5910), and 
Medium Alligator Clips(Set 5916), one black andone 
red. Kit supplied in a nylon pouch. 


5899 LIST 36.00 


INDUSTRIAL TEST LEAD KIT 


Kit contains 2 pes. each: Probe Handles (Set 5906), 
Right Angle to Straight Plug Test Leads, (Set 5907) 
and Maxigrabber® Grip Clips (Set 5912), one black 
and one red. Kit supplied in a nylon pouch. 


Bepiace ment for 
luke TL 20 


MODEL 
5900 LIST 37.00 


DELUXE BENCH METER DMM KIT 


Kit contains 2 pes. each: Probe Handles (Set 5906), 
Straight to Straight Plug Test Leads (Set 5908), 
Flexible Maxigrabber® Test Clips (Set 5910), and 
Medium Alligator Clips (Kit 5916), one black and 
one red. It also contains 2 Spade Lugs (Model 
5546). Kit supplied in a nylon pouch. 


Replacement for 
luke ¥ 8134 


MODEL : 
5901 LIST 29.00 


INDUSTRIAL BENCH METER DMM KIT 


Kit contains 2 pes. each: Probe Handles (Set 5906), 
Straight to Straight Plug Test Leads (Set 5908), one 
black and one red. 


Replacement for 
juke Y 8132 


MODEL 
5902 LIST 13.00 


ELECTRICAL KIT 


Kit contains 2 pes. each: Probe Handles (Set 5906), 
Right Angle to Straight Plug Test Leads (Set 5907), 
Extra Large Jaw Alligator Clips (Set 5914), Heavy 
Duty Large Alligator Clips (Set 5915) and Medium 
Alligator Clips (Set 5916), one black and one red. Kit 
supplied in a nylon pouch. 


MODEL _ [ 
5905 LIST 42.00 


Fluke is a registered trademark of 
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DELUXE ELECTRICAL KIT 


_ Kit contains 2 pes. each: Probe Handles (Set 5906), 
Right Angle to Straight Plug Test Leads (Set 5907), 
Flexible Maxigrabber® Test Clips (Set 5910), Rigid 
Maxigrabber® Test Clips (Set 5911), Maxigrabber® 
Grip Clips (Set 5912), and Extra Large Jaw Alliga- 
tor Clips (Set 5914), one black and one red. Kit 
supplied in a nylon pouch. 


MODEL 
5904 


AUTOMOTIVE DMM KIT 


Kit contains 2 pes. each: Probe Handles (Set 5906), 
Right Angle to Straight Plug Test Leads (Set 5907), 
Flexible Maxigrabber® Test Clips (Set 5910), Insu- 
lation Piercing Maxigrabber® Test Clips (Set 5913), 
and Extra Large Jaw Alligator Clips (Set 5914), one 
black and one red.Kit supplied in a nylon pouch. 


LIST 80.00 


MODEL 
5903 


LIST 69.00 


PROBE LEAD SET WITH BANANA PLUG TIP 


Test Probe with brass caged banana plug tip and 48" 
ong PVC wire. Set has one black and one red probe. 
RATING: 1000 VRMS, 10 Amps. 


2 Fits Beckman, Fluke & 


most B & K Meters Replacement for 
Fluke TL 70A 
MODEL 
5897 


EXTRA DURABLE PROBE LEAD SET 


Test Probe with stainless steel tip and 48" long PVC 
wire. Set has one black and one red probe. 
RATING: 1000 VRMS, 10 Amps. 


Fits Beckman, Fluke & 
most B & K Meters Re itp AULD 


MODEL 
5898 LIST 8.00 


TEST PROBE HANDLE SET WITH BANANA PLUG TIP 


Test Probe handle with brass caged banana plug tip 
and sheathed 4mm Banana Jack in handle. Set has 
one black and one red probe. 

RATING: 1000 VRMS, 10 Amps. 


KB ng 


Replacement for 


; luke TP 22 


MODEL 
5906 LIST 7.00 


© ITT Pomona 1500 East NintH St. P.O. Box 2767 Pomona, Catir., 91769 Gare ee ote He 
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SLIM GV371 LSAL WING 


Pomona 


DMM ACCESSORIES 


FLEXIBLE TEST LEAD SET TE 
RIGHT ANGLE TO STRAIGHT BANANA PLUG ae ee 
Right Angle Sheathed Banana Plug to Straight ’ 
Sheathed Banana Plug on 62" long silicone wire. 
Set contains one black and one red. 
RATING: 1000 VRMS, 10 Amps 
Replacement for 
luke TL 24 
MODEL 
5907 LIST 12.0 
FLEXIBLE TEST LEAD SET 
STRAIGHT TO STRAIGHT BANANA PLUG 
Straight Sheathed Banana Plug, each end on 62" 
long silicone wire. Set contains one black and one 
red. 
RATING: 1000 VRMS, 10 Amps. 
MODEL 
5908 LIST 12.00 
FLEXIBLE TEST LEAD SET 
RIGHT ANGLE TO RIGHT ANGLE BANANA PLUG 
Right Angle Sheathed Banana Plug , each end on 
62" long silicone wire. Set contains one black and 
one red. 
RATING: 1000 VRMS, 10 Amps. 
Replacement for 
luke TL 22 8 
MODEL 
5909 LIST 12.00 
FLEXIBLE MAXIGRABBER® SET 
Maxigrabber has pincer type tip. Sheathed 4mm 
Receptacle accepts shrouded banana plugs and flex- ol 
ible test leads (Models 5907, 5908 and 5909). Set ee = 
contains one black and one red clip. 
RATING: 1000 VRMS, 10 Amps. 
poe Cee for 
luke AC 83 
MODEL 
5910 LIST 17.00 
MAXIGRABBER® GRIP CLIP SET 
Maxigrabber has grip teeth. Sheathed 4mm Recep- 
tacle accepts shrouded banana plugs and flexible 
test leads (Models 5907, 5908 and 5909). Set 
contains one black and one red clip. 
RATING: 1000 VRMS, 10 Amps. 
ae 
Bie Sela for 
luke AC 20 Sa j 
MODEL 
5912 LIST 18.00 
28 Fluke is a registered trademark of 
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al 
raid 


_ INSULATION PIERCING MAXIGRABBER® SET 


Maxigrabber pierces cable insulation up to 3.5 (.14) 

without damaging wire. Sheathed 4mm Receptacle 

accepts shrouded banana plugs and flexible test 

leads (Models 5907, 5908 and 5909) Set contains 

one black and one red clip. 

RATING: 1000 VRMS. 

Replacement for 
luke AC 89 


MODEL 
5913 


RIGID MAXIGRABBER® SET 


Maxigrabber has hook tip. Sheathed 4mm Recep- 
tacle accepts shrouded banana plugs and flexible 
test leads (Models 5907, 5908 and 5909). Set 
contains one black and one red clip. 
RATING: 1000 VRMS, 10 Amps. 


Ate pal tate for 
luke AC 80 


MODEL 
5911 


EXTRA LARGE JAW ALLIGATOR SET 


Fully insulated clip. Sheathed 4mm Receptacle 
accepts shrouded banana plugs and flexible test 
leads (Models 5907, 5908 and 5909). Set contains 


one black and one red clip. Replacement for 
eth luke AC 85 


5914 
HEAVY DUTY LARGE ALLIGATOR SET 


Fully insulated clip. Sheathed 4mm Receptacle 
accepts shrouded banana plugs and flexible test 
leads (Models 5907, 5908 and 5909) Set contains 
one black and one red clip (Model 5785). 


MODEL 
5915 


MEDIUM ALLIGATOR SET 


Fully insulated clip. Sheathed 4mm Receptacle 
accepts shrouded banana plugs and flexible test 
leads (Models 5907, 5908 and 5909). Set contains 
one black and one red clip (Model 5787). 


Replacement for 
_MODEL _ Fluke AC 75 
5916 


KELVIN CLIP 


High quality Kelvin Clip Cable assembly for accu- 
rate four wire measurements. The 0.65m (24.0) 
cable features two gold plated Kelvin clips, for low 
contact resistance, to four color-coded gold plated 
banana plugs. A minigator to banana plug lead is 
included for grounding or guarding. 

RATING: 50V, 5 Amps Max. 


Replacement for 


] P 11059A 
_ MODEL 


5940 
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LIST 25.00 


LIST 13.00 


LIST 7.50 


ClSigfaf5 


LIST 6.50 


LIST 120.00 


Fluke is a registered trademark of John Fluke Mfg. Co., Inc 


HP is a registered trademark of Hewlett Packard 
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SAIYOSSANOV WING 


Pomona 


DMM POP JACK KITS 


MULTI-USE KIT FOR ELECTRONICS 


# 


Kit contains 2 each: Probe Handles (Model 5548), Pop Jack Silicone Leads (Model 
5547-48), one black and one red. It also includes | each: Medium Alligator Clip 
(Model 5787-2), Spade Lug (Model 5546), Minigrabber Lead (Model 5545-10-0) 
and Extended Slide-on Tip (Model 5682). Kit supplied in a nylon pouch. 


Fits Beckman, Fluke, & most B & K Meters. 


Model’5543A «... ce ira costa ere eee LIST 34.90 Kit 


HEAVY DUTY KIT FOR ELECTRICAL WORK 


Kit contains 2 each: Probe Handles (Model 5548), Medium Alligator Clips (Model 
5787), Heavy Duty Large Alligator Clips (Model 5785), Slide-on Extended Tips 
(Model 5682), Pop Jack Leads, (Model 5547-48), & Couplers (Model 5635), one 
black and one red. Kit also includes 2 Spade Lugs (Model 5546) and a nylon pouch. 


Fits Beckman, Fluke, & most B & K Meters. 
Model 5673A ....%25he2 5. tees eee LIST 39.90 Kit 


DELUXE KIT FOR ELECTRONICS 


Kit contains 2 each: Probe Handles (Model 5548), Medium Alligator Clips (Model 
5787), Minigrabber Leads (Model 5545-10), Minipincer Leads (Model 5686-10), 
Slide-on IC Tips (Model 5246), Slide-on Extended Tips (Model 5682) and Pop Jack 
Leads, (Model 5547-48), one black and one red. Kit also includes 2 Spade Lugs 
(Model 5546) and a nylon pouch. 


Fits Beckman, Fluke, & most B & K Meters. 
Model 5674A 2.42 cnn eee LIST 59.90 Kit 


MAXI-KIT 


Kit contains 2 each: Extendable Tip Probe Leads (Set 5953), Replaceable Tip Probe 
Handles (Model 5689), Pop Jack Leads (Model 5547-48), Couplers (Model 5635), 
Medium Alligator Clips (Model 5787), Heavy Duty Large Alligator Clips (Model 
5785), Minigrabber Leads (Model 5545-10), Minipincer Leads (Model 5686-10), 
and Slide-on IC Tips (Model 5246), one black and one red. Kit also includes 2 Spade 
Lugs (Model 5546),Dog Leg Micro Tips (Model 5133), NeedleTips (Model 4174), 
Shouldered Micro Tips and 4 Each: Standard Brass Tips. Kit is supplied in a nylon 
pouch. 


Fits Beckman, Fluke, & most B & K Meters. 


Model 5677A <2 Snag ner crore LIST 79.90 Kit 


EXTENDABLE TIP TEST LEAD KIT 


Kit contains | each: Insulated Stainless Steel Extendable Test Probe Lead (Set 5953), 
Medium Alligator Clip (Model 5787-0) and Pop Jack Silicone Lead (Model 5547- 
48-0). Kit supplied in a reusable plastic case. 


Fits Beckman, Fluke, & most B & K Meters. 


Model 5670A0s aii caacs sats se neous LIST 21.40 Kit 


©ITT Pomona 1500 East Nintu St. 
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STANDARD REPLACEMENT TEST LEADS 


Kit contains 2 Test Probe Leads, one black and one red. Kit supplied in a reusable 
plastic case. 


Model 5516 (Most Amprobe) .............:cccccccccssessceseesseeseeseeees LIST 11.20 Kit 
Model 5517 ee Agee Sonat HAS ae DO ea LIST 11.20 Kit 
Model 5519 (Beckman, Fluke, Most B & K) ...........ceeeees LIST 9.00 Kit 


REPLACEABLE TIP PROBE TO 
STACKING BANANA PLUG SET 


Contains 2 Test Probe Leads, one black and one red. Pair is supplied in a reusable 
plastic pouch. 


Jon AS LIST 9.50 Pair 
FIELD REPAIRABLE TEST LEAD KIT 


Kit contains 2 pcs. each 18 AWG Silicone Test Probe Leads (Model 5680-48), one 
black and one red. Tips can be removed from probe handle. Wire is soldered to tips 
for repairablity. Kit supplied in a reusable plastic case. 


Fits Beckman, Fluke, & most B & K Meters. 
MOGEINOLUMIIT oh occ ee ete LIST 14.20 Kit 


REPLACEABLE TIP PROBE KIT 


Kit contains 2 pes. each: Replaceable Tip Test Probe Leads on Silicone Wire (Model 
5687-48), one black and one red. Kit also contains 2 each: Dog Leg Micro Tips 
(Model 5133), 2.03 (.080) Needle Tips (Model 4174), Shouldered Micro Tips 
(Model 4988) and 4 ea. Standard Brass Tips (Model 5688). Kit supplied in a reusable 
plastic case. 


Fits Beckman, Fluke, & most B & K Meters. 
Model 5676 .......... bs ee eee LIST 22.90 Kit 


REPLACEABLE TIP LEAD TO 
STACKING BANANA PLUG KIT 


Kit contains 2 pes. each: Test Probe Leads, and Alligator Clips (Model 1437), one 
black and one red. It also includes 2 pes: Dog Leg Micro Tips (Model 5133). Kit 
supplied in a reusable plastic pouch. 


MOGCIB S224 Ge ele che cic ie cece eo ei ae LIST 17.00 Kit 


SHIELDED TEST LEAD 


8a RNB SRLS OB i ia wa a vores Sa eae) —— | 


st et EE, 
was wis 


<< — “ iy ee 
ey Bh cnprmsnqemamnes . bine Peet ee ea prere oe oceans MANS 
os costae! ed seb eh sccaisiiicomeseatas cet a 


A Shielded test probe with the shield extending to within 38.10 (1.50) 
of the probe tip. 


Kit contains 1 each: Test Probe Assembly , Minigrabber w/6-32 
Thread (Model 4011), Minigator w/6-32 Thread , and Dog Leg Micro 
Tip (Model 5133). 


Model, 529248 hie a crete oor eines inte eos LIST 26.00 Kit 


©ITT Pomona 1500 East NintH St. P.O. Box 2767 Pomona, Catir., 91769 


Test Probe: Removable stainless steel tip. Insulation, nylon. 
6-32 Stud on 20 AWG Wire: Brass, nickel plated. 


Cable: Shielded coax., RG 174/U, 2.54 (.100) O.D. Molded Breakout: PVC, 


black. 


BNC Male: Brass body, tarnish plated. Center contact, brass, gold plated. 


Boot: PVC, black. Nominal Impedance: 50 Ohms. 
Rating: Operating Voltage; 500 VRMS Max., +50°C. (+122°F.) Max. 


Sates: (909) 469-2900 Tecunicat Assistance: (909) 469-2928 FAX: (909) 629-3317 
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DMM POP JACK KITS 


PEN METER TEST LEAD KIT 


Fits Beckman, Fluke, & most B & K Meters. 


# 
Kit contains 1 each Test Probe Lead on 18 AWG PVC Wire, and Alligator Clip 
(Model 1437-0). Kit supplied with 2 Batteries (LR44) in a reusable plastic 
pouch. 


Model 5679 ovascs ssa eee eee LIST 8.60 Kit 
REPLACEABLE TIP PROBE REPLACEABLE TIP PROBE TO 
TO BANANA PLUG SET RIGHT ANGLE BANANA PLUG SET 
Set includes one black and one red test lead. Set includes one black and one red test lead. 
Model 5950°......25 2: J. 2: aoe eee LIST 9.50 Model 5951... - 3-58 ee ee LIST 9.50 


EXTENDABLE TIP PROBE ets Now you can test those hard-to reach test points 
er L : 


with this miniature extendable test probe. The steel 

| 8.38 (.33) Dia. | tip is very sharp, allowing penetration of contami- 

Y ewes = nants or conformal coatings. Tip is insulated to the 

ak ai 6 ka a a nee point, providing protection from accidental short- 
a jt ;, ing to adjacent components. 


(.042) (.055) 
Dia. Dia. ee (58) Dia. 
EXTENDABLE TIP PROBE TO EXTENDABLE TIP PROBE 
STACKING BANANA PLUG TO MULTIMETER PLUG 
Set includes on black and one red test lead. Set includes on black and one red test lead with sIlicone insulated wire. 


Model 5952 cs. ssscscogtsnces.ctecesss clean ee LIST 15.00 


DO-IT-YOURSELF MINIATURE TEST PROBE | | 4 
Install this miniature probe on the end of any test lead having a 2.03 (.080) —y 

maximum O.D. of 2.92 (.115) dia. and wire gauge of 22 to 18 AWG. Dia. 
Simply remove chuck and tip. Strip wire 3.18 (.125) and feed 

through test probe body. Solder or crimp to small end of tip. Insert 4270 i 

tip into test probe and tighten chuck nut. | hy | aon 4 14.73 (58) 


GNICS. £ E 


8.38 (.33) Dia. 


Material: Brass. — 124.97 (4.92) eet 
Finish: Nickel plated. 
Insulation: Nylon. ——— 
Rating: 1500 V AC/DC: 10 Amps; +80°C. (+176°F.) Max. SS 
*STD COLORS: -0 Black, -2 Red. ——— 


Model 5433-t2450%, ) eee LIST 2.45 Ea. Chuck nut 


LOW COST TEST LEAD KIT FOR ELECTRONICS 


Fits Beckman, Fluke, & most B & K Meters. 


Kit contains 2 pcs. eachTest Probe Leads on 18 AWG PVC Wire, one black and one 
red. Banana Plugs on meter end have no sleeve. Kit also contains 2 each: Slide-on 
Extended Tips (Model 5682) and Alligator Clips (Model 1437), one black and one 
red. Kit supplied in a reusable plastic case. 


Model 5672 a. vsascccersussextncasassanseresesonae oo LIST 19.90 Kit 
TY KIT FOR ELECTRICAL WORK 


Fits Beckman, Fluke, & most B & K Meters. 


Kit contains 2 each: Test Probe Leads on 18 AWG Wire (Set 5519), Alligator Clip 
(Model 1437), one black and one red. Kti also contains 2 Spade Lugs (Model 4769), 


and is supplied in a reusable plastic case. 


Model 5675: 2.iss.sss5<ses eee eee LIST 18.30 Kit 


OITT Pomona 1500 East NintH St. P.O. Box 2767 Pomona, Catir., 91769 
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_ TEST LEAD KIT REPLACEMENT PARTS 


TEST PROBE WITH POP JACK 


_ This Probe mates with Pomona Pop Jack accessories. 
Pop Jack design insures the test tips and leads remain 
~ connected during use. 

| Rating: 1500 V AC/DC; 10 Amps; Insulation Resis- 
tance: 5000 MegO 


hms. 
_ *§STD COLORS: -0 Black, -2 Red. 


Solid Tip Test Probe 


Solid Tip Probe: Needle tip, brass, nickel plated. 
Insulation; nylon. 


Replaceable Tip Test Probe 


Replaceable Tip Probe: Needle tip,stainless steel. 
Insulation; nylon. 


POP JACK ACCESSORIES 
Pop Jack to Multimeter Plug 


Wire: Silicone insulated, 
48 inches long 
*STD COLORS: -0 
Black, -2 Red. 


Model 5547-48-* (Beckman, Fluke, most B & k)....... EISig5:25) Eas 


Minigrabber® Test Clip to Pop Jack 


Wire: Silicone insulated, 
10 inches long. 
*STD COLORS: -0 
Black, -2 Red. 


WN fete (Si Ee ee LST3. 


95 Ea. 


Model 5689-* 


Spade Lug with Jack 


somal 


tere CARTE Se ae ee ee ee L 


*STD COLORS: 
-0 Black,-2 Red. 


Model 57 


*STD COLORS: 


ke ee LIST 5.95 Ea. 


IST 9.50 Pkg. 


-0 Black. -2 
Model 5545-10-* «....cccccessssccssssseseessseeesssvees LIST 4.95 Ea BNE oN et 
Minipincer® Test Clip to Pop 
Wire: Sllicone insu- Model 
lated, 10 inches long. 
*STD COLORS:  -0 
Black, -2 Red. 
*STD COLORS: 
-0 Black, -2 Red. 
Mieke Fel av ees 17 SAP ee oe eee LIST 6.70 Ea. WkeYe Fel Warr 7 igs 5 Maia a IR ee ery BIST 2-53)Ea 
SLIDE-ON T 
Flexible Pi bares IC Test Tip fits Extended Tip fits directly 
: ae : irectly over the test probe over the test yor tip, al- 
This flexible tip easily attaches tip. The small size and re- lowing testing of hard-to- 
to the end of the Pomona line cessed contact allow the IC reach points. Tip is insu- 
eee. allowing access Adapter to probe one leg of a lated to the point, providing 
of hard-to-reach areas. Model DIP without shorting an ad- Seta from accidental 
4906 threads onto Models jacent leg. Plastic projec- shorting of adjacent compo- 
4948 & S075 after ne tions on either side of the nents. 
chuck & tip. pig 4908 in- contact tip slice between the INSULATION: Nylon. 
Bey onto 2.05 (080) DIP legs to hold adapter in TIP: Stainless steel, Kynar 
dia. tip of probe. x place and prevent slipping. insulation. ; 
INSULATION: EVC. Shoe INSULATION: Nylon. RATING: +50°C. (+226°F.) 
TIP: Brass, gold plated. Dia. +» os eae eee ae 
RATING: 3000 WVDC: TIP: Stainless steel. Max. 
300 RATING: +80°C. (+176 °F.) *STD COLORS: -0 Black, 
Amps; +50°C. (+122° F.) Max. TRS 4 -) Red. 
Pe LORS 20 Black, *$TD COLORS: -0 Black, - 2.0 
-2 Red. Red, -5 Green. 33 ( a 
Model 4906-* ............ LIST 2.60 Ea. 
Modelia908=* eae. ae LIST 2.85 Ea. Model 5246-* ............ LIST 2.90 Ea. Modeli5662-*440—5 4. 7. ot: EISis3.50 Ea: 
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MINIGRABBER? TEST CLIP TO STACKING BANANA 


3782-12-* 304.8 (12.0) 

3782-24-* 609.6 (24.0) 3 

3782-36-* 914.4 (36.0) | 3.05 RATING: 5000 WVDC.5 Amps, +55°C. (+131°F.) Max. 

3782-48-* 1219.2 (48.0) | 3.25 *STD. COLORS: -0 Black, -1 Brown, -2 Red. -3 Orange. 

3782-60-* 1524.0 (60.0) | 3.45 ~t Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 

5270-12-* 304.8 (12.0) | 5.70 

5270-24-* 609.6 (24.0) | 5.70 

5270-36-* | 914.4 (36.0) | 5.70 

5270-48-* | 1219.2 (48.0) | 5.90 RATING: 1200 V AC/DC.5 Amps. +55°C. (+131°F.) Max. 

5270-60-* | 1524.0(60.0) | 6.10 *STD. COLORS: -0 Black. -2 Red. 
MINIGRABBER’ TEST CLIP TO IN-LINE BANANA PLUG ee 

gran. 6.60 (.26) Dia. 

MODEL | Length | LIST 

4650-12-* 304.8 (12.0) | 4.20 

4650-24-* 609.6 (24.0) | 4.20 

4650-36-* | 914.4 (36.0) | 4.20 

4650-48-* | 1219.2 (48.0) | 4.40 RATING: 3000 WVDC_5 Amps. +55°C. (+131°F.) Max. 

4650-60-* 1524.0 (60.0) | 4.60 *STD. COLORS: -0 Black. -2 Red. 
MINIGRABBER’ TEST CLIP TO STACKING PLUG 
WITH RETRACTILE (COILED) CORD 

1219.2+25.4 (48.0+1.0) 
— eT) EXTENDED LENGTH 5 aa Re 39.35 OP sal 
CF, ; —~ | ae oe 
RATING: 3000 VDCInt.; 270 VDC. 90 VAC cont. duty, ( 
__ MODEL _ 3 Amps, +55°C. (+131°F.) Max. 
4538-* *STD. COLORS: -0 Black, -2 Red. LIST 9.00 
34 CITT Pomona 1500 East NintH St. P.O. Box 2767 Pomona, Cauir., 91769 
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304.8 (12.0) 


PUOUIOd 


609.6 (24.0) 

914.4 (36.0) 
1219.2 (48.0) | 5. RATING: 5000 WVDC. 5 Amps. +55°C.(+131°F.) Max. 
1524.0 (60.0) | 5.25 *STD. COLORS: -0 Black. -2 Red. 


MICROGRABBER?’ TEST CLIP TO RETRACTABLE SHEATH BANANA PLUG 


203.2 (8.0) | 6.85 anammaadaniaialalns 
5339-12-* 304.8 (12.0) | 6.85 — 
5339-24-* 609.6 (24.0) | 6.85 
5339-36-* 914.4 (36.0) | 6.85 
5339-48-* 1219.2 (48.0) | 7.05 RATING: 1000 WVDC. 3 Amps. +80°C.(+176°F.) Max. 
5339-60-* 1524.0 (60.0) 7.25 *STD. COLORS: -0 Black. -2 Red. 
| =) 
| SMD GRABBER’ TEST CLIP TO STACKING BANANA PLUG 7 oe 
> 
‘?) 
2) 
iT 
5302-12-* 304.8 (12.0) | 4.95 WY) 
5302-24-* 609.6 (24.0) | 4.95 RATING: 1000 WVDC. 0.5 Amps. +55°C. (+131°F.) Max €p) 
5302-36-* 914.4 (36.0) | 4.95 *STD. COLORS: -0 Black. -2 Red. O 
a 
MINIPINCER® TEST CLIP TO STACKING BANANA PLUG = 
65.78 , ap) 
LENGTH aa a 
3 MODEL | Length LIST aes 
5421-12-* 304.8 (12.0) 3/5 : 
5421-24* | 609.6 (24.0) | 3.95 ———— 
5421-36 | 9144(36.0) | 4.15 
5421-48-* 1219.2 (48.0) | 435 RATING: 1000 WVDC.5 Amps. +55°C. (+131°F.) Max 
5421-60-* 1524.0 (60.0) | 4.55 *STD. COLORS: -0 Black. -2 Red 
MAXIGRABBER’ TEST CLIP TO STACKING BANANA PLUG - 
LENGTH 
4996-12-* 304.8 (12.0) | 7.75 = mele 
4996-24-* 609.6 (24.0) | 7.75 ———E—EE 
4996-36-* 914.4 (36.0) | 7.75 
4996-48-* 1219.2 (48.0) | 7.95 RATING: 3000 WVDC.5 Amps. +55°C. (+131°F.) Ma 
4996-60-* 1524.0 (60.0) 8.15 *STD. COLORS: -0 Black. -2 Red 
ALLIGATOR CLIP TO STACKING BANANA PLUG 
MODEL Length LIST a> eee 
SS SS an a Sed 2?’ 
1166-4-* 101.6 (4.0) | 3.75 
1166-8-* 203.2 (8.0) | 3.75 = a 
1166-12-* 304.8 (12.0) | 3.75 = are ere 
1166-24-* 609.6 (24.0) | 3.75 :; aks 
1166-36-* 914.4 (36.0) | 3.75 
1166-48-* 1219.2 (48.0) | 3.95 RATING: 5000 WVDC.5 Amps. +50°C. (+122°F 
1166-60-* 1524.0 (60.0) | 4.15 *STD. COLORS: -0 Black. -2 Red 
MINIGATOR CLIP TO STACKING BANANA PLUG 42 
MODEL Length LIST > — 
3220-4-* 101.6 (4.0) | 3.60 ee a, ee a 
3220-8-* 203.2 (8.0) 3.60 = 7 - 
3220-12-* 304.8 (12.0) 3.60 be— 9097 = LENGTH 39.3711.55)}—— 
3220-24-* 609.6 (24.0) | 3.60 
3220-36-* 914.4 (36.0) 3.60 
3220-48-* 1219.2 (48.0) | 3.80 RATING: 3000 WVDC. 5 Amps. +50°C. (+122°F.)\ 
3220-60-* 1524.0 (60.0) 4.00 *STD. COLORS: -0 Black. -2 Red 
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SMD PRODUCTS 


SMD TEST TWEEZER™ LEADS 


The tweezer clip is specially designed for testing Surface 

Mounted Devices (SMD's). The durable tips assure a posi- 

tive electrical connection. The tweezer gives rapid and 

convenient testing 

SMD Test Tweezer: Tips, beryllium coper, gold plated. SMD COMPONENT 
Insulation; glass filled nylon, black and red. 


Cable: Shielded coaxial, RG 174/U, 2.54 (.100) O.D., 48 SMD TEST TWEEZER™ 
inches long. FOMONA MODEL 5142 
Rating: 400 VRMS; 3 Amps; +50°C. (+122°F.) Max. OR 5 


10.16 P.C. BOARD 


: 


8.38 
ee (.33) OPEN 
We ny | 111.76 
DA CLOSED Sn en eee ree aso) 
2.54 (.100) 
APPLICATION PHOTO 
SMD TEST TWEEZER™ LEADS TO BNC MALE 
BNC Male: Brass body, tarnish resistant plated. Center 
contact, brass, gold plated. Boot; PVC, black. 
Model 5142-K-48................ LIST 17.60 Ea. 
SMD TEST TWEEZER™ LEADS TO i 
SINGLE STACKING BANANA PLUGS 
Stacking Banana Plugs: Brass body, beryllium copper PROBE END 
spring, nickel plated. Insulation; flexible PVC. A 
Red p--------- Red 
Model 5143-K-48 ................. LIST: 60: Eay = er 
Black Black 
SMD TEST TWEEZER™ LEADS TO SLEEVED BANANA PLUGS 
Sleeved Banana Plug: Brass body, beryllium copper spring, 
nickel plated. Insulation; flexible PVC. 
Model 5678-K-48................ LIST 13.00 Ea. 
SMD MICROTIP™ TEST PROBE 100.33 (3.95) 1219.2 ————___+ 
ie (48.0) 
(.040) Dia. a eth (.28) Dia. 
i f 1 “4 eRe mee ee _ 
wo aie 21 
Dia. 
The microtip is specially designed to probe SMD con- IST END: SMD Microtip™ Test Probe. Chuck, brass, nickel 
tacts. It features a stainless steel needle tip that is flexible plated. Replaceable microtip, stainless steel. Insulation, nylon. 
to help prevent damage to the SMD lands. The microtip WIRE: 20 AWG, 41 x 36t.c., PVC insualtion, 2.21 (.087) O.D. 
is curved to aid in probing of hard to reach areas. 2ND END: Stacking Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation, polypropylene. 
MODEL Length RATING: 1200 V AC/DC, 5 Amps, +55°C. (+131°F.) Max. 
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LARGE TEST PROBE KIT : 


Kit contains 2 pcs. Large Test Probe Leads, one black and 
one 


Model 5311-48 ........... LIST 13.50 Kit 


SHIELDED TEST PROBE TO DOUBLE BANANA PLUG 


A shielded test probe with the shield extending to within 
38.10 (1.50) of the probe tip end. Insulated minigator clip 


connected to shield lead. tL nt sicraitnoin sini 
Lead Wire: 20 AWG, 41 X 36, PVC insulated, 2.21 (.087) ) ome 
O.D. Minigator, steel, nickel plated. Insulation, vinyl, ei ace fae ee 3 
black. 8 bea Seniors =. 


Cable: Shielded coaxial, RG 58C/U, 4.95 (.195) O.D. 

Double Banana Plug: Brass body, beryllium copper spring, 

nickel plated. Insulation; polyethylene, black. Model 4858-C-48-* ................. LIST 19.50 Ea. 
Rating: 1400 VRMS; +50°C. (+122°C.) Max. 


SHIELDED TEST PROBE TO BNC MALE 


Lead Wire: 20 AWG, 41 X 36 t.c., PVC insulated, 2.21 
(.087) O.D., Minigator, steel, nickel nes Insulation; 
vinyl, black. 

Cable: Shielded coaxial, RG 58C/U, 4.95 (.195) O.D. 
BNC Male: Brass body, tarnish resistant plated. Center 
contact, brass, gold plated. Impedance: 50 Ohms. 

Rating: 500 VRMS Max.; +50°C. (+122°F.) Max. 


Model 4857-C-48-* .................. LIST 19.50 Ea. 


LARGE TEST PROBE TO BANANA JACK ne 


{——____—— 14986 (5.90) an 


Banana jack in handle is sheathed to help 1ST END: Probe Tip. Brass, nickel plated. Insulation; nylon. 
prevent accidental shorting due to partial in- 2ND END: Banana Jack. Brass, nickel plated. 

sertion. Allows the use of standard banana RATING: 3000 VDC Max.; 10 Amps; +80°C. (+176°F.) Max. 
plug test leads. Finger guard molded to probe *STD. COLORS: -0 Black, -2 Red. 

helps prevent fingers from slipping onto tip. 


$3980ud 1LSAl AZIS ADUYV 1 


MOGGIOUT 2... we nes LIST 5.45 Ea. 


LARGE TEST PROBE TO BNC FEMALE 


25.40 Stato 22.10 
(1.00) (1.25) (.87) Hex. ba (.37) Hex. 


162.31 (6.39) FI 
MODEL Center contact of BNC female in handle is Rating: Operating Voltage: 500 VRMS Max., +80°C. (+176°F.) 
———_—___—_. connected to tip. Shield extends to within38.1 Max. 
4856-* (1.50) of the probe tip end. *STD COLORS: -0 Black, -2 Red. NET 10.00 


LARGE TEST PROBE (NEEDLE TIP) TO BANANA PLUG 


12.70 | re 22.10 (.87) Hex 


(.50) i 


2.03 (.080) Dia. } , L ; 


149.86 (5.90) 


Sharp replaceable needle tip allows testing of | Rating: 3000 WVDC Max.; 7 Amps; +80°C. (+176°F.) Max. 
MODEL encapsulated circuits. Banana jack inhandle *STD COLORS: -0 Black, -2 Red. 
———— is sheathed to help prevent accidental shorting. OPTIONAL ACCESSORIES: Flexible Pin Tip Probe, Model 
5075-* 4906 & IC Test Tip Adapter, Model 5246. NET 5.65 
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CLAMP-ON METERS 
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PROFESSIONAL CLAMP-ON MULTIMETERS 


These multimeters were designed to measure current, voltage, power and frequency under normal operating conditions, without breaking the electrical circuit. This 
measuring technique avoids costly service interruptions and reconfigurations and does not influence the result. 
A dedicated microprocessor circuit gives the user an increased number of measuring ranges and functions. The analog output allows the measured data to be further 


processed using an oscilloscope or recorder. 


FEATURES: 
¢ Rapid measurement without breaking the circuit 
¢ Safety to VDE standards 
¢ Extra measuring ranges and sophisticated measuring functions 
¢ Auto test and recalibration 


¢ Easy to use; ergonomic design 


AC CLAMP-ON MULTIMETER UP TO 200 AMPS 


FEATURES: 
¢ Current measurement up to 200 Amps 
¢ Voltage measurement up to 750 Ohms 
¢ Frequency measurement up to 1000 Hz 
¢ Power measurement up to 20 kW/20+kVA 
¢ Power factor measurement up to 0.3 ind./cap. 


e Jaw opening up to 23 (.90) 


APPLICATIONS: 
¢ Installation and maintenance 
¢ Power distribution 
e Main supervision 
e Frequency converters 
¢ Generators and motors 


¢ Electroplating 


Current Voltage Apparent Active cos g Frequency saronensme 
RMS RMS Power Power Ind or cap U 
Meas. Range 20/200 A 200/750 A 2/20 kVA 2/20 kW lee O3 200 Hz/1 kHz 
Resolution 10/100 mA 0.1/1 V 1/10 VA 1/10 W 0.01 0.1/3 Hz 
Frequency 15 Hz-1 kHz 15 Hz-1 kHz 15 Hz-1 kHz 15 Hz-66 Hz 15Hz-66Hz2 5 Hz-1 kHz 
‘Sensitivity 
Current 4A 
Voltage 10V 100 V 
Accuracy 1.5% 0.5% 1.5% typ 1.5% typ 2.9% 0.5% ee 
/>800A ke 
A~ © ® cosy 
Z Sava 
MODEL 
MX 220 LIST 495.00 
AC CLAMP-ON MULTIMETER UP TO 1000 AMPS 
FEATURES: 
¢ Current measurement up to 1000 Amps 
¢ Voltage measurement up to 750 Ohms 
¢ Frequency measurement up to 1000 Hz 
* Power measurement up to 200 kW/200+kVA 
¢ Power factor measurement up to 0.3 ind./cap. mT... Mx 1220 
¢ Jaw opening up to 60 (2.36) ; ih 
: uf, ¢ J 
Current Voltage Apparent Active cos 8 Frequency 
RMS RMS Power Power Ind or cap U 
Meas. Range 20/1000 A 200/750 V 20/200 kVA 20/200kW —1...0.3 200 Hz/1 kHz 
_Resolution 0.1/1A 0.1/1 V 10/100 VA 10/100 W 0.01 0.1/3 Hz 
Frequency 15 Hz-1 kHz = 15 Hz-1 kHz 15 Hz-1 KHz 15 Hz-66Hz 15 Hz-66Hz 5 Hz-1 kHz 
Sensitivity 
Current 20A ae 
Voltage 100 V 100 V 
Accuracy 1.5% 0.5% 1.5% typ 1.5% typ 2.5% 0.5% 
/>800A 2.9% 
MODEL si 
MX 1220 LIST 495.00 
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UNIVERSAL CLAMP-ON MULTIMETER UP TO 200 AMPS 
FEATURES: 
_ © Current measurement up to 200 Amps 
oe Voltage measurement up to 750 Ohms 


@ 


¢ Frequency measurement up to 1000 Hz 
¢ Power measurement up to 20 kW/20+kVA 


¢ Power factor measurement up to 0.3 ind./cap. TTD ee Mx 200 


AMILDRANEING 


¢ Analogue output for current measurement 
¢ Jaw opening up to 23 (.90) 


Current Voltage Apparent Active _ cosg Frequency 
TRMS TRMS Power Power Ind or cap U 
Meas. Range 20/200 A 200/750 A 2/20 kVA 2/20 kW 1...0.3 200 Hz/1 kHz 
Resolution 10100mA O01 V 1/10 VA 1/10 W 0.01 0.1/3 Hz 
Frequency DC DC DC DC 
15 Hz-1 kHz 15 Hz-1 kHz 15 Hz-1 kHz 15Hz-66Hz 15Hz-66Hz 5 4H7z-1 kHz 
Sensitivity ae Pe 
Current 4A 
Voltage 10 V oV 
Accuracy 1% 0.5% 1.5% typ 0.8% typ Dia} 0.5% 
Analog Output 50/5 mV/A 


MODEL a 
MX 200 LIST 695.00 


UNIVERSAL CLAMP-ON MULTIMETER UP TO 1000 AMPS 


FEATURES: 
¢ Current measurement up to 1000 Amps 
¢ Voltage measurement up to 750 Ohms 
¢ Frequency measurement up to 1000 Hz 
¢ Power measurement up to 200 kW/200+kKVA 
¢ Power factor measurement up to 0.3 ind./cap. 
; ¢ Analogue output for current measurement 


¢ Jaw opening up to 60 (2.36) 


Current Voltage Apparent Active cos 8 Frequency 
TRMS TRMS Power Power Ind or cap U 
Meas. Range 200/1000A 200/750 A 20/200 kVA 20/200 kW_i1....0.3 200 Hz/1 kHz 
Resolution 0.1/1 A 0.1/1 V 10/100 VA__- 10/100 W 0.01 0.1/3 Hz 
Frequency DC DC DC DC 
15 Hz-1 kHz 15 Hz-1 kHz 15 Hz-1 kHz 15 Hz-66Hz 15Hz-66Hz 5472-1 kHz 
Sensitivity 
Current 20A 
Voltage 20 V 20 V 
Accuracy 1% 0.5% 2% typ 2% typ ila” 0.5% 


‘Analog Output 5/1 mV/A 


MODEL 


MX 1200S LIST 695.00 


3-PHASE MEASURING ADAPTER 
This Measuring Adapter fits all four Clamp-on Multimeters. 
With the adapter in place, a clamp-on multimeter displays: 


¢ Voltage, power, cos ¢ and phase sequence in three phase 
circuits without an available neutral. 


¢ Cos ¢ and phase sequence. 


¢ Warning if input conditions are out of limits. 


) MODEL 
HX-3PL LIST 139.00 
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100 MHZ STANDARD MODULAR OSCILLOSCOPE PROBES 


These probes are the least expensive quality probes. 


FEATURES: 
¢ Use with any Scope up to 100 MHz 
¢ Modular, easy to use 
¢ Replaceable parts available 
¢ Flexible Cable for handling ease 


* Accessories included: 5818 Sprung Hook 
5820 1¢ Tip 
5821 Pcthaine Tip 
5822 BNC Adapter 
5823 Gold Plated Tip 
5824 — Stainless Steel Tip 
5825 Ground Lead 


Cable 
Length (m) 


Input Impedance 
R (MQ) C (pF) 


Max 
Input (V) 


Compensation 
Range (pF) 


MODEL 
5792 
5795 


x1 x10 
Same 10 


as SCOPE 


x1 on 
ey 


Switchable 


200 MHZ PROFESSIONAL MODULAR OSCILLOSCOPE PROBES 


These probes provide excellent performance in a modular design. 
FEATURES: 

* Use with any Scope 

¢ Bandwidth up to 200MHz 

¢ X1, X10, X100 and Switchable X1 / X10 Attenuation 

¢ Economical, replaceable parts 


¢ Stainless Steel Tip 


OSCILLOSCOPE PROBE KITS 


¢ Accessories included: 5818 Sprung Hook 5822. BNC Adapter 
5819 Trimmer Tool 5823 Gold Plated Tip 
59820 ICTip  _ 5824 Stainless Steel Tip 
5821 Insulating Tip 5825 Ground Lead 
Cable Input Impedance BW Risetime Max Compensation 
MODEL Attn Length (m) R (MQ) C (pF) (MHz) (nsec) | Input(V)| — Range (pF) LIST 
5800 x1 (2 Same as scope 45 30 10 600 = 39.00 
5803 x10 1.2 10 15 200 1.8 600 10-60 42.00 
5806 x1-x10 19 Dili x10 | x1 x10_| x1 x10} 600 10-60 49.00 
Switchable Same) 10 5599) 15.51/20 200 | 10 1.8 
as scope 
5827. | x100 Ke 100 6.5 200 1.6 1200 15-50 75.80 


300 MHZ HIGH FREQUENCY MODULAR OSCILLOSCOPE PROBES 


These professional probes provide maximum safety and durability. 


FEATURES: 
* Use with 


any Scope 


¢ Accessories included: 


* Bandwidth up to 300MHz 


¢ |.2 Nanosecond risetime 


5818 
5819 
5820 
5821 
5822 
5823 
5824 
5825 


Sprung Hook 
Trimmer Tool 
IC TIp 

Insulating Tip 
BNC Adapter 


Gold Plated Tip 
Stainless Steel Tip 


Ground Lead 


Compensation 
Range (pF) 


| | Cable Input Impedance BW Risetime 

MODEL Atin Length (m) R(MQ) C (pF) Mhz (nsec) Input (V) 
5809 | x10 | 1.2 10 15 300 1.2 600 
sai2* | x10 | 12 | 10 15 300 | 1.2 600 


*With Readout Actuator 


40 
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RF DETECTOR OSCILLOSCOPE PROBE 
This probe works with any oscilloscope having 10OMQ input. 


FEATURES: 
¢ Modular Oscilloscope probe 
¢ Bandwidth up to 800 MHz 


¢ Accessories included: 5818 Sprung Hook 
| 5820 IC TIp 
4 5821 Insulating Tip 


5822 BNC Adapter 
5823 Gold Plated Tip 
5824 Stainless Steel Tip 
5825 Ground Lead 


Cable 
Length (m) 


Diode turn on 
MODEL | Voltage (mV) 


DC Isolation V 
incl. Peak AC (V) 


5815 70.50 
OSCILLOSCOPE KIT REPLACEMENT PARTS 
==" | | qd =I] es 
Fig. 1 Fig. 3 Fig. 4 Fig. 6 Fig. 7 
—_ Es co = 
Fig. 2 Fig. 5 Fig. 8 Fig. 9 


Accessories Kit 
Figs. 1-8 


Gold Plated | Stainless Steel Ground 
BeCu Tip Tip Lead 


Insulating 
Tip 
Fig. 4 


BNC 
Adapter 


Trimmer 
Tool 


Accessories 


Sprung Hook 


Model No. 5821 5826 
LIST 75 15.50 
DO-IT-YOURSELF FUSIBLE COMPONENT MOUNTING PROBE SIMPLIFIED COMPONENT INSTALLATION 
¢ Unscrew handle from probe body 
132.30 ¢ Thread wire through hole in handle and crimp or 
(9.21) solder to ring terminal 
Fareatt \ ¢ Attach and solder component to turret terminals. 
; fi. | ¢ Slip handle over component and thread handle to 


probe assembly. 


oe (Pa ye - =e 
ee fe | 4.01 (.158) Dia. 
14.22 (.56) Dia. Entry Hole 


24.64 
(.97) 
— Probe Body NE Ring ey Handle 


This do-it-yourself component mounting test probe enables the user to create his own compensated probe. 
Discrete components, such as resistors, capacitors, filters, etc., can be soldered between the two solder 
turrets. The probe features a square shaped finger grip with molded finger guard and threaded handle. 


MATERIAL: Test Probe tip and solder lugs, brass. 
i FINISH: Test probe tip, nickel plated. Solder lugs, 
MODEL silver plated. RATING: 1200 V AC/DC Max., +80°C. 
4971-0 INSULATION: Nylon, black. (+176°F.) Max. LIST 5.75 
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OSCILLOSCOPE PROBE 


ACTIVE DIFFERENTIAL PROBE KIT 


The Model 5942 Active Differential Probe Kit with the MX 9000 differen- 
tial probe provides an important additional tool for any general oscilloscope 
user. 

Using a built-in differential amplifier, the MX 9000 scales and converts 
differential voltage inputs to a low voltage BNC output. The differential 
input is useful in measuring power semiconductor circuits, as no reference 
to ground is required. Both the positive and negative sides of the balanced 
input possess high impedance to ground. The MX 9000 can accommodate 
a differential input to 700 V. Its sensitivity can extend down to 100 mV. 
With wide bandwidth and high response speed, it is adequate for accurate dv 
/ dt measurement in the fastest switching circuits for thyristors, bipolar 
transistors, or power MOS FETS. 


¢ Analyze floating signals safely 

¢ Switchable 1:20/1:200 Attenuation 

¢ Use with any conventional oscilloscope 
¢ Balanced Differential inputs 

¢ Test power switching circuits 


¢ Battery powered or optional 6V power adapter 


BANDWIDTH DC to 15MHz 


Accuracy 2% 
1:20 and 1:200 
Balanced Differential 
2M Ohm & 2.5 pF 
<70VDC (1:20 Atten.) 
<700VDC (1:200 Atten.) 
100 Millivolt (1:20 Atten.) 


Probe Damage Above 


Attenuation Ratio 


Input 
(Each Side to Ground) 


Input Range 
Sensitivity 


Absolute Maximum 


ITT Pomona 


MX 9000 


Input 


+1000VDC or 700 VRMS 


Max. Comm. Mode Input 
Comm. Mode Rej. Ratio 


500 Volts RMS 
70 dB @ 1 kHz 


Scope Connection 


Standard BNC 


Maximum Output 


+3.5V (No distortion) 


Output Offset 
Operating Temp. 


<+5 Millivolt to +40°C. 
-10°C. to +40°C. 


Pomona's Model 5942 Active Diffential Probe Kit contains 
the MX-9000 differential probe with Pomona sheathed Pop 
Jack plugs, Test Probe Handles (Model 5548) Spade Lugs 
(Model 5546), fully insulated Medium Alligator Clips 


(Model 5787). Minigrabber to Pop-Jack leads (Model 5545- 
10), Accessory Pouch (Model 6001), Instruction sheet and 
four AA batteries. 


MODEL 


5942 LIST 315.00 
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MINIPINCER® TEST CLIPS TO BNC MALE 


203.20 
(8.00) 


(black) 
65.79 


PUOLIOd 


Be 38.10 an 
(1.50) 


RG 58C/U 1ST END: Minipincer Test Clips. Selectively gold 2ND END: Crimp BNC Male. Brass 
5423-C-18 | 457.2 (18.0) plated beryllium copper contact. Insulation, nylon. One body, tarnish resistant plated. Center 
5423-C-24 | 609.6 (24.0) 13.65 black and one red. contact, brass, gold plated. Nominal 
5423-C-36 | 914.4 (36.0) | 14.25 CABLE: Shielded coax., RG 58C/U, 4.95 (.195) O.D. Impedance: 50 Ohms. Boot, PVC, black. 
5423-C-48 | 1219.2 (48.0) 14.85 Y-Mold insulation, PVC, black. RATING: 500 VRMS Max., +50°C. 
5423-C-60 | 1524.0 (60.0) 15.45 (+122°F.) Max. 


MINIGRABBER® TE Al CLIPS TO BNC MALE 
(black) 


203.20 
(8.00) 


ag LENGTH =~ SS one 


CORLL LOREAL OOOEY LE 


ae oy 
| (1.50) 
1ST END: Minigrabber Test Clips. Contact, beryllium 2ND END: Crimp BNC Male. Brass 

RG 58C/U RG 174/U Length copper, gold plated. Insulation, glass filled nylon. One body, tarnish Botta plated. Center 
5187-C-24 5187-K-24 609.6 (24.0) black and one red. contact, brass, gold plated. Nominal 
5187-C-36 5187-K-36 914.4 (36.0) CABLE: Shielded coax., RG 58C/U, 4.95 (.195) O.D. or Impedance: 50 Ohms. Boot, PVC, black. 
5187-C-48 5187-K-48 1219.2 (48.0) RG 174/U 2.54 (.100) O.D. Y-Mold insulation, PVC, RATING: 500 VRMS Max., +50°C. 
5187-C-60 5187-K-60 1524.0 (60.0) black. (+122°F.) Max. 


203.20 (8.00) long 


85.60 (3.37) 


(Red) 


38.10 (1.50) long 


RG 58C/U RG 174/U | LIST 1ST END: Miicroatabber Test Clips. BREST 2ND END: Crimp BNC Male. Brass 

copper, gold plated. Insulation, glass filled nylon. One body, tarnish resistant plated. Center 
4777-C-24 4777-K-24 | 20.15 black and one red. contact, brass, gold plated. Nominal 
4777-C-36 4777-K-36 | 20.15 CABLE: Shielded coax., RG 58C/U, 4.95 (.195) O.D. or Impedance: 50 Ohms. Boot, PVC, black. 
4777-C-48 4777-K-48 | 20.75 RG 174/U 2.54 (.100) O.D. Y-Mold insulation, PVC, RATING: 500 VRMS Max., +50°C. 
4777-C-60 4777-K-60 21 .35 black. (+ | 22°F.) Max. 


MAXIGRABBER® TEST CLIPS TO BNC MALE 


~<— LENGTH al 85.60 (3.37) ———T4 


—_ 38.10 (1.50) —| 


1ST END: Maxigrabber Test Clips. Contact, beryllium 2ND END: Crimp BNC Male. Brass 
4648-C-18 copper, goldplated. Insulation, glass filled nylon. One body, tarnish resistant plated. Center 
4648-C-24 black and one red. contact, brass, gold plated. Nominal 
4648-C-36 CABLE: Shielded coax., RG 58C/U, 4.95 (.195) O.D. Impedance: 50 Ohms. Boot, PVC, black. 
4648-C-48 Y-Mold insulation, PVC, black. RATING: 500 VRMS Max., +50°C. 
4648-C-60 | (+122°F.) Max. 
43 
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OSCILLOSCOPE ACCESSORIES 


BNC MALE TO DOUBLE BANANA PLUG 


|}-___—. LENGTH 


1ST END: Crimp BNC Male. Brass body, tarnish 2ND END: Double Banana Plug. Brass 
4530-C-18| 457.2 (18.0) resistant plated. Center contact, brass, gold plated. Nomi- body, beryllium copper spring, nickel 
4530-C-24| 609.6 (24.0) 11.60 nal Impedance: 50 Ohms. Boot, PVC, black. plated. Insualtion; polyethylene, black. 
4530-C-36| 914.4 (36.0) | 12.20 CABLE: Shielded coax., RG 58C/U, 4.95 (.195) O.D. RATING: 500 VRMS Max., +50°C. 
4530-C-48 | 1219.2 (48.0) 12.80 Y-Mold insulation, PVC, black. (+122°F.) Max. 
4530-C-60| 1524.0 (60.0) 13.40 


BNC MALE TO MINIATURE DOUBLE 


BANANA PLUG 25.40 
ieee. LeotH +l. § on | 


Wall ot ~~ 42.70 
|~§— 85.60 peak =f 
1ST END: Crimp BNC Male. Brass body, tarnish 2ND END: Miniature Double Banana 
MODEL Length LIST resistant plated. Center contact, brass, gold plated. Nomi- Plug. Brass body, beryllium copper spring, 
2248-K-24| 609.6 (24.0) 15.95 nal Impedance: 50 Ohms. Boot, PVC, black. nickel plated. Insualtion; polyethylene, 
2248-K-36| 914.4(36.0) | 16.25 CABLE: Shielded coax., RG 174/U, 2.4 (.100) O.D. black. 
2248-K-48| 1219.2 (48.0) 16.95 Y-Mold insulation, PVC, black. RATING: 500 VRMS Max., +50°C. 
2248-K-60| 1524.0 (60.0) 17.80 (+122°F.) Max. 


SINGLE STACKING BANANA PLUGS TO BNC MALE 


3937 | 203.20 
E (1.99) m LENGTH 85.60. (3.37) ——— 


Black =a eee 


MODEL Length LIST 


IST END: Stacking Banana Plugs. Brass body, beryl- 2ND END: Crimp BNC Male. Brass 
5268-C-12| 304.8 (12.0) 13.50 lium copper spring, nickel plated. Insulation, polypro- body, tarnish resistant plated. Center 
5268-C-24| 609.6 (24.0) 14.10 pylene. One black and one red. contact, brass, gold plated. Nominal 
5268-C-36| 914.4 (36.0) | 14.70 CABLE: Shielded coax., RG 58C/U, 4.95 (.195) O.D. Impedance: 50 Ohms. Boot, PVC, black. 
5268-C-48| 1219.2 (48.0) | 15.30 Y-Mold insulation, PVC, black. RATING: 500 VRMS Max., +50°C. 
5268-C-60| 1524.0 (60.0) | 15.90 (4122°F.) Max. 


Black 


85.60 (3.37) ——+| 


a —— =< ———— LENG Sat] 


MODEL Length LIST 

4532-C-18 457.2: (18:0)) ili2.25 
4532-C-24 609.6 (oa. 0) | 12.55 1ST END: Minigator Clips. Steel, nickel plated. Insula- 2ND END: Crimp BNC Male. Brass body, tarnish 
4532-C-30 762.0 (30.0) | 12.85 tors, vinyl. One black and one red. resistant plated. Center contact, brass, gold plated. @ 
4532-C-36 914.4 (36.0) | 13.15 CABLE: RG 58C/U 4.95 (.195) O.D. Y-Mold insula- Impedance: 50 Ohms. Boot, PVC, black. 
4532-C-48 | 1219.2 (48.0) | 13.75 tion: PVC, black. RATING: Operating Voltage: 500 VRMS Max., 
4532-C-60 1524.0 (60.0) | 14.35 +50°C. (+122°F. ) Max. 
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ALLIGATOR CLIPS 
TO BNC MALE 
Black 
+/-——# @3n——+| 
Red a vt. = 


|+—— LENGTH 


(1.30) 
: 4531-C-18 | 457.2 (18.0) | 11.80 
4531-C-24 | 609.6 (24.0) | 12.10 1ST END: Alligator Clips. Steel, nickel plated. Insula- 2ND END: Crimp BNC Male. Brass body, tarnish 
4531-C-30 762.0 (30.0) | 12.40 tors, vinyl. One black and one red. resistant plated. Center contact, brass, gold plated. 
4531-C-36 | 914.4 (36.0) | 12.70 CABLE: RG S8C/U 4.95 (.195) O.D. Y-Mold insula- Impedance: 50 Ohms. Boot, PVC, black. 
4531-C-48 | 1219.2 (48.0) | 13.30 tion; PVC, black. RATING: Operating Voltage: 500 VRMS Max., 
4531-C-60 | 1524.0 (60.0) | 13.90 +50°C. (+122°F. ) Max. 


0.6 (.025) SQUARE RECEPTACLES 
TO BNC MALE 


Black 


| 


85.60 (3.37) ae | 


2.54 (.100) Sq. Grigt a 
ey 5.63 | ae ENGTH ot 


Length LIST 


4945-K-18 457.2 (18.0) | 14.75 1ST END: 0.6 (.025) Square Pin Receptacles. Brass, 2ND END: Crimp BNC Male. Brass body, tarnish 
4945-K-24 609.6 (24.0) | 15.05 gold plated. Insulation, ABS. One black and one red. resistant plated. Center contact, brass, gold plated. 
4945-K-36 914.4 (36.0) | 15.65 CABLE: RG 174/U 2.54 (.100) O.D. Y-Mold insulation; Impedance: 50 Ohms. Boot, PVC, black. 
4945-K-48 | 1219.2 (48.0) | 16.25 PVC, black. RATING: Operating Voltage: 500 VRMS Max., 
4945-K-60 | 1524.0 (60.0) | 16.85 +50°C. (+122°F. ) Max. 


2 SHIELDED TEST LEAD 


A shielded test probe with the shield extending to RATING: Operating Voltage: 500 VRMS Max., 
within 38.1 (1.50) of the probe tip. TMU, (Ema \ MER. 
Kit contains | each: Test Probe Assembly, 

__MODEL __ Minigrabber with 6-32 Thread and Dog Leg Micro 


5292-48 Leg Tip (Model 5133). LIST 26.00 
BNC MALE, EACH END 


pare T 85.60 (9.97) ——+] 


ee 
i. 
& 


RG58C/U RG59B/U RG174/U RG62A/U sre TRE ee Tae, 
50 Ohm List | 75O0hm | LIST | 500hm |LIST | 930hm_ | LIST Lape ee ee ee 
resistant plated. Center contact, brass, gold plated. 
2249-C-12 9.90 | 2249-E-12 | 10.50 | 2249-K-12 | 14.90] 2249-M-12 | 11.10 | 304.8 (12.0) Impedance: 50 Ohms. Boot, PVC, black. 
2249-C-24 | 10.50 | 2249-E-24 | 11.10 | 2249-K-24 | 15.50| 2249-M-24 | 11.70 | 609.6 (24.0) CABLE: RGS58C/U 5.0 (.195) O.D. 
2249-C-36 | 11.00 | 2249-E-36 | 11.70 | 2249-K-36 | 16.10] 2249-M-36 | 12.30 | 914.4 (36.0) RGS9B/U 6.2 (.242) O.D. 
2249-C-48 | 11.80 | 2249-E-48 | 12.30 | 2249-K-48 | 16.70| 2249-m-48 | 12.90 | 1219.2 (48.0) RG62A/U 6.2 (.242) O.D. 
0 2249-C-60 | 12.50 | 2249-E-60 | 12.90 | 2249-K-60 | 17.30] 2249-m-60 | 13.50 | 1524.0 (60.0) RG174/U_ 2.5 (.100) O.D. 
2249-C-72 13.10 | 2249-E-72 | 13.50 1828.8 (72.0) 2ND END: Smae as first end. 
2249-C-120 | 15.70 3048.0(120.0) RATING: Operating Voltage: 500 VRMS Max., 
2249-C-180 | 19.00 4572.0(180.0) +50°C. (+122°F. ) Max. 
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BNC MALE TO BNC FEMALE 


1ST END: Crimp BNC CABLE:RGS8C/U, 4.95 (.195) O.D. 2ND END: Crimp BNC Fe- 
MODEL Length LIST MEI. lees Rody aeenich male. Brass body, tarnish re- 
4524-C-12 | 304.8 (12.0) resistant plated. Center con- sistant plated. Center contact, 
4524-C-24 | 609.6 (24.0)} 13.85 tact, brass, gold plated. Im- beryllium copper, gold plated. 
4524-C-36 | 914.4 (36.0) 14.45 pedance: 50 Ohms. Boot, Boot, PVC, black. 
4524-C-48 | 1219.2 (48.0) 1o:05 PVC, black. RATING: 500 VRMS Max., 
4524-C-60 | 1524.0 (60.0) 15.65 +50°C. (+122°F.) Max. 


BNC FEMALE, EACH END 


= LENGTH cia ee 90.93 (3.58) ae 


MODEL IST END: Crimp BNC Fe- | CABLE:RGS8C/U, 4.95 (.195) O.D. 2ND END: Same as first end. 
) male. Brass body, tarnish RATING: 500 VRMS Max., 
4277-C-24 (24.0) resistant plated. Center con- +50°C. (+122°F.) Max. 
4277-C-36 | 914.4 (36.0)| 16.45 tact, beryllium copper, gold 
4277-C-48 | 1219.2 (48.0)|_ 17.05 plated. Impedance: 50 Ohms. 
4277-C-60 | 1524.0 (60.0) 17.65 Boot, PVC, black. 


BNC MALE ON RETRACTILE 
(COILED) CORD ¢ 


soon 


EXTENDED LENGTH 


1ST END: Crimp BNC CABLE: Shielded microphone. Center 2ND END: Same as first end. 
| Extended Male. Brass body, tarnish conductor, 24 AWG (45 x 40), polyure- RATING: 270 VDC-90 VAC 
MODEL Length LIST resistant plated. Center con- thane jacket, 4.32 (.170) O.D. cont. duty, +50°C. (+122°F.) 
4487-48 1219.2 (48.0) 34.95 tact, brass, gold plated. Im- Max. 
4487-60 | 1524.0 (60.0)| 35.85 pedance: 50 Ohms. Boot, 
4487-72 1829.0 (72.0) 36.75 PVC, black. 


LOW-NOISE BNC MALE, EACH END 


LENGTH 85.60 ean—— 


ee Eengty £90 1ST END: Crimp BNC Male. Brass body, tarnish resistant plated. Center 
4964-SS-24) 609.6 (24.0)) 13.15 contact, brass, gold plated. Impedance: 50 Ohms. Boot, PVC, black. @ 


4964-SS-36| 914.4 (36.0) 14.65 CABLE: Belden 9223 or equivalent, 50 Ohm, 4.95 (.195) O.D. 
4964-SS-48] 1219.2 (48.0) 16.15 2ND END: Same as first end. 
4964-SS-60} 1524.0 (60.0) 17.65 RATING: 500 VRMS Max., +50°C. (+122°F.) Max. 
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BNC MALE TOTEST CLIPS’. 


1ST END: BNC Male. Brass body, 
tarnish resistant plated. Center contact, 
brass, gold plated. Nominal imped- 
ance, 50 Ohms. Insulation, polypro- 
pylene, black. 

WIRE: 18 AWG on alligator clips, 20 
AWG on minigator clips. One black 
and one red. 

2ND END: Alligator clips. Steel, 
nickel plated. Minigators. Steel, nickel 
plated. Vinyl boots, one black and one 
red. 

RATING: 500 VRMS, 
(+122°F.) Max. 


+50°C. 


oe iad OVERALL LENGTH: 177.8 (7.0) 


LIST 10.30 


(Alligator Clips) 


2886 (Minigator Clips) 


BNC MALE TO STACKING PIN TIP PLUGS 


1ST END: BNC Male. Brass body, 14.99 


39.12 
<—— —_ 
tarnish resistant plated. Center contact, (.59) A | | 


(1.54) 
brass, gold plated. Nominal imped- 
ance, 50 Ohms. Insulation, polypro- 
pylene, black. 

WIRE: 20 AWG, 41 x 36 t.c., PVC 
insulated, 2.21 (.087) O.D. One black 
and one red. 

2ND END: Stacking Pin Tip Plugs. 
Brass, gold plated. Insulation, polypro- 
pylene. One black and one red. 


RATING: 500 VRMS, +55°C. (1.35) 

(+131°F.) Max. 
MODEL OVERALL LENGTH: 177.8 (7.0) 
3901 LIST 11.45 


BNC MALE TO STACKING BANANA PLUGS 


1ST END: BNC Male. Brass body, 
tarnish resistant plated. Center contact, 
brass, gold plated. Nominal :mped- 
ance, 50 Ohms. Insulation, polypro- 
pylene, black. 

WIRE: 18 AWG, 65 x 36 t.c., PVC 
insulated, 3.66 (.144) O.D. One black 
and one red. 

2ND END: Stacking Banana Plugs. 
Brass body, beryllium copper spring, 
nickel plated. Insulation, polypro- 
pylene. One black and one red. 
RATING: 500 VRMS, +55°C. 
(+131°F.) Max. 


39.12 


fall 


| 


OVERALL LENGTH: 177.8 (7.0) 
LIST 10.20 


MODEL 
3957 


BNC MALE TC MINIATURE 
STACKING BANANA PLUGS 


1ST END: BNC Male. Brass body, 
tarnish resistant plated. Center contact, 
brass, gold plated. Nominal imped- 
ance, 50 Ohms. Insulation, polypro- 
pylene, black. 

WIRE: 20 AWG, 41 x 36 t.c., PVC 
insulated, 2.21 (.087) O.D. One black 
and one red. 

2ND END: Stacking Miniature Ba- 
nana Plugs. Brass body, beryllium cop- 


TL dddbue LLL 
ue 
yl 


Ne alll 


BNC FEMALE TO TEST CLIPS 


1ST END: BNC Female. Brass body, 
tarnish resistant plated. Center contact, 
beryllium copper, gold plated. Nomi- 
nal impedance, 50 Ohms. Insulation, 
polypropylene, black. 

WIRE: 18 AWG on alligator clips, 20 
AWG on minigator clips. One black 
and one red. 

2ND END: Alligator clips. Steel, 
nickel plated. Minigators. Steel, nickel 
plated. Vinyl boots, one black and one 
red. 

RATING: 500 VRMS, 
(+122°F.) Max. 


+50°C: 


OVERALL LENGTH: 177.8 (7.0) 


(Alligator Clips) 


(Minigator Clips) LIST 7.60 


BNC FEMALE TO STACKING PIN TIP PLUGS 


1ST END: BNC Female. Brass body, 34.80 
tarnish resistant plated. Center contact, | iar (3) 
beryllium copper, gold plated. Nomi- 


nal impedance, 50 Ohms. Insulation, 
polypropylene, black. 

WIRE: 20 AWG, 41 x 36 t.c., PVC 
insulated, 2.21 (.087) O.D. One black 
and one red. 

2ND END: Stacking Pin Tip Plugs. 
Brass, gold plated. Insulation, polypro- 
pylene. One black and one red. 
RATING: 500 VRMS, +55°C. 
(+131°F.) Max. 


OVERALL LENGTH: 177.8 (7.0) 
LIST 8.15 


MODEL 
3221 


BNC FEMALE TO STACKING PIN TIP PLUGS 


1ST END: BNC Female. Brass body, 
tarnish resistant plated. Center contact, 
beryllium copper, gold plated. Nomi- 
nal impedance, 50 Ohms. Insulation, 
polypropylene, black. 


34.80 
ea (1.37) eats | 


WIRE: 18 AWG, 65 x 36 tc., PVC 39.37 —— 
insulated, 3.66 (.144) O.D. One black |«—(1.55) oo) 14 go 
and one red. ‘ mere t(|599) 


2ND END: Stacking Banana Plugs. 
Brass body, beryllium copper spring, 
nickel plated. Insulation, polypro- 
pylene. One black and one red. “ay, 
RATING: 500 VRMS, +55°C. peer 
(+131°F.) Max. 


MODEL 
3073 


BNC FEMALE TO MINIATURE 
STACKING BANANA PLUGS 


1ST END: BNC Female. Brass body, 
tarnish resistant plated. Center contact, 
beryllium copper, gold plated. Nomi- 
nal impedance, 50 Ohms. Insulation, 
polypropylene, black. 

WIRE: 20 AWG, 41 x 36 t.c., PVC 
insulated, 2.21 (.087) O.D. One black 
and one red. 

2ND END: Stacking Miniature Ba- 
nana Plugs. Brass body, beryllium cop- 
per spring, gold plated. Fits miniature 
2.64 (.104) dia. banana jacks. Insula- 


OVERALL LENGTH: 177.8 (7.0) 
LIST 7.00 


22.35 


v 


PUOUWOd 


SAINOSSADOV AdODSOTINOSO 


er spring, gold plated. Insulation, pol- 22.35 
Peoslone a biscleandione ae (.88) tion, pony ene One black and 
}: 50 V : 55°C. one red. : mS 
Se eet ee RATING: 500 VRMS, +55°C. 
i (+131°F.) Max. 
MODEL OVERALL LENGTH: 177.8 (7.0) MODEL OVERALL LENGTH: 177.8 (7.0) 
4815 LIST 10.90 3966 LIST 8.50 
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BNC MALE TO MICROGRABBER*® TEST CLIPS 


This molded breakout converts a coax- 
ial cable with a BNC female to a test 
cable with clips. », 

1ST END: BNC Male. Brass body, 
tarnish resistant plated. Center contact, 
brass, gold plated. Nominal impedance, 
50 Ohms. Insulation, polypropylene, 
black. 

WIRE: 20 AWG, 41 x 36 t.c., PVC 
insulated. 2.21 (.087) O.D. One black 
and one red. 

2ND END: Micrograbber Test Clips. 
Contacts, beryllium copper, gold plated. 
Glass filled nylon insulation. One black 
and one red. 


RATING: 500 VRMS, +55°C. 
(+131°F.) Max. 
OVERALL LENGTH: 177.8 (7.0) 
MODEL 
5189 LIST 10.50 


BNC MALE TO MINIGRABBER*® TEST CLIPS 


This molded breakout converts a coaxial 
cable with a BNC female to a test cable 
with clips. 

1ST END: BNC Male. Brass body, 
tarnish resistant plated. Center contact, 
brass, gold plated. Nominal impedance, 


14.99 


(59) 39.12 


50 Ohms. Insulation, polypropylene, 
black. 
WIRE: 20 AWG, 41 x 36 t.c., PVC 


insulated. 2.21 (.087) O.D. One black 
and one red. 

2ND END: Minigrabber Test Clips. 
Contacts, beryllium copper, gold plated. 
Glass filled nylon insulation. One black 
and one red. 

RATING: 500 VRMS, 
(+131°F.) Max. 


+595-C. 


OVERALL LENGTH: 177.8 (7.0) 
LIST 9.00 


MODEL 


BNC FEMALE TO #8 SPADE LUGS 
This molded breakout allows a BNC cable 

to be used with equipment having #8 screw 14.99 —__ 24.80 
terminals, such as fanning strips, etc. (.59) 71 (1.37) 4 
1ST END: BNC Female. Brass body } 
tarnish resistant plated. Center contact, 


beryllium copper, gold plated. Nominal 7.14 
impedance, 50 Ohms. Insulation, pol- (.28) 
ypropylene, black. Ab 
WIRE: 20 AWG, 41 x 36 tc., PVC ee | 
insulated. 2.21 (.087) O.D. One black and {4 
one red. 
2ND END: #8 Spade Lugs. Copper, tin toe f 
plated. Insulation, vinyl. One black and et 
one red (.168) 
RATING: 500 VRMS, +50°C. (+122°F.) 
Max 
OVERALL LENGTH: 177.8 (7.0) 
MODEL 
051 LIST 6.30 


‘ 


— Y a ee | 


BNC FEMALE TO MICROGRABBER*® TEST CLIPS ~ 


This molded breakout converts a coaxial 
cable with a BNC male to a test cable with 
clips. 

1ST END: BNC Female. Brass body, tar- 
nishresistant plated. Center contact,beryllium 
copper, gold plated. Nominal impedance, SO 
Ohms. Insulation, polypropylene, black. 
WIRE: 20 AWG, 41 x 36 t.c., PVC insu- 
lated. 2.21 (.087) O.D. One black and one 
red. 

2ND END: Micrograbber Test Clips. Con- 
tacts, beryllium copper, gold plated. Glass 
filled nylon insulation. One black and one 
red. 

RATING: 500 VRMS, +55°C. (+131°F.) 


Max. 
OVERALL LENGTH: 177.8 (7.0) 
MODEL 
5188 LIST 9.70 


BNC FEMALE TO MINIGRABBER® TEST CLIPS 


This molded breakout converts a coaxial 
cable with a BNC male to a test cable with 
clips. 

1ST END: BNC Female. Brass body, 
tarnish resistant plated. Center contact, 
beryllium copper, gold plated. Nominal 
impedance, 50 Ohms. Insulation, polypro- 
pylene, black. 

WIRE: 20 AWG, 41 x 36 t.c., PVC 
insulated. 2.21 (.087) O.D. One black and 
one red. 

2ND END: Minigrabber Test Clips. Con- 
tacts, beryllium copper, gold plated. Glass 


14.99 


4.80 
(.59) : 


(1.37) 


filled nylon insulation. One black and one 65.02 
red. (2.56) 
RATING: 500 VRMS, +55°C. (+131°F.) 
Max. 
: OVERALL LENGTH: 177.8 (7.0) 
MODEL 
3788 LIST 7.30 


BNC MALE TO SMD GRABBER? TEST CLIPS 


The pincer type action on this grabber 
allows attachment to the smallest of leads. 
1ST END: BNC Male. Brass body, 
tarnish resistant plated. Center contact, 
brass, gold plated. Nominal impedance, 


50 Ohms. Insulation, polypropylene, 
black. 
WIRE: 22 AWG, 26 x 36 t.c., PVC 


insulated. 1.63 (.064) O.D. One black 
and one red. 

2ND END: SMD Grabber Test Clips. 
Selectively gold plated stainless steel 
contact. Glass filled nylon insulation. 
One black and one red. 
RATING: 500 VRMS, 
(+131°F.) Max. 


59 C. 


OVERALL LENGTH: 177.8 (7.0) 


MODEL 


5410 LIST 12.50 
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BNC FEMALE TO 0.64 (.025) SQ. RECEPTACLES 
_ This molded breakout can be attached di- 


rectly to the 0.64 (.025) square pins on a 
circuit card. 

1ST END: BNC Female. Brass body, tar- 
nish resistant plated. Center 
contact,beryllium copper, gold plated. Nomi- 
nal impedance, 50 Ohms. Insulation, pol- 
ypropylene, black. : 

WIRE: 22 AWG, 26 x 36 t.c., PVC insu- 
lated. 1.63 (.064) O.D. One black and one 
red. 

2ND END: 0.64 (.025) Square Pin Recep- 
tacles. Phosphor bronze, gold plated. ABS 
insulation. One black and one red. 
RATING: 500 VRMS, +50°C. (+122°F.) 
Max. 


MODEL 
5069 


BNC MALE TO 20 AWG LEADS 


Attach your own breakout or wire directly to 
circuit board. 

1ST END: BNC Male. Brass body, tarnish 
resistant plated. Center contact, brass, gold 
plated. Nominal impedance, 50 Ohms. In- 
sulation, polypropylene, black. 

WIRE: 20 AWG, 41 x 36 t.c., PVC insu- 
lated. 2.21 (.087) O.D. One black and one 
red. 

2ND END: None. 

RATING: 500 VRMS, +55°C. (+131°F.) 
Max. 


BNC FEMALE TO SPADE LUGS 


This breakout allows a BNC cable to be used 
with equipment having binding posts. 

1ST END: BNC Female. Brass body, tar- 
nish resistant plated. Center 
contact,beryllium copper, gold plated. Nomi- 
nal impedance, SO Ohms. Insulation, pol- 
ypropylene, black. 

WIRE: 18 AWG, 65 x 36 t.c., PVC insu- 
lated. 3.66 (.144) O.D. One black and one 
red. 

eee 2ND END: 1/4" Sapde Lugs. Brass, nickel 
plated. Insulation, polypropylene. One 
black and one red. 

RATING: 500 VRMS, +55°C. (+131°F.) 


14.99 34.80 


(.59) igi (137) 7 


Se 


2.54 (.10) ai 


Max. 
12.70 (.50) 
OVERALL LENGTH: 177.8 (7.0) MODEL OVERALL LENGTH: 177.8 (7.0) 
LIST 7.45 5009 LIST 8.85 


BNC FEMALE TO 20 AWG LEADS 


Attach your own breakout or wire directly to 
circuit board. 

1ST END: BNC Female. Brass body, tar- 
nish resistant plated. Center contact, beryl- 
lium copper, gold plated. Nominal imped- 
ance, 50 Ohms. Insulation, polypropylene, 
black. 

WIRE: 20 AWG, 41 x 36 t.c., PVC insu- 
lated. 2.21 (.087) O.D. One black and one 
red. 

2ND END: None. 

RATING: 500 VRMS, +55°C. (+131°F.) 
, Max. 


OVERALL LENGTH: 177.8 (7.0) 


MODEL OVERALL LENGTH: 177.8 (7.0) MODEL 
4970 LIST 6.85 4969 LIST 4.95 
BNC FEMALE TO SMD GRABBER? TEST CLIPS 
Black 
Red 
OVERALL LENGTH: 177.8 mm (7.0) 
OVERALL LENGTH: 177.8 (7.0) 
1ST END: BNC Female. Brass body, tarnish 2ND END: SMD Grabber Test Clips. Contact, 
resistant plated. Center contact,beryllium cop- selectively gold plated stainless steel. Insula- 
per, gold plated. Nominal impedance, 50 Ohms. tion, glass filled insulation. One black and one 
MODEL Insulation, polypropylene, black. red. 
1 ie WIRE: 22 AWG, 26 x 36 t.c., PVC insulated. RATING: 500 VRMS, +55°C. (+13 1°F.) Max. 
5305 1.63 (.064) O.D. One black and one red. LIST 10.00 
BNC FEMALE TO MINIPINCER® TEST CLIPS 
1ST END: BNC Female. Tarnish resistant plated brass body. 
Gold plated beryllium copper center contact. Insulation, polypro- 
pylene, black. 
WIRE: 20 AWG, 41 X 36 t.c., PVC insulated, 2.21 (.087) O.D. 
One black and one red. 
2ND END: Minpincer Test Clips. Selectively gold plated beryl- 
lium copper contact. Nylon insulation. One black and one red. 
RATING: 500 VRMS, +55°C. (+131°F.) Max. 
MODEL 
5424 OVERALL LENGTH: 177.8 (7.0) mn eee LIST 8.75 
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BNC WITHIN SERIES ADAPTER KIT BNC/BANANA/BINDING POST 
WITHIN SERIES ADAPTER KIT 


Kit contains one each: 
Kit contains one each: 


3283 BNC Female to Female 

3284 BNC T (Female/Female/Female) 1269 BNC Female / Double Banana Plug 
3285 BNC T (Female/Male/Female) 1270 BNC Male / Double Banana Plug 
3533 BNC Male to Male 1296 BNC Male / Double Binding Post 
3534 BNC Right Angle Male to Female 1452 BNC Female / Double Binding Post 
4896 BNC T (Male/Female/Female) 3283 BNC Female to Female 


3533 BNC Male to Male 
MODEL é MODEL 
5511 LIST 55.00 5510 LIST 37.75 
UNIVERSAL ADAPTER KIT MAXI UNIVERSAL ADAPTER KIT 
The Universal Adapter Kit, Model 5698 The Maxi Adapter Kit, Model 5748 con- 
contains 2 pes. each: BNC Male, BNC tains 2 pes. each: BNC Male, BNC Female, 
Female, TNC Male, TNC Female, SMA TNC Male, TNC Female, SMA Male, SMA 


Male, SMA Female, "N" Male, "N" Fe- 
male, four intermediate Couplers, one 
Double Banana Plug and one Double 
Banna Jack. 


Female, "N" Male,""N" Female, UHF Male, 
UHF Female, Mini UHF Male, Mini UHF 
Female, "F" Male, "F" Female, RCA Male, 
RCA Female, six intermediate Couplers, 
one Double Banana Plug, one Double 
Banna Jack and one Sampler. 


MODEL | LIST MODEL | LIST 
5698 | 109.00 5748 | 219.00 
ADAPTER KIT ACCESSORIES Coupling nut | Model | Used in Kit No.| | joy Coupling nut Used in Kit No. 
Adapter to No. 5698 | 5748 Adapter to 
Individual adapters for the Uni- = 
versal Aa eae also avail- BNC (m) 9735 “ 2 4.20 Mini UHF (m) 2 
able. BNC (f) 5739 2 2 3.40 | Mini UHF (f) 5757 2°" | 3a¢ 
TNC (m) 5736 2 2 4.20 | RCA(m) 5754 2°) 5.50 
TNC (f) 5740 2 2 3.50 RCA (f) 5758 2 5.70 
SMA (m) 5737 2 2 3.60 | F(m) 5755 2 | 4.80 
SMA (f 5741 2 2 3.30 | F(f) 5759 2° Sai 
N (m) 5734 2 2 4.60 | Coupler 5742 6 | 3.40 
N (f) 5738 2 2 3.70 | Dbl Banana Plug | 5743 1 |10.90 
UHF (m) 5752 2 2 4.60 | Dbl Binding Post) 5744 i Keeae 
UHF (f) 5756 2 2 3.50 | Sampler 5760 1 | 16.00 


UNIVERSAL COUPLING NUT CABLE ASSEMBLY 


This cable allows the user to make cable assem- 
blies from any of the coaxial adapters in the 
Universal or Maxi Adapter Kits. Individual 
connectors can be threaded onto the coupling ez) 
nut on each end of the cable for additional ne 

utility. 


| 
heads en za IST END: Threaded Cou- =CABLE:RG 58C/U_ O.D. 4.95 (.195) 2ND END: Same as first end. ¢ 
5749-36 | 914.4 (36.0) 7.50 pling Nut. Gold plated cen- O.D. 
5749-72 | 1828.8 (72.0) | 9.50 PIM Oe 
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\ means 1b mas pe KOT SS 


< 


BNC (f/f) 
BNC (m/m) 
BNC (f/m/f) 
BNC (f/f/f) 
BNC (m/f/f) 
BNC (f/m) 
"N" (m/m) 
"N" f/m 
"N" (fA/f 
TNC (f/f 


ADAPTERS 


Description 


BNC (f)/Double Banana Plug 
BNC (m) /Double Banana Plug 
BNC (m)/Double Banana Plug 
BNC (f)/Double Binding Posts 
BNC (m)/SIngle Binding Post 


COAXIAL PLUGS 


Model 4287 
Description LIST 
SMA Male Termination 73.05 
SMA Female Termination 84.95 
BNC Shorting Plug 6.35 
SMA Shorting Plug Wes 


ATTENUATORS / TERMINATIONS 


/"N' 
in 


HM 


Hat (m 
/BNC (f) 


LIST 


9.19 
8.05 
9.60 


8.05 Model 1269 Model 1296 


4.80 


TRIAXIAL ADAPTERS 


Description 


3 Lug Triax (f/f) 


Description MODEL 
BNC 50 Ohm Attenuator 4108 
BNC Feed-Thru Series Resistor 4391 
BNC Feed-Thru Termination 4119 
BNC Resistor Terminated Plug 3840 
BNC Feed-Thru Series Capacitor 5297 
"N" Resistor Terminated Plug 4240 
BNC Termination Kit 5512 
BNC 50 Ohm Aitenuator Kit 5513 


2 Lug Triax Me) 

3 Lug Triax (f)/BNC (m) 

2 Lug Triax (f)/BNC (m) 

2 Lug Triax (m)/BNC (f) 

3 Lug Triax (m)/BNC (f) 
Model 4391 

Specification LIST 

3dB, 6dB, 10dB, 14dB, 20dB Attenuation 49.95 
25, 50, 75, 93, or 600 Ohm Resistance 22.95 
50, 75, 93, or 600 OhmResistance 39.95 
50, 75, 93, 100 or 600 Ohm Resistance a - 
50, 75 or 600 Ohm Resistance 18.55 
Contains 3840-50, 75, 93, 100 and 600 Ohm 41.00 


Contains 4108-3dB,-6dB,10dB,14dB and 20dB 
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225.00 


SMA (m)/TNC (m) 
SMA (f) 


Model 5298 


MODEL 


LIST 


27.35 
30.95 
32.95 
27.30 
30.80 
23.60 
28.70 
40.50 
41.40 
28.65 


Model 3430 


14.35 
15.10 
17.00 
17.90 
19.10 
17.50 


Model 5512 


21 
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STANDARD BANANA PLUGS 


SOLDERLESS STACKUP BANANA PLUG 


Wire firmly held in place with internal setscrew, 
eliminating soldering. Assembly of test leads sim- 
plified. . 

UPPER: Banana Jack, 4.22 (.166) dia., brass. 
LOWER: Banana Plug. Spring, one piece heat 
treated beryllium copper. Fits standard 4.22 (.166) 
dia. banana jack. 

RATING: 5000 WVDC, 15 Amps, +50 °C. 
(+122°F.) Max. (Model 5230, +150°C. (+302°F.) 
saa 3.18 


(.125) 
Dia. 


-0 Black, -1 Brown, -2 Red, 


FINISH INSULATION 
-3 Orange, -4 Yellow, 
-5 Green, -6 Blue, -7 Violet, 


Nickel plated ABS 
-8 Gray, -9 White 


Gold plated -0 Black, -2 Red 


Nickel plated | Polyphenylene | -0 Black, -6 Blue 
Sulfide 


1325-* 


5230-* 


DO-IT-YOURSELF IN-LINE 
SHEATHED BANANA PLUG 

This sheathed in-line banana plug provides protection from 
accidental shorting when dropped. A plastic tip on the 
banana plug offers further protection. A threaded, two piece 


design allows wire to be crimped or soldered to banana plug. 
This plug fits models 4922, 4921, 4934 & 4987. 
MATERIAL: Banana plug body, brass. Spring, one piece 
heat treated beryllium copper. Fits standard 4.22 (.166) dia. 
banana jack. 
FINISH: Nickel plated. 
INSULATION: Nylon. 
RATING (Independent of Wire): 1200 VY AC/DC, 15 
Amps, +80°C. (+176°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 
MODEL | Accepts wire AWG | Wire access hole 
4933-* 22, 20, 18 4.04 (.159) Dia. (unassembled) 
4986-* 16, 14 5.08 (.200) Dia. LIST 2.75 
DO-IT-YOURSELF IN-LINE BANANA PLUG 
WITH FLEXIBLE BOOT 
This in-line banana plug is ideal for making patch cords 
and field repairs. A snap-on two piece design allows the 
wire to be crimped or soldered to the banana plug. 
MATERIAL: Banana plug body, brass. Spring, one 
piece heat treated beryllium copper. Fits standard 4.22 
.166) dia. banana jack 
FINISH: Nickel plated 
INSULATION: Flexible PVC. 
RATING (Independent of Wire): 5000 WVDC,.15 
Amps, +50°C. (+122°F.) Max 
*STD COLORS: -0 Black, -2 Red 
TMax. wire dia. 3.94 (.155) 
MODEL | Accepts wire AWGt 
5169-* 22, 20, 18 
5170-* em oe GY ee et 
(unassembled) 
52 
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SOLDERLESS STACKUP BANANA PLUG 
WITH SAFETY COLLAR 


= 19.81 


(.78) 
39.37 
(1.55) 


Features integral safety collar that insulates ex- 
posed wire leads. Wire firmly held in place with 
internal setscrew, eliminates soldering, simplifies 
assembly of test leads. 

UPPER: Banana Jack. 4.22 (.166) dia., brass. 
LOWER: Banana Plug. Spring, one piece heat 
treated beryllium copper. Fits standard 4.22 (.166) 
dia. banana jack. 

RATING: 5000 WVDC, 15 Amps, +50°C. 
(+122°F.) Max., (Model 4899, +150°C. (+302°F.) 
Max.) 


(**Pkg. Ten Per Color) 
*STD COLORS: 


-0 Black, -1 Brown, -2 Red, 


FINISH INSULATION 
-3 Orange, -4 Yellow, 
-5 Green, -6 Blue, -7 Violet, 


Nickel plated ABS 
-8 Gray, -9 White 


Gold plated -0 Black, -2 Red 


4899-*| Nickel plated | Polyphenylene | -o Black, -6 Blue 


Sulfide 
(unassembled) 


LIST 2.85 


| 


we 


1825-* 


DO-IT-YOURSELF IN-LINE SHEATHED 
BANANA JACK 


This sheathed in-line banana jack provides protection 
from accidental shorting when dropped. It will also 
accept any standard banana plug. A threaded, two 
piece design allows wire to be crimped or soldered to 
banana plug. This plug fits models 4912, 4913, 4933 & 
A986. 
MATERIAL: Brass. 
FINISH: Nickel plated. 
INSULATION: Nylon. 
RATING (Independent of Wire): 1200 V AC/DC, 15 
Amps, +80°C. (+176°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 

MODEL | Accepts wire AWG | Wire access hole 


4934-* 22, 20, 18 4.04 (.159) Dia. 
4987-* 16, 14 5.08 (.200) Dia. 


DO-IT-YOURSELF IN-LINE BANANA JACK 
WITH FLEXIBLE BOOT 

This in-line banana jack is ideal for making patch cords 
and field repairs. A snap-on two piece design allows the 
wire to be crimped or soldered to the banana jack. 
MATERIAL: Brass. 

FINISH: Nickel plated. 

INSULATION: Flexible PVC. 

RATING (Independent of Wire): 5000 WVDC,15 
Amps, +50°C. (+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


tMax. wire dia. 3.94 (.155) 


MODEL |Accepts wire AWGt| —_LIST 
5167-* 22, 20, 18 | 15.00 Pkg.** 
5168-* 16, 14 1.85 (**Pkg. Ten Per Color) 


DO-IT-YOURSELF LOW COST BANANA PLUG 


Do-it-yourself banana plug accepts 3.66 
(.144) O.D. max. wire insulation. 

Banana Plug is also sold on a patch cord 
Model 5730, pg. 90. 


MATERIAL: Beryllium copper, nickel 

plated. : 
INSULATION: Nylon. 

RATING: 1200 V AC DC, 15 Amps, 


+50°C. (+122°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


MODEL 


5750-* LIST .75 
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_ Excellent for riveting to panels or boards. Sol- 
der turret for rapid attachment of wires. 
MATERIAL: Banana plug body, brass. 
_ Spring, one piece heat treated beryllium cop- 
per. Fits standard 4.22 (.166) dia. banana jack. 
FINISH: Nickel plated. 

RATING: 5000 WVDC, 15 Amps. 


Swage tool information furnished on request. 
MODEL 


"X" Dim 


2.67 (.105) 
3.43 (.135) 


Panel 


1.57 (.062) 
2.37 (.093) 


3261 


RIVET TYPE BANANA PLUG WITH TURRET 


4.32 (.17) 
4.06(.16) --  F 
i | Le 6.35 
(.250) 
14.22 
(56) Dia. 
t 


LIST 10.50 PKG 


( Ten Per Pkg.) 


BANANA PLUG WITH THREADED STUD 


Threaded stud for rapid mounting. Furnished 
with hex nut and tin plated solder lug. 
MATERIAL: Banana plug body, brass. 
Spring, one piece heat treated beryllium cop- 
per. Fits standard 4.22 (.166) dia. banana jack. 
FINISH: Nickel plated. 

RATING: 5000 WVDC, 15 Amps. 


MODEL LIST 


12.00 Pkg 


3264 12.00 Pkg 
4511 13.50 Pkg 
4512 14.00 Pkg 


BANANA PLUG WITH SCREW 


Mounts to various size panels. Furnished with 
screw and tin plated solder lug. 
MATERIAL: Banana plug body, brass. 
Spring, one piece heat treated beryllium cop- 
per. Fits standard 4.22 (.166) dia. banana jack. 
FINISH: Nickel plated. 

RATING: 5000 WVDC, 15 Amps. 


Thread 


6-32x6.4 (.25) 
8-32x6.4 (.25) 


MODEL 


3266 


(unassembled) 


RIVET TYPE BANANA PLUG 


LIST 14.00 PKG 


( Ten Per Pkg.) 


3.56 (.14) Dia 
Excellent for riveting to panels or boards. 6.35 
MATERIAL: Banana plug body, brass. (.250) 
Spring, one piece heat treated beryllium cop- Dia 
per. Fits standard 4.22 (.166) dia. banana jack. =! 
FINISH: Nickel plated. t 
RATING: 5000 WVDC, 15 Amps. 4.06 (.16) 
14.22 
(.56) 
Swage tool information furnished on request. 
"X" Dim. | Panel | LIST 
2.39 (.094) | 1.57 (.062) |11.00 Pkg 
3.18 (.125) | 3.27 (.093) |10.00 Pkg ( Ten Per Pkg.) 
SETSCREW 


8-32 X 5.33 (.210) headless, slot- 
ted steel, zinc plated setscrew. 
Fits models MDP, 1325, 1330, 
1825, 1858, 2970, 4892, 4897, 
4898, 4899, 4966, 5230 and 


} 5406. 


MODEL 
4914 
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LIST 13.50 PKG. 


(100 Per Pkg.) 


DOUBLE BANANA PLUG SHORTING BAR 


MATERIAL: Bar and banana plug body, brass. 
Spring, one piece heat treated beryllium copper. 
Fits standard 4.22 (.166) dia. banana jack. 

FINISH: Nickel plated. 

RATING: 15 Amps, +125°C. (+257°F.) Max., 
resistance less than 1.5 Milliohms. aoe 


(.093) 


MODEL 
1855 


ENCAPSULATED DOUBLE BANANA PLUG 


SHORTING BAR 


Low profile, completely insulated shorting bar. Insula- 
tion has finger ridge for ease of insertion and removal. 
MATERIAL: Bar and banana plug body, brass. Spring, 
one piece heat treated beryllium copper. Fits standard 
4.22 (.166) dia. banana jack. 

FINISH: Nickel plated. 

INSULATION: ABS, clear. 

RATING: 15 Amps, +50°C. (+122°F.) Max., resistance 
less than 1.5 Milliohms. 


LIST 3.75 


MODEL mesa 


5145 


ENCAPSUALTED DOUBLE BANANA PLUG 


SHORTING BAR WITH BINDING POST 


Shorting bar is completely encapsulated in clear 34.29 
ABS thermoplastic. (1.35) 


MATERIAL: Binding post, thumb nut, shorting 
bar and banana plug body, brass. Spring, one piece 
heat treated beryllium copper. Banana plug fits 
standard 4.22 (.166) dia. banana jack. 

FINISH: Nickel plated. 

INSULATION: Binding post, polycarbonate. 
Shorting bar, ABS, clear. 

RATING: 2500 WVDC, 15 Amps, +50° C. 
(+122°F.) Max., Resistance less than 1.5 milliohms. 
*BINDING POST COLORS: -0 Black, -2 Red. 


re 


a 


19.05 
(.75) 


MODEL 
5165-* 


TRIPLE BANANA PLUG 

Setscrews secure leads. Ideal for balanced line 2 
conductor shielded cable assemblies. 

UPPER: Triple banana jack. 4.22 (.166) dia., brass, 
nickel plated. 

INSULATION: ABS. 

LOWER: Triple banana plug. Spring, one piece 
heat treated beryllium copper, nickel plated. Fits 
standard 4.22 (.166) dia. banana jack. 

RATING: 5000 WVDC, 15 Amps, +50°C. 
(+122°F.)Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 
2970-* 
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STANDARD BANANA PLUGS 


STANDARD DOUBLE BANANA PLUG 


Setscrews secure leads. Simplifies cable con- 
struction or component mounting. Accommo- 
dates 5.46 (.215) max. dia. cable. 

UPPER: Double Banana Jack. 4.22 (.166) 
dia., brass. 

LOWER: Double Banana Plug. Spring, one 
piece heat treated beryllium copper. Fits stan- 
dard 4.22 (.166) dia. banana jack. 

RATING: 5000 WVDC, 15 Amps, +50°C. 
(+122°F.) Max. (Model 4898, +150°C. 
(+302°F.) Max.) 


eles a 


*STD COLORS: 


-0 Black, -1 Brown, -2 Red, 
-3 Orange, -4 Yellow, 

-5 Green, -6 Blue, -7 Violet, 
-8 Gray, -9 White 


FINISH INSULATION 


MDP-* | Nickel plated 1.90 


Gold plated ABS -0 Black, -2 Red 
4898-* | Nickel plated | Polyphenylene | -9 Black, -6 Blue 2.15 
Sulfide 


DOUBLE BANANA PLUG WITH 
SOLDER TURRET TERMINALS 


Similar to MDP, except has bright tin plated solder 
turret terminals for permanent noise-free connections 
of cables and components. 

UPPER: Double banana jack. 4.22 (.166) dia., brass, 
nickel plated. 

INSULATION: Polypropylene, black. 

LOWER: Double banana plug. Spring, one piece 


heat treated beryllium copper, nickel plated. Fits 
standard 4.22 (.166) dia. banana jack. [ a 
RATING: 5000 WVDC, 15 Amps, +55°C. (+131°F.) i 
Max. SE 75) 
MODEL GO} 
MDP-ST LIST 2.65 


COMPONENT MOUNTING DOUBLE BANANA PLUG 


Setscrews secure leads. Features recess for mounting 28.70 
small components. r esa 


UPPER: Double banana jack. 4.22 (.166) dia., brass, 
nickel plated. 

INSULATION: ABS. 

LOWER: Double banana plug. Spring, one piece 
heat treated beryllium copper, nickel plated. Fits 
standard 4.22 (.166) dia. banana jack. 

RATING: 5000 WVDC, 15 Amps, +50°C. (+122°F.) 
Max. 

*STD COLORS: -0 Black, -2 Red. 


Bons 
75) 


LIST 2.10 


MODEL 
1330-* 


COMPONENT MOUNTING DOUBLE BANANA PLUG 
WITH SOLDER TURRET TERMINALS 28 oo 
0-13) 


Similar to Model 1330, except has bright tin plated 
solder turret terminals. — 
UPPER: Double banana jack. 4.22 (.166) dia., brass, 
nickel plated. 

INSULATION: Polypropylene. 

LOWER: Double banana plug. Spring, one piece 
heat treated beryllium copper, nickel plated. Fits 
standard 4.22 (.166) dia. banana jack. o 
RATING: 5000 WVDC, 15 Amps, +55°C. (+131°F.) [ 


Max. 
*STD COLORS: -0 Black, -2 Red. 


cami HL O05) _— 
—| (.75) 
MODEL 


1330-ST-* LIST 2.65 
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DOUBLE BANANA PLUG WITH 
SHORTING BAR 


Banana plugs internally shorted with #18 AWG wire. 
Banana jacks provide top stackup. Cross holes 4.22 
(.166) dia. in body provide side stackup connections. 
UPPER: Double banana jack. 4.22 (.166) dia., brass, 
nickel plated. 

INSULATION: ABS. 

LOWER: Double banana plug. Spring, one piece 
heat treated beryllium copper, nickel plated. Fits 
standard 4.22 (.166) dia. banana jack. 

RATING: 5000 WVDC, 15 Amps, +50°C. 
(+122°F.)Max. 

*STD COLORS: -0 Black, -2 Red, -9 White. 


MODEL 


MDP-S-* LIST 3.15 


MOLDED PRECISION RESISTOR 


Ideal where rapid interchange of resistance values is 
required. Deposited carbon 1% resistor, '/2 watt, molded 
internally. Cross holes 4.22 (.166) dia. in body provide 
side stackup connections. Resistance value stamped on 
top of plug. 

UPPER: Double banana jack. 4.22 (.166) dia., brass, 
nickel plated. 

INSULATION: ABS, red. 

LOWER: Double banana plug. Spring, one piece heat 
treated beryllium copper, nickel plated. Fits standard 
4.22 (.166) dia. banana jack. 

RATING: '/2 Watt Max., 350 WVDC, 
(+122°F.) Max. 


+50°C: 


*Specifiy Resistance in Ohms 


50 | 150 | 900 100K 
ete 1 Meg 
MDP-R-* 130 10 Meg 


QUAD STACKING PLUG 


Features four parallel connectors to the same 
point. 3 cross holes, 4.22 (.166) dia., provide side 
stackup connection. 

UPPER: Banana jack. 4.22 (.166) dia., brass, 
nickel plated. 

INSULATION: ABS. 

LOWER: Banana plug. Spring, one piece heat 
treated beryllium copper, nickel plated. Fits 
standard 4.22 (.166) dia. banana jack. 
RATING: 5000 WVDC, 15 Amps, +50°C. 
(+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 
3364-* 


LIST 8.60 


28.70 
(1.13) "| 


DUAL SERIES-PARALLEL 
ISOLATON PLUG 


Top banana jacks and upper pair of cross holes 6.35 
isolated from lower pair of cross holes and ba- (25) 
nana plugs. 8 cross holes 4.22 (.166) dia. 
UPPER: Double banana jack. 4.22 (.166) dia., 
brass, nickel plated. 

INSULATION: ABS, red. 


LOWER: Double banana plug. Spring, one (.50) 
piece heat treated beryllium copper, nickel plated. 
Fits standard 4.22 (.166) dia. banana jack. 
RATING: 5000 WVDC, 15 Amps, +50°C. Bh 
(+122°F.) Max. Doe 
oR | 
(.25) | 
if | 19.05 | 
213) as 
MODEL ¢ ° ae | 
3502 LIST 13.60 
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J 


DO-IT-YOURSELF 4mm (.16) BANANA 
_ PLUG 


RATING: 750 VRMS, 16 Amps, < 2mQ. 
*STD COLORS: -0 Black, -2 Red, -4 Yellow, 
-5 Green, -6 Blue, -9 White. 


Bulk Pack available. 
MODEL 

—— LIST 5.60 PKG 
5934-* Pkg. Ten per Color 


DO-IT-YOURSELF 2mm (.08) BANANA PLUG 


RATING: 500 VRMS, 5 Amps, < 2mQ. 
*STD COLORS: -0 Black, -2 Red, -4 Yellow, 
-5 Green, -6 Blue, -9 White. 


Bulk Pack available. 
__MODEL LIST 4.50 PKG 
5936-* Pkg. Ten per Color 


4mm (.16) BINDING POST 


RATING: 750 VRMS, 25 Amps, < 2mQ. 
*STD COLORS: -0 Black, -2 Red, -4 Yellow, 
-5 Green, -6 Blue, -9 White. 

Bulk Pack available. 


i 


} 
ee BOvELS LIST 10.50 PKG 
5932-* Pkg. Ten per Color 


4mm (.16) BANANA PLUG, EACH END 


RATING: 1500 VRMS, 20 Amps, < 2mQ. 
*STD COLORS: -0 Black, -2 Red. 


MODEL 


LENGTH 


.5 Meter (20.0) 
1 Meter (40.0) 


5937-20-* 
5937- 40-* 


4mm (.16) BANANA PLUG TO BANANA 
JACK 


S08: 


RATING: 1500 VRMS, 20 Amps, < 2mQ. 
*STD COLORS: -0 Black, -2 Red. 


LENGTH 


.5 Meter (20.0) 
1 Meter (40.0) 


LIST 


2.50 
3.00 


MODEL 


5938-20-* 
5938- 40-* 


4mm (.16) RETRACTBLE SHEATH 
BANANA PLUG, EACH END 


RATING: 1500 VRMS, 20 Amps, < 2mQ. 
*STD COLORS: -0 Black, -2 Red. 


; MODEL LENGTH LIST 
5939-20-* 5 Meter (20.0) 5.00 ad 
5939-40-* | 1 Meter (40.0) 5.50 
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4mm (.16) BANANA JACK 


RATING: 750 VRMS, 25 Amps, < 2mQ. 
*STD COLORS: -0 Black, -2 Red, -4 Yellow, 
-5 Green, -6 Blue, -9 White. 


Bulk Pack available. 
MODEL 

a LIST 3.00 PKG 
5933-* Pkg. Ten per Color 


2mm (.08) BANANA JACK 


Mates with Flexible Test Leads (Model 5907, 
5908 and 5909). 

RATING: 500 VRMS, 5 Amps, < 2mQ. 

*STD COLORS: -0 Black, -2 Red, -4 Yellow, 
-5 Green, -6 Blue, -9 White. 


Bulk Pack available. 
pee OE eee LIST 4.50 PKG 
5935-* Pkg. Ten per Color 


SHEATHED 4mm (.16) BANANA JACK 


2 


RATING: 1000 VRMS, 36 Amps, < ImQ. a 
*STD COLORS: -0 Black, -2 Red, -4 Yellow, 8 | 
-5 Green, -6 Blue, -9 White. 
Bulk Pack available. 
WT 
__MODEL LIST 13.00 PKG 
5931-* Pkg. Ten per Color 
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Sates: (909) 469-2900 Tecunicat Assistance: (909) 469-2928 FAX: (909) 629-3317 


on 
a 


euOwod 


SMHOVF GNV SON 1d LSOD MOT 


Pomona 


COMPONENT MOUNTING ISOLATION PLUGS 


SHIELDED DOUBLE BANANA PLUG WITH IN-LINE 
CABLE ENTRY 


Shielded double banana plug with GND molded 
in shell. Bright tin plated solder turret terminals 
for cable connections. 5.56 (.219) dia. cable 
opening. 

MATERIAL: Shell, die cast aluminum. Ba- 
nana plug body, brass. Spring, one piece heat 
treated beryllium copper. Fits standard 4.22 
(.166) dia. banana jack. Bi 
FINISH: Shell, black anodized. Banana plug, 
nickel plated. 

INSULATION: Polypropylene, black. 
RATING: 1200 WVDC, 15 Amps, +55°C. 
(+131°F.) Max., 2.5 pF @ 1 MHz. 


19.05 (.75) 
5.4 
(1.00) 
eae 
| 
vy 
MODEL 
1433 LIST 15.80 


SHIELDED DOUBLE BANANA PLUG WITH RIGHT 


41.40 


. Sage A 


ANGLE CABLE ENTRY 


Shielded double banana plug with GND molded 
in shell. Bright tin plated solder turret terminals 
for cable connections. Vinyl grommet (one side) 
and nickel plated snap button (other side) sup- 
plied. 6.35 (.25) dia. side entry. 

MATERIAL: Shell, die castaluminum. Banana 
plug body, brass. Spring, one piece heat treated 
beryllium copper. Fits standard 4.22 (.166) dia. 
banana jack. 

FINISH: Shell, black anodized. Banana plug, 
nickel plated. 

INSULATION: Polycarbonate base, white. 


RATING: 2800 W V Peak, 15 Amps, +55°C. Plug Spacing re 
(+131°F.) Max., 2.0 pF @ 1MHz. 19.05 (.75) 
ae A 
= 
elt (1.00) 
yw 
MODEL 
1791 LIST 25.80 


BALANCED LINE SHIELDED DOUBLE BANANA 


PLUG 
ae 41.40 


Three terminal design allows connection to 
shielded two conductor cable while maintaining 
palanced conditions. Minimizes ground loop er- 
rors in low signal level applications. Bright tin 
lated solder turret terminals for reliable noise- 
free connections. 

MATERIAL: Shell, die cast aluminum. Banana 
Slug body, brass. Spring, one piece heat treated 
beryllium copper. Fits standard 4.22 (.166) dia. 
banana jack 

FINISH: Shell, black anodized. Banana plug, 
nickel plated 


INSULATION: Polypropylene, red. 


RATING: 1000 W V Peak, Line to Shield: 2000 Plug Spacing 
W V Peak, Line to Line; 2.0 pF @ 1 MHz, Line to 19.05 (.75) te 
Line; 3.0 pF @ 1MHz, both lines to shield; 15 25 40 
Amps, +55°C. (+131°F.) Max. -_~- a s (1.00) 
MODEL 
1921 LIST 24.75 


OTT Pomona 1500 East Nintu St. 


SPLIT-TERMINAL ISOLATION PLUGS 


ne 
MODEL 1390 | 
SHOWN 


MODEL MDP-X 
SHOWN 


DOUBLE BANANA PLUG 
THREE TERMINAL ISOLATION 


Provides three terminal isolation. Excellent 
for "L" and "Pi" networks. Bright tin plated 
solder turret terminals for permanent noise- 
free connections. "Ground" is straight feed- 
thru. Hot side isolated. 

UPPER: Double banana jack. 4.22 (.166) 
dia., brass, nickel plated. 

INSULATION: Polypropylene, blue. 
LOWER: Double banana plug. Body, 
brass. Spring, one piece heat treated beryl- 
lium copper. Nickel plated. Fits standard 
4.22 (.166) dia. banana jack. 

RATING: 2500 WVDC, 15 Amps, +55°C. ce) 
(+131°F.) MAX. 


MODEL 
1837 


DOUBLE BANANA PLUG 
FOUR TERMINAL ISOLATION 


Provides four terminal isolation. Top stackup 
receptacles isolated from lower plugs. Ideal for 
insertion of matching network in laboratory 
VTVM's signal generators, etc. Bright tin 
plated solder turret terminals for permanent 
noise-free connections. 

UPPER: Double banana jack. 4.22 (.166) dia., 
brass, nickel plated. 

INSULATION: Polypropylene, red. 
LOWER: Double banana plug. Body, brass. 
Spring, one piece heat treated beryllium copper. 
Nickel plated. Fits standard 4.22 (.166) dia. 
banana jack. 

RATING: 2500 WVDC, 15 Amps, +55°C. 


(+131°F.) MAX. 
MODEL t 
MDP-X ta 


SINGLE BANANA PLUG 
TWO TERMINAL ISOLATION 


Provides two terminal isolation. Top stackup 
receptacle is isolated from lower plug to permit 
addition of series resistors, diodes, etc. Ideal for 
computers, lab, circuit design and testing. Bright 
tin plated solder turret terminals for permanent 
noise-free connections. 

UPPER: Banana jack. 4.22 (.166) dia., brass, 
nickel plated. 

INSULATION: Polypropylene. 

LOWER: Banana plug. Spring, one piece heat 
treated beryllium copper. Nickel plated. Fits 
standard 4.22 (.166) dia. banana jack. 
RATING: 2500 WVDC, 15 Amps, +55°C. 
(+131°F.) MAX. J 
*STD COLORS: -0 Black, -2 Red. 


LIST 8.85 


MODEL 


1390-* LIST 4.85 


P.O. Box 2767 Pomona, Catir., 91769 


Sates: (909) 469-2900 Tecunicat Assistance: (909) 469-2928 FAX: (909) 629-3317 


td. b0 
(.38) 0.D. 


d MINIATURE SOLDER TYPE BANANA PLUG 


_ Miniature in-line plug for use with miniature binding 
- posts or banana jacks. Wire is soldered directly to 2.64 


_ threaded plug. (.104) 
MATERIAL: Miniature banana plug body, brass. 4 3 Dia. 
_ Spring, one piece heat treated beryllium copper. Fits 


ot 
miniature 2.64 (.104) dia. banana jack. ae i fa 
FINISH: Gold plated. ied 
INSULATION: Nylon. L 
RATING: 2500 WVDC, 5 Amps, +80°C. (+176°F.) 
Max. 
*STD COLORS: -0 Black, -2 Red. (.44) 


MODEL qos 


3690-* 
4617-* 


LIST 
11.43 (.45) | 14.50 PKGt 


25.4 (1.00)| 2.55 EA +(Pkg. Ten Per Color) 


MINIATURE SOLDERLESS STACKUP 


BANANA PLUG 7.87 
Wire firmly held in place with internal setscrew. (.31) 
UPPER: Miniature banana jack. 2.64 (.104) dia., Dia. 
brass, gold plated. 


INSULATION: ABS. 
LOWER: Miniature banana plug. Spring, one 
piece heat treated beryllium copper, gold plated. 
Fits miniature 2.64 (.104) dia. banana jack. 
RATING: 2500 WVDC, 5 Amps, +50°C. (+122°F.) 
Max. 
*STD COLORS: -0 Black, -2 Red. 

MODEL 


2944-* 


(Recommend using 
Screwdriver No. 3736) 


MINIATURE SOLDERLESS STACKUP 
BANANA PLUG WITH SAFETY COLLAR 


Wire firmly held in place with internal setscrew. The 
integral collar insulates leads and acts as a strain relief by 
preventing the flexing of lead at setscrew. 

UPPER: Miniature banana jack. 2.64 (.104) dia., brass, 
gold plated. 

INSULATION: ABS. 

LOWER: Miniature banana plug. Spring, one piece heat 
treated beryllium copper, gold plated. Fits miniature 2.64 
(.104) dia. banana jack. 

RATING: 2500 WVDC, 5 Amps, +50°C. (+122°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


LIST 2.60 


__MODEL _ (Recommend using 

2945-* Screwdriver No. 3736) LIST 2.65 
MINIATURE SOLDERLESS TYPE BANANA PLUG 
Ideal for balanced line 2 connector shielded cable ——— 32.00 — 
assemblies. Setscrews secure leads. (1.26) 


UPPER: Miniature triple banana jack. 2.64 (.104) 
dia., brass, gold plated. 

INSULATION: ABS, black. 

LOWER: Miniature triple banana plug. Spring, 
one piece heat treated beryllium copper, gold plated. 
Fits miniature 2.64 (.104) dia. banana jack. 
RATING: 2500 WVDC, 5 Amps, +50°C. (+122°F.) 


Max. 
MODEL (Recommend using 
4653-0 Screwdriver No. 3736) 


METAL SHORTING BAR 


Low profile 1.57 (.062) thick brass shorting bar. Center 
hole accepts #4-40 screw, for easy removal. 
MATERIAL: Bar and miniature banana plug body, brass. 11.68 su 
Spring, one piece heat treated beryllium copper. Fits (.46) y 
miniature 2.64 (.104) dia. banana jack. Y 
FINISH: Gold plated. 


yf) (7) 


i 


: RATING: 5 Amps. Resistance less than 1.5 milliohms. pl ane 
MODEL 
3030 LIST 2.90 


©ITT Pomona 1500 East Nintu St. 


MINIATURE BANANA PLUG 
WITH THREADED STUD 


Threaded stud for rapid mounting. Solder turret 
for attachment of wires. Furnished with nickel 
plated 4-40 hex nut, unassembled. 
MATERIAL: Miniature banana plug body, 
brass. Spring, one piece heat treated beryllium 
copper. Fits miniature 2.64 (.104) dia. banana 
jack. 

FINISH: Gold plated. 

RATING: 2500 WVDC, 5 Amps. 


"X" Dim. 


3276 


5.84 (.230) | 10.00 PKG 
4513 


12.19 (.480) | 14.50 PKG 


MINIATURE RIVET TYPE 


( Ten Per Pkg., unassembled) 


BANANA PLUG WITH TURRET 406 pg 
Excellent for riveting to panels or boards. Solder ie) 

turret for rapid attachment of wires. Mounts in 3.05 (12) "| 
1.57 (.062) panel. | 
MATERIAL: Miniature banana plug body, brass. a 


Fits miniature 2.64 (.104) dia. banana jack. 
FINISH: Gold plated. 
RATING: 2500 WVDC, 5 Amps. 


Spring, one piece heat treated beryllium copper. i an 
( | 


MODE! 
3273 Swage tool information furnished on request. 


LIST 8.50 PKG 
(Ten Per Pkg.) 


MINIATURE RIVET TYPE BANANA PLUG 


Excellent for riveting to panels or boards. 
MATERIAL: Miniature banana plug body, 2.54 

brass. Spring, one piece heat treated beryl- (.10) em 4.06 
lium copper. Fits miniature 2.64 (.104) dia. Dia. > = (.16) 
banana jack. Dia. 
FINISH: Gold plated. 


RATING: 2500 WVDC, 5 Amps. ros Y 
0), ¢ 
Swage tool information furnished on request. i i 4 "X 
MODEL | "X" Dim Panel i) 
es 2.39 (.094) | 1.57 (.062) 
3.18 (.125) 2.37 (.093) LIST 8.50 PKG 
3272 | 3.96 (.156) 3.17 (.125) 2 


(Ten Per Pkg.) 


MINIATURE DOUBLE BANANA PLUG WITH 
SHORTING BAR 


UPPER: Miniature double banana jack. 2.64 (.104) et 
dia., brass, gold plated. 


INSULATION: ABS. 


19.05 
(.75) 


LOWER: Miniature double banana plug. Spring, b 
one piece heat treated beryllium copper, gold plated. 25.40 
Fits miniature 2.64 (.104) dia. banana jack. (1.00) 
RATING: 2500 WVDC,5 Amps, +50°C. (+122°F.) 
Max. 
*STD COLORS: -0 Black, -2 Red. Y 
12.70 jaa 
I (.50) 
MODEL 
2035-* LIST 4.05 


MINIATURE SCREWDRIVER FOR SETSCREWS 


A specially designed screwdriver with slender tip for tight- 
ening of setscrews on miniature plugs. 
MATERIAL: Steel. 

INSULATION: Polycarbonate, orange. 


ioe 65.53 (2.58) 


MODEL 


3736 LIST 3.00 


P.O. Box 2767 Pomona, Catir., 91769 
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MINIATURE BANANA / PIN TIP PLUGS 


58 


MINIATURE DOUBLE BANANA PLUG WITH 
SOLDER TURRET TERMINALS 


Accommodates 3.81 (.15) max. dia. cable. 
UPPER: Miniature double banana jack. 2.64 
(.104) dia., brass, gold plated. 
INSULATION: Polypropylene. 

LOWER: Miniature double banana plug. 
Spring, one piece heat treated beryllium cop- 
per, gold plated. Fits miniature 2.64 (.104) dia. 
banana jack. Solder turret terminals, brass, 
gold plated. 

RATING: 2500 WVDC, 5 Amps, +55°C. 
(+131°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 
2245-* 


MINIATURE DOUBLE BANANA PLUG 
WITH SETSCREWS 


Internal setscrews to secure cable or component 
leads. Accommodates 3.81 (.15) dia. cable. 
UPPER: Miniature double banana jack. 
(.104) dia., brass, gold plated. 
INSULATION: ABS. 

LOWER: Miniature double banana plug. Spring, 
one piece heat treated beryllium copper, gold plated. 
Fits miniature 2.64 (.104) dia. banana jack. Set- 
screw, steel, nickel plated. 

RATING: 2500 WVDC, 5 Amps, +50°C. 
(+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


19.05 


(.75) 


2.64 


MODEL 


2244-* (Recommend using Screwdriver No. 3736) 


MINIATURE DOUBLE PIN TIP PLUG 
WITH SETSCREWS 


2.03 (.080) dia. double pin tip plug on 12.70 
(.500) centers. Setscrews secure cable or 
component leads. 

UPPER: Double miniature banana jack. 
2.64 (.104) dia. brass, gold plated. 
INSULATION: ABS. 

LOWER: Double pin tip plug. Brass, gold 
plated. Setscrew, steel, nickel plated. 
RATING: 3000 WVDC, 5 Amps, +50°C. 
(+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


2 
12.70 
(.50) 


“Ft | 4279 | 
| (.50) 


MODEL 


3544-* LIST 4.55 


(Recommend using Screwdriver No. 3736) 


MINIATURE DOUBLE PIN TIP PLUG 
WITH SHORTING BAR 


Ideal as a connecting link for use with 
12.70 (.500) spaced pin jacks. 2.03 
(.080) double pin tip plug internally 
solder-bonded with #20 AWG wire. 
"Shorting bar" stamped on insulation. 
UPPER: Double pin jack. Spring, 
beryllium copper, gold plated. 
INSULATION: ABS. 

LOWER: Double pintip plug. Brass, 
gold plated. 

RATING: 3000 WVDC, 5 Amps, 
+50°C. (4+:122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 
3452-* 


LIST 4.80 


LIST 3.75 


LIST 3.75 


MINIATURE DOUBLE PIN TIP PLUG al 
WITH SOLDER TURRET TERMINALS 


2.03 (.080) dia. double pin tip plug on 
12.70 (.500) centers. Solder turret 
terminals for permanent noise-free con- 
nection of cables. 

UPPER: Double pin jack. Spring, 
beryllium copper, gold plated. Ac- 
cepts 2.03 (.080) dia. pin. 
INSULATION: Polypropylene. 
LOWER: Double pin tip plug with 
solder turret teminals. Brass, gold 
plated. 

RATING: 3000 WVDC, 5 Amps, 
+55°C. (+131°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 
3545-* 


SOLDERLESS STACKUP PIN TIP PLUG 


Wire firmly held in place with internal setscrew, 
eliminating soldering. Assembly of test leads sim- 


LIST 7.25 


plified. [= bat 
UPPER: Pin jack. Spring, beryllium copper, gold 

plated. Accepts 2.03 (.080) dia. pin. 38.10 

INSULATION: ABS. (1.50) 


LOWER: Pintip plug. Brass, nickel plated. Nylon 
setscrew. 

RATING: 3000 WVDC, 5 Amps, +50°C. 
(+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 
1922-* 


SOLDERLESS PIN TIP PLUG 
WITH SAFETY COLLAR 


This integral collar insulates exposed wire leads and acts 
as a Strain relief by preventing the flexing of the lead at the 
setscrew. Wire firmly held in place with internal setscrew. 
UPPER: Miniature banana jack. Brass, gold plated. 
INSULATION: ABS. 

LOWER: Pin tip plug. Brass, gold plated. 
steel, nickel plated. 

RATING: 3000 WVDC, 5 Amps, +50°C. (+122°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


Setscrew, 


MODEL 


3548-* LIST 2.90 


(Recommend using Screwdriver No. 3736) 


DO-IT-YOURSELF IN-LINE PIN TIP PLUG WITH 
FLEXIBLE BOOT 


This in-line 2.03 (.080) dia. pin tip plug is ideal for making 
patch cords and field repairs. A snap-on two piece design 
allows the wire to be crimped or soldered to the pin tip plug. 
MATERIAL: Brass. 

FINISH: Nickel plated. 

INSULATION: Flexible PVC. 

RATING (Independent of Wire): 3000 WVDC, 5 Amps, 
+50°C. (4:122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


**Max. wire dia. 3.94 (.155) 


MODEL Accepts wire AWG** LIST 
5173-* 22, 20, 18 2.00 
5174-* 16,14 2.00 


© ITT Pomona 1500 East Nintu St. 


P.O. Box 2767 Pomona, Catir., 91769 


Sates: (909) 469-2900 Tecunicat Assistance: (909) 469-2928 FAX: (909) 629-3317 


_ MATERIAL: Brass. 
_ FINISH: Nickel plated. 


DOUBLE BANANA PLUG SPLICE 
¥ Provides rapid method for splicing cables. 


_ Reduces necessity of storing extra long 


cables. 4.22 (.166) dia. banana jacks. 


INSULATION: Polypropylene. 
RATING: 5000 WVDC, 15 Amps, +55°C. 
(+131°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 


1823-* LIST 2.40 


BANANA JACK WITH WRAPPED WIRE TERMINAL 


Closed entry receptacle, 4.22 (.166) dia. x 
23.37 (.920) deep. Excellent for rapid con- 
nection of wires using wrapped wire tools or 
machines. Mounts in panels from 1.60 (.063) 
to 9.53 (.375) thick. Nickel plated lock- 
washer and '/4-32 hex nut. 

UPPER: Banana jack. 4.22 (.166) dia., 
brass, nickel plated. 

INSULATION: Polycarbonate. 
LOWER: 0.64 (.025) sq. Wrapped Wire 
Terminal. Phosphor bronze, gold plated. 
RATING: 2500 WVDC, 3 Amps, +1 15°C. 
(+239°F.) Max. 

*STD COLORS: -0 Black, -1 Brown, 
-2 Red, -3 Orange, -4 Yellow, -5 Green, 
-6 Blue, -7 Violet, -8 Gray, -9 White. 


MODEL 


| “athlete LIST 16.00 PKG 
4005-* 


(unassembled) (**Ten per Pkg) 


DOUBLE BANANA JACK WITH 
WRAPPED WIRE TERMINAL 


Excellent for rapid connection of wire using 
wrapped wire tools or machines. Closed 
entry receptacle, 4.22 (.166) dia. x 23.37 
(.920) deep on 19.05 (.75) centers. Mounts 
in panels from 1.60 (.063) to 9.53 (.375) 
thick. Nickel plated lockwasher and '/4-32 
hex nut. One black and one red jack. Choice 
of black or red mounting base. 

UPPER: Banana jack. 4.22 (.166) dia., 
brass, nickel plated. 

INSULATION: Polycarbonate. 
LOWER: 0.64 (.025) sq. Wrapped Wire 
Terminal. Phosphor bronze, gold plated. 
RATING: 2500 WVDC, 3 Amps, +1 15°C. 
(+239°F.) Max. 

*MTG BASE COLORS: 


-O Black, -2 Red. 


%9 53 Dia. 
(.375) 
2 Holes 
MODEL 
4069-* (unassembled) LIST 3.60 


©ITT Pomona 1500 East Nintu St. 


BANANA JACK 


Closed entry receptacle, 4.22 (.166) dia. x 
23.37 (.920) deep. Mounts in panels from 
1.60 (.063) to 9.53 (.375) thick. Nickel 
plated lockwasher and '/4-32 hex nut. 
MATERIAL: Brass. 

RATING: 2500 WVDC, 15 Amps, 
+115°C. (+239°F.) Max. (Model 4900, 
+220°C. (+428°F.) Max.) 


12.70 Dia. 
(50) 


See Low Cost Banana Jack (Model 5933), 
page 55. 


( 35) 
meet 


ua 


1/4-32 Thd 


9.53 


(.375) Dia. 


(**Pkg. Ten Per Color) 
*STD COLORS 


MATERIAL 


Brass, bright 
tin plated 


INSULATION 


-0 Black, -1 Brown, -2 Red, 
-3 Orange, -4 Yellow, 

-5 Green, -6 Blue, -7 Violet, 
-8 Gray, -9 White 


Polycarbonate 
Brass, gold 


2854-" plated 


5294-*|Tellurium copper 


Boldplaied = |upycarmonale 


DOUBLE BANANA JACK 


Closed entry receptacle, 4.22 (.166) dia. x 
23.37 (.920) deep on 19.05 (.750) centers. 
Mounts in panels from 1.60 (.063) to 9.53 
(.375) thick. Nickel plated lockwasher and 


'/4-32 hex nut. Model 2269 has one black —39,99 
and one red jack. Model 5233 has one — (4,22) : 
black and one blue jack. Ss 9.65 


MATERIAL: Brass. (.38) 
FINISH: Bright tin plated. 
RATING: 2500 WVDC, 15 Amps, 19.05 
+115°C. (+239°F.) Max. (Model 5233, =| 750) = 
+220°C. (+428°F.) Max.) 
9.53 Dia 
(.375) 
2 Holes 


MODEL 
2269-* 


INSULATION | *STD COLORS | LIST 
-0 Black, -2 Red | 2.25 


Polycarbonate 


Polyphenylene 


-0 Black 
Sulfide lee 


3.39 


TRIPLE BANANA JACK 


Closed entry receptacle, 4.22 
(.166) dia. x 23.37 (.920) deep. 
Mounts in panels from 1.60 (.063) 
to 9.53 (.375) thick. Nickel plated 
lockwasher and '/4-32 hex nut. 
One black, one red and one green 
Jack. 

MAT ERIAL: Brass. 

FINISH: Bright tin plated. 
RATING: 2500 WVDC, 15 
Amps, +115°C. (+239°F.) Max. 
*MTG BASE COLOR: -0 Black, 


30.99 
(1.22) 


Liss yy 


hat Dia 


a (.375) 
-2 Red. OD 5 oles 
19. ree 
(750) "| a |. 1906 
MODEL 
4601-* (unassembled) LIST 3.55 
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PIN TIP PLUGS/BANANA JACKS 


PIN TIP PLUG 
TWO TERMINAL ISOLATION 


9.65 
Pin tip jack is isolated from 2.03 (.080) pin Se (.38) 
tip plug. Provides for addtion of series Dia. 


components. Ideal for use with computer 
boards, lab circuit designs, etc. Bright tin 
plated solder turret terminals for permanent 
noise-free connections. 

UPPER: Tip jack. Beryllium copper, gold 51.31 
plated. Accepts 2.03 (.080) dia. pin. 
INSULATION: Polypropylene. 

LOWER: Pintip plug. Brass, nickel plated. 
RATING: 3000 WVDC, 5 Amps, +55°C. 
(+131°F.) Max. i. 
*STD COLORS: -0 Black, -2 Red. t 


MODEL 
1910-* 


METAL SHORTING BAR ye 


31.75 
(.09) ne 25) ee 


LIST 6.65 


Used as connecting link with equipment 
having pin jacks. 
MATERIAL: Brass. 


FNISH: Nickel plated. on Pan, 35 
RATING: 5 Amps, +125°C. (+257°F.) Ds ae (.88) 
Max. Resistance less than 1.5 milliohms. (c 080)—> |) ‘Gems 
Dia. U 
ae ie Es (oe 

MODEL 

2072 LIST 4.50 
POLARIZED DOUBLE PLUG bets | 
This polarized double plug makes it virtually Gel?) 
impossible to insert a mating jack incorrectly. 


Setscrews secure leads. (Used with Model 4967). 
UPPER: Double banana jack. Brass, nickel 
plated. 

INSULATION: ABS. 
LOWER: Banana/Pin tip plug. 
plated. 

RATING: 3000 WVDC, 5 Amps, +50°C. 
(+122°F.) Max. 
*STD COLORS: 


Brass, nickel 


-() Black, -2 Red. 


| 19.05 
ale?) 
MODEL 
4966-* LIST 3.50 
POLARIZED DOUBLE JACK 35,05 


“— (1.38) 


This polarized double jack is used with Model 
4966. One side is a black pin jack and the other 
is a red banana jack. Mounts in panels 1.60 
(.063) to 9.53 (.375) thick. Nickel plated '/4-32 
hex nut and lockwasher included. 30.99 
MATERIAL: Banana jack, brass. Pin jack (1.22) 
spring, beryllium copper. 

FINISH: Banana/Pin jack, tin plated. 
INSULATION: Polycarbonate. 


RATING: 2500 WVDC, 5 Amps, +115°C. 19.05 
(+239°F.) Max. ( 750) | faa 
*MTG BASE COLORS: -0 Black, -2 Red. ; 
9.53 C1) > 
(.375) 
Dia. 
2 Holes 
MODEL 
4967-* (unassembled) LIST 2.85 


EXTRA DEEP TRIPLE BANANA JACK Cray” 


Initial connection made with ground 
a 78(1. “a 


receptacle. Accepts 20.32 (.800) long 
banana plugs. Supplied with two 6- 
32 hex nuts and screws, unassembled. 
MATERIAL: Brass. 

FNISH: Bright tin plated. 
INSULATION: Polycarbonate, 
black. 

RATING: 2500 WVDC, 15 Amps, 
+115°C. (+239°F.) Max. 


43.00 ey 
Tica ea 3.56 na (enn 11.68 
_. 
Bee 455) (.140) (.460) | 


eS DOQe™ of Te 


(.380 oe 
Dia. 6.35 t 
2 Ples 11.99 (.250) 32.00 
ane 472) teal Dia. (1.260) 
cal 8.99 
(.354) 
BOTTOM MOUNTING PATTERN TOP MOUNTING PATTERN 
MODEL 
4163-0 


LIST 4.85 0 


BANANA PLUG SPLICE 7.11 
FOR SHEATHED PLUGS (.28) 


Dia. 
Provides rapid method for splicing 
single banana plug patch cords. Re- 
duces the necessity of storing extra 
long patch cords. Molded thermo- 
plastic body provides protective insu- “Ts 
lation. 4.22 (.166) dia. banana jack. 45.72 
This jack fits models 4912, 4913, 4933 
& 4986. It will also accept any stan- 
dard banana plug. 
MATERIAL: Brass. 
FINISH: Nickel plated. 
INSULATION: Polypropylene. 
RATING: 1200 V AC/DC Max., 15 
Amps, +55°C. (+131°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


MODEL 


= : LIST 17.00 PKG 
4922-* 


(Pkg. Ten Per Color) 


SINGLE BANANA PLUG SPLICE re 
Provides rapid method for splicing single banana plug ( 38) +| |— 
patch cords. Reduces the necessity of storing extra hae 
long patch cords. Molded thermoplastic body provides 
protective insulation. 4.22 (.166) dia. banana jack. 
MATERIAL: Brass. 

FINISH: Nickel plated. 

INSULATION: Polypropylene. 

RATING: 5000 WVDC, 15 Amps, +55°C. (+131°F.) 
Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 


nies oes LIST 12.50 PKG 
1829-* 


(Pkg. Ten Per Color) 
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~ cluded. 


PANEL MOUNT BANANA JACK — 
FOR SHEATHED PLUGS 


This banana jack fits models 4912, 
4913, 4933 & 4986. It will also ac- 
-ceptany standard banana plug. Nickel 
| plated lockwasher and '/2-28 nut in- 


_ MATERIAL: Brass. _ 
FINISH: Bright tin plated. 
INSULATION: Polycarbonate. 
RATING: 1200 V AC/DC Max., 15 
Amps, +1 15°C. (+239°F.) Max. 
*STD COLORS: -0 Black, -1 Brown, 


se 
11.43 (.450 


12.70 
-2 Red, -3 Orange, -4 Yellow, (500) 
-5 Green, -6 Blue, -7 Violet,-8 Gray, __ Dia. “be ¥ 


(.450) 


-9 White. { 


__MODEL_ 
4921-* (unassembled) 


MOUNTING BASES 


MATERIAL: Polycarbonate. 
RATING: +1 15°C. (+239°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


| 
—— 9. 
c Os 


LIST 2.25 


MODEL| Type A B c Used With | LIST 

3862-* | Double | 30.21(1.19) | 19.1(.750) | 11.2(.44) | Binding Posts | 4.50 Pkg 
3863-* | Triple | 49.3(1.94) | 19.1(.750) | 11.2(.44) 10.50 Pkg 
4619-* | Double | 22.1(.87) | 12.7(.500) | 9.6/.38) 4.00 Pkg 
4614-* | Triple 35.1(1.38) | 12.7(.500) | 9.6(.38) | Banana Jacks | 7.00 Pkg 
4654-* | Double | 35.1(1.38) | 19.1(.750) | 16.0(.63) 4.00 Pkg 
4590-* | Triple | 54.1(2.13) | 19.1(.750) | 16.0/(.63) 9.00 Pkg 


UNINSULATED BANANA JACK 


Threaded forrapid mounting. Used 7,87 

with standard banana plugs. Fur- (.31) Hex 
nished with hex nut and solder lug. 
MATERIAL: Banana jack and 9 39 

hex nut, brass. Solder lug, copper. (094) 
FINISH: Banana jack and hex nut, 
nickel plated. Solder lug, tin plated. 
RATING: 5000 WVDC, 15 Amps. 


i 


a 
ine) 
ine) 
=) 

m 
tate 
ayaa 

Rania 


12.70 
(.500) 
Thread 

LIST 7.50 PKG 


(Ten Per Pkg.) 


MODEL 
3267 


(unassembled) 


MINIATURE INSULATED BANANA JACK 
WITH WRAPPED WIRE TERMINAL - a 


(.31) 


Excellent for rapid connection of wires using 5 
ia 


wrapped wire tools or machines. Closed entry 
2.64 (.104) dia. jack. Mounts in panels up to 
6.35 (.250) thick. Nickel plated 8-32 hex nut 
and lockwasher included. 


i_¥ 


18.80 — 33.78 


UPPER: Miniature banana jack. Brass, nickel (.74) fae | (1.33) 
plated. i 
INSULATION: Polycarbonate. 4 11.43 
LOWER: 0.64 (.025) Sq. Wrapped Wire | (.45) 
Terminal. Phosphor bronze, gold plated. 
RATING: 1500 WVDC, 3 Amps, +115°C. 5.94 
(+239°F.) Max. (234) 
*STD COLORS: -0 Black, -2 Red,-4 Yellow, ies 
-5 Green, -6 Blue, -9 White. ri aa 
'S) 6.35 Dia 
eet (.250) 
peeDEL LIST 15.50 PKG 
4022-* (unassembled) (Pkg. Ten Per Color) 
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MINIATURE INSULATED BANANA JACK 


Closed entry 2.64 (.104) dia. jacks. Mounts in 
panels up to 6.35 (.250) thick. Nickel plated 8- 
32 hex nut and lockwasher included. 
MATERIAL: Brass. 

FINISH: Gold plated. 

INSULATION: Polycarbonate. 

RATING: 1500 WVDC, 5 Amps, +115°C. 
(+239°F.) Max. 

*STD COLORS: -0 Black, -1 Brown, -2 Red, 
-3 Orange, -4 Yellow, -5 Green, -6 Blue, 
-7 Violet, -8 Gray, -9 White. 


MODEL 


XP CET LIST 10.00 PKG 


(unassembled) (Pkg. Ten Per Color) 


MINIATURE INSULATED DOUBLE BANANA JACK 


Closed entry 2.64 (.104) dia. jacks. Mounts in 
panels up to 4.77 (.188) thick. Nickel plated 8- 
32 hex nut and lockwasher included. 
MATERIAL: Brass. 

FINISH: Gold plated. 

INSULATION: Polycarbonate. One black 
and one red jack. Choice of black or red 
mounting base. 

RATING: 1500 WVDC, 5 Amps, +115°C. 
(+239°F.) Max. 

*MTG BASE COLOR: -0 Black, -2 Red. 


MODEL 6.35 Dia. (.250) 2 Holes 


2143-* LIST 2.75 
MINIATURE INSULATED TRIPLE BANANA JACK 


Closed entry 2.64 (.104) dia. jacks. Mounts 
in panels up to 4.77 (.188) thick. Nickel 
plated 8-32 hex nut and lockwasher in- 
cluded. 

MATERIAL: Brass. 

FINISH: Gold plated. 

INSULATION: Polycarbonate. One red, 
one black and one green banana jack. Choice 
of black or red mounting base. 

RATING: 1500 WVDC, 5 Amps, +1 15°C. 
(+239°F.) Max. 

*MTG BASE COLOR: -0 Black, -2 Red. 


PO os 


_,| 12.70 = \— (.250) 
(.500) 


(unassembled) 


MODEL 3 Holes 
cat boa + 25.4 (1.000)-—| 

4618-* (unassembled) PANEL CUTOUT LIST 4.00 
MINIATURE BANANA PLUG SPLICE 
Permits splicing of single miniature banana plugs. 6.35 


UPPER: 


Miniature banana jack. 2.64 (.104) (.25) 
dia., brass, nickel plated. Dia 
a we 


INSULATION: Polypropylene. 
LOWER: Same as upper. 


RATING: 1500 WVDC, 5 Amps, +55°C. 20.32 
(+131°R.) Max. H (80) 
*STD COLORS: -0 Black, -2 Red. iz 


MODEL 
3833-* 


LIST 17.00 PKG 


(Pkg. Ten Per Color) 
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PIN JACK 


Closed entry 2.03 (.080) pin jack. Mounts in 
panels up to 6.35 (.250) thick. Nickel plated 8- 
32 hex nut and lockwasher included. 


7.87 


(.31) es ats 


MATERIAL: Pin jack body, brass. Spring, | 
beryllium copper. 1 oe 22.35 
FINISH: Pin jack, gold plated. (72) ye yi(-88) 


INSULATION: Polycarbonate. 


Pie) ca 


RATING: 1500 WVDC, 5 Amps, +115°C. 
(+239°F.) Max. 
*STD COLORS: -0 Black, -1 Brown, -2 Red, 
-3 Orange, -4 Yellow, -5 Green, -6 Blue, 5.94 > fi 
-7 Violet, -8 Gray, -9 White. 234) 
y ( 


MODEL 


3542-* (unassembled) (Pkg. Ten Per Color) LIST 12.00 PKG 


7 

Alea = > >, 
DO-IT-YOURSELF IN-LINE PIN JACK WITH — ey, : 
FLEXIBLE BOOT > SRS 
This in-line 2.03 (.080) dia. pin jack is ideal for making patch 7s ard) 
cords and field repairs. A snap-on two piece design allows Te * 
the wire to be crimped or soldered to the pin jack. wy tp og 
MATERIAL: Pin jack body, brass. Spring, beryllium 38.10 1, 
copper. (1.50) = 
FINISH: Pin jack body, nickel plated. Spring, gold plated. _ AT : 
INSULATION: Flexible PVC. f : 
RATING (Independent of Wire): 3000 WVDC, 5 Amps, ¢ 
+50°C. (+122°F.) Max. 8.69 


*STD COLORS: -0 Black,-2 Red. 


**Max. wire dia. 3.94 (.155) 
Accepts Wire AWG** 


22, 20, 18 
16, 14 


5171-* 
5172-* 


14.50T 
1.80 


+(Pkg. Ten Per Color) 


(unassembled) 


PIN TIP PLUG SPLICE 


MINIATURE INSULATED DOUBLE PIN 9.65 
JACKS 2.03 (.080) DIA. Sea splicing of 2.03 (.080) dia. pin tip patch a 
en ; cords. : 
Closed entry 2.03 (.080) dia. pin jack. Mounts in panels up to Dey nen : 
4.77 (.188) thick. Nickel plated 8-32 hex nut and lockwasher opie es Se bere Boe 
included. 4 ee : 
as Ree Gee eer at si ee a 22.4 INSULATION: Polypropylene. 
pia Pin jack body, brass. Spring, beryllium j. 4, (.88) LOWER: Same asuppes 
FINISH: Pin jack, gold plated. foe, MOB Oe ee 
INSULATION: Polycarbonate. One black and one red jack. | 123 a PERRY AY et saws 
RATING: 1500 WVDC, 5 Amps, +115°C. (4239°F.) Max, Se LEO) SBS TILES so INGE 
*MTG BASE COLORS: -0 Black, -2 Red. 
or 
MODEL &» nee 
4543-* (unassembled) le 35 (.250) Dia. LIST 3.25 MODEL 
INSULATED PIN JACK WITH WRAPPED WIRE 3832-* LIST 2.85 t 
TERMINAL 7.87 
- it (31) dia. MINIATURE RIVET TYPE 
Closed entry 2.03 (.080) dia. pin jack. Mounts “ B A 
in panels to 6.35 (.250) thick. Nickel plated ANANA JACK WITH TURRET 
8-32 hex nut and lockwasher included. Excellent for riveting to panels or boards. 4.83 (.19) Dia. 
UPPER: Pin jack. Body, brass, nickel Solder turret for rapid attachment of wires. «es 3.56(.14) Dia. 
plated. Spring, beryllium copper, gold plated. MATERIAL: Miniature banana jack. 2.64 by | " 
INSULATION: Polycarbonate. (.104) dia., tellurium copper. f HE 
LOWER: 00.64 (.025) sq. pin wrapped wire FINISH: Gold plated. : =. 
terminal, phosphor bronze, gold plated. RATING: 1500 WVDC, 5 Amps. 9.91 30 
RATING: 1500 WVDC, 3 Amps, +115°C. 5.94 (.39) (80) [uo 
(+239°F.) Max. (.234) 11.43 1=f= 
*STD COLORS: -0 Black, -2 Red, a mei (.45) cae 
-4 Yellow, -5 Green, -6 Blue, -9 White. : bah, (.34) 
- Bi 
= ae Swage tool information furnished on request. 
6.35 D 
(250) MODEL | "xX" Dim. Panel 
3277 2.67 (.105) 1.57 (.062) 6.00 PKG 
MODEL 3278 3.43 (.135) | 2.37 (.093) | 7.00 PKG 
4773-* (unassembled) LIST 2.00 3279 4.19 (.165) 3.18 (.125) 6.00 PKG (Ten Per Pkg.) 
 ANDARD BANANA EUGHO MINIATURE RIVET TYPE BANANA JACK 
2.03 (.080) DIA. PIN TIP PLUG SPLICE 
: Excellent for riveting to panels or boards. 
This splice accepts a standard banana plug on one __, ra AF MATERIAL: Miniature banana jack. 2.64 
end and a 2.03 (.080) pin tip plug on the other end. (.38) (C104) dia. leaded cooper ae 1.78 6.35 Dia 
UPPER: Standard banana jack. 4.22 (.166) dia., FINISH: “Gold he : peli (.250) 
brass, nickel plated. RATIN = 500) RS AE ratoa 
INSULATION: Polypropylene. NO Ce ee ae > 
LOWER: Pin jack. Spring, beryllium copper, gold hS Te 3.43 Dia. 
plated, accepts 2.03 (.080) dia. pin. (.135) 
RATING: 3000 WVDC, 5 Amps, +55°C. (+131°F.) 38.10 
Max. (1.50) 
EE are gach Pas et Swage tool information furnished on request. 
MODEL "X" Dim. Panel LIST 7 
MODEL 3280 2.67 (.105) 1.57 (.062) 4.50 PKG 
aot oat 3281 3.43 (.135) 2.37 (.093) | 6.50 PKG 
3834-* LIST 2.00 3282 4.19 (.165) 3.18 (.125) | 5.50 PKG (Ten Per Pkg.) 
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DOUBLE BINDING POST ASSEMBLY 


Nickel plated 8-32 hex nut and lockwasher in- 
cluded. One red and one black tin plated binding 
post (Type 3760) with double mounting base. 
MATERIAL: Double binding post with captive 
thumb nut, brass. Accepts standard banana plug. 
FINISH: Bright tin plated. 

INSULATION: Polycarbonate. 

RATING: 2500 WVDC, 15 Amps, +115°C. 
(+239°F.) Max. 

*MTG BASE COLORS: -0 Black, -2 Red. 


9.53 Dia. nese 


2 Holes zal 19.05 
(.750) 


MODEL 


4243-* LIST 4.30 


(unassembled) 


HEX HEAD BINDING POST 


Designed to meet all the requirements of MIL-P- 
55149/1A. Gold plated 10-32 hex nuts and lockwash- 
ers included. 2.54 (.100) dia. cross hole is perpendicu- 
lar with flat on insulator. Mounts in panels up to 6.35 
(.250) thick. Accepts standard banana plug. 
MATERIAL: Binding post body with captive thumb 
nut, brass. 

FINISH: Gold plated. 

INSULATION: Nylon per MIL-P-20693, Type IV. 
RATING: 1500 VRMS, 30 Amps, +80°C. (+176°F.) 
Max. 

*STD COLORS: -0 Black, -2 Red, -4 Yellow, 
-5 Green, -6 Blue, -9 White. 


12.45 
(.490) Dia. 


MODEL 
5018-* 


BINDING POST PER MIL-P-55149/8 


Spring-loaded insulated binding post that meets the 
requirements of MIL-P-55149/8 (U106/U). Silicone 
rubber O-rings provide water resistant seal when 
mounted in panels from 1.57 (.062) to 3.18 (.125) 
thick. Nickel plated 10-32 hex nut and lockwasher 
included. 


LIST 7.00 


STANDARD BINDING POST 


Accepts standard banana plug. Thin line design 
for high-density packaging. Nickel plated 8-32 


hex nut and lockwasher included. 2.54 (.100) ert z 
dia. cross hole is perpendicular with flat on ; - 
insulator. Mounts in panels 1.57 (.062) to 6.35 na 
RATING: 2500 WVDC, 15 Amps, +115°C. (.98) 
(+239°F.) Max. (Model 4901, +220°C. (+428°F.) OPEN 
Max.) Max. 
See Low Cost Binding Post (Model 5932), 
page 55. 20.32 , 
a (.80) se. 
(.375) Dia. ' 7 
sa cab 8.89 
¢ ) (.350) 
oh 
MODEL MATERIAL *STD COLORS LIST 


Brass, gold 
plated 


Brass, bright 
tin plated 


Tellurium copper, 
gold plated 
Brass, bright 
tin plated 


-0 Black, -1 Brown,-2 Red, 
-3 Orange, -4 Yellow, 

Polycarbonate | -5 Green, -6 Blue,-7 Violet, 
-8 Gray, -9 White 


3770-* 


Polyphenylene 


-0 Black, -6 Blue 
Sulfide 


STANDARD BINDING POST WITH 
WRAPPED WIRE TERMINAL 


Excellent for rapid connection of wires using 
wire-wrapping tools or machines. Accepts stan- 
dard banana plug. Thin line design for high 
density packaging. 8-32 hex nut and lockwasher 
included. 2.54 (.100) dia. cross hole is perpen- 
dicular with flat on insulator. Mounts in panels 
1.57 (.062) to 6.35 (.250) thick. 

UPPER: Binding post with captive thumb nut. 
Brass, nickel plated.. 

INSULATION: Polycarbonate. 

LOWER: 0.63 (.025) sq. pin wrapped wire 
teminal. Phosphor bronze, gold plated. 
RATING: 2500 WVDC, 3 Amps, +115°C. 
(+239°F.) Max. 

*STD COLORS: -0 Black, -2 Red, -4 Yellow, 
-5 Green, -9 White. 


11.18 Dia. 
(.44) 


—— 


_ MODEL _ 

4098-* (unassembled) LIST 3.60 
FULLY INSULATED SPRING- 
LOADED BINDING POST He a — 


PuOwod 


SLSOd DNIGNIG 


MATERIAL: Brass. Spring-loaded insulated binding post al- Dia. 
FINISH: Nickel plated. lows fast and simple attachment of wires or 
plugs up to 2.16 (.085) dia. with insulation 
8.00 up to 4.06 (.160) dia. Nickel plated 8-32 hex 
i poe. nut and lockwasher included. Mounts in 48.26 
| Dia. panels 1.57 (.062) to 9.53 (.375) thick. (1.90) 
Ss) MATERIAL: Brass. OPEN 
FINISH: Bright tin plated. ie 
EN NERC A ena = 9.53 .. Le oo» 
510: eak, 15 Amps, +1 15°C. ( 375) Dia. g (.80) 
(+239°C.) Max. ; = 
“STD COLORS: -0 Black, -2 Red, -4 “|, [4 8.74 ¥ { 
Yellow, -5 Green, -6 Blue, -9 White. Cy ~ 
(.344) 
MODEL Boot Color | Military No. A 
4995-0 Black PBO8NAO1 PvE 
4995-2 Red PBO8NA02 (unassembled) LIST 12.25 4770-* (unassembled) LIST 7.1 3 
63 
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MINIATURE BINDING POST 


Accepts miniature banana plug. #8-32 hex nut and 
lockwasher included. 2.18 (.086) dia. cross hole is 
perpendicular with flat on insulator. Mounts in panels up 
to 4.77 (.188) thick. 

MATERIAL: Binding post body, captive thumb nut and 
hex nut, brass. Lockwasher, steel. 

FINISH: Binding post with one captive thumb nut, gold 
or bright tin plated. Hex nut and lockwasher, nickel 
plated. 

INSULATION: Polycarbonate. 

RATING: 1500 WVDC, 5 Amps, +115°C. (+239°F.) 
Max. 

*STD COLORS: -0 Black, -1 Brown, -2 Red, 

-3 Orange, -4 Yellow, -5 Green, -6 Blue, -7 Violet, 

-8 Gray, -9 White. 


MODEL | Finish | LIST 
2382-* | Gold Plated | 3.40 
2439-* | TinPlated | 2.60 


(unassembled) 


SHORTING LINK FOR STANDARD BINDING POSTS 


Shorting link for standard binding 


posts on 19.05 (.750) centers. A Wii 
snap-on feature holds link on post t i p Mth 


when short not needed. Sa So Rr 1 
MATERIAL: Brass, 0.79 (.031) s 
thick. (250) 
FINISH: Nickel plated. —— —_~ t 
RATING: 15 Amps. 10.92 | | 16.51 | 4.83 
(.43) (Gs) a (AISI), 
MODEL 
LIST 6.00 PKG 
4115 


(Ten Per Pkg.) 


INSULATED SPADE LUG 


UPPER: Model 4769, pin jack. Spring, 
beryllium copper, gold plated. Model 1614, 
banana jack, brass, nickel plated. 
INSULATION: ABS. 

LOWER: 1.52 (.060) thick spade lug, 
brass, nickel plated. 

RATING: 5000 WVDC, 15 Amps, +50°C. 
(+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


>| 
a 6.60 L270 
MODEL | Upper | LIST (.26) | (.50) 
4769 Pin Jack 2.55 
1614 Banana Jack 1.70 


INSULATED BARRIER STRIP 
SPADE LUG TO BANANA JACK 


Permits single banana plug to be used with 
equipment having barrier strips. Lugs fit a No. 
4,5, 6, 8 or 10 screw (see listing). 

UPPER: Banana jack. 4.22 (.166) dia., brass, 
nickel plated. 

INSULATION: ABS. 

LOWER: 0.76 (.03) thick spade lug (see list- 
ing). Copper, electro-tin plated. 

RATING: 5000 WVDC, 15 Amps, +50°C. 
(+122°F.) Max. 
*STD COLORS: 


4 22 Dia 


—>| (166) 


-Q Black, -2 Red. 


MODEL | Lug Size Dim.A |  Dim.B 
3744-* | 4,5&6 3.81 (.15) | 6.10 (.24) 
3777-* 8&10 4.83 (.19) 7.62 (.30) LIST 2.75 


MINIATURE INSULATED 
DOUBLE BINDING POST 


Accepts miniature banana plug. 8-32 hex nut and 
lockwasher included. 2.18 (.086) dia. cross hole is 
perpendicular with flat on insulator. Mounts in 
panels 4.77 (.188) thick. 

MATERIAL: Miniature double binding post 
body, captive thumb nut and hex nut, brass. Lock- 
washer, steel. Polycarbonate insulation. One red 


and one black. J U. 
FINISH: Miniature binding post body and captive = 12.70 
thumb nut, gold or bright tin plated. Lockwasher (.50) 
and hex nut, nickel plated. 
RATING: 1500 WVDC, 5 Amps, +115°C. 
(+239°F.) Max. 
*MTG BASE COLOR: -0 Black, -2 Red. aon a 
6.35 (.250) Dia. 
2 Holes 


Gold Plated 
Tin Plated 


6.85 


2440-* 5.30 


SHORTING LINK FOR 
MINIATURE BINDING POSTS 


Shorting link for miniature binding posts 


(unassembled) 


on 12.70 (.500) centers. A snap-on 
feature holds link on posts when short 4.42 17.48 
not needed. (.174) ies 688) 
MATERIAL: Brass, 0.79 (.031) thick. { Hh J { 
FINISH: Nickel or gold plated. Cart _ 
RATING: 5 Amps. (.294) At = 
MODEL] Finish t {ieee es 
3.96 (.469) 
3478 | Gold Plated 
3479 |Nickel Plated|17.00 Pkgt t(Ten Per Pkg.) (-196) 
LOW THERMAL EMF TELLURIUM a3 
COPPER INSULATED SPADE LUG baat 


Provides precision measurement when attach- 
ing banana plug to equipment with binding 
posts. 

UPPER: Banana jack, tellurium copper, gold 
plated. Accepts standard banana plug. 
INSULATION: ABS, one black and one red. 
LOWER: 2.03 (.080) thick spade lug, tellu- 
rium copper, gold plated. 

RATING: 5000 WVDC, 15 Amps, +50°C. 
(+122°F.) Max. 


Z 


fe 
6.60 12270 
(26) + (.50) 


MODEL 


ee LIST 9.75 KIT 
2305 


(Kit contains 1 Red & 1 Black) 


TERMINAL STRIP BANANA JACK ADAPTER 


This adapter provides a banana jack connection by 
replacing the screw in a terminal screw. Secure 


connections can be made with standard banana nie i 
plug patch cords without breaking the connection - f 
to the terminal strip. 
MATERIAL: Banana Jack 4.22 (.166) dia., brass. 20.32 
FINISH: Nickel plated. (.80) 
INSULATION: Nylon. | 
*STD COLORS: -0 Black, -2 Red, -3 Orange, 
-4 Yellow, -5 Green, -6 Blue, -9 White. Ne 
Torque "yn 

MODEL | Thread | VRMS in/ Ib LIST 

5699-* 6-32 1100 if 6.4 (.25) Za 

5700-* 8-32 1600 16 SGS2) 275 

5701-* 10-32 1700 25 8.1 (.32) 215 

5761-* 6-32 1100 7 T2e7G50) 2.85 

5762-* 8-32 1600 16 12.7 (.50) 2.85 

5763-* 10-32 1700 25 12.7 (.50) 2.85 
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3.76 
(.148) 


_ LOWER: Standard double banana plug. Spring, 


_ RATING: 


NI ATURE DOUBLE BANANA JACK TO 
DARD DOUBLE BANANA PLUG 
7 miniature double banana plug on 12.70 


)0) centers to be used with equipment having 
double banana jacks on 19.05 (.750) 


: R: Miniature double banana jack. 2.64 
(.104) dia. brass, nickel plated. 

INSULATION: ABS, black. 

one heat treated beryllium copper, nickel 
plated. Fits standard 4.22 (.166) dia. banana jacks. 
2500 WVDC, 5 Amps, +50°C. 
(+122°F.) Max. 


19.05 
(.75) 


i 
=] 


MODEL 
2943 


STANDARD DOUBLE BANANA JACK TO 
MINIATURE DOUBLE BANANA PLUG 


Permits standard double banana plug on 19.05 
(.750) centers to be used with equipment having 
miniature double jacks on 12.70 (.500) centers. 
UPPER: Standard double banana jack. 4.22 (.166) 
dia. brass, nickel plated. 

INSULATION: ABS, black. 

LOWER: Miniature double banana plug. Spring, 
one piece heat treated beryllium copper, nickel 


LIST 9.80 


plated. Fits miniature 2.64 (.104) dia. banana 
jacks. 
RATING: 2500 WVDC, 5 Amps, +50°C. 
(+122°F.) Max. 

MODEL 

2952 LIST 6.25 
STANDARD BANANA JACK TO 11.18 
MINIATURE BANANA PLUG ae 
Permits standard banana plug to be used with 
equipment having miniature banana jacks. 
UPPER: Standard banana jack. 4.22 (.166) dia. i 
brass, nickel plated. fa be 


INSULATION: ABS. 

LOWER: Miniature banana plug. Spring, one 
piece heat treated beryllium copper, nickel plated. 
Fits miniature 2.64 (.104) dia. banana jacks. 


RATING: 2500 WVDC, 5 Amps, +50°C. 

(+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 

pe MOvER® LIST 16.50 PKG 
21 38-* (Pkg. Ten Per Color) 


CONNECTOR TEST ADAPTERS 


An ideal test adapter for rapid testing of the hard-to-get at contacts of multipin/socket 
rack or panel connectors. Flexible tip allows testing of adjacent contacts. Flexibility and 
full insulation protects against shorting or contact damage. The model 4690 also fits .635 


(.025) sq. pins. 

UPPER: Banana jack. 4.22 (.166) dia. brass, nickel plated. 

INSULATION: Polyvinyl chloride (PVC). 

LOWER: Socket type, copper. Pin type, brass. Gold plated. See tab block. 


RATING: 2500 WVDC, +50°C. (+122°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 
Current 
Contact Size | Type Rating LIST 
4690-* Socket ape 3.60 
762 (.030) dia. Pin P 2.75 
3560-* Socket 2.75 
7.5 Amps 
3561-* 1.02 (.040) dia. Pin P 3.00 
3562-* , Socket i3 Amps 3.00 
3563-* 1.60 (.063) dia. Pin 2.60 
3564-* Socket ee 4.85 
3565-* 2.36 (.093) dia. Pin PS | 2.60 
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MINIATURE BANANA JACK 
TO STANDARD BANANA PLUG 


Permits miniature banana plug to be used with 
equipment having standard banana jacks. 
UPPER: Miniature banana jack. 2.64 (.104) 
dia. brass, nickel plated. 

INSULATION: ABS. 

LOWER: Standard banana plug. Spring, one 
piece heat treated beryllium copper, nickel 
plated. Fits standard 4.22 (.166) dia. banana 
jacks. 

RATING: 2500 WVDC, 5 Amps, +50°C. 
(+122°F.) Max. 


*STD COLORS: -0 Black, -2 Red. 


MODEL 
2477-* 


PIN JACK TO BANANA PLUG 

Permits pin tip cords to be used with equipment having 
banana jacks. 

UPPER: Pin jack. Spring, beryllium copper, gold plated. 
Accepts 2.03 (.080) dia. pin. 

INSULATION: ABS. 

LOWER: Banana plug. Body, brass. Spring, one piece 
heat treated beryllium copper, nickel plated. Fits standard 
4.22 (.166) dia. banana jacks. 


RATING: 2500 WVDC, 5 Amps, +50°C. (+122°F.) 
Max. 
*STD COLORS: -0 Black, -2 Red. 

MODEL 

1809-* 


BANANA JACK TO PIN TIP PLUG 


Permits standard banana plug patch cords to be used 
with equipment having pin jacks. Cross hole 4.22 
(.166) dia. provides side stackup connection. 
UPPER: Banana jack. 4.22 (.166) dia., 
nickel plated. 

INSULATION: ABS. 

LOWER: Pin tip plug. Brass, nickel plated. 
RATING: 3000 WVDC, 5 Amps, +50°C. 
(+122°F.) Max. 
*STD COLORS: 


brass, 


-0 Black, -2 Red. 


MODEL 
1432-* 


iss 


3562 
SOCKET TYPE 


3561 
PIN TYPE 
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LIST 17.00 PKG 
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BANANA JACKS TO DOUBLE PIN TIP 
PLUG WITH SETSCREWS 


Permits single or double banana plugs to be 
used in equipment having tip jacks. Features 
recess for componént mounting. Internal 
setscrews firmly secure wire leads. 
UPPER: Double banana jack 4.22 (.166) 
dia., brass, nickel plated. 

INSULATION: ABS, black. 

LOWER: Double pin tip plug. Brass, 
nickel plated. 

RATING: 3000 WVDC, 5 Amps, +50°C. 
(+122°F.) Max. 


MODEL 
1858 


BINDING POST TO 
SINGLE PIN TIP PLUG 


Center cross hole 4.22 (.166) dia. in body provides 
side stackup connection. 

UPPER: Binding post with captive thumb nut, 
brass, nickel plated. Polycarbonate insulation. Ac- 
cepts standard banana plug. 

INSULATION: ABS, black. 

LOWER: Pin tip plug. Brass, nickel plated. 
RATING: 3000 WVDC, 5 Amps, +50°C. (+122°F.) 
Max. 

*BINDING POST COLORS: -0 Black, -2 Red. 


LIST 3.45 


pee 
(.080) Dia. 


MODEL 


2953-* LIST 5.10 


MINIATURE BINDING POSTS TO 
MINIATURE DOUBLE BANANA PLUG 


This adapter converts miniature banana jacks to 
miniature binding posts. 

UPPER: Miniature double binding post body 
with captive thumb nut. Brass, gold plated. Poly- 
carbonate insulation. One black and one red. 
Accepts miniature banana plugs. 
INSULATION: ABS, black. 

LOWER: Miniature double banana plug. Spring, 
one piece heat treated beryllium copper, gold 


22.35 
| (.88) 


plated. Fits miniature 2.64 (.104) dia. banana 
jacks. 
RATING: 2500 WVDC, 5 Amps, +50°C. 


(+122°F.) Max 


MODEL 


3822 LIST 10.35 


: —_ 
Si 


BINDING POST TO SINGLE BANANAPLUG 


Features insulated binding post for rapid mounting ae <n 
and interchangeability of components. Center cross 11.18 Dia. i 

hole 4.22 (.166) dia. provides side stackup connec- AA Fahey taeitg 
tion. (44) a ‘ nad ‘ 
UPPER: Binding post. Body with captive thumb aa 
nut, brass, nickel plated. Accepts standard banana 
plug. 

INSULATION: ABS, black. 

LOWER: Single banana plug. Body, brass. Spring, 
one piece heat treated beryllium copper, nickel plated. 
Fits standard 4.22 (.166) dia. banana jacks. 


62.48 
(2.46) 
OPEN 


RATING: 2500 WVDC, 15 Amps, +50°C. Max ; 
(+122°F.) Max. 
*BINDING POST COLORS: -0 Black, -2 Red. 

MODEL 

2894-* LIST 3.70 


BINDING POSTS TO DOUBLE BANANA PLUG 


Features insulated binding posts on 19.05 (.750) 

5 5 5 one 30.23 
centers for rapid mounting and interchangeability ce (1.19) 
of components. Center cross hole 4.22 (.166) dia. ; 
provides side stackup connection. 
UPPER: Double binding post. Body with captive 
thumb nut, brass, nickel plated. Accepts standard 
banana plug. Insulation, polycarbonate. One 
black and one red. 


INSULATION: ABS, black. ae 
LOWER: Double banana plug. Body, brass. OPEN 
Spring, one piece heat treated beryllium copper, Max 


nickel plated. Fits standard 4.22 (.166) dia. banana 
jacks. 

RATING: 2500 WVDC, 
(+122°F.) Max. 


15 Amps, +50°C. | 
ae 
LIST 6.80 ( 


BINDING POSTS TO DOUBLE BANANA PLUG 
GOLD PLATED 


Similar to Model 1286 (above) except gold plated. 
UPPER: Double binding post. Gold plated 
brass body with captive thumb nut. Accepts 
standard banana plug. Insulation, polycarbon- 
ate. One black and one red. 

INSULATION: ABS, black. 

LOWER: Double banana plug. Body, brass. 
Spring, one piece heat treated beryllim copper, 
gold plated. Fits standard 4.22 (.166) dia. banana 
jacks. 

RATING: 2500 WVDC, 
(4+122°F.) Max. 


13.05_,| 
__ MODEL _ (75) 
1286 


———= 30) 23 =e 


(1.19 


15 Amps, +50°C. 


MODEL 
5405 


BINDING POST TO TRIPLE BANANA PLUG 


Features insulated binding posts on 19.05 (.750) 
centers for rapid mounting and interchangeability 
of components. Center cross holes 4.22 (.166) dia. 
provide side stackup connection. 

UPPER: Triple binding post. Body with captive 
thumb nut, brass, nickel plated. Accepts standard 
banana plug. Insulation, polycarbonate. Red, 
black (center), green. 

INSULATION: ABS, black. 

LOWER: Triple banana plug. Body, brass. 
Spring, one piece heat treated beryllium copper, 
nickel plated. Fits standard 4.22 (.166) dia. banana 
jacks. 

RATING: 2500 WVDC, 
(+122°F.) Max. 


15 Amps, +50°C. 


| 19.05 
MODEL 4 (.75) 
3405 LIST 13.50 
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BNC FEMALE TO 
_ SINGLE STANDARD BANANA PLUG 


Permits BNC male to be used with equipment 
having banana jacks. Inner conductor con- 
nected only. Excellent for adapting laboratory 
__ VTVM, oscilloscopes and signal generator in- 
puts: to readily available coaxial cables. 

_ UPPER: BNC female. Impedance: 50 Ohms. 
INSULATION: ABS, black. 

LOWER: Banana plug. Body, brass. Spring, 
one piece heat treated beryllium copper, nickel 
plated. Fits standard 4.22 (.166) banana jack. 
RATING: 500 VRMS Max., +50°C. (+122°F.) 
Max. 


MODEL 
1894 


BNC FEMALE TO 
SHIELDED BANANA PLUG 


Permits BNC male to be used with equipment hav- 
ing banana jacks or binding posts. All metal con- 
struction for proper shielding. 

UPPER: BNC female. Impedance: 50 Ohms. 
LOWER: Shielded banana plug. Body, brass. 
Spring, one piece heat treated beryllium copper. 
Nickel plated. Fits standard 4.22 (.166) banana jack. 
Shield, brass, nickel plated. 

RATING: 500 VRMS Max., +125°C. (+257°F.) 
Max. 


MODEL 
2990 


BNC FEMALE TO SINGLE BANANA PLUG 
WITH GROUND LEAD 


Permits BNC male to be used with 
equipment having standard banana 
jacks. Allows the ground jack to be 
located up to 63.50 (2.50) away from 
the output/input jack. 

UPPER: BNC female. Impedance: 
50 Ohms. 

INSULATION: Polypropylene, red. 
LOWER: Bananaplug. Body, brass. 
Spring,one piece heat treated beryl- 
lium copper, nickel plated. Fits 
standard 4.22 (.166) banana jacks. 
Ground, 18 AWG wire with single 
banana plug. Polypropylene insula- 
tion, black. 

RATING: 500 VRMS Max., +55°C. 
(+131°F.) Max. 


LIST 10.20 


MODEL 
4684 LIST 9.70 
BNC FEMALE TO ce 


(.50) 
Dia 
Be 


SINGLE PIN TIP PLUG 


Permits BNC male to be used with equipment 
having 2.03 (.080) dia. pin tip jacks. Inner conduc- 
tor connected only. Excellent for adapting labora- 
tory VTVM, oscilloscopes and generator inputs to 
readily available coaxial cables. 

UPPER: BNC female. Impedance: 50 Ohms. 
INSULATION: ABS, black. 

LOWER: Pin tip plug. Brass, nickel plated. 
RATING: 500 VRMS Max., +50°C. (+122°F.) 


Max. 
2.03 
MODEL (.080) Dia. 
3415 LIST 4.90 


BNC FEMALE TO DOUBLE BANANA PLUG 


Permits BNC male to be used with equipment having 
banana jacks. Excellent for adapting laboratory VT VM, 
oscilloscopes and signal generator inputs to readily 
available coaxial cables. Cross holes 4.22 (.166) dia. 
in body provide side stackup connections. 

UPPER: BNC female. Impedance: 50 Ohms. 
INSULATION: ABS, black. 

LOWER: Double banana plug. Body, brass. Spring, 
one piece heat treated beryllium copper, nickel plated. 
RATING: 500 VRMS Max., +50°C. (+122°F.) Max. 


MODEL 
1269 


BNC FEMALE TO MINIATURE 
DOUBLE BANANA PLUG 


Allows a BNC male to be used with equipment 
having 12.70 (.500) spaced miniature 2.64 (.104) 
dia. banana jacks. Excellent for adapting test 
equipment to standard coaxial cables. 

UPPER: BNC female. Impedance: 50 Ohms. 
INSULATION: ABS, black. 

LOWER: Miniature double banana plug. Body, 
brass. Spring, one piece heat treated beryllium 
copper, gold plated. Fits miniature 2.64 (.104) 
dia. banana jack. 

RATING: 500 VRMS Max., +50°C. (+122°F.) 


Max. 

MODEL 

3269 LIST 9.10 
SIGNAL ISOLATOR - BNC FEMALE 98.70 
TO DOUBLE BANANA PLUG Eel ae 


Permits BNC male connector to be used with equipment 
having banana jacks. General purpose ceramic capaci- 
tor molded internally. Rated @ .01 pf + 20%, 200 W 
VDC. Insulation resistance 10,000 megohms min. Ideal 
for isolating DC signals from VTVM inputs and signal 
generator outputs. Cross holes 4.22 (.166) dia. in body 
provide side stackup connections. 

UPPER: BNC female. Impedance: 50 Ohms. 
INSULATION: ABS, blue. 

LOWER: Double banana plug. Body, brass. Spring, 
one piece heat treated beryllium copper, nickel plated. 


RATING: 200 WVDC, +50°C. (+122°F.) Max. ~~, 19.05 
4 ( 75) + 
MODEL = 
——————__ Note: Can not pass continuity test 6 4 
1868 due to capacitor. J l LIST 14.50 


ADAPTER - BNC FEMALE TO DOUBLE BANANA 


PLUG- FOUR TERMINAL ISOLATION 


Permits BNC male to be used with equipment 
having banana jacks. Provides isolation fora (1.13) 
four terminal network. Excellent for match- 


ing pad networks. Bright tin plated solder 4 

turret terminals for permanent noise-free con- 

nections. 

UPPER: BNC female. Impedance: 50 

Ohms. 

INSULATION: Polypropylene, black. ae 

LOWER: Double banana plug. Body, brass. 0S) 

Spring,one piece heat treated beryllium cop- 

per, nickel plated. Fits standard 4.22 (.166) 

dia. banana jack. 

RATING: 500 VRMS Max., +55°C. 
2100 \ NI. aie 

(+131°F.) Max. sae Y J 1905 * 
MODEL ot —e| (75) | 
1468 (ae LIST 16.80 
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BNC FEMALE TO SHIELDED DOUBLE TYPE "N" FEMALE 


BANANA PLUG TO DOUBLE BANANA PLUG 

: : : Permits Type "N" male to be used with equipment 
Permits BNC male to be used with equip- : : : ae 
menthaving banana jack binding posts. Black ee ares 41.40 having banana jacks. Cross holes 4.22 (.166) dia. in 
Pedived aati chielt: ‘ body provide side stackup connections. 


» (1.63 

1 a UPPER: Type "N" female. Impedance: 50 Ohms. 
INSULATION: ABS, black. 

pte LOWER: Double banana plug. Body, brass. Spring, 


UPPER: BNC female. Impedance: 50 Ohms. 
LOWER: Double banana plug. Body, 24.13 
brass. Spring, one piece heat treated beryl- (.95) 
lium copper, nickel plated. Fits standard 
4.22 (.166) dia. banana jack. Shielded can, 
aluminum, black anodized. es 
RATING: 500 VRMS Max., +125°C. oie 1 
(+257°F.) Max. 


one piece heat treated beryllium copper, nickel plated. 
50.04 Fits standard 4.22 (.166) dia. banana jack. 
(1.97) RATING: 1000 VRMS Max., +50°C. (+122°F.) 


je 


Plugs Spaced 
19.05 (.75) 


COAXIAL ADAPTERS 
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BNC MATCHING PAD 


Adapts 600 Ohm sources to 50 or 75 Ohm cables. 
Molded in deposited carbon resistors 1%, '/4W. 
Cross holes 4.22 (.166) dia. in body provide side 
stackup connections. 

UPPER: BNC female. Impedance: 50 Ohms. 
INSULATION: ABS. 

LOWER: Double banana plug. Body, brass. 
Spring, one piece heat treated beryllium copper, 
nickel plated. Fits standard 4.22 (.166) dia. ba- 
nana jack. 

RATING: 300 WVDC, +50°C. (+122°F.) Max. 


__MODEL_ 
MODEL 1740 


DOUBLE BANANA PLUG 


This adapter allows an MHV male to be used with 
equipment having 19.05 (.750) spaced banana 
jacks. Cross holes 4.22 (.166) dia. in body provide 
side stackup connections. 

UPPER: MHV female. 

INSULATION: ABS, black. 

LOWER: Double banana plug. Body, brass. 
Spring, one piece heat treated beryllium copper, 
nickel plated. Fits standard 4.22 (.166) dia. banana 
jack. 

RATING: 5000 V Peak, +50°C. (+122°F.) Max. 


19.05 
ay a (.75) (as 
MODEL 
Color | Match in Ohms 3290 LIST 25.20 
Yellow 600 to 50 
UHF FEMALE 
Res | Sn LIST 23.25 +9 DOUBLE BANANA PLUG 
BNC MALE TO Permits UHF male to be used with equip- 


DOUBLE BANANA PLUG 


Permits BNC female to be used with equipment having 
banana jacks. Cross holes 4.22 (.166) dia. in body 


provide side stackup connections. 
UPPER: BNC male. Impedance: 50 Ohms. 
INSULATION: ABS, black. 


LOWER: Double banana plug. Body, brass. Spring, 
one piece heat treated beryllium copper, nickel plated. 


ment having banana jacks. Cross holes 
4.22 (.166) dia. in body provide side stackup 
connections. 

UPPER: UHF female. Impedance: Non- 
constant. 

INSULATION: ABS, black. 

LOWER: Double banana plug. Body, 
brass. Spring, one piece heat treated beryl- 
lium copper, nickel plated. Fits standard 


Fits standard 4.22 (.166) dia. banana jack. | 422 PEEP Got ene Op ee 
RATING: Operating Voltage: 500 VRMS Max., J 19.05 sage as Bs deny PS +50°C 
+50°C. (+122°F.) Max. (.75) (+122°F.) Max i: 

MODEL 

1270 LIST 8.05 

MODEL 

MICRODOT RECEPTACLE 7707 — Teeny 
TO DOUBLE BANANA PLUG 
Permits Microdot miniature coaxial plug to be TWINAX FEMALE TO DOUBLE 28.70 


used with equipment having banana jacks. 
Cross holes 4.22 (.166) dia. in body provide 
side stackup connections. 

UPPER: Microdot receptacle, 50 Ohms, 10- 
32 thread 

INSULATION: ABS, green. 

LOWER: Double banana plug. Body, brass. 
Spring, one piece heat treated beryllium cop- 
per, nickel plated. Fits standard 4.22 (.166) 
dia. banana jack 

RATING: 750 VRMS Max., +50°C. 
(+122°F.) Max. 


MODEL 
1275 


LIST 32.60 


BANANA PLUG 


This adapter allows a twinax male to be used with 
equipment having 19.05 (.750) spaced banana 
jacks. 

UPPER: Twinax female. 

INSULATION: ABS, black. 

LOWER: Double banana plug. Body, brass. 
Spring, one piece heat treated beryllium copper, 
nickel plated. Fits standard 4.22 (.166) dia. ba- 
nana jack. 

RATING: 500 VRMS Max., +50°C. (+122°F.) 


Max. re 
MODEL 


4930 we 


(1.13) 


; 19.05 
TT sr ds 


25. 
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holes 4.22 (.166) in body provide side stackup 
connections. 


: - 


1 
~PHONO JACK TO DOUBLE : 


_ BANANA PLUG 


Permits phono plug to be used with equipment 
having banana jacks or binding posts. Cross 


UPPER: Phono jack. 

INSULATION: Polystyrene, black. 
LOWER: Double banana plug. Body, brass. 
Spring, one piece heat treated beryllium cop- 
per, nickel plated. Fits standard 4.22 (.166) 
banana jack. 
RATING: 
Max. 


500 WVDC, +50°C. (+122°F.) 


MODEL 
1442 


PHONE JACK TO 
DOUBLE BANANA PLUG 


Permits a standard 2 conductor 6.35 (.250) 
dia. phone plug to be used with equipment 
having banana jacks or binding posts. Cross 
holes 4.22 (.166) in body provide side stackup 
connections. 

UPPER: Phone jack. Accepts standard 
6.35 (.250) dia. phone plug. 
INSULATION: ABS, black. 

LOWER: Double banana plug. Body, 
brass. Spring, one piece heat treated beryl- 
lium copper, nickel plated. Fits standard 
4.22 (.166) banana jack. 

RATING: 500 VRMS, +50°C. (+122°F.) 
Max. 


LIST 10.30 


MODEL 

4044 LIST 15.15 
STANDARD DOUBLE BINDING POSTS 
TO BNC MALE — 30.23 — 
Permits single or double banana plugs to be used with (1.19) oe 
equipment having a BNC female. = ee | 


UPPER: Double binding post with captive thumb nut. 
Brass, nickel plated. Accepts standard banana plugs. 
Polycarbonate insulation. One black and one red. 
INSULATION: ABS, black. 

LOWER: BNC male. Impedance: 50 Ohms. 


RATING: 500 VRMS, +50°C. (+122°F.) Max. (2.49) 
OPEN 
MODEL if 
1296 LIST 9.60 


SINGLE BINDING POST TO BNC MALE 


Permits single banana plug to be used with equipment 
having a BNC female. 

UPPER: Binding post with captive thumb nut. Brass, 
nickel plated. Accepts standard banana plugs. 
INSULATION: Polycarbonate. 
LOWER: BNC male. Impedance: 50 Ohms. 

RATING: 500 VRMS, +1 15°C. (+239°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


MODEL 


3430-* LIST 4.80 


ADAPTER - BINDING POSTS TO BNC MALE 
FOUR TERMINAL ISOLATION 


Permits single or double banana plugs to be used 
with equipment having BNC female. Provides 
isolation for a four terminal network. Binding 
posts facilitate connections of test leads or addi- 
tional components. Bright tin plated solder turret 
terminals provide permanent noise-free connec- 
tions. 

UPPER: Double binding post. Body with 
captive thumb nut, brass, nickel plated. Accepts 
standard banana plugs. Polycarbonate insula- 
tion. One black and one red. 

INSULATION: Polypropylene, black. 
LOWER: BNC male. Impedance: 50 Ohms. 
RATING: 500 VRMS Max., +55°C. (+131°F.) 
Max. 


MODEL 


1469 LIST 21.30 


MINIATURE BINDING POSTS TO BNC MALE 


Converts a BNC female to miniature 12.70 (.500) 
spaced binding posts. 

UPPER: Miniature double binding post. Body 
with captive thumb nut, brass, gold plated. Ac- 
cepts miniature banana plugs. Polycarbonate 
insulation. One black and one red. 
INSULATION: ABS, black. 

LOWER: BNC male. Impedance: 50 Ohms. 
RATING: 500 VRMS Max., +50°C. (+122°F.) 
Max. 


MODEL 
3296 


BINDING POSTS TO MHV MALE 


This adapter converts MHV female to standard 
binding posts. Cross holes 4.22 (.166) dia. in plug 
body provide side stackup connections. 

UPPER: Double binding post. Body with captive 
thumb nut. Brass, nickel plated. Accepts standard 
banana plugs. Polycarbonate insulation. One black 
and one red. 

INSULATION: ABS, black. 
LOWER: MHV male. 
RATING: 5000 V Peak, +50°C. 


LIST 17.20 


(+122°F.) Max. 


MODEL 
3291 


LIST 29.50 
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BINDING POSTS TO BNC FEMALE 


Permits single or double banana plugs to be 
used with equipment having a BNC male. 
Cross holes 4.22 (.166) dia. in body provide 
side stackup connections. 

UPPER: Double binding post. Body with 
captive thumb nut, brass, nickel plated. Ac- 
cepts standard banana plugs. Polycarbonate 
insulation. One black and one red. 
INSULATION: ABS, black. 

LOWER: BNC female. Impedance: 50 
Ohms. 

RATING: 500 VRMS Max., +50°C. (+122°F.) 
Max. 


MODEL 
1452 


LIST 8.05 


BINDING POSTS 
TO TYPE "N" MALE 


Permits single or double banana plugs to be used 
with equipment having Type "N" female. Cross 
holes 4.22 (.166) dia. in body provide side stackup 
connections. 

UPPER: Double binding post. Body with captive 
thumb nut, brass, nickel plated. Accepts standard 
banana plugs. Polycarbonate insulation. One black 
and one red. 

INSULATION: ABS, black. 

LOWER: Type "N" male. Impedance: 50 Ohms. 
RATING: 1000 VRMS Max., +50°C. (+122°F.) 
Max. 


MODEL 
1796 


BINDING POSTS TO MINIATURE 
PHONE PLUG 


Permits single or double banana plugs to be used with 
equipment having three circuit phone jacks. Tip con- 
nected to hot side of adapter and ring connected to 
ground side. Sleeve, no connection. 

UPPER: Double binding post. Body with captive 
thumb nut, brass, nickel plated. Accepts standard 
banana plugs. Polycarbonate insulation. One black and 
one red. 

INSULATION: ABS, black. 

LOWER: Miniature phone plug. 

RATING: 500 V Peak, +50°C. (+122°F.) Max. 


MODEL 
5001 


BNC / BANANA/ BINDING POST ADAPTER KIT 


Kit contains one each: 


1269 BNC Female to Double Banana Plug 
1270 BNC Male to Double Banana Plug 
1296 BNC Male to Double Binding Post 
1452 BNC Female to Double Binding Post 
3283 BNC Female to Female 
3533 BNC Male to Male 

MODEL 

5510 


yi 


LIST 24.20 
ee ig.0s 
(.75) 30. a 
: fetta 


LIST 17.20 


BINDING POSTS 
TO UHF FEMALE 


Permits single or double banana plugs to be 
used with equipment having a UHF male. 
Cross holes 4.22 (.166) dia. in body provide 
side stackup connections. 

UPPER: Double binding post. Body with 
captive thumb nut, brass, nickel plated. Ac- 
cepts standard banana plugs. Polycarbon- 
ate insulation. One black and one red. 
INSULATION: ABS, black. 

LOWER: UHF female. Impedance: Non- 
constant. 

RATING: 500 VRMS Max., +50°C. 
(+122°F.) Max. 


MODEL 
1792 LIST 25.05 
BINDING POSTS 50s 
TO UHF MALE arte, 
Permits single or double banana plugs to be 19.05 > 
used with equipment having a UHF female. (.75) gs 


Cross holes 4.22 (.166) dia. in body provide 
side stackup connections. 

UPPER: Double binding post. Body with 
captive thumb nut, brass, nickel plated. 
Accepts standard banana plugs. Polycar- 
bonate insulation. One black and one red. 
INSULATION: ABS, black. 

LOWER: UHF male. Impedance: Non- 
constant. 

RATING: 500 VRMS Max., +50°C. 
(+122°F.) Max. 


MODEL 
1699 


BINDING POSTS TO PHONO PLUG 


with equipment having a phono jack. Ideal for —| (0-75) 
banana plug stackups or patch cords. 

UPPER: Double binding post. Body with cap- 
tive thumb nut, brass, nickel plated. Accepts 
standard banana plugs. Polycarbonate insula- 
tion. One black and one red. 

INSULATION: ABS, black. 

LOWER: RCA phono plug. 

RATING: 500 WVDC, +50°C. (+122°F.) Max. 


4729 LIST 14.20 


LIST 37.75 
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BINDING POSTS TO 
PJ-068/WE-309 PHONE PLUG 


Permits single or double banana plug to be used 
with equipment having three circuit phone jacks. 
Tip connected to red post, ring to black. Sleeve, 
no connection. Cross holes 4.22 (.166) dia. in 
plug body provide side stackup. 

UPPER: Double binding post. Body with 
captive thumb nut, brass, nickel plated. Accepts 
standard banana plugs. Polycarbonate insula- 
tion. One black and one red. 

INSULATION: ABS, black. 

LOWER: Phone plug, PJ-068 (equivalent to 
WE-309). 

RATING: 500 V Peak, 50°C. (+122°F.) Max. 


MODEL 
3365 


BINDING POSTS TO 
PHONE PLUG 


Permits single or double banana plug to be used 
with equipment having phone jacks. Cross holes 
4.22 (.166) dia. in plug body provide side stackup. 
UPPER: Double binding post. Body with cap- 
tive thumb nut, brass, nickel plated. Accepts 
standard banana plugs. Polycarbonate insula- 
tion. One black and one red. 

INSULATION: ABS, black. 

LOWER: Standard phone plug. 

RATING: 500 WVDC, 50°C. (+122°F.) Max. 


MODEL 
1285 


LIST 29.80 


30.23 
pet (1.19) 


30.23 
(1.19) 


bee 


LIST 11.50 


BINDING POSTS TO PJ-051/WE-310 PHONE PLUG 


Permits single or double banana plug to be used 
with equipment having three circuit phone jacks. 
Tip connected to hot side of adapter and ring 
connected to ground side. Sleeve, no connection. 
Cross holes 4.22 (.166) dia. in plug body provide 
side stackup. 

UPPER: Double binding post. Body with captive 
thumb nut, brass, nickel plated. Accepts standard 
banana plugs. Polycarbonate insulation. One black 
and one red. 

INSULATION: ABS, black. 

LOWER: Phone plug, PJ-051 (equivalent to WE- 
310). 

RATING: 500 V Peak, + 50°C. (+122°F.) Max. 


MODEL 
2112 


BNC FEMALE 
TO PHONE PLUG 


Permits BNC male to be used with equipment hay- 
ing standard 6.35 (.250) dia. phone jacks. Readily 
adapts equipment to available BNC coaxial cables. 
All metal construction to insure proper shielding. 
UPPER: BNC female. Impedance: 50 Ohms. 
LOWER: Standard phone plug. 

RATING: 500 VRMS, +125°C. (+257°F.) Max. 


MODEL 
1297 


©ITT Pomona 1500 East Nintu St. 


30.23 


ee 
eet 
(1.19) 


6.35 / 
( 250) —> = 
Dia a) 
ba! 
EIS Ts17:15 
iY 73 
(.58) —» ul 
Dia. i Fs ri 
I) 62.48 
(2.46) 
6.35 
(.250) Dia. 
30.23 
(1.19) 
LIST 8.75 


BNC FEMALE 
TO PJ-051/WE-310 PHONE PLUG 


Permits BNC male to be used with equipment having three 

circuit phone jacks. Readily adapts equipment to available 

BNC coaxial cables. Tip connected to inner contact of con- 

nector and ring connected to shell. Sleeve, no connection. 

UPPER: BNC female. Impedance: 50 Ohms. 

INSULATION: ABS, black. 

LOWER: Phone plug, PJ-051 (equivalent to WE-310). 

RATING: 500 V Peak, 50°C. (+122°F.) Max. 42.70 
(50) ‘| 14 
Dia. Hi] 


MODEL 
2798 LIST 16.75 
BNC FEMALE TO MINIATURE 
PHONE PLUG 
Permits BNC male to be used with equipment aa) 
having miniature phone jacks. Readily adapts Ba 1} 
equipment with BNC jacks through the use of BNC bel © | 
coaxial cables. Tip connected to inner contact of i = 
connector and ring connected to shell. Sleeve, no 
connection. 66.80 
UPPER: BNC female. Impedance: 50 Ohms. : 9 63 
INSULATION: ABS, black. 1@ (2.63) 
LOWER: Miniature phone plug. : 
RATING: 500 V Peak, 50°C. (+122°F.) Max. 4.39 
(.173)> =< 
Dia. 
MODEL 
4719 LIST 15.90 


BNC FEMALE TO 
PJ-068/WE-309 PHONE PLUG 


Permits BNC male to be used with equipment hav- 
ing three circuit phone jacks. Readily adapts 
equipment to available BNC coaxial cable. Tip 
connected to inner contact of connector and ring 
connected to shell. Sleeve, no connection. 
UPPER: BNC female. Impedance: 50 Ohms. 
INSULATION: ABS, black. 

LOWER: Phone plug, PJ-068 (equivalent to WE- 
309). 


RATING: 500 V Peak, 50°C. (+122°F.) Max. 


MODEL 


1794 LIST 27.50 
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PHONE/PHONO ADAPTERS 


PHONE JACK 


TO BNC MALE 


Permits a standard 2 conductor 6.35 (.250) dia. phone plug to 
be used with equipment having BNC female. All metal 
construction to insure proper shielding. 

UPPER: Phone jack. Accepts standard 6.35 (.250) dia. 
phone plug, 30.23 (1.190) long. 

LOWER: BNC male. Impedance: 50 Ohms. 

RATING: 500 VRMS Max., +125°C. (+257°F.) Max. 


MODEL 

4043 
BNC FEMALE TO TYPE "F" 12.70 
MALE PUSH-ON (.50) 


This adapter allows equipment, such as TVs, com- Dia. 


puters, etc. using type "F" females to be used with 
equipment with BNC males. : 

UPPER: BNC female. 

LOWER: Push-on Type "F" Male. Brass, nickel 
plated. 

RATING: 500 VRMS Max., Impedance: 50 Ohms, 
-65°C., (-85°F.) to +165°C. (+329°F.). 


LIST 20.05 


PHONE JACK TO 
BNC FEMALE 


This adapter allows a cable with a 2 con- 
ductor 6.35 (.250) dia. phone plug to be 
attached to a cable with a BNC male. All 
metal construction for proper shielding. 
UPPER: Phone jack. Accepts standard 
6.35 (.250) dia. phone plug. Brass, nickel 
plated. 

LOWER: BNC female. Impedance: 50 
Ohms. 

RATING: 500 VRMS Max., 
(+185°F.) Max. 


+85°C. 


MODEL 
4026 


BNC FEMALE TO TINI PLUG 


Permits BNC male to be used with equip- 
ment having tini jacks. Readily adapts 
equipment to available BNC coaxial cables. 
All metal construction to insure proper 
shielding. 

UPPER: BNC female. 
Ohms. 

LOWER: 2 conductor tini plug. 
RATING: 500 VRMS Max., +125°C. 
(+257°F.) Max. 


Impedance: 50 


MODEL 
3837 


LIST 15.20 — 


3.58 


——(.141) Dia. 


LIST 9.85 


__ MODEL ~ BNC FEMALE TO MICRO PLUG 
4941 LIST 12.15 Permits BNC male to be used with equipment 
having micro jacks. Readily adapts equipment to 
BNC FEMALE TO 2.29 ( 090) VIDEO PLUG available BNC coaxial cables. All metal construc- 
; A ne ai tion to insure proper shielding. 
Permits BNC male to be used with equipment UPPER: BNC female. Impedance: 50 Ohms. 
having Western Electric 2.29 (.090) video plugs. LOWER: 2 conductor micro plug. 
UPPER: BNC female. Impedance: 50 Ohms. RATING: 500 VRMS Max., +125°C. (+257°F.) 
LOWER: Video plug (equivalent to WE-090). Max. 
RATING: 500 VRMS Max. 12.70 
9.65 71.88 a en 
(.38) (2.83) | 105 
Dia. | 5 (.097) Dia. 
Jeoaane ome MODEL 
- 4267 LIST 10.85 
MODEL f 
5008 LIST I AS BNC FEMALE TO PHONO PLUG 
: Permits BNC male to be used with equipment having 
phono jacks. Readily adapts equipment to available 
BNC FEMALE TO PHONO PLUG ian BNC coaxial cables. All metal construction to insure 
Permits BNC male to be used with equipment 4 > Dia proper shielding. (See also model 5319). 
having phono jacks. Similar to model 2957, except ; UPPER: BNC female. Impedance: 50 Ohms. 49.53 
for length and contact plating. 9 bE f LOWER: Phono plug, brass, nickel plated. (1 95) 
UPPER: BNC female. Nickel plated center con- . Ei RATING: 500 VRMS Max., +102°C. (+216°F.) ; 
tact. Impedance: 50 Ohms. | : | Max. 
LOWER: Phono plug. Brass, nickel plated. alt 38.86 
RATING: 500 VRMS Max., +102°C. (+216°F.) | (1.53) 3.18 
Max. if: Max. (.125) -_— 
3.18 , MODEL Dia. 
(125) —+1}—~— — 7QR7 
MODEL Dia. « Pie abe: 2957 LIST 7.50 
5319 LIST 4.75 PHONO JACK TO BNC MALE 
Permits phono plug to be used with equipment 
PHONO JACK TO having BNC females. Quickly converts a cable 
TYPE "F" MALE PUSH-ON with a phono plug to a BNC male. All metal 
This adapter is a must for the home com- 61 24 construction to insure proper shielding. 
puter user. It allows a phono cable to be ey UPPER: Phono jack. Brass, nickel plated. 
plugged into the type "F" female connector = LOWER: BNC male. Impedance: 50 Ohms. 
in the rear of TV sets. “als GEE RATING: 500 VRMS Max., +125°C. 
UPPER: Phono jack. Brass, nickel plated. (+257°F.) Max. 
LOWER: Type "F" male, push-on. 
RATING: +50°C. (+122°F.) Max. 
penODEL MODEL 
4984 LIST 10.20 4054 LIST 13.05 
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_ INSULATED MINIGATOR CLIP 


TO BANANA JACK 


MATERIAL: Minigator clip, steel. Ba- 
nana jack, brass. Accepts standard banana 
plug. 

FINISH: Minigator clip, nickel plated. 
Banana jack, tin plated. 

INSULATION: Vinyl. 

RATING: +50°C. (+122°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


liste oqemee 
MODEL 


3448-* LIST 2.00 


INSULATED MINIGATOR CLIP TO PIN JACK 


MATERIAL: Minigator clip, steel. Pin 
jack body, brass. Spring, beryllium copper. 
Accepts 2.03 (.080) dia. pin. 

FINISH: Minigator clip, nickel plated. 
Pin jack, gold plated. 

INSULATION: Vinyl. 

RATING: +50°C. (+122°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


(unassembled) 
1 clip and 1 insulator per pkg. 


pa Sai ee 
MODEL 


3491-* LIST 2.65 


INSULATED ALLIGATOR CLIP TO BANANA JACK 


MATERIAL: Alligator clip, steel. Accepts 
standard banana plug. 

FINISH: Nickel plated. 
INSULATION: Vinyl. 

RATING: +50°C. (+122°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


(unassembled) 
1 clip and 1 insulator per pkg. 


54.86 (2.16) 
MODEL 
ee (NASSEMpDIed) LIST 5.50 PKG 
2240-* 10 clips and 10 insulators per pkg. (Pkg Ten Per Color) 


GOLD PLATED INSULATED ALLIGATOR CLIP 
TO BANANA JACK 


MATERIAL: Alligator clip, copper. Accepts 
standard banana plug. 

FINISH: Gold plated. 
INSULATION: Vinyl. 

RATING: +50°C. (+122°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


La eee ame 


LIST 2.10 


MODEL 
3289-* 


(unassembled) 
1 clip and 1 insulator per pkg. 


INSULATED ALLIGATOR CLIP TO PIN JACK 


MATERIAL: Alligator clip, steel. Pin 
jack body, brass. Spring, beryllium cop- 
per. Accepts 2.03 (.080) dia. pin. 
FINISH: Alligator clip, nickel plated. 
Pin jack, gold plated. 

INSULATION: Vinyl. 

RATING: +50°C. (+122°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


~ 2A aes 
Leer eee.) 


LIST 15.00 PKG 


(Pkg Ten Per Color) 


MODEL 
1437-* 


(unassembled) 
10 clips and 10 insulators per pkg. 


INSULATED MINIGATOR CLIP TO 
0.64 (.025) SQUARE PIN 


IST END: Minigator clip, steel, nickel plated. 

INSULATION: Vinyl. 

2ND END: 0.64 (.025) Square Pin, phosphor 

bronze, gold plated. 

RATING: 1000 WVDC, 3 Amps, 

(+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 
MODEL 


5363-* 


+50°C. 


2.97 
Peel (117) sa. 
SSSSIP TF Access Hole LIST 2.85 


HEAVY DUTY ALLIGATOR CLIP 


Grips up to 9.5 (.37). Protected up to 250V 
when properly used. Overall length 81 (3.14). 
MATERIAL: Alligator clip, tinned brass. 
INSULATION: Plastic. 
RATING: 250V. Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 
5785-* 


LARGE ALLIGATOR CLIP WITH SCREW 


Test up to 10 (.39) Dia. . Screw connection for 
wires up to 18 AWG (2.4mm). Overall length 
SOSIGal7): 

MATERIAL: Alligator clip, tinned brass. 
INSULATION: Plastic. 

*STD COLORS: -0 Black, -2 Red. 


LIST 3.45 


MODEL 


5786-* LIST 2.63 


MEDIUM ALLIGATOR CLIP 


Plastic insulated with Standard 4mm Banana 
Jack. Overall length 56 (2.20). 
MATERIAL: Alligator clip, tinned brass. 
INSULATION: Plastic. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 
9787-* 


MINIATURE ALLIGATOR CLIP 


Plastic insulated with miniature 2mm Banana 
Jack. Overall length 40 (1.57). 
MATERIAL: Alligator clip, tinned brass. 
INSULATION: Plastic. 

*STD COLORS: -0 Black, -2 Red. 


LIST 2.53 


MODEL 


ane vara LIST 13.80 PKG 
5788-* 


(Pkg Ten Per Color) 


DISPOSABLE ALLIGATOR CLIP 


Features button fix/release for lead retention. 
Standard 4mm Banana Jack. Overall length 53 
(2.09) 

MATERIAL: Alligator clip, tinned brass. 
INSULATION: Plastic. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 


sss bibechartconl LIST 9.80 PKG 
5791-* 


(Pkg Ten Per Color) 
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COAXIAL ADAPTERS 


ADAPTERS WITHIN SERIES 


SHELL: Brass, tarnish resistant plated. 
INSULATION: Teflon. 

CENTER CONTACT: Male, brass. Fe- 
male, beryllium copper. Gold plated. 
RATING: 500 VRMS Max.(Except as 
noted.), -65°C. (-85°F.) to +165°C. (+329°F.) 
IMPEDANCE: 50 Ohms. 


See pg. 43 for Coaxial Adapter Kit. 


33.02 
= 30) a 


—— | 


26.16 

(1.03) 
eas} 
FIG. 4 


33.27 - 
a (1.31) Max. —> | 
a 17.46 
{a Piae ; 
(.44) Dia. 
FIG. 1 
See Cutout 1 
33.02 23.31 


i (1 adie 


33.02 
| (1.30) Max. 


3 : 16.00 i 16.00 20.07 
1 | (.75) (63) (lem 63) Dia. (.79) Dia. 
f Across Dia. ‘eammmummtls al (63) 
f. 5 Hex 1 rw, i he. S 
| f U2-28NEF2 
1/2-28 NEF-2 FIG. 9 (1.28) Max. =4 
FIG. 8 See Cutout 2 
See Cutout 2 — clic 
a) Mounting hardware is isolated from outerconductor of BNC. ace 
b) Leakage rate less than 10” cc/sec of tracergas at one atmosphere. 32.52 (: , 
Special (1.28) 
FIG. | MODEL Eaaiiree LIST 
BNC (f/f) 1 FIG. 12 4 FIG. 13 
2 7.80 44.96 (1 ie Tami 
( 3 10.25 | (1.77) Max. | 
BNC (f/m/f)} 4 | 3285 10.95 site ar hae pT eae 3 
BNC (f/f/f) 5 | 3284 12.10 rik (comes 
BNC (m//f)| 6 | 4896 16.90 f : . 
7 L FIG. 15 
BNC (f/m) 7 3534 9.50 11.18 
Hermetically (.44) Dia. FIG. 15 
BNC (f/f) 8 3847 Sealed b) 10.95 “ 
SOND 8 |e Sea See Cutout 3 r 
BNC (f/) 9 | 3846 Shera 13.40 3-56 Kapadia eg 
round a) THD (.125 Dia.) | 
N° (f/f) 10 3841 9.20 4 PLCS. ey 12.70 i HE, 
eT .500) 18.24 
N'(m/m) | 11 | 3842 |Operatin 10.30 ° € (-91 
Vaaae : 12.70 a Dia ft (.718) Sq. 
N" (f/m) 12 | 3843 16.00 (500) Sq 
sD 1000 VRMS Max. eS ; & at 
N" (f/f) 5 4956 18.40 q iat 16.28 
N'(f//) 14 | 5089 18:35), pangs Teen ee ee oat 94 (.641) 
Tc (if) | 15 | 4940 7.95 2.29 (.09) Cutouts (004 Cutout2 ~ (.470) Dla. Cutout 3 
BNC WITHIN SERIES ADAPTER KIT 
Kit contains one each: 
3283 BNC Female to Female 
3284 BNC T (Female/Female/Female) 
3285 BNC T (Female/Male/Female) 
3533 BNC Male to Male 
3534 BNC Right Angle Male to Female 
4896 BNC T (Male/Female/Female) 
MODEL 
ate LIST 55.00 
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ADAPTERS BETWEEN SERIES | 


SHELL: Brass, tarnish resistant plated. 
INSULATION: Teflon. (Models 3286 & 
3287, rexolite.) 38.10 


CENTER CONTACT: Male, brass. Female, (1.50) (1. 24) as me 

beryllium copper. (Except as noted.) Gold Max. 

plated. pS GE ment cc 20.07 

RATING: 500 VRMS Max., -65°C. (-85°F.) f Tint = 16.00 ( SS 79) Di 

to +165°C. (+329°F.) (Except as noted.) - (.63) Dia pia) ha 

IMPEDANCE: 50 Ohms. (Except as noted.) sm i oar t 
FIG. 1 FIG. 2 


32.26 


34.54 
<— (1.36) Max. (1.27) as | 
aay | 


FIG. 5 
FIG. | MODEL Special Features Temp. Range a8 
PAIN 35.56 é 
Buc(m/'n() | 1 [| 3535 | 10.75 (1.40) —+| (1.27 am 
an a = BC. Care Tr ia. Ta r _— oie Rae 15.24 
HF 3287 os. Bronze Contac saiitith 60 
enwn|s [= |Sammeas Seale feo SD 
. me 7 A, 
-55°C. (-67°F.) to yee ae 
oe Beryllium Copper Male < 
BNC (m) /TNC (f) | 5086 10.25 
BNC (f) /TNC (m) 11.45 
j TRIAXIAL ADAPTERS WITHIN SERIES, FEMALE 
35.31 38.10 
(1.39) Max. Zl ee (pee 
Max | 
19.05 2 , 08 ees ome 
Y : =a one = 2-70 
(75) {- . ai errs 
Dia, Tascam By pie J % = bis 
MODEL 5178 MODEL 5278 12.70 MODEL 5290 
See Cutout ra a ee 
ia 
Special 11.44 3 
MODEL | Features| LIST (.470) C+} 


5178 2 Lug 16.05 f Cutout Max. Panel 


5278 | 3Lug | 14.35 Thickness 
5290 | 2Lug | 15.10 6.35 (.25) 


TRAXIAL TO BNC ADAPTERS 38.10 
bn (1.50) = 
Max { 
/ pn 5 ae ag af) 
a via ear 54 14.48 
4 (ean Pf) \ <i eas a4 (57) 
i ;} 197 1e) Wy scapes ae gd Dia 
~~ NES 3 a 
BNC BNC TRIA oo 
TRIAX IAX | ae aa 
| oe | (1.39)——_>- | 
EEN Max 
TYPE | FIG. | MODEL wens 
- 2 =. 14.48 . ! * wie 
3 Lug Triax (f)/BNC (m) | 1 5 on pm (57) Dia eo cae ty bane 
j 2 Lug Triax (f)/BNC (m) 2 - oo =. SY 
BNC (f)/2 Lug Triax (m) 3 19.10 
BNC (f)/3 Lug Triax(m) | 4 5300 | 17.50 FIG. 3 FIG. 4 
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UNIVERSAL ADAPTER KITS 


Model 5698 and 5748 Adapter Kits allow users to make their 
own adapter combinations, such as SMA to BNC or BNC to 
double banana plugs. Adapter ends are joined with coupling 
nuts. Simply choose“your own combination. All connectors 
feature gold plated center contacts and silver plated bodies. 


Rating: 

Operating Temperature 

Coaxial connectors: 
-67°F. to +302°F. (-55°C. to +150°C.) 

Banana Plug/Binding Post adapters: 
+122°F. (+50°C.) Max. 

Nominal Impedance: 

BNC, SMA, TNC, "N", sampler: 
50 Ohms. 

"F": 75 Ohms. 

RCA, UHF: Non-constant. 


Operating Voltage 
"N" 


Binding Posts: 500 VRMS Max. 


TREES 


100 VRMS. 


UNIVERSAL ADAPTER KIT 


The Universal Adapter Kit, Model 5698 
contains 2 pes. each: BNC Male, BNC 
Female, TNC Male, TNC Female, SMA 
Male, SMA Female, "N" Male, "N" Fe- 
male, four intermediate Couplers, one 
Double Banana Plug and one Double 


couplers: 1,000 VRMS Max. 
BNC, TNC, UHF, "F", Banana Plugs, 


SMA connectors: 335 VRMS Max. 


Materials and Finish: 
BNC, SMA, TNC, "F","N", UHF, coupler 
Center Contact: Gold plated phos 
phor bronze 
Dielectric: Teflon 
Shell: Silver plated brass. 
Double Banana Plug 
Banana Plug: Nickel plated beryllium 
copper spring. 
Coupler: Gold plated brass contact. 
Insulation: ABS, black. 


MAXI UNIVERSAL ADAPTER KIT 


The Maxi Adapter Kit, Model 5748 con- 
tains 2 pes. each: BNC Male, BNC Female, 
TNC Male, TNC Female, SMA Male, SMA 
Female, "N" Male, "N" Female, UHF Male, 
UHF Female, Mini UHF Male, Mini UHF 
Female, "F" Male, "F" Female, RCA Male, 


Double Binding Post Adapter 
Binding Post: Nickel plated brass. 
Polycarbonate insulation, one black 
and one red. 

Insulation: ABS, black. 
Coupler: Gold plated brass center 
contact. 


UNIVERSAL ADAPTER KITS 


RCA Female, six intermediate Couplers, 
one Double Banana Plug, one Double 
Banna Jack and one Sampler. 


Banna Jack. 


MODEL | LIST MODEL | LIST 
5698 | 109.00 5748 | 219.00 
ADAPTER KIT ACCESSORIES Coupling nut Model! | Used in Kit No. LIST Coupling nut | Model | Used in Kit No. | List 
Adapter to No. | 5698 | 5748 gab No. | 5698 | 5748 
Individual adapters for the Uni- a 
ees ape eae eh ail. BNC (m) 9735 - - 4.20 Mini UHF (m) 9753 2 3.50 
wes BNC (f) 5739 2 2 | 3.40 | Mini UHF (f) 5757 2 han 
TNC (m) | 5736 2 2 4.20 RCA (m) 5754 2 5.50 
TNC (f) | 5740 2 2 3.50 | RCA (f) 5758 2. (£570 
SMA (m 5737 | 2 2 | 3.60 F (m) 5755 2 4.80 
SMA (f) 5741 | 2 29 | 3.30 | Fff) 5759 2 5.10 
I (m 5734 2 2 | 4.60 | Coupler 5742| 4 6 | 3.40 
! 5738 2 2 | 3.70 | DbliBananaPlug | 5743] 1 1 | 10.90 
UHF (m) 5752 2 2 | 4.60 | Dbl Binding Post} 5744) 1 1 |13.20 
UHF (f) 5756 | 2 2 3.50 | Sampler 5760 1 116.00 
UNIVERSAL COUPLING NUT CABLE ASSEMBLY 
This cable allows the user to make cable assem- 
blies from any of the coaxial adapters in the 
Universal or Maxi Adapter Kits. Individual 
connectors can be threaded onto the coupling .# 
nut on each end of the cable for additional ~~ 
utility 
ae : 
MODERR ae way et IST END: Threaded Cou-  CABLE:RG S8C/U_ O.D. 4.95 (.195) 2ND END: Same as first end. 
5749-36 | 914.4 (36.0) 7.50 pling Nut. Gold plated cen- O.D. 
5749-72 | 1828.8 (72.0) | 9.50 aay 
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“ (A 14.99 Dia. 


i 


25.40 (1.00) 


26.42 (1.04) 


20.07 Dia. 17.78 (.70) 
(.79) Dia. 


SYsaldVdV VINS 


FIG. 9 


STYLE FIG.| MODEL | LIST 
SMA (m)/BNC (m) 25.85 | ; 
SMA(my/BNC(f) | 2 | 4290 | 20.40 = iv 
SMA (f)/BNC (m) 26.80 = =e ceaye 
SMA (fy/BNC(f) | 4 | 4291 | 20.70 Se ees 
SMA(m)/TNC(m) | 5 | 4292 | 35.50 f 
SMA(myTNC(f) | 6 | 4294 | 27.35 FIG. 13 
SMA (fYTNC(m) | 7 | 4293 | 30.95 
SMA (f/TNC(f) | 8 | 4295 | 27.55 
SMA (m)/TNC (m) | 9 | 4296 | 32.95 

Second 


SMA (m)/"N" (f) 4298 | 27.30 
SMA (f)/"N’ (m) 30.80 
SMA (f)/'N" (f) 12 | 4299 | 23.60 
’ SMA (mm) | 13 | 4283 | 28.70 


14.99 
(.59) 


‘ . Max. 


5.59 Across Flats 
(.22) 


SMA (fi) | 14 { 4285 | 40.50 
SMA (f/m) | 15 | 4282 | 41.40 


SMA (f/f) 16 | 4284 28.65 


FIG. 16 
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BNC 50 OHM ATTENUATORS 


For use with pulse, microwave, or 
UHF instruments. 50 Ohm, metal 
film resistor, deposited nichrome over 
ceramic core, 2 Watt T-Pad network. 
White nylon anti-roll sleeve. 
SHELL: Brass, tarnish resistant 
plated. 

INSULATION: Teflon. 
CENTER CONTACT: Male, brass. 
Female, beryllium copper. Gold 
plated. 

RATING: 10 VRMS Max., 2 Watts 


@ 25°C. . | 
eee ooh Se 


50.29 
(1.98) Max. 


ss 


LIST 49.95 


Attentuation 
Tolerance 


Attentuation 


4108-3dB 3dB 1.1. to 1GHz +0.4 dB to 1GHz 
4108-6dB 6dB 1.2 to 2GHz +0.45dB to 2GHz 
4108-10dB 10dB 1.35 to 4GHz +0.65dB to 4GHz 
4108-14dB 14dB 1.45 to 6GHz +0.75dB to 6GHz 
4108-20dB 20dB 1.65 to 8GHz +1.0 dB to 8GHz 


BNC FEED-THRU SERIES CAPACITOR 


Provides a DC block for sensitive RF mea- 
surements. 

SHELL: Brass, tarnish resistant plated. 
INSULATION: Teflon. 

CENTER CONTACT: Male, brass. Fe- 
male, beryllium copper. Gold plated. 
RATING: 1000 pF, 600 VDC, +102°C. 4 
(+216°F.) 


MODEL Leer, - 
5297 ee a LIST 20.95 


BNC RESISTOR TERMINATED MALE PLUG 


Ideal for terminating coaxial lines. 1%, 
'/2 Watt, deposited carbon resistor. 
88.9 (3.5) bead chain with 3.56 (.14) 
dia. hole in lug. Resistance value 
marked on white nylon anti-roll sleeve. 
SHELL: Brass, tarnish resistant 
plated. 

INSULATION: Teflon. 

CENTER CONTACT: Brass, gold 
plated. 

RATING: Frequency Range: DC to 
500 MHz, Power: 1.2W @ 70°C. Max. 


36.58 
(1.44) Max. 


MODEL Resist. in Ohms 


3840-50 50 Dia. 
3840-75 75 

3840-93 93 vow 
3840-100 = 
3840-600 


LIST 8.95 
TYPE "N" RESISTOR TERMINATED MALE PLUG 


Ideal for terminating coaxial lines. 1%, 1 6g, 

Watt, deposited carbon resistor. 127 (5.0) & “se, 
bead chain with 3.56 (.14) dia. hole in lug. A gS 
Resistance value marked on white nylon & § 
anti-roll sleeve. > 
SHELL: Brass, tarnish resistant plated. a 
INSULATION: Teflon. * 
CENTER CONTACT: Brass, gold plated. 7) 
RATING: Frequency Range: DC to 500 o. 
MHz, Power: 1W @ 70°C. Max. ) 


52.58 
(2.07) Max. 


MODEL | Resist. in Ohms a 
4240-50 50 Se 
4240-75 75 owt) 
4240-600 


ax 


ae Dia 


LIST 18.55 


50.29 
(1.98) Max. 


BNC FEED-THRU RESISTOR 


Ideal for adding in-series resistance to 
coaxial lines with BNC connectors. 
1%, 2 Watt, non-inductive film resis- 
tor. Resistance value marked on white 
nylon anti-roll sleeve. 

SHELL: Brass, tarnish resistant 
plated. 

INSULATION: Teflon. 

CENTER CONTACT: Male, brass. 
Female, beryllium copper. Gold 
plated. 
RATING: Frequency Range: DC to 
500 MHz, +102°C. (+216°F.) Max. 


MODEL 


4391-25 
4391-50 50 
4391-75 Ue) 
4391-93 93 
4391-600 600 


BNC FEED-THRU TERMINATION 


Ideal for terminating pulse, microwave 
or UHF instruments in their character- | 


Resist. in Ohms 


LIST 22.95 


istic impedance. Termination carbon 
film resistor, deposited over ceramic 
core, 2%, 2W. Resistance value 
marked on white nylon anti-roll sleeve. 
SHELL: Brass, tarnish resistant 
plated. 

INSULATION: Teflon. 

CENTER CONTACT: Male, brass. 
Female, beryllium copper. Gold 
plated. 

RATING: Frequency Range: DC to 
500 MHz, +102°C. (+216°F.) Max. 


ead 


36.83 
) Max. | 
My 


MODEL Resist. in Ohms 

4119-50 

4119-75 15 

4119-93 93 

4119-600 600 LIST 39.95 


BNC TERMINATION KIT 


Kit contains one each: 


3840-50 50 Ohms 
3840-75 75 Ohms 
3840-93 93 Ohms 
3840-100 100 Ohms 
3840-600 600 Ohms 
MODEL 
5512 LIST 41.00 


BNC 50 OHM ATTENUATOR KIT 


Kit contains one each: 


4108-3dB 3dB Attenuation 
4108-6dB 6dB Attenuation 
4108-10dB 10dB Attenuation 
4108-14dB 14dB Attenuation 
4108-20dB 20dB Attenuation 
MODEL 
5513 LIST 225.00 
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BULKHEAD RECEPTACLES 


LL: Brass, tarnish resistant plated. (SMA, 
lium copper, gold plated.) 
IN ATION: Teflon. 

_CENTER CONTACT: Male, brass. Female, 
, lium copper. (UHF, phosphor bronze.) 
old plated. 

RATING: 500 VRMS Max., (Type N, 1000 
VRMS Max., SMA, 335 VRMS Max.) -65°C. 
_ (-85°F.) to +165°C. (+329°F.) 

IMPEDANCE: 50 Ohms (Except as noted.) 


+ 


3/8-32 NEF-2 3/8-32 NEF-2 


(.58) 
Dia. 


net 33. 53 

(1.32) Max. 

FIG. 2 

3/8-32 Cutout 2 
NEF-2 

14.73 

7/16-28 NEF-2 -—— (.58) 


(7.21) Max. ee 
FIG. 3 FIG. 4 0 IN ss / 
Cutout 1 
Cutout 1 | 34.29 | | 
peememag (1235) axe 0 be 
Special Max. Panel LIST FIG. 5 
Features Thickness Cutout 1 
a a 
75 Ohms _c) re aa 
Cie al 
Pressurized D D 
FIG. 6 t f 
Hermetically Cutout 1 
Sealed b) Cutout 1 Cutout 2 
PANEL CUTOUTS 
a) Rated to 50 PSI. 
b) Leakage rate less than 10” cc/sec of tracer 
gas at one atmosphere. 
3 Gold Plated c) Standard BNC interface. 
ISOLATED GROUND FEMALE BULKHEAD RECEPTACLES 
These connectors have the outer conductor isolated 27.94 33.53 
from the panel. Excellent for use with equipment +—(1.10)- (1.32) 27.94 
requiring a floating ground. Mounts in panels up to Max. 4b pes ve a vad 
4.57 (.18) thick. é — 
SHELL: Brass, tarnish resistant plated. 16.00 Axe “49.97 amma : 
INSULATION: Teflon. (Except as noted.) (.63) iw hd ie — ay ili 
CENTER CONTACT: Beryllium copper, gold Dia. Max. “#*- : i Afb : 
plated. } 7 \ —— a 
RATING: 500 VRMS Max., -65°C. (-85°F.)to ‘ 
+165°C, (+329°F.) (_ 1/2-28 NEF-2 yea 1/2-28 NEF-2 
IMPEDANCE: 50 Ohms (Except as noted.) FIG. 1 FIG. 2 FIG. 3 


See Cutout 1 


See Cutout 2 See Cutout 1 


Special 
Features LIST 12.70 953 
7.85 (500) >} (.375) > 
BNC () | 1 | 5348 | 75 Ohms a) | 9.10 ‘a ae 11.94 Dia. eats 8.89 
Impedance te (.470) ___(.350) 
BNC (f) 5148 | Valox insulation] 8.25 4 
TNC (f) | 3 | 5084 7.95 a) Standard BNC interface. CUTOUT 1 CUTOUT 2 
SMC BULKHEAD, MALE (JACK) SMB BULKHEAD, MALE (JACK) - 
5.08 5.08 aed —<+— (82) 
(.200) Dia. | (.200) via. | Max. 
a O ar 
| JA! 15:75 
4.57 | f 4.57 a | f z= (62) 
CL) age ea (180) ne oS os 
PANEL CUTOUT PANEL CUTOUT - 
) MODEL MODEL 
5374 LiSTs5,15 5383 LIST 5.45 
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PANEL / BULKHEAD RECEPTACLES 


TRIAXIAL BULKHEAD RECEPTACLES, FEMALE 


SHELL: Brass, tarnish resistant plated. 
INSULATION: Teflon. 
CENTER CONTACT: Male, brass. Female, be- 


ryllium copper. Gold plated per requirements of 12.70 
MIL-C-49 142. — i 50) 
RATING: 500 VRMS, Frequency Range: DC to Dia 
500 MHz, -65°C. (-85°F.) to +165°C. (+329°F.) ; 
33.27 io 
(1.31) I 
Max. Max. 
7/16-28 | i 


NEF-2 3/8-32 


NEF-2 MODEL 4388 
See Cutout 1 See Cutout 2 
19.05 
a) Leakage less than 10” cc/sec tracer — >| ee 
gas at one atmosphere. Dia. 
b) Mounting hardware is isolated from , ea ion tea 
outer conductor. — a ba ia 3 a iE 641 
| Dia. (Bed Dia. bee Dia. f 


Special Features 


eth 8.89 15.24 33.78 |e 
C4ifjoes (.350)___ twace: (1.33) 
t t f = 


Hermetically 


2Lug | Sealed a) | , 5/8-24 
NEF-2 
pats b) 17.60 Cutout 1 Cutout 2 Cutout 3 
ae Max. Panel Thickness Max. Panel Thickness — Max. Panel Thickness MODEL 5091 
3 Lug 13.20 3.56 (.14) 6.35 (.25) 6.35 (.25) SEE FIG. 3 


PANEL RECEPTACLES 


SHELL: Brass, tarnish resistant plated. 
INSULATION: Teflon. 

CENTER CONTACT: Male, brass. Female, 
beryllium copper. (UHF, brass.) Gold plated. 
RATING: 500 VRMS Max. (Except as noted) 
-65°C. (-85°F.) to +165°C. (+329°F.) 
IMPEDANCE: 50 Ohms. 


(1.10) Max. 
Flange Thickness 2.29 (.09) FIG. 3 
3.18 3.18 
(.125) Dia. (.125) Dia. | 
& & al © ¢ 
Special 13.49 18.2 
TYPE | FIG. | MODEL | Features (531), (718) Sq 
BNC (m) | 1 ok o> oO ote 
BNC (f) | 2 | 2451 4.00 (1.14) Max. ee ee 
rim [3 | 2454 | Operating FIG. 4 Moats Dia. 
oltage 
SMA PANEL RECEPTACLES 
ae ; 4.11 
SHELL: Models 4809 & 4808, Passivated DIELECTRIC 4.11 , DIELECTRIC 9) Dj 
Steel. Models 4850 & 4849, Stainless Steel, \ ee a oe Dia. 
gold plated. -annenet-44 1 
INSULATION: Teflon. \ al, =—- 197 
CENTER CONTACT: Beryllium copper, essai | 4 t_/ 950) Dia. 
gold plated. 3 
RATING: 335 VRMS Max., Impedance: 50 _,| 9-53 |- 
Ohms, -65°C. (-85°F.) to +165°C. (+329°F.) (.375) 
| 27.43 
( 1.08 ) 
Teer USOeteres FIG. 1 
(.500) 
8.64 
aie A 340) 14.73 


ay | es a 
——  ———— 
2.59 (4 PLACES) Nal 4 1 Scant 
(.102) Dia (.050) 
PANEL CUTOUT FIG. 3 FIG. 4 


Flange thickness 1.65 (.065) 
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_ RFIVEMC CONNECTOR FLANGE GASKET 


This RFI/EMC connector flange gasket has an 
adhesive back for simple installation. Monel 
metal fibers imbedded in this silicone rubber 
_ gasket suppresses RFI/EMC radiation. Model 
4780 fits standard BN/BNC flanges and Model 
4795 fits standard type "N" and UHF flanges. 


42: 70 (50) 
18.30 (.72) 


11.10 (.437) 
15.88(.625) 


2.77(.109) 
4.37(.172) 


17.53(. 69) 


25.40(1.00)| 4.00 


RIGHT ANGLE FEMALE PC MOUNT 


Permits the installation of aright angle 
BNC female directly toa'/16" printed 
circuit board. 

SHELL: Brass, tarnish resistant 
plated. 

INSULATION: Teflon. 

CENTER CONTACT: Beryllium 
copper. Gold plated. 

PC PINS: Brass, silver plated. 
RATING: 500 VRMS, Impedance: 
50 Ohms, -65°C. (-85°F.) to +165°C. 
(+329°F.) 


MODEL 

4788 LIST 13.85 
SMA RIGHT ANGLE FEMALE PC MOUNT 
Permits the installation of a_ right 
angle SMA female directly to a '/s" 8.13 
printed circuit board. 4.32 (.32) 
SHELL: Beryllium copper, gold MAN a 13.97 
plated. K i” (255) 
INSULATION: Teflon. 
CENTER CONTACT: Beryllium 4. yee ae 
copper. Gold plated. 1.27 (.05) goer 
RATING: 335 VRMS Max.,Im- 76 76 a 
pedance: 50 Ohms, -65°C. (-85°F.) (.03 x .03) Y4-36 UNS-2A 


to +165°C. (+329°F.) 


4 Pins 


A = 2.54 (.10) 
MODEL 
4991 LIST 34.45 
SMB RIGHT ANGLE ee 
MALE (JACK) PC MOUNT 1649 ey (158 
The SMB connectors feature a "snap-on" ae -+| | = 


design for ease in making tight RF connec- 
tions. Permits SMB male to be used with 
'/3" printed circuit board. 


BNC FEMALE PC MOUNT 


Permits BNC male to be used with 
'/8" thick printed circuit board. 
SHELL: Brass, tarnish resistant 
plated. 

INSULATION: Teflon. 
CENTER CONTACT: Beryllium 
copper. Gold plated. 

PC PINS: Brass, silver plated. 
RATING: 500 VRMS, Imped- 
ance: 50 Ohms, -65°C. (-85°F.) to 
+165°C. (+329°F.) 


MODEL 


4578 LIST 8.75 


SMA FEMALE PC MOUNT 


Permits SMA male to be used with 
'/8" thick printed circuit board. 
SHELL: Beryllium copper, gold 4.27 (05) — 


plated. Dia. | (.38) 
INSULATION: Teflon. ~~ » 
= a 
76 x .76 | ne 
(03 x03) + 4-36 UNS-2A 


CENTER CONTACT: Beryllium 
: Pins 


4.32 (.17) 


~~ 


copper. Gold plated. 
RATING: 335 VRMS Max.., Im- 
pedance: 50 Ohms, -65°C. (-85°F.) 
to +165°C. (+329°F.) 


A = 2.54 (.10) 


MODEL 
4959 


SMB RIGHT ANGLE BULKHEAD 
JACK PC MOUNT 


The SMB "snap-on" also features a bulk- 
head fitting for attachment to black boxes 
and PC boards. Permits SMB male to be 


LIST 32.30 


et as ue ae 040) used with '/8" printed circuit board. 

Beare rion eae eS ULE sp ated. Max. 4 ae SHELL: Brass, tarnish resistant plated. 

ee con. ou INSULATION: Teflon. 

CENTER CONTACT: Brass. Gold plated. 1.02 CENTER CONTACT: Brass. Gold 

RATING: 335 VRMS Max., Impedance: (.040) plated 7 “a ; aoe 

ee ears C8s°h te +195°C: Sq. RATING: 335 VRMS Max., Impedance: 

wee) 4 Pins 50 Ohms, -65°C. (-85°F.) to +165°C oo 

(+329°F.) 
4 
) MODEL MODEL 
5384 LIST 11.45 5365 LiSiei ines 
81 
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COAXIAL ACCESSORIES 


DUST CAPS FOR COAXIAL CONNECTORS } 
SHELL: Brass, tarnish resistant plated. 


MODEL | Type | LIST 

3839 2.45 

4157 3.35 

SO or Ne ene MODEL 3839 MODEL 4157 
BNC SHORTING PLUG SMA SHORTING PLUG 


Use this BNC shorting plug to protect sensitive 
instrument inputs or to provide a necessary 
reference short. 

SHELL: Brass, tarnish resistant plated. 
CENTER CONTACT: Brass, gold plated. 
RATING: 500 VRMS Max. 


MODEL 


5085 LIST 6.35 


Use this SMA shorting plug to protect sensitive 
instrument inputs or to provide a necessary 
reference short. 

SHELL: Steel, gold plated. 


CENTER CONTACT: Steel, gold plated. (31) Hex. 
RATING: 335 VRMS Max., Impedance: 50 ee 
Ohms. 4 
__ MODEL 
5088 LIST 17.25 


STRESS RELIEF BOOT 


For use with crimp-on type connectors. 

MATERIAL: PVC. 

RATING: +50°C. (4+122°F.) Max. 

*STD COLORS: -0 Black, -1 Brown, -2 Red, -3 Orange, -4 Yellow, 
-5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 


Fits Cable Types Cable O.D. 2 elo |) Ve eyEe 


5155-* RG 58, 141 4.70 (.185)-5.08 (.200) 5.33 (.21) 
5156-*| RG59, 62,210 | 6.02 (.237)-6.27 (.247) 6.60 (.26) 
5157-*| RG 174, 187, 188 | 2.29 (.090)-2.79 (.110) 3.05 (.12) 


a 69. # 


wy yn 


LIST 5.50 PKG 


(Pkg. Ten Per Color) 


STRESS RELIEF BOOT WITH CLAMP NUT 


For use with connectors using a 7/16-28 clamp nut. Simply replace the 
supplied clamp nut with the one on the stress relief boot. 

CLAMP NUT: Brass, nickel plated. 

BOOT: PVC. 

RATING: 500 VRMS, +50°C. (+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


Fits Cable Types Cable O.D. Be VOTE |) AP SEY 


5076-* RG 58, 141 4.70 (.185)-5.08 (.200) 5.33 (.21) 
5077-* | RG59, 62,210 | 6.02 (.237)-6.27 (.247) 6.60 (.26) 
5078-* | RG 174, 187, 188 | 2.29 (.090)-2.79 (.110) 3.05 (.12) 


7/16-28 Thee 


LIST 2.50 


SMA FEMALE TERMINATION 


SHELL: Beryllium copper. 
INSULATION: Teflon. 
CENTER CONTACT: Beryllium cop- 


per. 
FINISH: Gold plated. 
RATING: 335 VRMS Max., Imped- 


ance: 50 Ohms, VSWR: 1.25 Max. to 18 
GHz, '/2 Watt, -65°C. (-85°F.) to+165°C. 
(+329°F.) 


MODEL 


4287 LIST 84.95 


82 
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SMA MALE TERMINATION 


SHELL: Beryllium copper. a 
INSULATION: Teflon. CR a ha 
CENTER CONTACT: Brass. (.31) i a a 
FINISH: Gold plated. 
RATING: 335 VRMS Max., Imped- ese | 
ance: 50 Ohms, VSWR: 1.25 Max. to 18 
GHz, '/2 Watt, -65°C. (-85°F.) to +165°C. Max. 
(+329°F.) 
i 
Vv Vv <4) 
ea 
MODEL ] 
4286 LIST 73.05 
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FIG. 4 


Cable Special 
TYPE | FIG. | Group|MODEL| Features LIST 


BNC (m) 23 ie 3.60 
BNC (m) 4.55 
BNC (m) 
BNC(m)| 1 | Re~ | 4998 Servicable 
BNC (m) 

(acces 
BNC (m) EE 8.65 
BNC (m) SS 3.40 
BNC (m) | 4 | 5286 | 3.60 
SI) EEE 
BNC (m) 16.10 
BNC (f Re ee 4.00 
BNC(f) | > 5061 6.35 
BNC (f) ps | $1 St 6.30 
BNC (f) | 4 | 5345 | 8.60 
unin) | 7 | 1 | 4893 | Nmpedance. | © 2° 
er aes fee |S, | 5 
‘n'(m) | 9 | 2,3 | 4787 | 
wim) [11 [1 [4980 | "Operating Vol. 
Heo) ose. 
ae 
TNC = eo 
TNC (f) 2.3 | 5284 


| matueina Adapter 


FIG. 7 


FIG. 10 


(a) Standard BNC interface 


© ITT Pomona 1500 East NintH St. P.O. Box 2767 Pomona, Catir., 91769 
Sates: (909) 469-2900 Tecunicat Assistance: (909) 469-2928 FAX: (909) 629-3317 


33.02 


(1.30) Max. 
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COAXIAL CONNECTORS 


5439 
BNC MALE WITH STRESS RELIEF BOOT 


Make your own stress relieved cable. This model attaches tothe endof ~ 
a cable in the same way as an ordinary BNC connector. . 

BOOT: PVC. 

BNC MALE: Body, brass. tarnish resistant plated. Center contact, 
brass, gold plated. Impedance: 50 Oms. 

RATING: 500 VRMS Max.. +50°C. (+122°F.) Max. 

*STD COLORS: -0 Black. -1 Brown, -2 Red, -3 Orange. -4 Yellow, 

-5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 


*| RG58, 141 4.70 (.185)-5.08 (.200) | 9.91 (.39) | 5.33 (.21) ; 
5067-*| RG59,62,210 | 6.02 (.237)-6.27 (.247) | 9.91 (.39) |6.60(.26)| 5.70 
5068-* | RG 174, 187, 188 | 2.29 (.090)-2.79 (.110) | 6.60 (.26) | 3.05(.12)| 10.30 


SMA CABLE PLUGS/JACKS 


SHELL: Passivated Steel. 
INSULATION: Teflon. 


MODEL Fits Cables RG LIST 
4804 13.80 7.92 
= — MODELS 4805 & 4860 MODELS 4804 & 4859 
55, 142, 223 - SMA (f) SMA (m) 
4860 17.60 Note: Cabling instructions fumished on request. 
SMC AND SMB CONNECTORS 
SHELL: Brass, tamish resistant plated. FREQUENCY RANGE: 0-4 GHz. CABLE GHOUES 7a 
INSULATION: Teflon. TEMPERATURE RANGE: -65°C. 1 174, 179, 187, 188, 316 
CENTER CONTACT: Male, brass. Female, beryllium = (-85°F.) to +165°C. (+329°F.) 2 58, 142, 223 
copper. Gold plated. THREAD: 10-32 UNF. 
RATING: 335 VRMS Max.. Impedance: 50 Ohms. 
SMC CABLE PLUG/JACK 
The SMC (Subminiature 'C’) connectors 8.13 32.51 22.35 
feature a "screw-on" shell. ot wx | $ i SSS a (88) 
M 
Max. < 
= ae 
“ae ay 
MODELS 5366 & 5368 MODELS 5367 & 5369 
CABLE PLUG (Female) CABLE PLUG (Female) 
CRIMP TYPE CLAMP TYPE 
Cable 
MODEL | Group | LIST We 29.97 19.81 
: r: LAG) a cae <j Oh eee 
SIG 1 A isp 230s, (32) i 8.13 Max 
5367 12.60 Max. ; a 
5368 | = 915 ax. | 
5369 [__ 12.60 =a 
ae eee a ( 
10.1 
= ane MODELS 5370 & 5372 MODELS 5371 & 5373 
2 : CABLE JACK (Male) CABLE JACK (Male) 
5373 10.05 CRIMP TYPE CLAMP TYPE 
84 
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B CABLE PLUGS/JACKS 
(Subminiature "B") connec- 
ip together for quick assembly. 


8.13 
(.32) 
Max. 


MODELS 5375 & 5377 MODELS 5376 & 5378 
CABLE PLUG (Female) CABLE PLUG (Female) 
CRIMP TYPE CLAMP TYPE 
8.13 
8.13 2235 
30.23 : (.32) 
(32) Tl) re (88). Max. 
Max. Max. Max. 
MODELS 5379 & 5381 MODELS 5380 & 5382 
CABLE JACK (Male) CABLE JACK (Male) 
CRIMP TYPE CLAMP TYPE 
: 
Outer D D 
, ee Shell Triaxial connectors accommodate the need for low 
4 fomme ome Outer BY 4 level signal patching and balanced line applica- 
a a Contact . tions. Designed for use with double shielded single 
Se Center Two Three conductor or shielded twisted pair cable. These 
So Contact Lug Lug connectors feature a concentric design with center 
Barrel* contact, outer contact and outer shell (see photo). 
Lug This concentric design does not require matching of 
*Two lug model is shown. On units having three halves such as the polarized stepped insulator con- 
lugs, the spacing is 120°. nectors. 
CABLE PLUGS/JACKS 153) Ma 
SHELL: Brass, tarnish resistant plated. i | 
INSULATION: Teflon. — 16.00 «oy, \ — — — 
CENTER CONTACT: Male, brass, 6) vs (.63) 9 <r . MP 14.48 
Female, beryllium copper. Gold plated ee B Across i) ¥ fal WY (.57) Dia 
per requirements of MIL-C-49142. Flats v 7 Ss 
RATING: 500 VRMS Max., Frequency | 
Range: DC to 500 MHz, -65°C. (-85°F.) to { MODELS 3600 & 5056 
+165°C. (+329°F.) 4/2-28 NEF-2 MODEL 4661 TRIAX (m) 
See page 88 for Cabling Instructions. SN, 
12.01 
Special Features Fits Cable Typest _T( 473) 
Belden 9272 = 
3600 Rats 6.15 (.242) O.D. ago hoi oi hi (en 
Microdot 293-3930 Dia ZZ 
4.45 (.175) O.D. ; — 


Belden 9222 Ue Max. Panel Thickness 
6.15 (.242) O.D. 3.05 (.12) 
oan 19.00 Panel Cutout MODEL 5218 
for Model 4661 TRIAX (m) 

TWINAX BULKHEAD RECEPTACLE TWINAX MALE CABLE PLUG 
SHELL: Brass, tarnish resistant SHELL: Brass, tarnish resistant plated. 
plated. 12.70 (.50) INSULATION: Teflon. 
INSULATION: Teflon. ACROSS FLATS CENTER CONTACT: Male. brass. 
CENTER CONTACT: Male, ox es Female, beryllium copper. Gold plated 
brass. Female, beryllium copper. 12.70 < Yee per requirements of MIL-C-3655. 
Gold plated per requirements of (50) os | RATING: 500 VRMS Max., -65°C. 
eee Dia. } i] (-85°F.) to +165°C. (+329°F.) 
RATING: Panel Thickness: 3.30 = ee CABLE TYPES: RG108 and Belden 
(.13). 500 VRMS Max., -65°C. | | 26.67 9272. Res 
(-85°F.) to +165°C. (+329°F.) oman NY 14.48 | 

9.65 Max. i [Me 

(.38) —p 8.89 (.35) 3/8-32 NEF-2 = 

Dia. | ped = a 

ae: __ a 
} t 
MODEL MODEL 
4958 LIST 19.55 4957 See page 88 for Cabling Instructions. LIST 31.05 
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so ™ c 
Cut cable end square. Slide 
A, B, and C. 


Solder contact to center conductor of cable. 


Connector Body 


Slide crimp sleeve forward over braid & seat against connector body. Crimp with 
hex crimp die as listed. 


Hex Die Size 


5540) 


CRIMP TOOL AND DIES 


This crimping tool is designed to accommodate 
Pomona's most popular connector sizes. The dies 
are sold separately allowing each tool assembly to 
be tailored to the application. 


Die 


MODEL 
5539 


LIST 
65.00 


Crimp Tool 
(Handle only) 


Solder contact to center conductor. 


Place connector body over cable assembly. Slide clamp nut forward and thread 
into body. Tighten nut to 35-40 inch pounds. 


MODEL Use With Pomona 
NO. Connector Model Nos. 


5540 4859, 4860, 5152, 

5285, 5288, 5368, 5344, 

5372, 5377 & 5381 
5541 5286, 5296, 5345, 4957 1 
5542 4804, 4805, 5366, 


5370, 5375 & 5379 
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~CABLING INSTRUCTIONS 


MODELS 4488, 4786, 4787, 4977 4978, 
4980, 4981, 5061, 5066, 5067, 5068 & 5307 


Clamp — Washer 


PUP UG PPLE 
4 


LLL Od dk 


i) 
fu! Lhe 


Gasket 


Cut cable end square. Slide clamp nut, washer & gasket over jacket. Strip jacket 
to dim. A. 


( | j n r 


mix an be c 
Braid Clamp B- 


Comb braid forward. Slide braid clamp over braid against jacket. Fold braid back 
over braid clamp and trim. Cut Dieletric & Center Conductor to dimensions B 
&C. 


Bushing 
Insulator 


[=P 


Models 5061 and 4786 - Slide bushing insulator over center conductor and seat 
} against dieletric. 


Center 
Contact 


|-AE= 


Solder center contact (male or female) to center conductor. 


Place connector body over cable assembly. Slide clamp nut, washer & gasket 
forward against braid clamp. Thread clamp nut onto body & tighten. 


MODEL 5079 


Clamp Washer 


Nut x 
‘ | 


Cut cable end square. Slide clamp nut, washer & gasket over jacket. Strip jacket 
to dim. A. 


Braid Clamp a B 


Comb braid forward. Slide braid clamp over braid against jacket. Fold braid back 
over braid clamp and trim. Cut Dieletric & Center Conductor to dimensions B 
& C. 


Back Insulator 


Center Contact 


d\n A X 


Bushing 


Slide bushing & back insulator over dielectric & seat against braid. Solder contact 
to center conductor. 


Front 
Insulator 


Place front insulator over contact & seat against back insulator. 


Place connector body over cable assembly. Slide clamp nut, washer & gasket 
forward against braid clamp. Thread clamp nut onto body & tighten. 


MODEL NO. A B C 
4488 11/32 3/16 on 
4786 11/32 3/16 si 
4787 7/16 118 7/32 
4977 5/16 11 aii 
4978 11/32 3/16 at 
4980 3/8 .05 19 
4981 3/8 .05 ae, 
5061 11/32 3/16 11 
5066 11/32 3/16 11 

) 9067 11/32 3/16 11 
5068 11/32 3/16 ali 
9079 31 1 14 
9307 11/32 3/16 AL 


Conn. Type / Nom. Cable Dia. 


Clamp Nut 
Torque (in-Ib) 


BNC (M) /.195 35-40 
BNC (M) / .242 35-40 
N (M) /.195 70-80 
BNC (M) RA/ 195 35-40 
BNC (F) /.195 35-40 

N (M) /.425 70-80 

N (F) / 425 70-80 
BNC (F) / .242 35-40 
BNC (M) /.195 35-40 
BNC (M) /.242 35-40 
BNC (M) /.100 35-40 
BNC (M) 75 Ohms / .242 35-40 
BNC (M) /.100 35-40 
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Cut cable end square. Slide clamp nut, gland 
washer, gasket & crimp sleeve over jacket. Cut 
cable jacket to dimension shown; do not nick 
braid. Remove .53 length of jacket. 


Crimp Body 


Remove .25 length of jacket. Flair out braid 
slightly and push crimp body over conductors & 
under braid. 


Crimp Sleeve 


ae 


Slide crimp sleeve over braid to edge of crimp 
body and crimp using .255 Hex Die (see Model 
5541, page 86). Trim center conductors to di- 
mension shown. 


Bushing 


Rear Dielectric 


Slide bushing and rear dielectric over center 
conductors. Solder contacts to conductors. 
Pin Contact 


Front Dielectric 


Slide front dielectric over contacts. 


Place connector body over cable assembly. Slide 
clamp nut, gland washer & gasket forward to 
body. Tighten nut to 35-40 inch punds. 


ip jack 
back and trim filler. Slide braid camp over braid 
against jacket. Fold braid over braid clamp and 
trim. Assemble retainer and strip blue conductor 
as shown. 


Teflon Bushing 


Assemble teflon bushing and strip white conduc- 
tor as shown. 


tim 


Center Contact 


rl eisieant 
= 


Solder center contact to white conductor. 


Intermediate Contact 


(rs 


Insert center contact into inner insulator. Slide 
intermediate contact over insulator. Wrap con- 
ductor around intermediate contact and solder. 


Slide outer insulator over intermediate contact. 
Thread assembly into body and tighten clamp nut 
to 35-40 inch pounds. 
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Place small braid clamp over inner braid and 
against inner jacket. Comb out braid and fold 
back over braid clamp. Trim even with base of 
braid clamp. Place small retainer over dielecric, 
against inner braid clamp. Trim dielectric and 
center conductor as shown. 


Center 
Contact 


Solder center contact to white conductor. 


O__| | | 


Place inner insulator, intermediate contact and i 
outer insulator over center contact. Thread as- 
sembly into body and tighten clamp nut. 
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able under normal use. Box and cover are 
1. Three slots are provided for 1.57 (.062) 
(not included). 

: Glass filled nylon. 


) COLORS: -0 Black, -6 Blue, -9 White. 


com mended circuit board size: 
5 (2.51) X 30.99 (1.20) X 1.57 (.062) thick. 


MODEL 
3850-* 


MOLDED STATIC CONTROL THERMOPLASTIC BOX WITH CARD GUIDES 
3480 (1.37) 


The box and cover are molded of STAT-KON}# nylon which 
prevents electrostatic buildup. Three slots are provided for 
1.57 (.062) circuit boards (not included). 

HOUSING: STAT-KONj, black. 

COVER: STAT-KONY}#, black. Includes 4 self-tapping 
#2-32 cover screws. 

RATING: +104°C. (+219°F.) Max.; Surface Resistivity: 
10° Ohm-cm?. 


Recommended circuit board size: 
63.75 (2.51) X 30.99 (1.20) X 1.57 
(.062) thick. 


MODEL 
4902 


4° 
Draft 
Max. 


LIST 3.60 


LIST 4.60 


MOLDED THERMOPLASTIC BOX WITH CARD GUIDES 


Box and cover are molded of glass filled nylon which is 
almost unbreakable under normal use. Three slots are 
provided to permit lengthwise mounting of 1.57 (.062) 
circuit boards (not included). Boards may also be mounted 
horizontally. 

HOUSING: Glass filled nylon. 

COVER: Glass filled nylon. Includes 4 self-tapping #2- 
32 cover screws. 

RATING: +102°C. (+219°F.) Max. 


*STD COLORS: -0 Black, -6 Blue. 80.26 


Recommended circuit board size: (3.16) 


Vertical: 99.82 (3.93) X 40.13 (1.58) X 1.57 (.062) thick. 
Horizantal: 99.06 (3.90) X 75.69 (2.98) X 1.57 (.062) thick. 


MODEL a 


4384-* 


7° 
Draft 


| 40.89 
| (1.61) 


LIST 6.05 
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90 


Create passive and active networks, voltage dividers, isolation networks or attenuators with these units. Solder turret terminals for permanent Hoe 
components, etc. Entire unit may be potted or encapsulated. 


PHENOLIC BOX, JUNIOR SIZE 


HOUSING: Phenolic, black. 

COVER: XP laminated paper base phenolic, black. 
Includes 2 #2-56 cover screws. 

RATING: +150°C. (+302°F.) Max. 


at 
SS 0.29 
2.29 (.09) 


(.09) R. 

MODEL 

2105 LIST 2.45 
COMPONENT MOUNTING BOX, COMPONENT MOUNTING BOX, | 
DOUBLE BANANA PLUG DOUBLE BANANA JACK TO 
See Model 2105 (above) for housing dimen- DOUBLE BANANA PLUG 
sions. See Model 2105 (above) for housing di- 
1ST END: None. mensions. 
2ND END: Double Banana Plug. Brass Saeed = 1ST END: Double Banana Jack. Brass, 


body, beryllium copper spring, nickel plated. 
(Supplied with cover and cover screws.) 
RATING: 5000 WVDC, 15 Amps, +150°C. 
(+302°F.) Max. 


bright tin plated. 

2ND END: Double Banana Plug. Brass 
body, beryllium copper spring, nickel 
plated. 

(Supplied with cover and cover screws.) 
RATING: 5000 WVDC, 15 Amps, 
+150°C. (+302°F.) Max. 


MODEL MODEL 
2096 LIST 5.95 2098 LIST 10.35 
COMPONENT MOUNTING BOX, COMPONENT MOUNTING BOX, 
BNC FEMALE TO BINDING POSTS TO 
DOUBLE BANANA PLUG DOUBLE BANANA PLUG 
See Model 2105 (above) for housing di- ‘ See Model 2105 (above) for housing di- 


mensions. 

1ST END: Double Binding Post. Brass, 
bright tin plated. Accepts standard banana 
plugs. Polycarbonate insulation. One 
black and one red. 

2ND END: Double Banana Plug. Brass 
body, beryllium copper spring, nickel 


mensions, 

1ST END: BNC Female with extra long 
solder tab for ground connection. Nomi- 
nal Impedance: 50 Ohms. 

2ND END: Double Banana Plug. Brass 
body, beryllium copper spring, nickel 
plated. 


(Supplied with cover and cover screws.) plated. 
RATING: 500 VRMS. +150°C (Supplied with cover and cover screws.) 
(+302°F.) Max. RATING: 2500 WVDC, 15 Amps, 
+115°C. (+239°F.) Max. 
MODEL MODEL 
2097 LIST 14.80 2259 LIST 12.90 
©ITT Pomona 1500 East NintH St. P.O. Box 2767 Pomona, Catir., 91769 


Sates: (909) 469-2900 Tecunicat Assistance: (909) 469-2928 FAX: (909) 629-3317 


ents, etc. Entire unit may be potted or encapsulated. 


z OLIC BOX, KING SIZE 


x: Phenolic, black. 

XP laminated paper base phenolic, black. 
_ #2-56 cover screws. 

NG: +150°C. (+302°F.) Max. 


3.05 


(HEA) IR y 
V) 
| 


35.31 
(1.39) 


Max. 
Draft 2.29 
(.09) 
MODEL 
2104 LIST 2.10 


COMPONENT MOUNTING BOX, 
BINDING POSTS TO DOUBLE BANANA PLUG 


See Model 2104 for housing dimensions. 
1ST END: Double Binding Post. Brass, 
brighttin plated. Accepts standard banana 
plugs. Polycarbonate insulation. One 
black and one red. 

2ND END: Double Banana Plug. Brass 
body, beryllium copper spring, nickel 
plated. 

(Supplied with cover and cover screws.) 
RATING: 2500 WVDC, 15 Amps, 
+115°C. (+239°F.) Max. 


MODEL 
2262 


passive and active networks, voltage dividers, isolation networks or attenuators with these units. Solder turret terminals for permanent noise-free connection of 


COMPONENT MOUNTING BOX, 
DOUBLE BANANA PLUG 


See Model 2104 for housing dimensions. 
1ST END: None. 

2ND END: Double Banana Plug. Brass 
body, beryllium copper spring, nickel plated. 
(Supplied with cover and cover screws.) 
RATING: 5000 WVDC, 15 Amps, +150°C. 
(+302°F.) Max. 


19.05 
= (.750) ae 


MODEL 


ib Ware LIST 6.30 


COMPONENT MOUNTING BOX, DOUBLE 
BANANA JACK TO DOUBLE BANANA PLUG 


See Model 2104 for housing dimensions. 
1ST END: Double Banana Jack. Brass, 
bright tin plated. 

2ND END: Double Banana Plug. Brass 
body, beryllium copper spring, nickel 
plated. 

(Supplied with cover and cover screws.) 
RATING: 5000 WVDC, 15 Amps, 
+150°C. (+302°F.) Max. 


| 0) nd Sa ae 
(.750) 1 14.22 


(.56) 


LIST 9.80 


14.22 
ie LIST 13.75 
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PHENOLIC BOX, QUEEN SIZE 


HOUSING: Phenolic, black. 

COVER: XP laminated paper base phenolic, black. 
Includes 2 #2-56 cover screws. 

RATING: +150°C. (+302°F.) Max. 


25.40 


(1.00 , 
Us 25.4 a 
hm _ (1.00) 


MODEL 
2103 


LIST 2.20 


COMPONENT MOUNTING BOX, 
THREE BANANA PLUGS 


See Model 2103 (above) for housing dimen- 
sions. 

CENTER: Triple Banana Plug. Brass body, 
beryllium copper spring, nickel plated. 
(Supplied with cover and cover screws.) 
RATING: 5000 WVDC, 15 Amps, +150°C. 
(+302°F.) Max. 


tt | 
5 be 16.76 (.66) 
17.78 
eal} {C7A0)) 
MODEL 


2095 LIST 9.65 


COMPONENT MOUNTING BOX, 
BNC FEMALE TO BNC MALE 


See Model 2103 (above) for housing dimen- 
sions. 

1ST END: BNC Female with solder turret 
terminal screws. Nominal Impedance: 50 
Ohms. 

2ND END: BNC Male with solder turret 
terminal screws. Nominal Impedance: 50 
Ohms. 

(Supplied with cover and cover screws.) 
RATING: 500 VRMS, +150°C. (+302°F.) 
Max. 


MODEL 
2099 LIST 26.55 


COMPONENT MOUNTING BOX, 


BNC FEMALE BOTH ENDS 


See Model 2103 (above) for housing dimen- 
sions. 

1ST END: BNC Female with solder turret 
terminal screws. Nominal Impedance: 50 
Ohms. 

2ND END: Same as first end. 

(Supplied with cover and cover screws.) 
RATING: 500 VRMS Max., +150°C. 
(+302°F.) Max. 


MODEL 
2101 


COMPONENT MOUNTING BOX, 


BNC FEMALE "T" 


See Model 2103 (above) for housing dimen- 
sions. 

1ST END: BNC Female with solder turret 
terminal screws. Nominal Impedance: 50 
Ohms. 

CENTER: BNC Female with solder lug. 
Nominal Impedance: 50 Ohms. 

2ND END: BNC Female with solder turret 
terminal screws. Nominal Impedance: 50 
Ohms. 

(Supplied with cover and cover screws.) 
RATING: 500 VRMS Max., +150°C. 
(+302°F.) Max. 


MODEL 
2102 


LIST 20.60 


LIST 29.20 
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DIE CAST ALUMINUM BOXES 
MINIATURE SIZE 


28.70 1.02 mm (.040) 
(1.13) cover thickness 


4.02 mm (.040) 
cover thickness 


¢ 7 4.02 mm (.040) 
$7.19 =| cover thickness 


i 
66.80 1.57 mm (.062) 
(2.63) cover thickness 


MODEL | Box Size 


3753 
3754 


Finish 
Blue Baked Enamel 
None 


Blue Baked Enamel 
None 


Miniature 


Blue Baked Enamel 5.60 
2428 None 
3601 Blue Baked Enamel 
3606 None 9.70 


2.03 
(.08) R. 


Use Model 4742 as replacement cover. 
Use Model 3729 as mounting cover. 
Includes 2-32 X '/4 panhead screws. 


2.03 
C08) pasar) 
2.03 
(.08) R. 


Use Model 4245 as replacement cover. 
Use Model 3728 as mounting cover. 
Includes 2-32 X '/4 panhead screws. 


Use Model 4246 as replacement cover. 
Use Model 3719 as mounting cover. 
Includes 2-32 X '/4 panhead screws. 


2.29 
(09) 


O 


3.30 
(.13) 


Use Model 4726 as replacement cover. 
Use Model 3958 as mounting cover. 
Includes 4-40 X '/4 Phillips screws. 


These boxes are available either with a blue baked 
enamel finish or with no finish at all. When used with 
the included cover, the boxes provide excellent RFI / 
EMI protection. 

HOUSING: Die cast aluminum, alloy A380 or A384. 
Blue baked enamel per Federal Standard 595 #25109 
over primer wash per DOD-P-15328 or no finish. 
COVER: Aluminum 1100-H14, with clear anodized 
finish per MIL-A-8625. 
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DIE CAST ALUMINUM BOXES 
C SIZE 


2.0 (.080) thick cover. 
oa 211.33 
(8.32) 
1.6 (.063) thick cover. 
Recommended circuit board sizes: 
Vertical: 203.2 (8.00) x 37.9 (1.49) x 1.6 (.062) thick. 
99.1 (3.90) x 37.9 (1.49) x 1.6 (.062) thick. 
Horizontal: 193.0 (7.60) x 86.4 (3.40) x 1.6 (.062) thick. 
J SIZE 
> 
mT 26.92 
. 38.10 (1.06) 
(1.50) 
ph 
a (4.25) 
1.6 (.063) thick cover. 
Recommended circuit board sizes: 
104.9 (4.13) x 22.1 (.87) x 1.6 (.062) thick. 
35.1 (1.38) x 22.1 (.87) x 1.6 (.062) thick. 
Size 
: 42.42 
—— at (1.67) 
| 76.20 
~" (3.00) 
Ses 152.40 eee 
(6.00) ; 
1.60 (.063) thick cover. 
MODEL | Box Size Finish LIST 
2901 C Blue Baked Enamel | 13.85 
2906 None 11.70 
4226 E Blue Baked Enamel 35.45 
5186 ie None 33.45 
4655 J Blue Baked Enamel 17.10 
5255 None 15.45 
4903 L Blue Baked Enamel 20.55 
5203 None 20.10 
94 


12.70 


(50) > 


Use Model 4248 as replacement cover. 
Includes 4-40 X '/4 panhead screws. 


=7 ace 5.99 (.22) 


511 

(.201) 

Dia. 2.04 NTE 

4 PLCS. (10) —(.068) re 
Typ. Typ. 


(eatcanle ee 


=e q 


Use Model 4416 as replacement cover. 


Includes 4-40 X '/4 Phillips binding head cover screws. 


38.35 
ie 
a 


3.30 (.13) 


Ye, a al 


1.73 (.068) nf ; 


13.97 2. ce Pe 1.78 ( 

(55) (.08) TF a 

Typ. [ote 
27.18 25.40 
(1.07) —T— 00 = 
ia) Typ. 


Includes 2-32 X '/4 panhead screws. 


4° 


IE 
Draft ae 


Use Model 4658 as replacement cover. 


ie ik. 


1753 1.78 (.07) Typ. 
(.69) 2.03 
Typ ee (08) R 


< (.068) >— 


oe 


3.05 
(12) 


38.10 


(1.50) 


+} (i 88 29 4 
ns : a 


Use Model ie as replacement ce 


Includes 2-32 X '/4 panhead screws. 


Recommended circuit board sizes: 
149.4 (5.88) x 37.6 (1.48) x 1.6 (.062) thick. 
73.2 (2.88) x 37.6 (1.48) x 1.6 (.062) 


These boxes are available either with a blue 
baked enamel finish or with no finish at all. 
When used with the included cover, the boxes 
provide excellent RFI/EMI protection. 
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4° 
Draft 


es 


2.54 
(.10) 


HOUSING: Die cast aluminum, alloy A380 or A384. 
Blue baked enamel per Federal Standard 595 #25109 
over primer wash per DOD-P-15328 or no finish. 
(See Table) 

COVER: Aluminum 1100-H14, with clear anodized 
finish per MIL-A-8625. Includes cover screws. 
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29.46 
(1.16) 


EN 


(2.68) 


SIZE K 


Recommended circuit board sizes: 
99.1 (3.90) x 24.9 (.98) x 1.6 (.062) thick 
60.9 (2.40) x 24.9 (.98) x 1.6 (.062) thick 


= 156.46 
"(6.16) 


68.07 ate 
\e— (2.68) 


SIZE H 


Recommended circuit board sizes: 


99.1 (3.90) x 151.9 (5.98) x 1.6 (.062) thick 


42.16 (1.66) 
ee een rahe 


SIZE F 


Recommended circuit board sizes: 
99.1 (3.90) x 37.6 (1.48) x 1.6 (.062) thick 
60.9 (2.40) x 37.6 (1.48) x 1.6 (.062) thick 


SIZE G 


Recommended circuit board sizes: 
99.1 (3.90) x 75.7 (2.98) x 1.6 (.062) thick 
60.9 (2.40) x 75.7 (2.98) x 1.6 (.062) thick 


38.10 (1 50} 


\S ‘ches Sse 
\—— (4.00) 


SIZE | 


Recommended circuit board size: 


60.1 (2.40) x 151.9 (5.98) x 1.6 (.062) thick 


Von 


LAA 
i Key O 


8.13 1.94 
(.32) (.075) 
Typ. 
SIZES F, G,H & K 
MODEL | Box Size Finish | LIST 
4720 Blue Baked Enamel 22.95 
4739 None 20.65 


Blue Baked Enamel 
None 


3306 


21.60 
19.80 


Blue Baked Enamel 
None 


3316 


radayST fs, 
24.45 


Blue Baked Enamel 
None 


Blue Baked Enamel 


3742 
3743 


31.75 
29.50 


ae 
2.79 
(11) R. 
Typ. 
1.27 
(05) 2 
Typ Td 
Ci} 229 
5.08 F (8) 
(.20) Ds 


These boxes are slotted to accept 1.6 (.062) circuit 
boards and shielding dividers. They are available with 
a blue baked enamel finish or with no finish at all. 
When used with included covers, these boxes provide 
excellent EMI/RFI protection. 

(Use Model 4247 as replacement cover for sizes 

F, G,H & K. Use Model 4631 as replacement 
cover for Size I. Use Model 3328 as mounting 
cover for Sizes F,G, H & K. Use Model 4642 as 
mounting cover for Size I.) 


95.5 (3.76) x 37.6 (1.48) x 1.6 (.062) thick 


| XA 
4.32 
peereny 1.83 
| Typ. _ (.072) 
p= Typ. 
fy Cee ees 
— e/ 
a (5) 
= ae 
2.29 (.09) F 
4.57 (.18) - 
SIZE | 


HOUSING: Extruded aluminum, alloy 6063-TS5 or 
equivalent. Blue baked enamel per Federal Stan- 
dard 595 #25109 over primer wash per DOD-P- 
15328 or no finish. (See Table) 


COVERS: Top and bottom 2.0 (.080) thick alumi- 
num 1 100-H14, with clear anodized finish per MIL- 
A-8625. Includes #4-40 x '/4" flathead screws. 
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Pomona 


DIE CAST ALUMINUM BOXES 


96 


MINIATURE SIZE BOX, 
BNC FEMALE EACH END 


See Model 3753 for housing dimen- 
sions. a 

1ST END: BNC Female with solder 
turret terminal screws. Nominal Im- 
pedance: 50 Ohms. 

2ND END: Same as first end. 
(Supplied with cover and cover 
screws.) 

RATING: 500 VRMS Max., 
+150°C. (+302°F.) Max. 


MODEL 


3751 LIST 21.10 


MINIATURE SIZE BOX, 
BNC FEMALE TO BNC MALE 


See Model 3753 for housing di- 
mensions. 

1ST END: BNC Female with 
solder turret terminal screws. 
Nominal Impedance: 50 Ohms. 
2ND END: BNC Male with sol- 
der turret terminal screws. Nomi- 
nal Impedance: 50 Ohms. 
(Supplied with cover and cover 
Screws.) 

RATING: 500 VRMS Max., 
+150°C. (+302°F.) Max. 


MODEL 
3752 


SIZE A BOX, 
BNC FEMALE EACH END 


See Model 2397 for housing di- 
mensions. 

1ST END: BNC Female with 
solder turret terminal screws. 
Nominal Impedance: 50 Ohms. 
2ND END: Same as first end. 
(Supplied with cover and cover 
SCTeWS.) 

RATING: 500 VRMS Max., 
+150°C. (+302°F.) Max. 


LIST 19.95 


MODEL 
2390 


OITT Pomona 1500 East NintH St. 


LIST 17.35 


MINIATURE SIZE BOX, 
TWO BNC FEMALES TO 
BNC MALE ("IN-LINE T") 


See Model 3753 for housing di- 
mensions. 

1ST END: BNC females. Nomi- 
nal Impedance: 50 Ohms. 

2ND END: BNC Male. Nominal 
Impedance: 50 Ohms. 
(Supplied with cover and cover 
screws.) 

RATING: 500 VRMS Max., 
+150°C. (4+302°F.) Max. 


MODEL 
4057 


LIST 32.35 


MINIATURE SIZE BOX, 
BINDING POSTS TO 
DOUBLE BANANA PLUG 
WITH BNC FEMALE 


See Model 3753 for housing dimensions. 
1ST END: Double Binding Post. Brass, 
bright tin plated. Accepts standard ba- 
nana plugs. Polycarbonate insulation. 
One black and one red. 

CENTER: BNC Female. Nominal Im- 
pedance: 50 Ohms. 

2ND END: Double Banana Plugs. Brass 
body, beryllium copper spring, nickel 
plated. 

(Supplied with cover and cover screws.) 
RATING: 500 VRMS Max., +115°C. 
(+239°F.) Max. 


MODEL 


4050 LIST 42.00 


SIZE A BOX, 
BNC FEMALE TO BNC MALE 


See Model 2397 for housing di- 
mensions. 

1ST END: BNC Female with 
solder turret terminal screws. 
Nominal Impedance: 50 Ohms. 
2ND END: BNC Male with sol- 
der turret terminal screws. Nomi- 
nai Impedance: 50 Ohms. 
(Supplied with cover and cover 
SCTeWS.) 

RATING: 500 VRMS Max., 
+150°C. (+302°F.) Max. 


, 


MODEL 


2391 LIST 19.55 
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SIZE A BOX, 
BNC FEMALE TO BNC MALE 
WITH BINDING POSTS 


_ See Model 2397 for housing dimen- 
sions. 

1ST END: BNC Female with solder 
’ turret terminal screws. Nominal Im- 
_ pedance: 50 Ohms. 

CENTER: Double Binding Post with 
solder turret terminals. Brass, bright 
tin plated. Accepts standard banana 
plugs. Polycarbonate insulation. One 
black and one red. 

2ND END: BNC Male with solder 
turret terminal screws. Nominal Im- 
pedance: 50 Ohms. 

(Supplied with cover and cover 
screws.) 

RATING: 500 VRMS Max., 
+115°C. (+239°F.) Max. 


HB Pees 
a 3s ae 


MODEL 
2393 


SIZE A BOX, 
BNC FEMALE "T" 


See Model 2397 for housing dimen- 
sions. 

1ST END: BNC Female with solder 
turret terminal screws. Nominal Im- 
pedance: 50 Ohms. 

CENTER: Same as first end. 

2ND END: Same as first end. 
(Supplied with cover and cover 
SCTeEWS.) 

RATING: 500 VRMS Max., 
+150°C. (+302°F.) Max. 


LIST 34.35 


MODEL 
2392 


SIZE A BOX, 
"T" TWO BNC FEMALES 
TO BNC MALE 


See Model 2397 for housing dimen- 
sions. 

1ST END: BNC Male with solder 
turret terminal screws. Nominal Im- 
pedance: 50 Ohms. 

CENTER: BNC Female with solder 
turret terminal screws. Nominal Im- 
pedance: 50 Ohms. 

2ND END: Same as center. 
(Supplied with cover and cover 
screws.) 


RATING: 


LIST 26.60 


500 VRMS Max., 


+150°C. (+302°F.) Max. 


LIST 28.55 
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SIZE A BOX, 
SMA FEMALE EACH END 


See Model 2397 for housing di- 
mensions. 

1ST END: SMA Female with 
solder turret terminal screw. Gold 
plated per requirements of MIL- 
C-39012. Nominal Impedance: 
50 Ohms. 

2ND END: Same as first end. 
(Supplied with cover and cover 
screws.) 

RATING: 335 VRMS Max., 
+150°C. (+302°F.) Max. 


MODEL 


2399 LIST 42.35 


SIZE A BOX, 
SMA MALE TO SMA MALE 


See Model 2397 for housing di- 
mensions. 

1ST END: SMA Male with sol- 
der turret terminal screw. Gold 
plated per requirements of MIL- 
C-39012. Nominal Impedance: 
50 Ohms. 

2ND END: SMA Female with 
solder turret terminal screw. Gold 
plated per requirements of MIL- 


C-39012. Nominal Impedance: 
50 Ohms. 
(Supplied with cover and cover 
screws.) 
RATING: 335 VRMS Max., 
+150°C. (+302°F.) Max. 9.65 
(.38) 
MODEL 
2398 LIST 68.75 
REPLACEMENT SCREWS 
es i 
r¥ 
4864 
4862 Self-tapping, panhead, 2-32 x .250 


Flathead, Phillips 
4-40 NC-2A x .250 
carbon steel, zinc plated 


carbon steel, zinc plated 
LIST 11.50 PKG 


(100 Per Pkg.) 
MODEL Used On 
4862 | 3301, 3302, 3303, 3306, 3307, 3311, 3312, 3316, 3742, 3743, 
4720, 4739 
4864 2390, 2391, 2392, 2393, 2395, 2397, 2398, 2399, 2400, 2401, 


2411, 2413, 2417, 2420, 2428, 3230, 3231, 3232, 3233, 3234, 
3239, 3751, 3752, 3753, 3754, 3850, 4050, 4057, 4384, 4655, 
4656, 4902, 4903, 5166, 5203, 5255, 5404 


SOLDER TURRET TERMINAL SCREW 


Excellent for mounting of panel re- 

ceptacles. Turret on end of screw for 11.8 
soldering. #4-40) Phillips head. == “( AGS) — 
MATERIAL: Steel. om SSEFFP , 
FINISH: Cadmium plated. A pon 


6.68 ; | 4-40 UNC—2A 
(.263) 


MODEL 


2352 (100 Per Pkg.) 
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LIST 43.50 PKG. 


euOwod 
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SIZE B BOX, 
BNC FEMALE EACH END 


See Model 2417 for housing 
dimensions. 4 

1ST END: BNC Female with 
solder turret terminal screws. 
Nominal Impedance: 50 
Ohms. 

2ND END: Sameas first end. 
(Supplied with cover and 
cover screws.) 

RATING: 500 VRMS Max., 
+150°C. (4+302°F.) Max. 


Pomona 


MODEL 
3230 


SIZE B BOX, 


See Model 2417 for housing di- 
mensions. 

1ST END: BNC Male with solder 
turret terminal screws. Nominal 
Impedance: 50 Ohms. 

2ND END: BNC Female with 
solder turret terminal screws. 
Nominal Impedance: 50 Ohms. 
(Supplied with cover and cover 
screws.) 

RATING: 500 VRMS Max., 
+150°C. (+302°F.) Max. 


DIE CAST ALUMINUM BOXES 


MODEL 
3231 


SIZE B BOX, 
BNC FEMALE "T" 


See Model 2417 for housing di- 
mensions. 

1ST END: BNC Female with 
solder turret terminal screws. 
Nominal Impedance: 50 Ohms. 
CENTER: Same as first end. 
2ND END: Same as first end. 
(Supplied with cover and cover 
screws.) 

RATING: 500 VRMS Max., 
+150°C. (+302°F.) Max. 


BNC MALE TO BNC FEMALE 


MODEL 
3232 


98 


SIZE B BOX, 
CROSS CONNECTIONS 


See Model 2417 for housing 
dimensions. 

1ST END: BNC Females with 
solder turret terminal screws. 
Nominal Impedance: 50 Ohms. 
2ND END: Same as first end. 
(Supplied with cover and cover 
Screws.) 

RATING: 500 VRMS Max., 
+150°C. (+302°F.) Max. 


LIST 17.15 
MODEL 
3234 LIST 29.05 
SIZE B BOX, 


TRIAXIAL FEMALE EACH END 


See Model 2417 for housing 
dimensions. 

1ST END: Triaxial Female, 
two lug, with solder turret ter- 
minal screws. 

2ND END: Same as first end. 
(Supplied with cover and cover 
Screws.) 

RATING: 500 VRMS Max., 
+150°C. (+302°F.) Max. 


(.47) 
LIST 20.80 MODER 
5166 LIST 36.60 
SIZE B BOX, 21.59 
BNC MALE TO BNC FEMALE (.85) 


WITH BINDING POSTS 


See Model 2417 for housing di- 
mensions. 

IST END: BNC Male with 
solder turret terminal screws. 
Nominal Impedance: 50 Ohms. 
CENTER: Double Binding 
Post with solder turret termi- 
nals. Brass, bright tin plated. 
Accepts standard banana plugs. 
Polycarbonate insulation. One 
black and one red. 

2ND END: BNC Female with 
solder turret terminal screws. 
(Supplied with cover and cover 


SCrews.) 
oe 


RATING: 500 VRMS Max. 
+115°C. (+239°F.) Max. 


ry 
24.89 
(.98) OPEN Max. 


LIST 31.70 


MODEL 
LIST 27.50 3233 
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SIZE B BOX, : 
a ISOLATED BNC FEMALE EACH END 


_ See Model 2417 for housing dimensions. 
1ST END: Isolated BNC Female with 
solder turret terminal screw. Nominal Im- 
.  pedance: 50 Ohms. 
_ 2ND END: Same as first end. 
(Supplied with cover and cover screws.) 
RATING: 500 VRMS Max., +150°C. 
(+302°F.) Max. 


MODEL 


> 3239 


SIZE B BOX, ISOLATED 
75 OHM BNC FEMALE EACH END 


See Model 2417 for housing dimen- 

sions. 

1ST END: Isolated 75 Ohm BNC Fe- 

male with solder turret terminal screw. 

2ND END: Same as first end. 

(Supplied with cover and cover screws.) 

RATING: 500 VRMS Max., +150°C. 

(+302°F.) Max. 12.45 


3 MODEL 


5404 


SIZE B BOX, 
TYPE "N" MALE TO 
TYPE "N" FEMALE 


See Model 2417 for housing dimen- 
sions. 

1ST END: Type "N" Male with solder 
turret terminal screws. Nominal Im- 
pedance: 50 Ohms. 

2ND END: Type "N" Female with 
solder turret terminal screws. Nominal 
Impedance: 50 Ohms. 

(Supplied with cover and coverscrews.) 
RATING: 1000 VRMS Max.,+150°C. 
(+302°F.) Max. 


19.05 
(.75) 


MODEL 
2411 LIST 34.45 
SIZE B BOX, 


BNC FEMALE TO TYPE "N" MALE 


See Model 2417 for housing dimen- 
sions. 

1ST END: BNC Female, two lug, with 
solder turret terminal screws. Nominal 
Impedance: 50 Ohms. 

2ND END: Type "N" Male with solder 
turret terminal screws. Nominal Im- 
pedance: 50 Ohms. 

(Supplied with cover and cover screws.) 
RATING: 500 VRMS Max., +150°C. 
(+302°F.) Max. 


20.57 
(81) 
MODEL 
~ 2420 — LIST 34.45 
SIZE B BOX, 


UHF FEMALE TO UHF MALE 


See Model 2417 for housing dimensions. 
1ST END: UHF Female with solder 
turret terminal screws. Nominal Imped- 
ance: Nonconstant. 

2ND END: UHF Male with solder turret 
terminal screws. Nominal Impedance: 
Nonconstant. 

(Supplied with cover and cover screws.) 
RATING: 500 VRMS Max., +150°C. 
(+302°F.) Max. 


21.59 
(.85) 


MODEL 


2413 LIST 36.60 


© ITT Pomona 1500 East NintH St. P.O. Box 2767 Pomona, Catir., 91769 
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euowod 
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SIZE "C" 
COMPONENT MOUNTING BOX, 
BNC FEMALE EACH END 


See Model 2901 for housing di- 18.29 
mensions. (.72) 
1ST END: BNC Female with 
solder turret terminal screws. 
Nominal Impedance: 50 Ohms. 
2ND END: Same as first end. 
(Supplied with cover and cover 
screws.) 

RATING: 500 VRMS Max., 
+150°C. (+302°F.) Max. 


Pomona 


DIE CAST ALUMINUM BOXES 


SIZE "D" - 
COMPONENT MOUNTING BOX, 
BNC FEMALE EACH END 


See Model 3601 for housing 
dimensions. 

1ST END: BNC Female 
with solder turret terminal 
screws. Nominal Impedance: 
50 Ohms. 

2ND END: Same as first 
end. 

(Supplied with cover and 
cover screws.) 


RATING: 500 VRMS 
Max., +150°C. (+302°F.) 
Max. 
MODEL hese 
2902 LIST 27.55 3602 LIST 22.90 
SIZE Ga SIZE “D2 | 
COMPONENT MOUNTING BOX, COMPONENT MOUNTING BOX, 
BNC FEMALE TO BNC MALE 18.29 BNC FEMALE TO BNC MALE 
a2 
See Model 2901 for housing di- a See Model 3601 for housing 
mensions. dimensions. 
1ST END: BNC Female with 1ST END: BNC Female, 
solder turret terminal screws. with solder turret terminal 
Nominal Impedance: 50 Ohms. screws. Nominal Imped- 
2ND END: BNC Male with ance: 50 Ohms. 
solder turret terminal screws. 2ND END: BNC Male with 
Nominal Impedance: 50 Ohms. solder turret terminal screws. 
(Supplied with cover and cover Nominal Impedance: 50 
screws.) Ohms. 
RATING: 500 VRMS Max., (Supplied with cover and 
+150°C. (+302°F.) Max. cover screws.) 
RATING: 500 VRMS 
Max., +150°C. (+302°F.) 
Max. 
MODEL MODEL 
2903 LIST 29.80 3603 LIST 26.50 
SIZE "J" 
COMPONENT MOUNTING BOX, 
FIVE BNC FEMALES 
See Model 4655 for housing dimensions. 
1ST END: BNC Females. Nominal Im- 
pedance: 50 Ohms. 
2ND END: BNC Female with solder 
turret terminal screws. Nominal Imped- 
ance: 50 Ohms. 
(Supplied with cover and cover screws.) 
RATING: 500 VRMS Max., +150°C. 
(+302°F.) Max. 
MODEL 
4656 LIST 40.30 
100 
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SIZE “F" 
COMPONENT MOUNTING BOX, 
BNC FEMALE EACH END 


_ See Model 3301 for housing di- 
mensions. 

1ST END: BNC Female with 
solder turret terminal screws. 
Nominal Impedance: 50 Ohms. 
2ND END: Same as first end. 
(Supplied with cover and cover 
screws.) 

RATING: 500 VRMS Max., 
+150°C. (+302°F.) Max. 


MODEL 
3302 LIST 36.80 


RFI/EMC COVER GASKET FOR SIZE "F", "G", 
"H" & "K" BOXES 

This cover gasket greatly improves electromagnet shielding effec- 
tiveness of Pomona boxes. Fine Monel wires embedded in silicone 
provide an effective shield against radio frequency interference 
greatly improving electromagnetic compatibility. Adhesive back 
allows simple installation. 


Gasket fits Models 3301, 3302, 3303, 3306, 
3311, 3312, 3316, 3742, 3743, 4720 and 4739. 


(Gasket attaches directly to cover.) 


-#-—— 1.65 (4.12) ———_—e 
63.50 
(2.50) 


Thickness 1.01 (.04) 


) MODEL 


4775 LIST 17.15 
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SIZE "F" 
COMPONENT MOUNTING BOX, 
BNC MALE TO BNC FEMALE 


See Model 3301 for housing 
dimensions. 

1ST END: BNC Male with 
solder turret terminal screws. 
Nominal Impedance: 50 Ohms. 
2ND END: BNC Female with 
solder turret terminal screws. 
Nominal Impedance: 50 Ohms. 
(Supplied with cover and cover 
SCrews.) 

RATING: 500 VRMS Max., 
+150°C. (+302°F.) Max. 


MODEL 
3303 


SIZEeG: 
COMPONENT MOUNTING BOX, 
BNC FEMALE EACH END 


See Model 3311 for housing 
dimensions. 

IST END: BNC Female, with 
solder turret terminal screws. 
Nominal Impedance: 50 Ohms. 
2ND END: Same as first end. 
(Supplied with cover and cover 
SCTeEWS.) 

RATING: 500 VRMS Max., 
+150°C. (4+302°F.) Max. 


LIST 38.95 


MODEL 


3312 LIST 39.55 
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REPLACEMENT/MOUNTING COVER 


102 


REPLACEMENT COVER 


e 


ici 


FIGURE 1 


REPLACEMENT COVER 


MOUNTING COVER 


FIGURE 3 FIGURE 4 
Mat. 
MODEL | Box Size | Fig. Mat.* Thickness a b See ine See ne g i 
1.02 26.42 | 21.41 
= 2.03 peas | rklee 21.41 | 30.94 
3729 | winitwre | 2 | soer-ro | (ipo) | Gay | (aus) =a (2a ee 
1.02 26.16 | 21.41 
4245 A 1 | 1100-H14 (.040) (1.03) | (.843) 
2.03 29.21 | 21.41 21.41 = 99 
3728 A 2 | 6061-T6 (.080) (1.15) | (.843) (.843) Pa 968) 
1.02 32.51 | 27.76 | 49.99 
4246 B 1 | 1100-H14 (.040) (1.28) | (1.093) | (1.968) 
: 2.03 35.56 | 27.76 74.78 
3719 B we ats (.080) | (1.40) | (1.093) | (2.944) =o a 
2.03 63.50 | 57.15 98.43 
4248 Cc 3 | 1100-H14 (.080) (2.50) | (2.250) | (3.875) 
1.60 62.99 | 57.15 66.68 
4726 D 1 | 1100-H14 (.063) (2.48) | (2.250) | (2.625) 
2.03 63.50 | 57.15 91.90 
3958 D 2 | 1100-H14 (.080) (2.50) | (2.250) | (3.618) 6 
if 2.03 102.11 | 96.52 | 200.66 
4416 = 3 | 1100-H14 (.080) (4.02) | (3.800) | (7.900) 2 
2.03 63.50 | 57.15 | 98.43 | 104.65 
4247 |F,G,H&K| 3 | 1100-H14 (.080) (2.50) | (2.250) | (3.875) | (4.12) 9 
2.03 63.50 | 57.15 | 120.65 | 133.35 
3328 |F,G,H&K| 4 | 6061-T6 (.080) (2.50) | (2.250) | (4.750) | (5.25) og 9 
101.60 | 91.44 91.44 | 101.60 
4631 1 | 1100-H14 (4.00) | (3.600) | (3.600) | (4.00) 9 
101.60 | 91.44 | 114.30 | 127.00 
4642 re Mate (4.00) | (3.600) | (4.500) | (5.00) 5 5 
34.80 | 30.48 | 100.33 | 104.65 
4658 J 1 | 1100-H14 (1.37) | (1.200) | (3.950) | (4.12) 1 
72.90 | 68.58 | 144.78 | 149.10 
5198 L 1 | 1100-H14 (2.87) | (2.700) | (5.700) | (5.87) 1 
NOTES: 
1) 2.44 (.096) 4 MTG Holes 4) 3.18 (.125) 4 MTG Hoels 7) 2.54 (.100) with 1.40 (.055) Deep x 4.22 (.166) counterbore 
2) 3.56 (.140) 8 MTG Holes 5) 3.56 (. 1403 4 MTG Holes 8) 3.18 (.125) with 5.94 (.234) Dia x 82° countersink 
3) 3.81 (.150) 4 MTG Holes 6) 5.11 (.201) 4 MTG Holes 9) 3.56 (.140) Dia. with 5.94 (.234) Dia x 82° countersink 
“All covers clear anodized per MIL-A-8625 
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TEST CLIPS 

These plunger type action test clips are called Grabber® test 
clips. The gold plated contact hook attaches rapidly to 
component leads and terminals. The specially designed tip 
(see illustration) slides easily on the 0.64 (.025) square 
wrapped wire terminals. The do-it-yourself Grabber test 
‘clip can be assembled quickly and easily by the user (see 


’ simplified instructions below). Grabber test clips can also 


be purchased as completed patch cords that are firmly 
molded together to provide a strong, reliable and integral 
unit. 


FEATURES: 


¢ Plunger type action between thumb and two fingers. 
¢ Comfortable finger grip operation. 

¢ Positive connection that won't pop off. 

¢ No sharp teeth to damage or nick wires. 


MINIPINCER™ 
TEST CLIP 


1.02 mm (.04) Square. 
[Fits .64 mm (.025) sq. pin] 


152.40 


(6.00) fil : | 


MAXIGRABBER® TEST CLIP as (.73) 


FLEXIBLE MAXIGRABBER® TEST CLIP 


renal 


ROTATING MICROGRABBER* MINIGRABBER‘ Dia 
TEST CLIP TEST CLIP 
MICROGRABBER Dia 
SMD GRABBER" TEST CLIP 
TEST CLIP 
Detail 
Maxigrabber® & Minigrabber® Test Clips 1.27 (.05) 
Micrograbber® Test Clip 1.02 (.04) 
(Inside Dimensions) 
SIMPLIFIED ASSEMBLY PROCEDURE 
FOR DO-IT-YOURSELF MICROGRABBER’, 
MINIGRABBER’®, MAXIGRABBER® AND co 
SMD GRABBER* TEST CLIPS y wi 
Key Se (.125) 
1. Pull off thumb cap to expose contact connection. 
2. Thread wire through thumb cap and strip 2.18 (.125). STEPS 1 AND 2 
3. Insert stripped end through tapered hole on contact and 
solder. 
NOTE: Stripped end should be placed into the large 
opening of the tapered hole. 
4. Slide thumb cap back onto contact. 
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DO-IT-YOURSELF SMD GRABBER*® TEST CLIP 


The SMD Grabber® Test Clip is especially suited 
for testing surface mounted packages on centers as 
small as 0.76mm (.030). Pincer-like contact grasps 
individual legs of SMD's such as the SOIC, SOJ, 
PCC, etc. Its circular design and small size have 


been developed for easy use and handling. 152 


(.06) 


Dia. 
1.02 
(.04) 
MODEL 
5243-* 


DO-IT-YOURSELF SMD GRABBER*® KITS 


Z LOR OLE ' 
pgp i UY ee 


8.89 


(.35) Dia. YY 
ae A 


2.29 
(.090) 
Max. Wire 0.D. 


LIST 16.50 
(Pkg. 10 per Color) 


DO-IT-YOURSELF MINIPINCER® TEST CLIP 


This clip utilizes a snap-on cap and a solder contact 
to provide reliable connections. The lower contact 
has a pincer type action ideally suited for testing 
standard DIP packages. 

MATERIAL: Beryllium copper contact. 
FINISH: Selectively gold plated. 

RATING: 1000 WVDC; 5 Amps; +80°C. 
(+176°F.) Max. 

*STD. COLORS: -0 Black, -1 Brown, -2 Red, 
-3 Orange, -4 Yellow, -5 Green, -6 Blue, -7 Violet, 
-8 Gray, -9 White. 


pth *STD COLORS: -02 one 
MODEL | Features P Black and one Red, -00 two 
5231-* | Kit contains 2 pcs. 3.55 Black, -11 two Brown, -22 
of 5243. two Red, -33 two Orange, 
5590 -44 two Yellow, -55 two 
Kit contains 10 14.85 Green, -66 two Blue, -77 two 2.79 
pes. of 5243, one Violet, -88 two Gray, -99 two _ MODELS fan (.11) Dia. 
of each color. White. 5418-* LIST 1.50 
DO-IT-YOURSELF MICROGRABBER* DO-IT-YOURSELF MICROGRABBER® ) 
TEST CLIP TEST CLIP KITS 
43.43 
MATERIAL: Contact, beryllium (1.71) 
copper. 
FINISH: Gold plated. ( cmmummenia 
INSULATION: Glass filled ny- 
lon. 
RATING: 1000 WVDC, 3 Amps, =| be 
+102°C. (+216°F.) Max. 2.29 
*STD COLORS: -0 Black, (.090) 
-1 Brown, -2 Red, -3 Orange, Max. Wire 
-4 Yellow, -5 Green, -6 Blue, -7 9.D. 
Violet, -8 Gray, -9 White. LIST 
MODEL | Features per Kit 
* ; *STD COLORS: -02 one 
4743 ae 2 pcs. 3.05 Black and one Red,-00 two 
(See D ; Black,-11 two Brown, -22 two 
assembly 5524 Kit contains 10 pcs. 11.00 Red, -33 two Orange, -44 two 
MODEL tails LIST 12.50 PKG BRE SUOE) ‘66 two Blue 77 reg ates 
ected as 7 - anes -66 two Blue,-77 two Violet, 
4233-* page 103.) (Pkg. Ten Per Color) -88 two Gray, -99 two White. 
DO-IT-YOURSELF MINIGRABBER*® TEST CLIP ee 
MATERIAL: Contact, be- yi oh 


ryllium copper. 

FINISH: Gold plated. 
INSULATION: Glass filled 
nylon. 


RATING: 3000 WVDC, 12 
Amps, +102°C. (+216°F.) 
Max. 

*STD COLORS: -0 Black, 


-] Brown, -2 Red, -3 Orange, 
-4 Yellow, -5 Green, -6 Blue, 
7 Violet, -8 Gray, -9 White. 


MODEL | "X" Dia. 
3925-* | 2.29 (.090) 
4555-* | 3.66 (.144) 


Wire 0.D 


(See ) 
assembly 

details, LIST 12.00 PKG 
page 103.) (Pkg. Ten Per Color) 
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DO-IT-YOURSELF MINIGRABBER® KITS 


LIST 
per Kit 


Features 
*STD COLORS: -02 one 


Black and one Red, -00 two — 
Black, -1 1 two Brown, -22 two 
Red, -33 two Orange, -44 two 
11.00 Yellow, -55 two Green, 
-66 two Blue, -77 two Violet, 
-88 two Gray, -99 two White. 


Kit contains 2 pcs. 
of 3925. 


Kit contains 10 
pcs. of 3925, one 
of each color. 


5522 


DO-IT-YOURSELF MAXIGRABBER?® TEST CLIP 


The Maxigrabber test clip is an extended do-it-yourself Grab- 
ber test clip designed specifically for high-rise packaging of 
electronic components where depth of testing point is a key 
factor. The Maxigrabber test clip will fit entry holes as small 
as 6.35 (.250) dia. and the unit is completely field serviceable. 
MATERIAL: Contact, beryllium copper. 

FINISH: Gold plated. 

INSULATION: Glass filled nylon. 

RATING: 3000 WVDC, 12 Amps, +102°C. (+216°F.) Max. 
*STD COLOR: -0 Black, -1 Brown, -2 Red, -3 Orange, 
-4 Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 


MODEL "X" Dia. (See 
2.29 (.090) ee 
4565-* | 3.66 (.144) aes 103.) 
SMD GRABBER® TEST CLIP WITH 
0.64mm (.025) SQUARE PIN __ 43.94 
1ST END: Contact, stainless steel, se- ea —S 
lectively gold plated. 


INSULATION: Glass filled nylon. 
2ND END: Square pin, phosphor 
bronze, gold plated. 

RATING: 1000 WVDC; 0.5 Amps; 
+102°C. (+216°F.) Max. 

*STD COLORS: -0 Black, -1 Brown, 
-2Red, -3 Orange, -4 Yellow, -5 Green, 
-6 Blue, -7 Violet, -9 Gray, -9 White. 


MODEL 
5360 


MICROGRABBER*® TEST CLIP 
WITH 0.64 (.025) SQUARE PIN 


MATERIAL: Contact, beryllium 
copper. Square pin, phosphor bronze. 
FINISH: Gold plated. 
INSULATION: Glass filled nylon. 
RATING: 1000 WVDC, 3 Amps, 
+102°C. (+216°F.) Max. 

*STD COLORS: -0 Black, -1 Brown, 
-2 Red, -3 Orange, -4 Yellow, -5 Green, 
-6 Blue, -7 Violet, -8 Gray, -9 White. 


LIST 2.00 


CS a 
NF (025) Sq 


\ © (.15)8q 
Access 


MODEL Hole 
4521-* LIST 2.30 
ROTATING MICROGRABBER* 
The Rotating Micrograbber Test Clip is ideal for WD on x 
testing surface mounted devices (SMDs), high (A leery \ 
density leads with 1.2mm (0.05") spacing, and fine |. oo, 1? > | 
gauge wires (0.l1mm/0.004"). Two access entries (VZZE 
with 0.6mm (.025) square pins. Rotating pincers ‘ bat eg 
grasp leads firmly. Extended guide tube reaches Nae SG 


into tight areas and can be bent to a 35° angle. 
RATING: 42V, 2A Max. 
*STD COLORS: -0 Black, -2 Red. 


MODEL 


5790-* LIST 4.60 


MINIPINCER® TEST CLIP 
WITH 0.64 (.025) SQUARE PIN 


This clip has similar pincer con- 
tact as Model 5418 and includes 
recessed 0.64mm (.025) square 
pin in cap. 

1ST END: Contact, beryllium 
copper, selectively gold plated. 
INSULATION: Nylon. 

2ND END: Square pin. 
RATING: 1000 WVDC; 3 
Amps; +80°C. (+176°F.) Max. 


*STD. COLORS: -0 Black, -! Brown, -2 Red,-3 Orange, 
-4 Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 


MODEL 
5430-* 


MINIGRABBER*® TEST CLIP 


WITH 0.64 (.025) SQUARE PIN 


MATERIAL: Contact, beryllium 
copper. Square pin, phosphor bronze. 
FINISH: Gold plated. 
INSULATION: Glass filled nylon. 
RATING: 2500 WVDC, 3 Amps, 
+102°C. (+216°F.) Max. 

*STD COLORS:-0 Black,-1 Brown, 
-2 Red, -3 Orange, -4 Yellow, 
-5 Green, -6 Blue, -7 Violet, -8 Gray, 
-9 White. 


MODEL 
4587-* 


DO-IT-YOURSELF 


FLEXIBLE MAXIGRABBER*® TEST CLIP 


This flexible clip has a rotating pincer type contact 
to make access easier. Standard banana jack and 


screw for direct wire termination. 


*STD. COLORS: -0 Black, -2 Red. 


MODEL 
5830-* 
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““X’” Max. 
Wire 0.D. 


LIST 3.25 


LIST 3.50 


LIST 3.60 


LIST 6.30 
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4723-* 


oscilloscope leads equipped with a 6-32 
screw. ? 

MATERIAL: Contact, beryllium cop- 
per. Threaded insert, brass. 

FINISH: Contact, gold plated. 
INSULATION: Glass filled nylon. 


This grabber test clip can be used with 
64.52 
(2.54) 


RATING: 3000 WVDC, 12 Amps, 15.75 | 
+102°C. (+216°F.) Max. (.62) 
*STD COLORS: -0 Black, -2 Red. Dia. 
Model 4311 shown 
(not included) 
MODEL 
4011-* LIST 2.85 


MINIGRABBER® TEST CLIP WITH BANANA JACK 


64.52 
wo is 


This Minigrabber test clip has a standard banana jack built right 
into the plunger. Excellent for attaching the Grabber test clip 
directly to the end of a banana plug patch cord. 

1ST END: Minigrabber Test Clip. Contact, beryllium copper, 
gold plated. 

INSULATION: Glass filled nylon. 

2ND END: Banana jack. Brass, nickel plated. 

RATING: 3000 WVDC, 12 Amps, +102°C. (+216°F.) Max. 
*STD COLORS: -0 Black, -1 Brown, -2 Red,-3 Orange, 
-4 Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 


MODEL 
LIST 3.75 


MAXIGRABBER?® TEST CLIP WITH BANANA JACK 


~ 152.40 
(6.00) 


13.97 
(.55) 


This Maxigrabber test clip has a standard banana jack built 
right into the plunger. Excellent for attaching the Grabber test 
clip directly to the end of a banana plug patch cord. 

1ST END: Maxigrabber Test Clip. Contact, beryllium 
copper, gold plated. 

INSULATION: Glass filled nylon. 

2ND END: Banana Jack. Brass, nickel plated. 

RATING: 3000 WVDC, 12 Amps, +102°C. (+216°F.) Max. 
*STD COLOR: -0 Black, -1 Brown, -2 Red, -3 Orange, 
-4 Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 


MODEL 
4724-* 


LIST 5.45 


Can be crimped or soldered to wire. Sup- 
plied with shrink sleeving. Mates with 
Model 4011. 

MATERIAL: Brass. 

FINISH: Nickel plated. 
INSULATION: Shrink sleeving. 


MODEL 


4311 LIST 2.25 


MINIGRABBER® TEST CLIP WITH PIN JACK 


This Minigrabber test clip has a pin jack built right into the 
plunger. Excellent for attaching the Grabber test clip directly 
to the end of a pin tip patch cord or it can be used as an adapter 
for miniature test probes with 2.03 (.080) tips. 

1ST END: Minigrabber Test Clip. Contact, beryllium 
copper, gold plated. 

INSULATION: Glass filled nylon. 

2ND END: Pin jack. Spring, beryllium copper, gold plated. 
RATING: 2500 WVDC, 5 Amps, +102°C. (+216°F.) Max. 
*STD COLORS: -0 Black, -2 Red, -9 White. 


MODEL 


4826-* LIST 5.15 


MAXIGRABBER?® TEST CLIP WITH PIN JACK 


<_ 152.40 
(6.00) 


This Maxigrabber test clip has a pin jack built right into the 
plunger. Excellent for attaching the Grabber test clip directly to 
the end of a pin tip patch cord. 

ISTEND: Maxigrabber Test Clip. Contact, beryllium copper, 
gold plated. 

INSULATION: Glass filled nylon. 

2ND END: Pin Jack. Spring, beryllium copper, gold plated. 
RATING: 3000 WVDC, 5 Amps, +102°C. (+216°F.) Max. 
*STD COLOR: -0 Black, -2 Red. 


MODEL 


4827-* LIST 6.60 
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2.03 
(.080) Dia 
Pin Tip 


SMD GRABBER*® TEST CLIP, EACH END 
ee ee one 


MODEL 


LIST 


5301-6-* 203.2 (8.0) 1ST END: SMD Grabber® Test Clip. Contact, selectively 2ND END: Same as first end. 

5301-12-* 304.8 (12.0) | 5.30 gold plated stainless steel. Insulation; glass filled nylon. RATING: 1000 WVDC, 0.5 Amps, +102°C. (+216°F.) 
5301-24-* 609.6 (24.0) | 5.30 WIRE: 22 AWG, 26 X 36 t.c., PVC insulated, 1.63mm Max. 

5301-36-* 914.4 (36.0) | 5.30 (.064) O.D. *STD COLORS: -0 Black, -2 Red. 


SMD GRABBER® PATCH CORD KIT 


Kit contains 10 pes. 
of Model 5301-24. 
1 of each color. 


MODEL 
5521 LIST 47.70 KIT 


SMD GRABBER? TEST CLIP, ONE END ONLY 


LENGTH 


1ST END: SMD Grabber” Test Clip. Contact, selectively 2ND END: None. 
MODEL Length LIST gold plated stainless steel. Insulation; glass filled nylon. RATING: 1000 WVDC; 0.5 Amps; +102°C. (+216°F.) 
WIRE: 22 AWG, 26 X 36 t.c., PVC insulated, 1.63mm Max 
5303-36-* | 914.4 (36.0) | 3.65 (.064) O.D. *STD COLORS: -0 Black, -2 Red. 


SMD GRABBER’ TEST CLIP TO 
0.64mm (.025) SQ. PIN RECEPTACLE 


13.21 


(52) is Fee (.10) Max. Sq. 


Li h 
. Bug! HSh 1ST END: SMD Grabber® Test Clip. Contact, selectively 2ND END: 0.64mm (.025) Square Pin Receptacle. Gold 
5412-12- 304.8 (12.0) | 5.15 gold plated stainless steel. Insulation; glass filled nylon. plated phosphor bronze. ABS insulation. 
5412-24-* 609.6 (24.0) | 5.15 WIRE: 22 AWG, 26 X 36 t.c., PVC insulated, 1.63mm RATING: 1000 WVDC; 0.5 Amps; +50°C. (+122°F.) Max 
5412-36-* 914.4 (36.0) | 5.15 (.064) O.D. *STD COLORS: -0 Black, -2 Red. 


SMD GRABBER? TEST CLIP TO RETRACTABLE SHEATH BANANA PLUG 


LENGTH 69.09 


—— | (2.72) | r 7.11 (.28) Dia. 


1ST END: SMD Grabber® Test Clip. Contact, selectively 2ND END: Sheathed Banana Plug. Brass body, beryllium 


gold plated stainless steel. Insulation; glass filled nylon. copper spring, nickel plated. Insulation; nylon. 
wedi woud LIST WIRE: 22 AWG, 26 X 36 tc., PVC insulated, 163mm | RATING: 1000 WVDC, 0.5 Amps, +55°C. (+131°F.) Max. 
5362-36-* 914.4 (36.0) | 8.00 (.064) O.D. *STD COLORS: -0 Black, -2 Red. 


MINIPINCER® TEST CLIPS, EACH END 


| 65.79 
| (2.59) 


5419-8-* 203.2 


(8.0) 


5419-12-* 

5419-18-* . 

5419-24-* 3.95 IST END: Minipincer® Test Clip. Selectively gold 2ND END: Same as first end. 

5419-36-* 4.15 plated beryllium copper contact. Nylon insulation. RATING: 1000 WVDC, 5 Amps; +80°C. (+176°F.) Max. 
5419-48-* 4.35 WIRE: 20 AWG, 41 x 36t.c., PVC insulated, 2.21mm *STD. COLORS: -0 Black, -2 Red. 

5419-60-* 4.55 (.087) O.D. 
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MICROGRABBER*® TEST CLIP, EACH END 


MODEL 


LIST 


ee (ENGTH —__—__—_-| 


4613-12-* 304.8 (12.0)| 4.95 

4613-24-* | 609.6 (24.0)| 4.95 1STEND: Micrograbber Test Clip. Contact, beryllium copper, | 2ND END: Same as first end. 

4613-36-* | 914.4 (36.0) 4.95 gold plated. Insulation, glass filled nylon. RATING: 1000 WVDC, 3 Amps, +102°C. (+216°F.) Max. 
4613-48-* | 1219.2 (48.0)| 5.15 WIRE: 20 AWG, 41 x 36t.c., PVC insulated, 2.21 (.087) O.D. *STD COLORS: -0 Black, ,-2 Red. 


MICROGRABBER*® TEST CLIP PATCH CORD KIT 


Kit contains 10 pes. 
of Model 4613-24, 
one of each color. 


MODEL 


5525 LIST 44.55 KIT 


MICROGRABBER*® TEST CLIP 


LENGTH 


1ST END: Micrograbber Test Clip. Contact, beryllium | 2ND END: None. 

copper, gold plated. Insulation, glass filled nylon. RATING: 1000 WVDC, 3 Amps, +102°C. (+216°F.) 
MODEL Length LIST WIRE: 20 AWG, 41 x 36 t.c., PVC insulated, 2.21 (.087) | Max. 
5043-36-* 914.4 (36.0) | 3.60 O.D. *STD COLORS: -0 Black, ,-2 Red. 


MICROGRABBER*® TEST CLIP TO PIN TIP PLUG 


——_—_—_—————£ LENG ——_____— er 
2.03 
(.080) Dia. 


= 


sesesseseenesneeeoosonne® : mrccraceracs oon perenne ssecansonenesarensennarnonseonenoneaereosserere 
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IST END: Micrograbber Test Clip. Contact, beryllium 2ND END: Pin tip plug. Brass, gold plated. Insulation, 
MODEL | Length | LIST copper, gold plated. Insulation, glass filled nylon. polypropylene. 
4716-12-* 304.8 (12.0)} 4.55 WIRE: 22 AWG, 26 x 36 t.c., PVC insulated, 1.63 (.064) RATING: 1000 WVDC, 3 Amps, +55°C. (+131°F.) Max. 
4716-36-* 914.4 (36.0)| 4.55 O.D. *STD COLORS: -0 Black, ,-2 Red. 
MICROGRABBER:’ TEST CLIP TO 0.64 (.025) SQUARE PIN RECEPTACLE 
13.21 
a LENGTH (52) 
IST END: Micrograbber Test Clip. Contact, beryllium copper, RATING: 1000 WVDC, 3 Amps, +50°C. (+122°F.) 
gold plated. Insulation, glass filled nylon. Max. 
wAslelae Length | LIST WIRE: 22 AWG, 26 x 36 t.c., PVC insulated, 1.63 (.064)0.D. _*STD COLORS: -0 Black, ,-2 Red. 
4919-12-* 304.8 (12.0)| 4.30 2ND END: 0.64 (.025) Square Pin Receptacle. Phosphor 
4919-24-* 609.6 (24.0)| 4.30 bronze, gold plated. Insulation, ABS. 
MICROGRABBER?® TEST CLIP, EACH END WITH RETRACTILE (COILED) CORD 
EXTENDED LENGTH 
Permits the use of one size patch cord in place of many 2ND END: Same as first end. 
h various lengths. (Replaces Model 5160) RATING: 1000 WVDC, 3 Amps, +80°C. (+176°F.) 
unedals | smd | Pou IST END: Micrograbber Test Clip. Contact, beryllium Max. 
5200-36-* 914.4 (36.0) 9.10 copper, gold plated. Insulation, glass filled nylon. *STD COLORS: -0 Black, ,-2 Red. 
5200-48-* | 1219.2 (48.0)| 10.00 WIRE: 26 AWG, 10 x 36 non-tinned copper, polyure- 
5200-60-* | 1524.0 (60.0)| 10.90 thane insulated, 2.24 (.088) O.D. 
108 
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203.20 (8.00) long 


(Red) ca 


38.10 (1.50) long 


MODEL 
4776-K-24 
4776-K-36 
4776-K-48 
4776-K-60 


LIST 


609.6 (24.0) 
914.4 (36.0) 
1219.2 (48.0) 
1524.0 (60.0) 


16.65 and one red. 


17.85 Mold insulation, PVC, black. 


MINIGRABBER® TEST CLIP, ONE END ONLY 
WITH RETRACTILE (COILED) CORD 


1ST END: Minigrabber Test Clip. Contact, beryl- 
lium copper, gold plated. Insulation, glass filled 


Ae = LENGTH et mM) 


1ST END: Micrograbber Test Clip. Contact, beryllium 
copper, gold plated. Insulation, glass filled nylon. One black 


2O CABLE: Shielded coax., RG 174/U, 2.54 (.100) O.D. Y- 


MICROGRABBER* TEST CLIPS TO MINIATURE DOUBLE BANANA PLUG 


12.70 
(50) 


2ND END: Double Miniature Banana Plug. Brass body, 
beryllium copper spring, gold plated. Insulation, polyeth- 


ylene, black. 
RATING: 1000 WVDC, +50°C. (+122°F.) Max. 


1219.2+25.4 (48.0+1.0) 


See = — ES ch) $= 


2ND END: Same as first end. 
RATING: 3000 VDC Int.; 270 VDC, 90 VAC cont. duty, 


MODEL nylon. 5 Amps, +60°C. (+140°F.) Max. 
ae WIRE: 20 AWG, 41 x 36t.c., PVC insulated, 2.21 *STD COLORS: -0 Black, -2 Red. 

4536- (.087) O.D. LIST 8.00 
MINIGRABBER® TEST CLIP 
EACH END 


3781-12-* : 

3781-18-* 3.05 1ST END: Minigrabber Test Clip. Contact, 
3781-24-* 3.05 beryllium copper, gold plated. Insulation, glass 
3781-36-* 3.05 filled nylon. 

3781-48-* 3.25 WIRE: 20 AWG, 41 x 36t.c., PVC insulated, 2.21 
3781-60-* 3.45 (.087) O.D. 


MINIGRABBER® TEST CLIP PATCH CORD KIT 


Kit contains 10 pes. 

of Model 3781-24, 

one of each color. 
MODEL 


5523 


2ND END: Same as first end. 

RATING: 3000 WVDC, 5 Amps, +102°C. (+216°F.) 
Max. 

*STD COLORS: -0 Black, -1 Brown, -2 Red, -3 Orange, 
-4 Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 


LIST 27.45 KIT 


MINIGRABBER*® TEST CLIP 
ONE END ONLY 


1ST END: Minigrabber Test Clip. Contact, beryllium 
copper, gold plated. Insulation, glass filled nylon. 


MODEL | __Length LIST WIRE: 20 AWG, 41 x 36t.c., PVC insulated, 2.21 (.087) 


3780-60-* | 1524.0(60.0) | 2.40 O.D. 


2ND END: None. 

RATING: 3000 WVDC, 5 Amps, +102°C. (+216°F.) 
Max. 

*STD COLORS: -0 Black, -2 Red. 


MINIGRABBER® TEST CLIP EACH END WITH 
RETRACTILE (COILED) CORD 


Permits the use of one size patch cord in place of many 


various lengths. 
; MODEL | Length LIST IST END: Minigrabber Test Clip. Contact, beryllium 
5201-36-* 914.4 (36.0) | 9.15 copper, gold plated. Insulation, nylon. 
5201-48-* 1219.2 (48.0) | 10.05 WIRE: 26 AWG, 10x 36 non-tinned copper, polyurethane 
5201-60-* 1524.0 (60.0) | 10.95 insulated, 2.24 (.088) O.D. 
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2ND END: Same as first end. 
RATING: 1000 VDC Int., 3 
Max. 

*STD COLORS: -0 Black, -2 Red. 


Amps, +80°C. (+176°F.) 


euowod 


Susdgevdd 


MINIGRABBER® TEST CLIP, ONE END ONLY 
WITH RETRACTILE (COILED) CORD 


Pomona 


MODEL copper, gold plated. Insulation, glass filled nylon. 


4537-* (.146) O.D. 


MINIGRABBER® TEST CLIP TO 
STACKING PIN TIP PLUG 


3785-12" | 304.8 (12.0) 


3785-24-* 609.6 (24.0) | 4.50 1ST END: Minigrabber Test Clip. Contact, beryllium 
3785-36-* 914.4 (36.0) | 4.50 copper, gold plated. Insulation, glass filled nylon. 
3785-48-* | 1219.2 (48.0) | 4.70 WIRE: 20 AWG, 41 x 36 t.c., PVC insulated, 2.21 
3785-60-* 1524.0 (60.0) | 4.90 (.087) O.D. 


MINIGRABBER*® TEST CLIP TO 0.64 (.025) 
SQUARE PIN RECEPTACLE 


MODEL LIST 


Length 


3783-12" 304.8 (12.0) | 3.60 copper, gold plated. Insulation, glass filled nylon. 
3783-24- 609.6 (24.0) | 3.60 WIRE: 22 AWG, 26 x 36 t.c., PVC insulated, 1.63 
3783-36-* 914.4 (36.0) 3.60 (.064) O.D. 


MINIGRABBER*® TEST CLIP TO STACKING 


1219.2+25.4 (48.0+1.0) 


_t———_ __—_—_____ EX TENDED LENGTH ieee 


1ST END: Minigrabber Test Clip. Contact, beryllium | 2ND END: None. 
WIRE: 20 AWG, 42 x 36 tc., PVC insulated, 3.71 


1ST END: Minigrabber Test Clip. Contact, beryllium 


RATING: 3000 VDC Int, 270 VDC, 90 VAC cont. ei 
duty, 5 Amps, +60°C. (+140°F.) Max. oe 
*STD COLORS: -0 Black, -2 Red. LIST 11.20 
me ae 
34.29 


ha 


12.70 9h 
2.03 
(50) (080) 
Dia. 


2ND END: Stacking Pin Tip Plug. Brass body, beryllium 
copper spring, gold plated. Insulation, polypropylene. 
RATING: 3000 WVDC, 5 Amps, +55°C. (+131°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


bronze, gold plated. Insulation, ABS. 
RATING: 1000 WVDC, 3 Amps, +50°C. (+122°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


2ND END: 0.64 (.025) Square Pin Receptacle. Phosphor 


tp) MINIATURE BANANA PLUG é 
Cc 
LL 
aa) MODEL | Lenath | LIST 1ST END: Minigrabber Test Clip. Contact, beryllium RATING: 2500 WVDC, 5 Amps, +55°C. (+131°F.) Max. 
mM DEL wads) copper, gold plated. Insulation, glass filled nylon. *STD COLORS: -0 Black, -2 Red. 
rf 3784-12-* 304.8 (12.0) | 3.75 WIRE: 20 AWG, 41 x 36 t.c., PVC insulated, 2.21 
oc 3784-24-* 609.6 (24.0) 345 (.087) O.D. 
3784-36-* 914.4 (36.0) | 3.75 2ND END: Stacking Miniature Banana Plug. Brass 
5 3784-48-* 1219.2 (48.0) 3.95 body, beryllium copper spring, nickel plated. Polypro- 
3784-60-* 1524.0 (60.0) | 4.15 pylene insulation. 
MINIGRABBER? TEST CLIP ae 32.51 
TO IN-LINE BANANA JACK Ue 
NY [ (.40) Dia. 
MIDDLE SEB OE ae 
| __——————————— 
MODEL Length LIST az 
4649-12-* 304.8 (12.0) | 5.60 1ST END: Minigrabber Test Clip. Contact, beryllium 2ND END: In-line Banana Jack. Brass, nickel plated. 
4649-24-* 609.6 (24.0) | 5.60 copper, gold plated. Insulation, glass filled nylon. Insulation, polypropylene. 
4649-36-* 914.4 (36.0) 5.60 WIRE: 20 AWG, 41 x 36 t.c., PVC insulated, 2.21 RATING: 3000 WVDC, 5 Amps, +55°C. (+131°F.) Max. 
4649-48-* 1219.2 (48.0) 6.00 (.087) O.D. *STD COLORS: -0 Black, -2 Red. 
MINIGRABBER* TEST CLIP TO MINIGATOR 2697 
LENGTH ———————___» 
MODEL Length LIST 
4652-12-" | 304.8 (12.0) ‘i 90 IST END: Minigrabber Test Clip. Contact, beryllium copper, 2ND END: Minigator. Steel, nickel plated. Insulation, 
4652-24-" 609.6 (24.0) 4 90 gold plated. Insulation, glass filled nylon. vinyl. 
4652-36-" | 914.4 (36.0) | 4.90 WIRE: 20 AWG, 41 x 36tc., PVC insulated, 2.21 (.087)0.D. | RATING: 3000 WVDC, 5 Amps, +50°C. (+122°F.) Max. 
4652-48-* | 1219.2 (48.0) | 5.15 *STD COLORS: -0 Black, -2 Red. 
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4 STACKING STANDARD BANANA PLUG EACH END 


Multiple stacking feature accommodates the most complex 
stacking; keeps circuitry neater. Greatly simplifies circuit 


connections and changes. Reliable solderbonded connec- -—_—___——_ LENGTH oS 39.37 (1.55) | \ 


tions withstand pull test in excess of 50 Ibs. 


13.21 
(.52) 
101.6 (4.0) 
203.2 (8.0) $ 
304.8 (12.0) 304.8 (12.0) 
609.6 (24.0) 914.4 (36.0) 
914.4 (36.0) 1219.2 (48.0) 
1219.2 (48.0) 1524.0 (60.0) 
1524.0 (60.0) 
E ; : FINISH: ? : : 
1829.0 (72.0) a eR en in eee 1ST END: Stacking Banana Plug. Brass body, beryllium 
FINISH: Nickel plated. ; ; a copper spring. Insulation, polypropylene. 
*STD COLORS: -0 Black, -1 Brown, WIRE: 18 AWG, 65 x 36i.c., PVC insulated, 3.66 (.144) O.D. 
-2Red, -3 Orange, -4 Yellow, -5 Green, 2ND END: Same as first end. 
-6 Blue, -7 Violet, -8 Gray, -9 White. RATING: 5000 WVDC, 15 Amps, +55°C. (+131°F.) Max. 
LOW COST BANANA PLUG 
This patch cord offers a low cost solu- 
tion for your banana plug needs. Ba- 
nana Plug also sold individually as a A 
Do-It-Yourself model (Model 5750). ‘ai 
Ae 
=~ i I 
nian 1ST END: Banana Plug. Beryllium copper, nickel plated. 2ND END: Same as first end. 
piS2-24" 609.6 (24.0) | 2.00 Insulation, nylon. RATING: 5000 WVDC. 15 Amps. +80° 
5732-48-" | 1219.2 (48.0) | 2.25 = WIRE: 18 AWG, 65x 36t.c., PVC insulated, 3.66 (.144) O.D. *STD COLORS: -0 Black, -2 Red. 
HORIZONTAL STACKING ee 
BANANA PLUG EACH END en 
— LENGTH —— > + 39.37 (1.55) —e % 
- see ESS Sik Be 
—————— AGL Fn — 
meee a Jamey een an a ener ove - = 
Length = 
Ideal as an interconnecting lead between power supplies, test 2ND END: Same as first end. 
equipment, etc. Horizontal stacking feature. RATING: 5000 WVDC, 15 Amps, +55°C. (+131°F.) Max 
1ST END: Banana Plug. Brass body, beryllium copper spring. *STD COLORS: -0 Black, -2 Red 
Insulation, polypropylene. 
WIRE: 18 AWG, 65 x 36t.c., PVC insulated, 3.66 (.144) O.D. 
EXTENSION STACKING BANANA PLUG EACH END 
Dual purpose. Insulates all hot leads 
when used as an extension cord. End- 49.78 (1.96) ath Le LENGTH x 
less extension couplings possible with | 
any banana plug patch cord. aa 
1ST END: Extension Stacking Banana Plug. Brass body, beryllium *STD COLORS: -0 Black, -2 Red. 
copper spring, nickel plated. Insulation, polypropylene. 
WIRE: 18 AWG. 65 x 36t.c., PVC insulated, 3.66 (.144) O.D 
2ND END: Same as first end. 
RATING: 5000 WVDC, 15 Amps, +55°C. (+131°F.) Max 
STACKING BANANA PLUG EACH END ON RETRACTILE (COILED) CORD 
Permits the use of one size patch cord A027 
in place of many various lengths. Rea 14.22 
5 ee ee 1219.2 (48.0) | (1.55) —o (56 
7 EXTENDED LENGTH —_— 
aiiicac ial Lerner rT 4 Leiber tated — 
Yancey Prat i ; i ii? tre ' ie i 
) 1ST END: Stacking Banana Plug. Brass body, beryllium copper 2ND END: Same as first end 
MODEL! LIST spring, nickel plated. Insulation, polypropylene RATING: 3000 VDC Int., 270 VDC, 90 VAC cont 
- WIRE: 20 AWG, 42 x 36t.c., PVC insulated, 3.71 (.146) O.D. duty, 5 Amps, +55°C. (+131°F.) Max 
2484- 9.05 *STD COLORS: -0 Black, -2 Red 
117 


© ITT Pomona 1500 East NintH St. P.O. Box 2767 Pomona, Catir., 91769 
Sates: (909) 469-2900 Tecunicat Assistance: (909) 469-2928 FAX: (909) 629-3317 


PuOwOd 


SdYO9 HOLVd 


Pomona 


PATCH CORDS 


BANANA PLUG tS 


TO IN-LINE BANANA JACK een a 32.51 “ten 16 
hen LENGTH (1.28) _t 


cn i Suaenenay 


ee (.38) Dia. | 


Dual purpose. Insulates all hot leads when used as anextension 2ND END: In-line Banana Jack. Brass, nickel plated. 
4.50 cord. Endless extension couplings possible with any banana _Insulation, polypropylene. 
4.50 plug patch cord. RATING: 5000 WVDC, 15 Amps, +55°C. (+131°F.) Max. 

4.50 1ST END: Banana Plug. Brass body, beryllium copper spring, | *STD COLORS: -0 Black, -2 Red. | 
4.70 nickel plated. Insulation, polypropylene. . 
4.90 WIRE: 18 AWG, 65 x 36t.c., PVC insulated, 3.66 (.144) O.D. 


LENGTH mummers ia 39.37 (1. (ee eee 


Sa 13.21 
(.52) 


oe as | aber | 


4.75 1ST END: Spade Lug. Brass, nickel plated. Insulation, 2ND END: Stacking Banana Plug. Brass body,beryllium 


4702-12-* 
4702-18-* 
4702-24-* 
4702-36-* 
4702-48-* 
4702-60-* 


304.8 (12.0) 
457.2 (18.0) 
609.6 (24.0) 
914.4 (36.0) 

1219.2 (48.0) 

1524.0 (60.0) 


INSULATED SPADE LUG 
TO STACKING BANANA PLUG) > %81(1. a 


1370-12-* 
1370-24-* 


1370-36-* 4.75 polypropylene. copper spring, nickel plated. Insulation, polypropylene. 
1370-48-* 4.95 WIRE: 18 AWG, 65 x 36t.c., PVC insulated, 3.66 (.144) O.D. RATING: 5000 WVDC, 15 Amps, +55°C. (+131°F.) Max. 
1370-60-* 5315 *STD COLORS: -0 Black, -2 Red. 


LENGTA rr 


MODEL Length | LIST 


z 1ST END: Push-on Stacking BNC Male. Contact, beryllium 2ND END: Same as first end. 
200i) 304.8 (12.0) | 9.80 copper, gold plated. Insulation, polypropylene. RATING: 500 VRMS, 455°C. (+131°F.) Max. 
3201-36-*| 914.4 (36.0) | 9.95 WIRE: 18 AWG, 65 x 36 t.c., PVC insulated, 3.66 (.144) O.D. *STD COLORS: -0 Black, -2 Red. 
"PUSH-ON" STACKING BNC MALE TO STACKING BANANA PLUG | 39.37 | 
1ST END: Push-on Stacking BNC Male. Contact, beryllium 2ND END: Stacking Banana Plug. Brass body, beryllium 
MODEL Length LIST : Sire ae 
2 = copper, gold plated. Insulation, Polypropylene. copper spring, nickel plated. Insulation, polypropylene. 

3202-18- | 457.2 (18.0) | 8.05 WIRE: 18 AWG, 65 x 36t.c., PVC insulated, 3.66 (.144) O.D. RATING: 500 VRMS, +55°C. (+131°F.) Max. 
3202-36-* | 914.4 (36.0) | 8.30 *STD COLORS: -0 Black, -2 Red. 

STACKING RIGHT ANGLE BANANA PLUG EACH END 
Vertical stacking feature allows endless circuit con- 
nections and the’ right angle design keeps wires close 
to the chassis. An oversized shoulder allows easy 
connect and disconnect 

| 21.08 (.83) |~—— 
st i ; 
8.64 
(.34) Dia 

MODEL Length LIST a 

2864-4-* | 101.6 (4.0)| 6.00 

2864-8-* | 203.2 (8.0) | 6.00 

2864-12-*) 304.8 (12.0) | 6.00 

2864-18-*| 457.2 (18.0) | 6.00 

2864-24-*| 609.6 (24.0) | 6.00 

2864-36-"| 914.4 (36.0) | 6.00 1ST END: Stacking Banana Plug. Brass body, beryllium copper 2ND END: Same as first end. 

2864-48-*| 1219.2 (48.0)| 6.20 spring, nickel plated. Insulation, polypropylene. RATING: 5000 WVDC, 15 Amps, +55°C. (+131°F.) Max. 
2864-60-*| 1524.0 (60.0) | 6.40 WIRE: 18 AWG, 65 x 36 t.c., PVC insulated, 3.66 (.144)O.D. *STD COLORS: -0 Black, -2 Red. 
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STACKING BANANA PLUG EACH END WITH IN-LINE FUSE HOLDER 
39.37 
(1.55) 
LENGTH 
(Fuse not included) = 


1ST END: Stacking Banana Plug. Brass body, beryllium 2ND END: Same as first end. io) 
copper spring, nickel plated. Insulation, polypropylene. RATING: 5000 WVDC, 15 Amps, +55°C. (+131°F.) Max. 
WIRE: 18 AWG, 65 x 36t.c., PVC insulated, 3.66 (.144) O.D. *STD COLORS: -0 Black, -2 Red. 

609.6 (24.0) Fuse holder, brass, tin plated. Insulation, PVC. Accepts 6.35 

4274-36-"| 914.4 (36.0) | 10.50 (25) dia. SFE and AGC fuses (not included.) 


SL een ASSIS EEN ON ESTEE TT 


INSULATED ALLIGATOR CLIP EACH END WITH IN-LINE FUSE HOLDER 


| 609.6 54.10 
: (24.0) m (2.13) 7 
: ‘ (Fuse not included) sess 


1ST END: Alligator Clip. Steel, nickel plated. Insulation, vinyl. 2ND END: Same as first end. 


MODEL WIRE: 18 AWG, 65 x 36t.c., PVC insulated, 3.66 (.144) O.D. RATING: 5000 WVDC, 5 Amps, +50°C. (+122°F.) Max. 
SSS Fuse holder, brass, tin plated. Insulation, PVC. Accepts 6.35 *STD COLORS: -0 Black, -2 Red. 
4354-24-* (.25) dia. SFE and AGC fuses (not included.) LIST 12.20 


RETRACTABLE SHEATH STACKING BANANA 
PLUG, EACH END 


This retractable sheath banana plug has a LENGTH Sp 52.58 
stacking feature allowing the insertion of 4.22 (166) | (2.07) 
standard or other retractable plugs. saa t 


Dia. 


(28) Dia. 
> MODEL 
5403-12-*| 304.8 (12.0) 
5403-24-*| 609.6 (24.0) | 7.75 1ST END: Retractable Sheath Banana Plug. Brass body, 2ND END: Same as first end. 
5403-36-*| 914.4 (36.0) | 7.75 beryllium copper spring, nickel plated. Insulation, polypro- RATING: 1200 V AC/DC Max., 7 Amps, +55°C. (+131°F.) 
5403-48-*| 1219.2 (48.0) | 7.95 pylene. Tip, polypropylene, orange. Max. 
5403-60-*| 1524.0 (60.0) 


8.15 WIRE: 18 AWG, 65 x 36t.c., PVC insulated, 3.66 (.144) O.D. *STD COLORS: -0 Black, -2 Red. 


RETRACTABLE SHEATH BANANA , EACH END 


69.09 
(2.72) 


LENGTH tA 
(28) Dia 


cree et RR) HS 


Seer 


f 


4911-12-* 


4911-18-* 

4911-24-* 7.75 IST END: Retractable Sheath Banana Plug. Brass body, .2ND END: Same as first end. 

4911-36-* FAS beryllium copper spring, nickel plated. Insulation,nylon. RATING: 1200 V AC/DC Max., 7 Amps, +80°C. (+176°F.) 
4911-48-* 7.95 WIRE: 18 AWG, 65 x 36t.c., PVC insulated, 3.66 (.144)0.D. = Max. 

4911-60-* 8.15 *STD COLORS: -0 Black, -2 Red. 


ra be 
| (28) Dia 


i 
IST END: Retractable Sheath Banana Plug. Brass body, ©2ND END: Same as first end. 
MODEL beryllium copper spring, nickel plated. Insulation,nylon. RATING: 3000 VDC Int., 270 VDC-90 VAC cont. duty, 5 
SS WIRE: 20 AWG, 42 x 36t.c., PVC insulated, 3.71 (.146) O.D. Amps, +60°C. (+140°F.) Max. 
5036-* *STD COLORS: -0 Black, -2 Red. LIST 11.95 
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RETRACTABLE SHEATH 
BANANA PLUG 


69.09 O2.0N 
TO IN-LINE BANANA JACK (2.72) LENGTH». (1.28) ——sj 


je AAAI GGA 


(38) Dia. 


5259-12-* | 304.8 (12.0) 1ST END: Retractable Sheath Banana Plug. Brass body, | 2ND END: In-line Banana Jack. Brass, nickel plated. 
5259-24-* 609.6 (24.0) | 6.05 beryllium copper spring, nickel plated. Insulation,nylon. Insulation, polypropylene. ee 
5259-36-* 914.4 (36.0) | 6.05 WIRE: 18 AWG, 65 x 36t.c., PVC insulated, 3.66 (.144)O0.D. | RATING: 1200 V AC/DC Max., 7 Amps, +55°C. Gig rE) 
5259-48-* | 1219.2 (48.0) | 6.25 Max. vei 
5259-60-* | 1524.0 (60.0) | 6.45 *STD COLORS: -0 Black, -2 Red. , ee 


MINIATURE STACKING BANANA PLUG EACH END 


MODEL 


1081-4-* 
1081-8-* 

1081-12-* 
1081-18-* 
1081-24-* 
1081-36-* 
1081-48-* 
1081-60-* 


101.6 (4.0) 
203.2 (8.0) 
304.8 (12.0) 
457.2 (18.0) 
609.6 (24.0) 
914.4 (36.0) 
1219.2 (48.0) 
1524.0 (60.0) 


LIST 


4.60 
4.60 
4.60 
4.60 
4.60 
4.80 
4.95 


22.35 
a 8) —>|-——_— LENGTH gape 


Sscsnanamne: 


peas eee 


1ST END: Stacking Miniature Banana Plug. 
body, beryllium copper spring, gold plated. Insula- 
tion, polypropylene. 


Brass WIRE: 20 AWG, 41 x 36t.c., PVC insulated, 2.21 (.087) O.D. 
2ND END: Same as first end. 
RATING: 3000 WVDC, 5 Amps, +55°C. (+131°F.) Max. 


*STD COLORS: 


-0 Black, -2 Red. 


MINIATURE STACKING RIGHT ANGLE BANANA PLUG EACH END 


MODEL Length LIST 
2860-4-* 101.6 (4.0) 5.25 
2860-8-* 203.2 (8.0) 0:20 
2860-12-* 304.8 (12.0) B20 
2860-18-* 457.2 (18.0) 20 
2860-24-* 609.6 (24.0) 5.25 


LENGTH 


)) 


1ST END: Stacking Miniature Banana Plug. 


Brass 
body, beryllium copper spring, gold plated. Insulation, 
polypropylene. 


WIRE: 20 AWG, 41 x 36t.c., PVC insulated, 2.21 (.087) O.D. 
2ND END: Same as first end. 

RATING: 3000 WVDC, 5 Amps, +55°C. (+131°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


MINIATURE BANANA PLUG EACH END 


MODEL Length 
2842-4-* 101.6 (4.0) 
2842-8-* 203.2 (8.0) 
2842-12-*| 304.8 (12.0) 
2842-18-*| 457.2 (18.0) 
2842-24-*| 609.6 (24.0) 
2842-36-*| 914.4 (36.0) 
2842-48-*| 1219.2 (48.0) 
2842-60-*| 1524.0 (60.0) 


1ST END: 2ND END: Same as first end. 
RATING: 3000 WVDC, 5 Amps, +55°C. (+131°F.) Max. 


*STD COLORS: -0 Black, -2 Red. 


Miniature Banana Plug. 
copper isa gold plated. 


WIRE: 


Brass body, beryllium 
Insulation, polypropylene. 
)AWG, 41 x 36t.c., PVC insulated, 2.21 (.087) O.D. 


STACKING BANANA PLUG TO MINIATURE STACKING BANANA PLUG 


MODEL Length LIST 
3014-12-* 304.8 (12.0) 4.50 
3014-18-* 457.2 (18.0) 4.50 
3014-24-* 609.6 (24.0) 4.50 
3014-36-* 914.4 (36.0) 4.50 
3014-48-*| 1219.2 (48.0) 4.70 
3014-60-*| 1524.0 (60.0) 4.90 


22.35 
LENGTH 


! ) ! a (88) 
: —* 


‘=> 


IST END: Stacking Banana Plug. 
copper spring, nickel plated. 


Brass body, beryllium 
Insulation, polypropylene. 


2ND END: Stacking Miniature Banana Plug. Brass body, 
beryllium copper spring, gold plated. Insulation, polypro- 


0 


WIRE: 20 AWG, 41 x 36t.c., PVC insulated, 2.21 (.087) O.D. pylene. 
RATING: 3000 WVDC, 5 Amps, +55°C. (+131°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 
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ee ACKING BANANA PLUG TO STACKING PIN TIP PLUG 


-. _ Adapts to equipment using banana jacks and 
_ pin jacks. Banana plug and pin tip allow 


vertical stackup. Ga (1. 4 LENGTH la 34.29 (1. oc me 
las m= 8) 


101.6 (4.0) 


3.85 ry 2.03 


203.2 (8.0) 
1126-12-*| 304.8 (12.0) | 3.85 (.080) Dia. 
1126-18-*| 457.2 (18.0) | 3.85 
* 
5 ae e.. a Eee 1ST END: Stacking Banana Plug. Brass body, beryllium 2ND END: Stacking Pin Tip Plug. Brass body, beryllium 
1126-48-"| 121 99 aM 10 copper spring, nickel plated. Insulation, polypropylene copper spring, gold plated. Insulation, polypropylene. 
1126-60-" 1524.0 ‘eae ae WIRE: 20 AWG, 41 x 36, t.c., PVC insulated, 2.21 (.087)O.D. | RATING: 3000 WVDC, 5 Amps, +55°C. (+131°F. ) Max. 
20.0) | 4 *STD COLORS: -0 Black, -2 Red. 
9.65 

INSULATED SPADE LUG, 35.81 (1.41) —»|«—___________ LengTH te ( 38) Dia. t 
EACH END - _ i Se aie 

MODEL Length LIST ' se a = ‘ ws 12.70 (.50) 
1743-12-*| 304.8 (12.0)| 6.70 -81 (./8) |=— } 
1743-24-*| 609.6 (24.0)| 6.70 
1743-36-*| 914.4 (36.0)] 6.70 1ST END: Spade Lug. Brass, nickel plated. Insulation, _2ND END: Same as first end. 
1743-48-*| 1219.2 (48.0)| 6.90 polypropylene RATING: 5000 WVDC, 7 Amps, +55°C. (+131°F. ) Max. 
1743-60-*| 1524.0 (60.0)| 7.10 WIRE: 18 AWG, 65 x 36, t.c., PVC insulated, 3.66 (.144)0.D. *STD COLORS: -0 Black, -2 Red. 


AL-B-4-* 101.6 (4.0) | 3.75 

AL-B-8-* 203.2 (8.0) | 3.75 rex 54.10 (2.13) — i oa LENGTH 

AL-B-12-* | 304.8 (12.0) | 3.75 

AL-B-24-* | 609.6 (24.0) | 3.75 

AL-B-36-* 914.4 (36.0) | 3.75 1ST END: Alligator Clip. Steel, nickel plated. Vinyl boot. _2ND END: Same as first end. 

AL-B-48-* | 1219.2 (48.0) | 3.95 WIRE: 18 AWG, 65 x 36, t.c., PVC insulated, 3.66 (.144)0.D. RATING: 5000 WVDC, 5 Amps, +50°C. (+122°F. ) Max. 
AL-B-60-* | 1524.0 (60.0) | 4.15 *STD COLORS: -0 Black, -2 Red. 


(2.13) 


INSULATED SPADE LUG 12.70(50)  |*— 35.81 (1.41) —> LENGTH 
TO ALLIGATOR CLIP pay? | 


9 sma | = 
1960-12-* 8 (12. | t |=— 19.81 (.78) 


et 


1960-24-* 6.20 
1960-36-* 6.20 1ST END: Spade Lug. Brass, nickel plated. Insulation, 2ND END: Alligator Clip. Steel, nickel plated. Vinyl boot. 
1960-48-* 6.40 polypropylene. RATING: 5000 WVDC, 5 Amps, +50°C. (+122°F. ) Max. 


1960-60-* 6.60 WIRE: 18 AWG, 65 x 36, t.c., PVC insulated, 3.66 (.144)0.D. *STD COLORS: -0 Black, -2 Red. 


INSULATED MINIGATOR 
CLIP, EACH END - 18 AWG 


ri —— ees S| 


IST END: Minigator Clip. Steel, nickel plated. Vinyl boot. 2ND END: Same as first end. 
WIRE: 18 AWG, 65 x 36, t.c., PVC insulated, 3.66 (.144)0.D. RATING: 5000 WVDC, 5 Amps, +50°C. (+122°F. ) Max. 


*STD COLORS: -0 Black, -2 Red. 
INSULATED MINIGATOR 99.97 


CLIP, EACH END - 20 AWG & ee (i 


1ST END: Minigator Clip. Steel, nickel plated. Vinyl boot. _2ND END: Same as first end. 
WIRE: 20 AWG, 41 x 36, t.c., PVC insulated, 2.21 (.087)O0.D. . RATING: 3000 WVDC, 5 Amps, +50°C. (+122°F. ) Max. 
*STD COLORS: -0 Black, -2 Red. 


INSULATED MICROGATORT 29.97 


CLIP, EACH END - 20 AWG (1.18) mee LENGTH +| 
MODEL Length LIST _ | (i 


1613-4-* 101.6 (4.0 


: ) 
1613-8-* 203.2 (8.0) 4.40 
1613-12-* 304.8 (12.0) 4.40 

) 
) 
) 


( 
1613-24-* 609.6 (24.0 4.40 1ST END: Microgator Clip. Copper. Vinyl boot. 2ND END: Same as first end. 
1613-36-* 914.4 (36.0 
( 


1613-48-* | 1219.2 (48.0) | 4.40 *STD COLORS: -0 Black, -2 Red. 
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| 


4.40 WIRE: 20 AWG, 41 x 36, t.c., PVC insulated, 2.21 (.087)0.D. RATING: 3000 WVDC, 5 Amps, +50°C. (+122°F. ) Max. 


1 Ee) 


PUOWOd 


SdYOO HOLVd 


Pomona 


PATCH CORDS 


116 


P.C. BOARD TEST CLIP PATCH CORD 


This patch cord is conductive only 


on the lower half of the minigator Plastic Half 

clip. The upper half is,insulated to 

keep the clip from contacting cir- 1219.2 + 25.4 

cuitry on the opposite side of the (48.0 + 1.0) | 
board. The patch cord is supplied : 


with 1219.2 (48.0) length of 20 AWG 


wire which can be cut to the desired F f 
length or be terminated with the de- Conductive 
sired plug or jack. Half 


1ST END: Test Clip. Upper half, polycarbonate. Lower half, 
steel, nickel plated. 
WIRE: 20 AWG, 41 x 36, t.c., PVC insulated, 2.21 (.087) O.D. 
2ND END: None. 


___MODEL RATING: +115°C. (+239°F.) Max. 
4931-48-* *STD COLORS: -0 Black, -2 Red. 
INSULATED MINIGATOR CLIP 8) | ENG TH ee 
TO MINIATURE STACKING | | | 
BANANA PLUG 
1ST END: Minigator Clip. Steel, nickel plated. Vinyl boot. RATING: 3000 WVDC, 5 Amps, +55°C. (+131°F. ) 


3222-24-* 
3222-36-* 
3222-48-* 


609.6 (24.0) 
914.1 (36.0) 
1219.2 (48.0) 


WIRE: 20 AWG, 41 x 36, t.c., PVC insulated, 2.21 (.087)O.D. Max. 
4.70 2ND END: Stacking Miniature Banana Plug. Brass body, beryl- | *STD COLORS: -0 Black, -2 Red. 
4.80 lium copper spring, gold plated. Insulation, polypropylene. 


INSULATED MINIGATOR CLIP TO SQUARE PIN RECEPTACLE 
This patch cord is used as a jumper for circuit 
cards with 0.64 (.025) square pins. 


LENGTH 4391 
(52) ae 2.54 (.10) 


ee ceocenuupenunceemumermnenatotanetermenaretcensenermarataincerigme neni pmasserersamammnmpecnapeteetenetects css: OO CMCC Se 
Data ape tc Cor oot C eT a DBD TiN Nit eb li iii ee 


1ST END: Minigator Clip. Steel, cadmium plated. Vinyl boot. RATING: 1000 WVDC, 3 Amps, +50°C. (+122°F. ) 
WIRE: 22 AWG, 26 x 36, t.c., PVC insulated, 1.63 (.064)O.D. = Max. 

4. 40 2ND END: 0.64 (.025) Square Pin Receptacle. Phosphor bronze, *STD COLORS: -0 Black, -2 Red. 

4.40 gold plated. Insulation, ABS. 


SQUARE PIN RECEPTACLE, EACH END 


This patch cord is excellent for use as a jumper |-+«—_____4444444#4 LENGTH 13.21 
circuit for P.C. boards with 0.64 (.025) sq. pins. | | (52) 


304.8 (12.0) 
609.6 (24.0) 
914.1 (36.0) 


4974-12-* 
4974-24-* 
4974-36-* 


2.54 (.10) 
MODEL | Length LIST 
4741-6-* 152.4 (6.0) 3.20 1ST END: 0.64 (.025) Square Pin Receptacle. Phosphor 2ND END: Same as first end. 
4741-12-* 304.8 (12.0) | 3.20 bronze, gold plated. Insulation, ABS. RATING: 1000 WVDC, 3 Amps, +50°C. (+122°F. ) Max. 
4741-24-* 609.6 (24.0) 3.20 WIRE: 22 AWG, 26x 36, t.c., PVC insulated, 1.63 (.064) O.D. *STD COLORS: -0 Black, -1 Brown, -2 Red, -3 Orange, 
4741-36-* 914.1 (36.0) 3.20 -4 Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 


SQUARE PIN RECEPTACLE TO SQUARE PIN 


This patch cord can be used as a jumper or as 13.24 LENGTH i af 

an extension patch cord with any of the other aa (52) | 

models on this page having 0.64 (.025) sq. | 

pin receptacles or pins. 7 


MODEL Length LIST 

4992-6-* 152245(6:0) nl eesao 

4992-12-* 304.8 (12.0) 3.75 1ST END: 0.64 (.025) Square Pin Receptacle. Phosphor 2ND END: 0.64 (.025) Square Pin. Phosphor bronze, gold 
4992-24-" 609.6 (24.0) | 3.75 bronze, gold plated. Insulation, ABS. plated. Insulation, ABS. 

4992-36-* | 914.4 (36.0) | 3.75 WIRE: 22 AWG, 26x 36, t.c., PVC insulated, 1.63 (.064)0.D. | RATING: 1000 WVDC, 3 Amps, +50°C. (+122°F. ) Max. 
4992-48-*  |1219.2 (48.0) | 3.95 *STD COLORS: -0 Black, -2 Red. . 


SQUARE PIN RECEPTACLE TO 2.03 (.080) PIN TIP PLUG 


This patch cord can be used as a jumper 13.21 651 
between 0.64 (.025) sq. pins and equipment er ( 52) LENGTH ee (.65) bax i 
with 2.03 (.080) dia. pin jacks. | ; G 2.03 (.080) Dia. 


Le 2.54.10) —|12.12 | 


(48) 
MODEL Soe LIST IST END: 0.64 (.025) Square Pin Receptacle. Phosphor 2ND END: Pin Tip Plug. Brass, gold plated. Insulation, 
4772-12-* 304.8 (12.0) 3.60 bronze, gold plated. Insulation, ABS. polypropylene. 
4772-24-* | 609.6 (24.0) | 3.60 WIRE: 22 AWG, 26 x 36, t.c., PVC insulated, 1.63 (.064) | RATING: 1000 WVDC, 3 Amps, +50°C. (+122°F. ) Max. 
4772-36-* | 914.4 (36.0) | 3.60 O.D. *STD COLORS: -0 Black, -2 Red. . 
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101.6 (4.0) 
203.2 (8.0) 
304.8 (12.0) 
457.2 (18.0) 
609.6 (24.0) 
914.4 (36.0) 

1219.2 (48.0) 

1524.0 (60.0) 


LIST 


3.95 
3.95 
3.95 
3.95 
3.95 
4.15 
4.35 


STACKING PIN TIP PLUG, EACH END 
_A must in circuit designing and testing with 
instruments that utilize tip jacks. 


pa ta (1.35 


1ST END: Stacking Pin Tip Plug. Brass body, beryllium 
copper spring, gold plated. Insulation, polypropylene. 
WIRE: 20 AWG, 41 x 36, t.c., PVC insulated, 2.21 (.087) 


(QAI, 


2ND END: Same as first end. 
RATING: 3000 WVDC, 5 Amps, +55°C. 
(+131°F. ) Max. 
*STD COLORS: -0 Black, -2 Red. 


2.03 
(.080) 
Dia. 


PUOUWIOd 


from 2.03 (.080) jack. 


MODEL LIST 
203.2 (8.0) | 6.90 
* 
Hirer-12" 304.8 (12.0) | 6.90 1ST END: Stacking Pin Tip Plug. Brass body, beryllium 2ND END: Same as first end. 
W27-1e 457.2 (18.0) | 6.90 copper spring, gold plated. Insulation, polypropylene. RATING: 3000 WVDC, 5 Amps, +55°C. 
plete) 008-6 (24.0) | 6.90 WIRE: 20 AWG, 41 x 36, t.c., PVC insulated, 2.21 (.087) (+131°F. ) Max. 
1727-36" | 914.4 (36.0) | 6.90 O.D *STD COLORS: -0 Black, -2 Red. 
HIGH DENSITY PIN TIP PLUG, EACH END 
Small body style permits usage in equipment 
having receptacles spaced closely together. 16.51 (.65) 


PT080-4-* 
PT080-8-* 
PT080-12-* 
PT080-18-* 
PT080-24-* 
PT080-36-* 
PT080-48-* 


PT080-60-* 


PIN TIP PLUG, EACH END 
a Dia. 


MODEL Length LIST 
5153-12-*| 304.8 (12.0) | 3.70 
5153-18-*| 457.2 (18.0) | 3.70 
5153-24-*| 609.6 (24.0) | 3.70 
5153-36-*| 914.4 (36.0)| 3.70 
5153-48-*| 1219.2 (48.0) | 3.90 
5153-60-*| 1524.0(60.0) | 4.10 


STACKING PIN TIP PLUG EXTENSION 


Dual purpose, insulates exposed leads when 
used as an extension cord. Endless extension 
coupling possible. Also provides stacking 


— 
Beeiepeeseies, 


are 51 (1.28) a LENGTH == | pean 41 (.41) 


3.56(4 4) MODEL PTO80—PIN 2.03 mm (.080) DIA. x 12.19 (.48) LONG 


Dia. 


1ST END: Pin Tip Plug. Brass, gold plated. Insulation, 


polypropylene. 


WIRE: 22 AWG, 26x 36, t.c., PVC insulated, 1.63 (.064) 


OND: 


IST END: Pin Tip Plug. Brass, gold plated. 


PVG 


WIRE: 22 AWG, 26 x 36, t.c., PVC insulated, 1.63 (. 


O.D. 


a 
oi SS 


2ND END: Same as first end. 


RATING: 1000 WVDC, 
(+131°F. ) Max. 
*STD COLORS: -0 Black, 


2ND END: Same as first end. 
f YG: 1000 WVDC, 3 Amps, +50°C. (+122°F. ) Max. 
*STD COLORS: -0 Black, -2 Red. 


-2 Red. 


3 Amps, +55°C. 


SGHOD HOLVd diL Nid (080°) €0°Z 


SQUARE PIN RECEPTACLE TO BANANA PLUG 


This patch cord is excellent for use as a 
jumper on circuit cards with 0.64 


pins and equipment with 4.22 
jacks. 


(.025) sq. 
(.166) dia. pin 


P MODEL | _ Length LIST 
> 4771-12-* | 304.8 (12.0) | 4.05 
4771-24-* | 609.6 (24.0) | 4.05 
4771-36-* | 914.1 (36.0) | 4.05 

4771-48-* 1219.1 (48.0) | 4.25 


or 2.54 (.10) 


1ST END: 0.64 (.025) Square Pin Receptacle. 
bronze, gold plated. Insulation, ABS. 
WIRE: 22 AWG, 26x 36,t.c., PVC insulated, 1.63 (.064) O.D. 


6.60 (.26) 


In-line Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation, polypropylene. 


/ x: LOOO WVDC, 3 Amps, +50°C. 
*STD COLORS: -0 Black, -2 Red. . 


(+122°F. ) Max. 


© ITT Pomona 1500 East Ninth St. 


P.O. Box 2767 Pomona, Catir., 91769 
Sates: (909) 469-2900 Tecunicat Assistance: (909) 469-2928 FAX: (909) 629-3317 


14¢ 


Pomona 


LOW THERMAL E.M.F. SPADE LUG JUMPERS 


118 


HIGH CONDUCTIVITY be 
ETP COPPER, ALLOY 110 


LEADS FOR PRECISION MEASUREMENTS Thermoelectric properties - High Conductivity ETP Copper, Alloy 110, gold 
plated spade lugs cold-staked to multi-stranded 12 gauge copper wire minimize 

Pomona Electronics offers products for use in measurements when thermoelectric thermoelectric effects - an absolute necessity for low voltage, high precision 

effects are significant sources of error. Comparators designed for use with the measurements. 

Kelvin-Varley voltage divider and microvolt leads were tested with primary stan- 

dards laboratory equipment. Low resistance -12 gauge multi-stranded copper wire results in extremely low 
cable resistance. Spade lugs plated with 15 micro inches gold for minimum 

Thermoelectric voltages were not detected until the most sensitive galvanometer contact resistance and minimum thermal EMF when using copper binding Posts 

range was used. (less than 0.01 1V/°C), 


LOW THERMAL EMF RETRACTABLE 
SHEATH BANANA PLUG, EACH END 711 


1ST END: Sheathed Banana Plug. Tellurium copper body, 2ND END: Same as first end. 
5291-12- 304.8 (12.0) - ‘beryllium copper spring, gold plated. Insulation, nylon. RATING: 1200 V AC/DC Max., 7 Amps, +55°C. (+131°F.) 
5291-36-* | 914.1 (36.0) | 12.10 WIRE: 12 AWG, 7 x 38/36 bare copper, PVC jacket, 3.66 Max. 
5291-60-* | 1524.0 (60.0) | 13.40 (.144) O.D. *STD COLORS: -0 Black, -2 Red. 
LOW THERMAL EMF RETRACTABLE SHEATH He 
BANANA PLUG TO SPADE LUG oan oe (28) | 
(2. ee ee iP 


| ceria f | 12.70 
— (1.41) (50) 


1ST END: Sheathed Banana Plug. Brass body, beryllium 2ND END: Spade Lug. ETP copper, alloy 110, gold plated. 
copper spring, nickel plated. Insulation, nylon. Insulation, polypropylene. 
WIRE: 12 AWG, 7 x 38/36 bare copper, PVC jacket, 3.66 RATING: 1200 V AC/DC Max., 7 Amps, +55°C. (+131°F.) 
Rees | Length | STR Eee OD, Max. 
5295-36-* 914.1 (36.0) | 12.60 *STD COLORS: -0 Black, -2 Red. 


LOW THERMAL JUMPER WITH SHIELD 


MN 


3.66 
(.144) 0.D. pa 


Designed for use with Kelvin-Varley voltage dividers where WIRE: 12 AWG, 7 x 38/36 bare copper, polyethylene 


extreme precision is required for low voltage measurements. insulation. Braid shield bare copper, PVC jacket. 6.25 
Features guard shield to effectively reduce shunt resistance. (.246) O.D. per MIL-C-17A. 
MODEL Length LIST 1ST END: Spade Lug. High conductivity ETP copper, alloy 2ND END: Same as first end. 
1756-24 609.6 (24.0)| 32.00 110, gold plated. Insulation, polypropylene, one black and one RATING: 2000 WVDC, 20 Amps, +55°C. (+131°F.) 
1756-48 | 1219.2(48.0)| 35.00 eh Vice 


LOW THERMAL SPADE LUG JUMPER 


LOLI OOE 


PLAELLELILELL 


LENGTH 


Single High Conductivity ETP Copper, spade lug jumper used 2ND END: Same as first end. 

in applications where guard shield is not required. RATING: 2000 WVDC, 20 Amps, +55°C. (+131°F.) 
IST END: Spade Lug. High conductivity ETP copper, alloy Max. 

110, gold plated. Insulation, polypropylene, one black and one *STD COLORS: -0 Black, -2 Red. 


MODEL | Length LIST ce 
1693-36-* 914.4 (36.0) | 13.20 WIRE: 12 AWG, 7 x 38/36 bare copper, PVC jacket 3.66 (.144) 
1693-60-* | 1524.0(60.0) | 15.00 OD. 
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‘STRESS-RELIEVED/WEATHERPROOF CABLE ASSEMBLIES 


_ The following cable assemblies with molded boot feature extra-long, stress-relieved PVC molded directly onto cable jacket and connector body. The advantages are stress 
protection against failure from excess bending, flexing & twisting and a weatherproof seal between cable and connector. 


. BNC MALE, EACH END 
} ars aa 85.60 (3.37) =| 


sens SSAA USSU Reneniabccesnina 


RG59B/U 
75 Ohm 


2249-E-12 
2249-E-24 
2249-E-36 
2249-E-48 
2249-E-60 
2249-E-72 


RG174/U 
50 Ohm 


2249-K-12 
2249-K-24 
2249-K-36 
2249-K-48 
2249-K-60 


RG58C/U 
50 Ohm 


2249-C-12 
2249-C-24 
2249-C-36 
2249-C-48 
2249-C-60 
2249-C-72 
2249-C-120 
2249-C-180| 19.00 


RG62A/U 
93 Ohm 


2249-M-12 
2249-M-24 
2249-M-36 
2249-M-48 
2249-M-60 


1ST END: Crimp BNC Male. Brass body, tarnish resistant 
) plated. Center contact, brass, gold plated. Impedance: 50 
609.6 (24.0) Ohms. Boot, PVC, black. 
914.4 (36.0) CABLE:RGS8C/U 4.95 (.195) O.D. 
1219.2 en RGS9B/U 6.15 (.242) O.D. 
) 
) 
) 


304.8 (12.0 


1524.0 (60.0 RG62A/U 6.15 (.242) O.D. 

1828.8 (72.0 RG174/U 2.54 (.100) O.D. 

3048.0(120.0 2ND END: Same as first end. 

4572.0(180.0 RATING: 500 VRMS Max., +50°C. (+122°F.) Max. 


LOW COST BNC CABLE 


5696-12 304.8 (12.0) 6.25 
5696-24 609.6 (24.0) 6.80 
5696-36 914.4 (36.0) Mail 1ST END: Crimp BNC Male. Brass body, tarnish resistant plated. Center 
5696-48 1219.2 (48.0) 8.00 contact, brass. Impedance: 50 Ohms. Boot, thermoplastic, black. 
5696-60 1524.0 (60.0) 8.50 CABLE:RG 58 type, 4.95 (.195) O.D. 
5696-72 1828.8 (72.0) 9.10 2ND END: Same as first end. 
5696-120 3048.0(120.0) 11.00 RATING: 500 VRMS Max., +50°C. (+122°F.) Max. 
3 BNC MALE, ONE END ONLY 
85.60 (3.37) a LENGTH - 
1ST END: Crimp BNC Male. Brass body, tarnish resistant plated. Center 
contact, brass, gold plated. Impedance: 50 Ohms. Boot, PVC, black. 
CABLE:RGS8C/U, 4.95 (.195) O.D. 
MODEL sooo LIST 2ND END: None. 
5266-C-60 | 1524.0 (60.0) 8.55 RATING: 500 VRMS Max., +50°C. (+122°F.) Max. 
RIGHT ANGLE BNC MALE, EACH END | 
f+} tena sae 101.09 (3.98) 
| r l 
DE ats 
MODEL LIST os 
4276-C-12 IST END: Crimp BNC Male, right angle. Brass body, tarnish resistant plated. 
4276-C-24 26.55 Center contact, brass, gold plated. Impedance: 50 Ohms. Boot, PVC, black. 
4276-C-36 PANS: CABLE:RGS8C/U, 4.95 (.195) O.D. 
4276-C-48 27.75 2ND END: Same as first end. 
4276-C-60 28.35 RATING: 500 VRMS Max., +50°C. (+122°F.) Max. 
LOW-NOISE BNC MALE, EACH END 
LENGTH 85.60 (3 ier 
ia 
MODEL Length LIST IST END: Crimp BNC Male. Brass body, tarnish resistant plated. Center 
4964-SS-24| 609.6 (24.0)| 13.15 contact, brass, gold plated. Impedance: 50 Ohms. Boot, PVC, black. 
4964-SS-36| 914.4 (36.0)| 14.65 CABLE: Belden 9223 or equivalent, 50 Ohm, 4.95 (.195) O.D. 
4964-SS-48} 1219.2 (48.0)| 16.15 2ND END: Same as first end. 
4964-SS-60| 1524.0 (60.0)| 17.65 RATING: 500 VRMS Max., +50°C. (+122°F.) Max. 


119 


© ITT Pomona 1500 East NintH St. P.O. Box 2767 Pomona, Catir., 91769 
Sates: (909) 469-2900 Tecunicat Assistance: (909) 469-2928 FAX: (909) 629-3317 


BUOLIOg 


SSINENASSV A18V9O ONE 


BNC CABLE ASSEMBLIES 


120 


BNC MALE TO BNC FEMALE 


MODEL 
4524-C-12 
4524-C-24 
4524-C-36 
4524-C-48 
4524-C-60 


— 85.60 (3.37) 


304.8 (12.0) 


609.6 (24.0) 

914.4 (36.0)| 14.45 
1219.2 (48.0)} 15.05 
1524.0 (60.0)| 15.65 


BNC MALE ON RETRACTILE 


(COILED) CORD - 
Extended 
MODEL Length LIST 
4487-48 | 1219.2 (48.0)| 34.95 
4487-60 | 1524.0 (60.0)| 35.85 
4487-72 | 1829.0 (72.0)| 36.75 


nea 


1ST END: Crimp BNC 
Male. Brass body, tarnish 


resistant plated. Center con- 
tact, brass, gold plated. Im- 
pedance: 50 Ohms. 
PVC, black. 


Boot, 


1ST END: Crimp BNC 
Male. Brass body, tarnish 
resistant plated. Center con- 
tact, brass, gold plated. Im- 
pedance: 50 Ohms. Boot, 
PVC, black. 


EXTENDED LENGTH 


CABLE:RGS8C/U, 4.95 (.195) O.D. 


CABLE: Shielded microphone. Center 
conductor, 24 AWG (45 x 40), polyure- 
thane jacket, 4.32 (.170) O.D. 


BNC MALE ON RETRACTILE (COILED) CORD, ONE END ONLY 


foo 85.60 (3.37) -- 


Extended 
MODEL Length LIST 
5260-48 | 1219.2 (48.0) 23.95 
5260-60 | 1524.0 (60.0) 24.85 
5260-72 | 1829.0(72.0)| 25.75 


BNC FEMALE, EACH END 


IST END: Crimp BNC 
Male. Brass body, tarnish 


resistant plated. Center con- 
tact, brass, gold plated. Im- 
pedance: 50 Ohms. 
PVC, black. 


Boot, 


JAIL ULLAL LLU 


EXTENDED LENGTH 


CABLE: Shielded microphone. Center 
conductor, 24 AWG (45 x 40), polyure- 


thane jacket, 4.32 (.170) O.D. 


2ND END: Crimp BNC Fe- 
male. Brass body, tarnish re- 
sistant plated. Center contact, 
beryllium copper, gold plated. 
Boot, PVC, black. 

RATING: 500 VRMS Max., 
+50°C. (+122°F.) Max. 


2ND END: Same as first end. 
RATING: 270 VDC-90 VAC 
cont. duty, +50°C. (+122°F.) 
Max. 


2ND END: None 

RATING: 270 VDC-90 VAC 
cont. duty, +50°C. (+122°F.) 
Max. 


MODEL Length LIST 
4277-C-12 | 304.8 (12.0)} 15.25 
4277-C-24 | 609.6 (24.0)| 15.85 
4277-C-36 | 914.4 (36.0)| 16.45 
4277-C-48 | 1219.2 (48.0)| 17.05 
4277-C-60 | 1524.0 (60.0)| 17.65 


UHF MALE TO BNC MALE 


1ST END: Crimp BNC Fe- 


male. Brass body, tarnish 


resistant plated. Center con- 
tact, beryllium copper, gold 
plated. Impedance: 50 Ohms. 
Boot, PVC, black. 


ven 96.52 (3.80) ————> | 


MODEL Length | LIST 
1367-C-18 | 457.2 (18.0)| 15.20 
1367-C-24 | 609.6 (24.0)| 15.50 
1367-C-36 | 914.4 (36.0)| 16.10 
1367-C-48 | 1219.2 (48.0)| 16.70 
1367-C-60 | 1524.0 (60.0)| 17.30 


IST END: Crimp UHF 
Male. Brass body, tarnish 
resistant plated. Center con- 
tact, brass, gold plated. Im- 
Nonconstant. 
black. 


pedance: 


Boot, PVC, 
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CABLE: RGS58C/U, 4.95 (.195) O.D. 


CABLE:RGS58C/U, 


peeeeeeavifiss 85.60 (3.37) mea] 


4.95 (.195) O.D. 


2ND END: Same as first end. 
RATING: 500 VRMS Max., 
+50°C. (+122°F.) Max. 


2ND END: Crimp BNC Male. 
Brass body, tarnish resistant 
plated. Center contact, brass, 
gold plated. Impedance, 50 
Ohms. Boot, PVC, black. 
RATING: 500 VRMS Max., 
+50°C. (+122°F.) Max. 


P.O. Box 2767 Pomona, Catir., 91769 


Sates: (909) 469-2900 Tecunicat Assistance: (909) 469-2928 FAX: (909) 629-3317 


~- 


_UHF MALE, EACH END 


MODEL LIST 
UHF-C-18 | 457.2 (18.0) 

UHF-C-24 | 609.6 (24.0)| 17.45 
UHF-C-36 | 914.4 (36.0)| 18.05 
UHF-C-48 | 1219.2 (48.0)| 18.65 
UHF-C-60 | 1524.0 (60.0)| 19.25 


TO BNC MALE 


MODEL 
5343-C-12 


5343-C-24 16.60 
5343-C-36 16.60 
5343-C-48 17.20 
5343-C-60 17.80 


BNC-C-18 | 457.2 (18.0)| 11.50 
BNC-C-24 | 609.6 (24.0)| 11.80 
BNC-C-36 | 914.4 (36.0)| 12.50 
BNC-C-48 | 1219.2 (48.0)| 13.10 
BNC-C-60 | 1524.0 (60.0)| 13.80 


5697-12 y 

5697-24 6.00 
5697-36 6.55 
5697-48 7.10 
5697-60 7.65 
5697-72 8.20 
5697-120 10.50 


(002) (4¢00) ————— LENGTH ee 


1ST END: Crimp UHF 
Male. Brass body, tarnish 
resistant plated. Center con- 
tact, brass, gold plated. Im- 
pedance: Nonconstant. Boot, 
PVC, black. 


CABLE:RGS8C/U, 4.95 (.195) O.D. 


RETRACTABLE SHEATH BANANA PLUGS 


69.09 
| (2.72) | 293.52 


CABLE: Shielded coaxial RGS8C/U, 
4.95 (.195) O.D. Y-mold insulation, 
PVC, black. 


1ST END: Sheathed Banana 
Plug. Brass body, beryllium 
copper spring, nickel plated. 
Insulation, nylon. 


1ST END: BNC Male. 


ee SGOT) eed 


2ND END: Same as first end. 
RATING: 500 VRMS Max., 


+50°C. (+122°F.) Max. 


2ND END: Crimp BNC Male. Brass 
body, tarnish resistant plated. Center 
contact, brass, gold plated. Impedance: 
50 Ohms. Boot, PVC, black. 
RATING: 500 VRMS Max., +50°C. 
(+122°F.) Max. 


Brass body, 


tarnish resistant plated. Center contact, 


brass, gold plated. 


CABLE: RG S58C/U 4.95 (.195) O.D. 


2ND END: Same as first end. 
RATING: 500 VRMS Max.;: 


(+176°F.) Max. 


1ST END: BNC Male. 
Brass body. Center contact, 
brass. Impedance: 50 Ohms. 


CABLE: RGS8 type, 4.95 (.195) O.D. 


+80°C. 


2ND END: Same as first end. 
500 VRMS Max.., 


RATING: 
+80°C. (+176°F.) Max. 


BNC MALE TO RIGHT ANGLE BNC pa 


MODEL Length LIST 
1383-C-18 | 457.2 (18.0)| 21.95 
1383-C-24 | 609.6 (24.0)| 22.25 
1383-C-36 | 914.4 (36.0)| 22.85 
1383-C-48 | 1219.2 (48.0)| 23.45 
1383-C-60 | 1524.0 (60.0)| 24.05 


26.92 


eee ER ARR sR 


RS 
SAA AAA 


BNC Male. 


1ST END: 
Brass body, tarnish resistant 
plated. Center contact, brass, 
gold plated. Impedance: 50 
Ohms. 


1.06 a = (1.60) ———» 
ee f PATTER sso 


ea [Scene 
SS 


CABLE:RGSS8 type, 4.95 (.195) O.D. 


40.64 


4 

2ND END: BNC Male, right 
angle. Brass body, tarnish re- 
sistant plated. Center contact, 
brass, gold plated. Impedance, 
50 Ohms. 

RATING: 500 VRMS Max., 
+80°C. (+176°F.) Max. 
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BNC MALE, ONE END ONLY 


MODEL Length 
1661-C-60 | 1524.0 (60.0) 


LIST 
9.70 


1STEND: BNC Male. 
Brass body, tarnish re- 
sistant plated. Center 
contact, brass, gold 
plated. Impedance: 50 
Ohms. 


CABLE:RGS8C/U, 4.95 (.195) O.D. 


2ND END: None. 


RATING: 500 VRMS Max., 
+80°C. (+176°F.) Max. 


CABLE ASSEMBLIES 
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BNC MALE TO TYPE "N" MALE 


MODEL 


1366-C-24 | 609.6 (24.0) 
1366-C-36 | 914.4 (36.0) 
1366-C-48 | 1219.2 (48.0) 


BNC MALE TO TNC MALE 


MODEL 
1948-C-12 
1948-C-24 
1948-C-36 
1948-C-48 
1948-C-60 


LIST 


15.35 
15.95 


TNC MALE, EACH END 


1ST END: BNC Male. 
Brass body, tarnish resistant 
plated. Center contact, brass, 
gold plated. Impedance: 50 


Ohms. 


CABLE:RGS8C/U, 4.95 (.195) O.D. 


26.92 35.31 
(1.06) ee (1.39) — 
ype "N" Male 


2ND END: T 
Brass body, tarnish resistant 
plated. Center contact, brass, 


gold plated. 
Ohms. 


Impedance, 50 


RATING: 500 VRMS Max., 
+80°C. (+176°F.) Max. 


MODEL Length LIST 
1944-C-12] 304.8 (12.0)| 19.15 
1944-C-18 | 457.2 (18.0)| 19.45 
1944-C-24| 609.6 (24.0)| 19.75 
1944-C-36 | 914.4 (36.0)| 20.35 
1944-C-48 | 1219.2 (48.0)| 20.95 
1944-C-60 | 1524.0 (60.0)| 21.55 


26.92 
(1.06) 


1ISTEND: BNC Male. 
Brass body, tarnish re- 
sistant plated. Center 
contact, brass, gold 
plated. Impedance: 50 
Ohms. 


2 “  —— be 


1ST END: TNC Male. 
Brass body, tarnish re- 
sistant plated. Center 
contact, brass, gold 
plated. Impedance: 50 
Ohms. 


"PUSH-ON"BNC MALE, EACH END 


MODEL Length LIST 
3199-C-12 | 304.8 (12.0) WS 
3199-C-24 | 609.6 Me 0) 11.85 
3199-C-36 | 914.4 (36.0) 12.45 
3199-C-48 | 1219.2 (48.0) 13.05 
3199-C-60 | 1524.0 (60.0) 13.65 


BNC MALE TO SMA MALE 


MODEL | __Length 


LIST 


|» LENGTH 


CABLE:RGS8C/U, 4.95 (.195) O.D. 


a Ae =! 


CABLE: RGS8C/U, 4.95 (.195) O.D. 


2ND END: TNC Male. Brass 
body, tarnish resistant plated. 
Center contact, brass, gold 
plated. Impedance, 50 Ohms. 
RATING: 500 VRMS Max., 
+80°C. (+176°F.) Max. 


‘ —— 


2ND END: Sameas first end. 


RATING: 500 VRMS Max., 


+80°C. (+176°F.) Max. 


IST END: Crimp push- 
on BNC Male. Brass 
body, tarnish resistant 
Center contact, 


plated. 


brass, gold plated. Im- 
pedance: 50 Ohms. 


CABLE: RGS58C/U, 4.95 (.195) O.D. 


2ND END: Same as first end. 
RATING: 500 VRMS Max., 
+80°C. (+176°F.) Max. 


4935-BB-24| 609.6 (24.0) 
4935-BB-48| 1219.2 (48.0) 
4935-BB-60| 1524.0 (60.0) 


28.95 
32.95 
34.95 


46 
(1.06) 


ISTEND: BNC Male. 
Brass body, tarnish re- 
sistant plated. Center 
contact, brass, gold 
plated. Impedance: 50 
Ohms. 
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LENGTH 


CABLE:RG316/U, 2.49 (.098) O.D. 


t 


34.29 
(1.35) 


2ND END: Crimp SMA 


Male. 


Passivated steel shell. 


Gold plated center contact. 
RATING: 335 VRMS Max., 
+165°C. (+329°F.) Max. 


P.O. Box 2767 Pomona, Catir., 91769 
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These coaxial cables allow testing of frequencies up to 12.4 Gigahertz. Microwave coaxial cables can also be built to your specifications on special order. Just tell us the 
length you want, the cable you would prefer (it can even be your special cable) and what type of connectors. We will be happy to quote prices. 


CABLE CHARACTERISTICS: 
CABLE: RG 174/U coaxial cable CABLE: RG 316/U coaxial cable CABLE: RG 142 B/U coaxial cable 


CHARACTERISTICS: CHARACTERISTICS: CHARACTERISTICS: 

Impedance: 50 Ohms Impedance: 50 Ohms Impedance: 50 Ohms 

Cable O.D.: 2.54 (.100) Cable O.D.: 2.49 (.098) Cable O.D.: 4.95 (.195) 

Loss: .45 dB/ft at 1.0 GHz Max. Loss: .56 dB/ft at 3.0 GHz Max. Loss: .67 dB/ft at 12.4 GHz Max. 
Temperature: +85°C. (+185°F.) Max. Temperature: +200°C. (+392°F.) Max. Temperature: +200°C. (+392°F.) Max. 


SMA MALE, EACH END 


| 25.40 
(1.00) 


—\_——————LeneTu 


MODEL MODEL MODEL iets 
RG 174/U RG 316/U RG 142B/U eng . 
1ST END: Crimp SMA Male. Passivated steel shell. Gold plated center 
4846-K-24 4846-BB-24 | 31.95 | 4846-X-24 609.6 (24.0) contact. Meets conditions of MIL-C-39012. Impedance, 50 Ohms. 


4846-K-48 
4846-K-60 


4846-BB-48 | 35.95 
4846-BB-60| 37.95 


4846-X-48 


1219.2 (48.0) CABLE: (See top of page for characteristics.) 
4846-X-60 


1524.0 (60.0) 2ND END: Same as first end. 


RIGHT ANGLE SMA MALE, EACH END | Oe 


# 


mOvEL eee Shae oo LIST | rencth 1ST END: Crimp SMA Male, right angle. Passivated steel shell. Gold 
RG 174/U RG 316/U RG 142B/U g Ps nse 2 
plated center contact. Meets conditions of MIL-C-39012. Impedance, 
4813-K-24 4813-BB-24 | 47.95 | 4813-X-24 60.95 609.6 (24.0) 50 Ohms. 
4813-K-48 4813-BB-48 | 51.95 | 4813-X-48 70.95 | 1219.2 (48.0) CABLE: (See top of page for characteristics.) 
4813-K-60 4813-BB-60 | 53.95 | 4813-X-60 75.95 | 1524.0 (60.0) 2ND END: Same as first end. 


LENGTH 


MODEL MODEL MODEL 


LIST Lenath 1ST END: Crimp SMA Male. Passivated steel shell. Gold plated center 
RG 174/U RG 316/U RG 142B/U e contact. Meets conditions of MIL-C-39012. Impedance, 50 Ohms. 
4528-K-24 4528-BB-24 4528-X-24 42.60 609.6 (24.0) CABLE: (See top of page for characteristics.) 


4528-K-48 4528-BB-48 4528-X-48 52.60 | 1219.2 (48.0) 2ND END: Crimp SMA Female. Passivated steel shell. Gold plated center 
4528-K-60 4528-BB-60 4528-X-60 57.60 | 1524.0 (60.0) contact. Meets conditions of MIL-C-39012. Impedance, 50 Ohms. 
22.86 
SMA MALE TO RIGHT ANGLE SMA MALE (90) 
—— LENGTH 


ir 


| IST END: Crimp SMA Male. Passivated steel shell. Gold plated center 


MODEL MODEL MODEL Se oN Nal eae 
RG 174/U LIST RG 316/U LIST RG 142B/U | LIST Length contact. Meets i of SUE hasvent Impedance, 50 Ohms. 
CABLE: (See top of page for characteristics.) 
4814-K-24 | 41.75 | 4814-BB-24 | 46.15 | 4814-X-24 49.35 609.6 (24.0) 2ND END: Crimp SMA Male, right angle. Passivated steel shell. Gold 
4814-K-48 | 42.95 | 4814-BB-48 | 50.15 | 4814-X-48 | 59.35 | 1219.2 (48.0) plated center contact. Meets conditions of MIL-C-93012. Impedance, 50 
4814-K-60 | 43.55 | 4814-BB-60 | 52.15 4814-X-60 64.35 1524.0 (60.0) Ohms. 
SMA MALE TO TYPE "N" MALE 35.56 (1.40) —»| 
Fe LENGTH =.) 


5058-X-12 IST END: Crimp SMA CABLE: RG142B/U coaxial cable. (See 2ND END: Type "N" Male. 
5058-X-24 37.15 Male. Passivated steel shell. top of page for characteristics.) Brass body, tarnish resistant 
5058-X-36 42.15 Gold plated center contact. plated. Center contact, brass, 
5058-X-48 47.15 Meets conditions of MIL-C- gold plated. Impedance, 50 
5058-X-60 52:15 39012. Impedance: 50 Ohms. Ohms. 
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TYPE "N" MALE, EACH END 


< 


RG213/U 
1658-S-18 


RG214/U 
1658-T-18 


1658-S-24 1658-T-24 
1658-S-36 1658-T-36 
1658-S-48 1658-T-48 
1658-S-60 1658-T-60 


TYPE "N" MALE, EACH END 


RG213/U RG214/U 


2256-C-24 2256-X-24 
2256-C-36 2256-X-36 
2256-C-48 2256-X-48 
2256-C-60 2256-X-60 


TYPE "N" MALE TO 
TYPE "N" FEMALE 


MODEL Length | LIST 
4496-T-18 | 457.2(18.0) | 35.10 
4496-T-24 | 609.6 (24.0) | 38.60 
4496-T-36 | 914.4 (36.0) | 45.60 
4496-T-48 | 1219.2 (48.0) | 52.60 
4496-T-60 | 1524.0 (60.0) | 59.60 


TRIAXIAL CABLE ASSEMBLIES 
1ST END: Triaxial Male (See special features). 


CABLE: Belden 9222, triaxial cable. Triaxial conductors, 20 AWG (7 x 28) t.c. 6.15 ( 
2ND END: Three alligator clips, steel, nickel plated. Insualtion, vinyl. One black, one red and one green. 
500 VRMS Max., +50°C. (+122°F.) Max. 


RATING: 


Special 


MODEL Features 


LIST 


2 Lug Triax. 


5342 | 3LugTriax.| 72.45 


TRIAXIAL CABLE ASSEMBLIES 


MODEL 3581: 1ST END: Triaxial Male, 2 
Lug. (Model 3600) 

CABLE: Twinaxial, Belden 9272, 6.15 (.242) 
O.D. Impedance, 78 Ohms. 

2ND END: Same as first end. 

RATING: 500 VRMS Max., +80°C. (+176°F.) 


Max. 

MODEL Length LIST 
3581-CC-18 457.2 (18.0) 46.95 
3581-CC-24 | 609.6 (24.0) 46.95 
3581-CC-36 | 914.4 (36.0) 46.95 
3581-CC-48 | 1219.2 (48.0) 47.55 
3581-CC-60 | 1524.0 (60.0) 48.15 


ea 759 
—— (4.48) 


1ST END: | Type "N" 
457.2 (18.0) Male. Brass body, tar- 
609.6 (24.0) nishresistant plated. Cen- 
914.4 (36.0) ter contact, brass, gold 
1219.2 (48.0) plated. Impedance: 50 
35.56 


—<— (1.40) — 


1ST END: Type "N" 
Male. Brass body, tar- 


609.6 (24.0) nish resistant plated. Cen- 
914.4 (36.0) ter contact, brass, gold 
1219.2 (48.0) plated. Impedance: 50 
1524.0 (60.0) Ohms. 


- 37.08 | 
(1.46) 


ed Te Ce ar 


CABLE: RG213/U 10.29 (.405) O.D. 


CABLE: RGS8C/U 4.95 (.195) O.D. 


RG214/U 10.80 (.425)O.D. — end. 
RATING: 
Max., +80°C. (+176°F.) 


Max. 


SHES ARR RRR an Ann eNO 


2ND END: Same as first 
end. : 
RATING: 1000 VRMS 
Max.,2256-C)4303@s 
(+176°F.) Max.; 2256-X, 
+165°C. (+329°F.) Max. 


RG142B/U 4.95 (.195)O.D. 


40.13 
be (1.58) | 


1ST END: Type "N" Male. 
Brass body, tarnish resistant 
plated. Center contact, brass, 
gold plated. Impedance: 50 
Ohms. 


.242) OD. 


LENGTH 


CABLE:RG214/U, 10.80 (.425) O.D. 


_ be———— 914.40 (36.0. ————+ 


2NDEND: Type"N" Female. Brass 
body, tarnish resistant plated. Center 
contact, beryllium copper, gold 
plated. Impedance, 50 Ohms. 

RATING: 1000 VRMS Max., 


+80°C. (+176°F.) Max. 


MODEL 5223: 1ST END: 
Lug. (Model 5218) 
CABLE: Triaxial, Belden 9222, 6.15 (.242) 
O.D. Impedance, 50 Ohms. 

2ND END: Same as first end. 


Triaxial Male, 3 


RATING: 500 VRMS Max. 
MODEL | Length | LIST 
5223-36 | 914.4 (36.0) | 65.35 
5223-60 | 1524.0 (60.0) 70.35 


MODEL 5054: IST END: Triaxial Male, 2 
Lug. (Model 5056) 


CABLE: Triaxial, Belden 9222, 6.15 
O.D. limpedance, 50 Ohms. 
2ND END: Same as first end. 


(.242) 


RATING: 500 VRMS Max. 

MODEL LIST 
5054-36 65.35 
5054-60 70.35 


= Length 
-CC- E - 914.4 (36.0) 
-CC- | - 1524.0 (60.0) 
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2ND END: Same as first 


1000 VRMS 


DOUBLE BANANA PLUG, ONE END ONLY 


39.37 


1524 


ree Sean (60. 


O+ -| 
0 + 0.5) 


1ST END: Double Banana CABLE:Two Cond. Twisted Pair: 2ND END: None 
LIST Plug. Brass body, beryllium 6.35 (.250) O.D., rated at 300 VRMS RATING: 455°C. (+131°F.) Max. 
copper spring, nickel plated. RGS58C/U: 4.95 (.195) O.D. rated at 
Insulation, polyethylene. 1400 VRMS. 


Two Cond. 
Twisted Pr. 


DOUBLE BANANA PLUG, EACH END 


1ST END: Double Banana Plug. Brass body, beryllium copper spring, nickel 

plated. Insuation, polyethylene. 

CABLE: Two Cond Twisted Pair: 6.35 (.250) O.D., rated at 300 VRMS; 
Shielded Mic.: 4.95 (.195) O.D., rated at 1900 VRMS ; 
RGS8C/U: 4.95 (.195) O.D. rated at 1400 VRMS ee ee ee 
RG59B/U: 6.15 (.242) O.D. rated at 1700 VRMS. — | 

2ND END: Same as first end. 

RATING: +55°C. (+131°F.) Max. 


Shielded 
Mic. Cable 


Two Cond. 
Twisted Pr. 


RG58C/U RG59B/U 


DOUBLE BANANA PLUG, EACH END ON RETRACTILE (COILED) CORD <— 39:37 (1.55) —>| 


> —— EXTENDED LENGTH 


1ST END: Double Banana Plug. WIRE: 24 AWG, 45 x 40 t.c., poly- 2ND END: Same as first end. 
3864-48 1219.2 (48.0) Brass body, beryllium copper urethane insulated, 4.32 (.170) O.D. RATING: 3000 VDC Int., 270 
3864-60 1524.0 (60.0) 22.60 spring, nickel plated. Insulation, Color,black. VDC-90 VAC cont. duty, +50°C. 
3864-72 1829.0 (72.0) 23.50 polystyrene, black. (+122°F.) Max. 


DOUBLE BANANA PLUG TO MINIATURE DOUBLE BANANA PLUG 


ais - LENGTH 


1ST END: Double Banana Plug. CABLE:RG 174/U, 2.54 (.100) O.D. 2ND END: Miniature Double Ba- 

Brass body, beryllium copper nana Plug. Brass body, beryllium 
2443-K-24 spring, nickel plated. Insulation, copper spring, gold plated. Insula- 
2443-K-36 14.50 polyethylene, black. tion, polyethylene, black. 
2443-K-48 14.50 RATING: 1100 VRMS, +55°C. 
2443-K-60 15.50 (+131°F.) Max. 


12.70 — SS TT ee 
(.50) 
25.40 | LENGTH 
MODEL | Length | LIST (1.00) 

2247-K-12 304.8 (12.0) |13.50 IST END: Miniature Double Ba- WIRE: RG 174/U, 2.54 (.100) O.D. 2ND END: Same as first end. 
2247-K-24 609.6 (24.0) |14.05 nana Plug. Brass body, beryllium RATING: 1100 VRMS, +55°C 
2247-K-36 914.4 (36.0) |14.65 copper spring, gold plated. Insula- (+131°F.) Max. 
2247-K-60 1524.0 (60.0) |15.25 tion, polyethylene, black. 
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BNC MALE TO DOUBLE BANANA PLUG 


— 85.60 — 


MODEL LIST 


4530-C-18| 457.2(18.0) 
4530-C-24| 609.6 (24.0) 
4530-C-36| 914.4 (36.0) 
4530-C-48 | 1219.2 (48.0) 
4530-C-60 | 1524.0 (60.0) 


11.60. 
12.20 
12.80 
13.40 


1ST END: Crimp BNC Male. 
Brass body, tarnish resistant plated. 
Center contact, brass, gold plated. 
Impedance, 50 Ohms. Boot, PVC, 
black. 


BNC MALE TO MINIATURE DOUBLE BANANA PLUG 


Length LIST 
2248-K-24 | 609.6 (24.0)| 15.75 
2248-K-36 | 914.4 (36.0)/ 16.25 
2248-K-48 | 1219.2 (48.0)| 16.95 
2248-K-60 | 1524.0 (60.0)| 17.80 


Shielded 


Mic. Cable RG58C/U Length 


1ST END: Crimp BNC Male. 
Brass body, tarnish resistant plated. 
Center contact, brass, gold plated. 
Impedance, 50 Ohms. Boot, PVC, 
black. 


1ST END: BNC Male. 
Brass body, tarnish re- 
sistant plated. Center 
contact, brass, gold 
plated. Impedance, 50 


ak! Ohms. 


2BB-BNC-36 | 2BC-BNC-36 | 914.4 (36.0) | 13.15 


BNC MALE TO SHIELDED DOUBLE BANANA PLUG 


MODEL | Length | _ LIST 
1555-C-36 | 914.4 (36.0)| 35.60 
1555-C-60 | 1524.0 (60.0)| 37.50 


TEST LEAD HOLDER 


No need to spend time searching for a particultar test lead. With 
these racks, all of your patch cold and cable assemblies can be 
conveniently filed for instant selection - within easy reach. 
Holder mounts quickly on any vertical surface. Test leads are 
easy to store, easy to remove. Three models to choose from for 


different size cables. 
MATERIAL: Cold, rolled steel. 
FINISH: Baked enamel. 


Max. Cable 
MODEL | Color Dia. (Dim. A) 
1508 Orange 5.33 (.210) 
2708 Black 8.13 (.320) 
4408 Blue 11.43 (.450) 


Se 


CABLE:RG 58C/U, 4.95 (.195) O.D. 


CABLE:RG 174/U, 2.54 (.100) O.D. 


CABLE: RG 58C/U: 4.95 (.195) O.D. 
Shielded Mic: 4.95(.195)O.D. 


26.92 4 
F (1.06) 


1ST END: BNC Male. Brass 
body, tarnish resistant plated. Cen- 
ter contact, brass, gold plated. Im- 
pedance, 50 Ohms. 


(11.00) 
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LENGTH 


CABLE:RG 58C/U, 4.95 (.195) O.D. 


4.78Rad. 2.39 Rad. 


(.094) 


17.48 (.688) 
8.74 (.344) 


aaa ott +] (09 A 
— 85.60 (3.37) = 


2ND END: Double Banana Plug. 
Brass body, beryllium copper 
spring, nickel plated. Insulation, 
polyethylene, black. 

RATING: 500 VRMS Max., 
+50°C. (+122°F.) Max. 


2ND END: Miniature Double Ba- 
nana Plug. Brass body, beryllium 
copper spring,gold plated. Insula- 
tion, polyethylene, black. 

RATING: 500 VRMS Max., 


+50°C. (+122°F.) Max. 


eis — 
(1.55) 


2ND END: Double Banana 
Plug. Brass body, beryllium 
copper spring, nickel plated. 
Insulation, polyethylene, 
black. 

RATING: 500 VRMS Max., 
+55°C. (+131°F.) Max. 


50.04 
(1.97) + 


2ND END: Shielded Double Ba- 
nana Plug. Brass body, beryllium 
copper spring, nickel plated. Insu- 
lation, polyethylene. Die cast alu- 
minum shell. 

RATING: 500 VRMS Max., 
+55°C. (+131°F.) Max. 


LIST 4.95 
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Shielded 
Mic. Cable 


Two Cond. 


1ST END: Alligator CABLE: Two Cond. 2NDEND: Double Ba- 
Twisted Pair 


LIST Clips. Steel,nickelplated. | Twisted Pair: 6.35(.250) nana Plug. Brass body, 


RG58C/U Length 


2BA-AL-18 2BB-AL-18 | 2BC-AL-18 457.2 (18.0) Vinyl boots. *Breakout O.D. rated at 300 VRMS; _ berylliumcopper spring, 
2BA-AL-24 2BB-AL-24 | 2BC-AL-24 609.6 (24.0) | 14.15 lengths on 2BA-AL are — Shielded Mic.:4.95(.195) nickel plated. Insual- 
2BA-AL-30 2BB-AL-30 | 2BC-AL-30 762.0 (30.0) | 14.45 96.52 (3.8) long. O.D. rated at 1900 VRMS; tion, polyethylene. 
2BA-AL-36 2BB-AL-36 | 2BC-AL-36 | 914.4 (36.0) | 14.75 RGS8C/U: 4.95 (.195) RATING: = +50°C. 
2BA-AL-48 2BB-AL-48 | 2BC-AL-48 | 1219.2 (48.0) | 15.35 O.D. rated at 1400 VRMS. (+ 122°F.) Max. 
2BA-AL-60 2BB-AL-60 | 2BC-AL-60 | 1524.0 (60.0) | 15.95 Y-mold insulation, PVC. 


TWO COND. SHIELDED BALANCED LINE 


1ST END: Double Banana Plug and Single Banana Plug. Brass body, 

beryllium copper spring, nickel plated. Double banana plug insulation, 

polyethylene, gray. Single banana plug insulation, polypropylene, 
en. 

CABLE: Two conductor shielded microphone, 5.87 (.231) O.D. 

2ND END: Same as first end. 

RATING: 1000 VRMS, +55°C. (+131°F.) Max. 


MODEL Length LIST 


1167-18 457.2 (18.0) 

1167-24 609.6 (24.0) | 24.60 
1167-30 762.0 (30.0) | 24.90 
1167-36 914.4 (36.0) | 25.20 
1167-48 | 1219.2(48.0) | 25.80 
1167-60 | 1524.0(60.0) | 26.40 


MINIGATOR CLIPS TO MINIATURE DOUBLE BANANA PLUG 


oo LENGTH weiner 
tin 


12.70 
Red (.50) 
Black seennneeeemneneeeneen 
|+—— 208.3 (8.2) 
1ST END: Minigator Clips. Steel, nickel plated. 2ND END: Miniature Double Banana Plug. Brass body, 
Vinyl boots. One black and one red. beryllium copper spring, gold plated. Insulation, polyeth- 
MODEL Length LIST y ; Pperspansrecs’ | » por} 
g CABLE: RG 174/U, 2.54 (.100) O.D. Y-mold ylene, black. 
3027-K-24 609.6 (24.0) | 16.00 insulation, PVC, black. RATING: 1100 VRMS, +50°C. (+122°F.) Max. 
SINGLE STACKING BANANA 
PLUGS, EACH END 
: _ pe LENGTH 89 (1.61) —>| 
Red c cn e.. 
Black 
(1.55) 
MODEL Length LIST 
2239-C-24 609.6 (24.0) | 21.00 IST END: Stacking Banana Plugs. Brass body, CABLE: RG 58C/U, 4.95 (.195) O.D. 
2239-C-36 914.4 (36.0) | 21.60 beryllium copper spring, nickel plated. Insulation, 2ND END: Same as first end. 
2239-C-48 1219.2 (48.0) 22.20 polypropylene, red. Ground plug insulation, polypro- RATING: 1400 VRMS, +55°C. (+131°F.) 
2239-C-60 | 1524.0 (60.0) | 22.80 pylene, black. Max. 
ALLIGATOR CLIPS L (730) 
TO UHF MALE Black : : 
pias 90410 7 
| (2.13) ( a pace a ewe 96.52 (3.80) aca 
mm 33 maaan af ae i 
(1. S0\anmeac) 
IST END: Anes Cc oe Steel, nickel plated. Insu- 2ND END: Crimp UHF Male. Brass body, tarnish 
lators; vinyl. One black and one red. resistant plated. Center Contact, brass, gold plated. 
LIST , 5 
BODEL Length | CABLE: RG 58C/U, 4.95 (.195) O.D. Y-mold insula- Impedance: Nonconstant. Boot: PVC, black. 
AL-C-UHF-36 | 914.4 (36.0)| 18.65 tion, PVC, black. RATING: Operating Voltage: 500 VRMS, +50°C. 
AL-C-UHF-60 | 1524.0 (60.0)| 19.85 (+122°F.) Max. 
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Pomona 


SMD GRABBER® TEST CLIPS TO DOUBLE BANANA PLUG 


43.43 203.20 
ane (1.71) (8.00) 


(1.50) 


MODEL | Length LIST 1ST END: SMD Grabber® Test Clips. Selec- 2ND END: Double Banana Plug. Brass body, 
5411-C-24 | 609.6 (24.0) : tively goldplated beryllium copper contact. beryllium copper spring, nickel plated. Insulation, 
5411-C-36 | 914.4 (36.0) | 17.45 Nylon insulation. One black and one red. polyethylene, black. 

5411-C-48 | 1219.2 (48.0) | 18.05 CABLE:RG 58C/U, 4.9 (.195) O.D. Y-mold RATING: 1000 WVDC, +55°C. (+131°F.) Max. 
5411-C-60 | 1524.0 (60.0) | 18.65 insulation, PVC,black. 


MINIPINCER® TEST CLIPS TO 
DOUBLE BANANA PLUG 


39.37 


———— (ss) ———- 


MODEL 
5422-C-18 : 1ST END: SMD Grabber® Test Clips. Selec- 2ND END: Double Banana Plug. Brass body, 
5422-C-24 13.35 tively gol dplated beryllium copper contact. beryllium copper spring, nickel plated. Insulation, 
5422-C-36 13.95 Nylon insulation. One black and one red. polyethylene, black. 
5422-C-48 14.55 CABLE:RG 58C/U, 4.9 (.195) O.D. Y-mold RATING: 1000 WVDC, +50°C. (+122°F.) Max. 
5422-C-60 Set insulation, PVC,black. 


MICROGRABBER*® TEST CLIPS TO 
DOUBLE BANANA PLUG 


Y) (Black) cw 203.20 (8.00) long 

Lu 

al 

jaa) (Red) crs 

Lu 

y 38.10 (1.50) long 

na MODES | eile | eral 1ST END: Micrograbber® Test Clips. Contact, 2ND END: Double Banana Plug. Brass body, 
4768-K-24 | 609.6 (24.0) | 15.05 beryllium copper, gold plated. Insulation, glass beryllium copper spring, nickel plated. Insulation, 

uu AOS Real Reece) mans filled nylon. One black and one red. polyethylene, black. 

= 4768-K-48 | 1219.2 (48.0) | 15.65 CABLE:RG 174/U, 2.5 (.100) O.D. Y-mold RATING: 1000 WVDC, +50°C. (+122°F.) Max. 

faa] 4768-K-60 | 1524.0 (60.0) | 16.25 insulation, PVC. black. 

© MINIGRABBER® TEST CLIPS TO DOUBLE BANANA PLUG 

MODEL | Length 
BL 86-0718.) A57.2118.0) ie ade 1ST END: Minigrabber® Test Clips. Contact, 2ND END: Double Banana Plug. Brass body, 
3786-C-24 | 609.6 (24.0) | 12.15 beryllium copper, gold plated. Insulation, glass beryllium copper spring, nickel plated. Insulation, 
3786-67361) 701441200) 612.15 filled nylon. One black andone red. polyethylene, black. 
3786-C-48 | 1219.2 (48.0) | 12.75 CABLE:RG RGS8C/U, 4.9 (.195) O.D.  Y- RATING: 1400 VRMS, +50°C. (+122°F.) Max. 
3786-C-60 | 1524.0 (60.0) | 13.35 mold insulation, PVC,black. 
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STACKING BANANA PLUGS TO DOUBLE BANANA PLUG 


127.00 39.37 
(5.00) 


39.37 
(1.55) 


MODEL 
1368-A-18 


457.2 (18.0) 


368-A- } 1ST END: Stacking Banana Plugs. CABLE:Two Cond., twisted pair, 2ND END: Double Banana Plug. 
SAN ste aon see Brass body, beryllium copper 6.35 (.250) O.D. Y-mold insulation, Brass body, beryllium copper 
1368-A-36 | 91 4 4 (36.0) 19.25 spring, nickel plated. Insulation, PVC, gray. spring, nickel plated. Insulation, 
1368-A-48 | 121 92 ( 48.0) 19.85 polypropylene. One black and one polyethylene, gray. 

; ‘ , d. RATING: 300 VRMS, +50°C. 
1368-A-60 | 1524.0 (60.0) | 20.45 es 


(+122°F.) Max. 


STACKING PIN TIP PLUGS TO DOUBLE BANANA PLUG 


p- 34.291 (136) | 203.20 


(0,0) 


2.03 
(.080) Dia. 


ae 02 
(1.30) 


gs LENGTH 


MODEL Length LIST 


1ST END: Stacking Pin Tip Plugs. CABLE: RG 58C/U, 4.95 (.195) O.D. 2ND END: Double Banana Plug. 
sagt hn 457.2 (18.0) | 15.90 Brass, nickel plated. Insulation, Y-mold insulation, PVC, black. Brass body, beryllium copper 
ahaa 609.6 (24.0)) 16.20 polypropylene. One black and one spring, nickel plated. Insulation, 
2BC-PP-36 | 914.4 (36.0)| 16.80 fed polyethylene, gray. 
2BC-PP-48 | 1219.2 (48.0)| 17.40 


RATING: 1400 VRMS, +50°C. 


2BC-PP-60 | 1524.0 (60.0)| 18.00 (+122°F.) Max. 


2 MINIGATOR CLIPS TO DOUBLE BANANA PLUG 
203.20* 


}—28 97 43,18" LENGTH 
(1.18) a (7) r te coo AE 
ete Soe Shielded | Resscju | LIST Length 1ST END: Minigator Clips. Steel, nickel | 2ND END: Double Ba- 
wisted Pair Mic. Cable - ee: : ; 
plated. Vinyl boots, one black and one red. nana Plug. Brass body, be- 

2BA-MG-18 2BC-MG-18 457.2 (18.0) *Breakout lengths on 2BA-MG are 109.2 (4.3) ryllium copper spring, 
2BA-MG-24 2BC-MG-24 609.6 (24.0) long. nickel plated. Insulation, 
2BA-MG-30 2BC-MG-30 17.50 762.0 (30.0) CABLE: Two Cond. Twisted Pair: 6.35 (.250) polyethylene. 

2A MG-36 SBE MG 365) 28CMG36 |" 17,80) 914.4(36.0) —_0.D., 300 VRMS; Shielded Mic: 4.95(.195) RATING: — +50°C. 
2BA-MG-48 2BC-MG-48 | 18.40 | 1219.2 (48.0) =D, 1900 VRMS; RG S8C/U: 4.95 (.195) (+122°F.) Max. 
2BA-MG-60 2BC-MG-60 19.00 1524.0 (60.0) O.D. 1400 VRMS; Y-mold insulation, PVC. 


STACKING PIN TIP PLUGS TO BNC MALE 


| | 26.92 
34.29 33.02 cece LENGTH +1~— (1.06) 
(1.35) (1.30) ; ~~ 


1 
DidCkamer tees 
ti 2.03 
(.080) Dia. 
MODEL penouians 22 ISTEND: StackingPinTipPlugs. | CABLE:RG58C/U,4.95(.195)0.D.  2ND END: BNC Male. Brass 
2882-C-18 457.2 (18.0) | 14.35 Brass body, beryllium copper Y-mold insulation, PVC, black. body, tarnish resistant plated. Cen- 
) 2882-C-24 | 609.6 (24.0) | 14.65 spring, gold plated. Insulation, pol- ter contact, brass, gold plated. Im- 
2882-C-36 | 914.4 (36.0) | 15.25 ypropylene. pedance, 50 Ohms. 
2882-C-48 | 1219.2 (48.0) | 15.85 a: : RATING: 500 VRMS, +50°C. 
2882-C-60 | 1524.0 (60.0) | 16.45 (+122°F.) Max. 
129 
© ITT Pomona 1500 East NintH St. P.O. Box 2767 Pomona, Catir., 91769 


Sates: (909) 469-2900 TecHNicaL Assistance: (909) 469-2928 FAX: (909) 629-3317 


euowog 


SSNENASSV AT1EVO 


STRAIGHT CORD PLUG - FEMALE STRAIGHT CORD PLUG - MALE 


This cord plug accepts all male receptacles with the This cord plug accepts all female receptacles with 
same pin count as well as the male cord plug. the same pin count as well as the female cord plug. 
Standard mating configuration will accommodate Standard mating configuration will accommodate 
competitive units. # competitive units. 


Pomona 


eee 


(2.70) 


\ 5109 Shown n 5110 Shown 


XLR Type | LIST XLR Type 


3-11 3.25 5110 2.65 

4-11 4.30 5119 2.75 

5-11 4.80 5126 3.25 
WALL/FLOOR MOUNT RECEPTACLE - FEMALE WALL/FLOOR MOUNT RECEPTACLE - MALE 
This cord plug accepts male cord plugs with the This receptacle accepts female receptacles with the 
same pin count. Standard mating configuration will same pin count. Standard mating configuration will 


accommodate competitive units. accommodate competitive units. 


27.00 


° | 
i a NK | 


Nee | 
a0 


37.00 


(1.46) 
20.00 _ (75) 
(79) ~ fe & Dia. 
Dia. ere 27.00 a ae 
ee (1.06) 
85 | | c= ree 
oe Panel Cutout pe Panel Cutout 
5113 Shown 5117 Shown 


AUDIO CONNECTORS 


MODEL | Sockets | XLRType | LIST 
5113 3 3-31 4.05 
5123 4 4-31 4.45 
5129 5 5-31 4.65 
PHONE PLUG PUJ-051 (WE-310) MINIATURE PHONE JACK 
in TO PJ-051 (WE-310) PLUG 
MATERIAL: Phone plug, PJ- 
051 (equivalent to WE-310), brass. This adapter allows the use of miniature phone 
INSULATION: Phenolic plug patch cords to be used in equipment fitted 
RATING: 500 V Peak. ye 
*HANDLE COLOR: UPPER: 4.39 (.173) 
--0 Black. -2 Red. Miniature phone jack. 
6.35 INSULATION: Ny- 
7 lon. 
my te ok, LOWER: PJ-051 plug. 
wes iy, ; 10.66 RATING: 500 V Peak. Jack 
\ (.42) Dia 
| 1 Te 
e 81.53 : 
(3.21) 
MODEL MODEL 
4797-* LIST 11.80 4993 LIST 30.55 
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PHONO PLUG, EACH END 


9.14 LENGTH 83.82 
(.36) (3.30) l 


3.18 
(.125) Dia. 
| MODEL Length LIST 
5092-K-18 457.2 (18.0) 
| 5092-K-24 609.6 (24.0) | 14.35 1ST END: Phono Plug. Brass, CABLE: RGI174/U, 2.54 (.100) O.D. 2ND END: Same as first end. 
5092-K-36 914.4 (36.0) | 14.95 nickel plated. Boot, PVC, black. RATING: 500 VRMS, +50°C. (+122°F.) 
5092-K-48 | 1219.2 (48.0) | 15.55 Mags 
PHONO PLUG TO BNC MALE 
83.82 
9.14 (3.30) LENGTH 85.60 (3.37) 
(.36) "| y 
a "> 
(.125) Dia. “an 
MODEL Length LIST 


1ST END: Phono Plug. Brass, CABLE: RG59B/U, 6.15 (.242) | 2NDEND: BNC Male. Brass body, tarnish 


4963-E-24 609.6 (24.0) | 11.75 nickel plated. Boot, PVC, black. O.D., 75 Ohms. resistant plated. Center contact, brass, gold 
4963-E-36 914.4 (96.0) | 12.35 plated. Impedance, 50 Ohms. 
4963-E-48 | 1219.2 (48.0) | 12.95 RATING: 500 VRMS, +50°C. (+122°F.) 
4963-E-60 1524.0 (60.0) | 13.55 Vere 
TYPE "F" MALE PUSH-ON TO PHONO PLUG 
85.34 : 83.82 
, (3-36) LENGTH ole 


9.14 
(.36) 


3.18 


a5 ‘ 3 c r be | 
2 A les 15.24 (.60) (.125) Dia. 


1ST END: Push-on Type "F" CABLE: RGS59B/U, 6.15 (.242) 2ND END: Phono Plug. Brass, nickel 


Male. Brass, nickel plated. Boot, O.D., 75 Ohms. plated. Boot, PVC, black. 
eee Eehath per PVC, black. RATING: 500 VRMS, +50°C. (+122°F.) 
5025-E-72 | 1829.8 (72.0) 16.50 Max. 


TYPE "F" MALE PUSH-ON TO BNC MALE 


85.34 85.60 (3.37) ——+ 
(3.36) pe Et a i 


ee hen es 
(.50) || LL 15.24.60) 


Dia. 
IST END: Push-on Type "F" CABLE: RG59 type CATV cable 2NDEND: Crimp BNC Male. Brass body, 
MODEL Length LIST Male. Brass, nickel plated. Boot, 6.15 (.242) O.D. tarnish resistant plated. Center contact, 
4939-PP-24 609.6 (24.0) | 14.00 PVC, black. brass, gold plated. Impedance, 50 Ohms. 
4939-PP-36 914.4 (36.0) | 14.75 Boot, PVC, black. 
4939-PP-48 1219.2 (48.0) | 15.50 RATING: 500 VRMS, +50°C. (+122°F.) 
4939-PP-60 | 1524.0 (60.0) | 16.25 Max. 


TYPE "F" MALE PUSH-ON, EACH END 
This "F" type fits standard female "F" con- 
nectors. Positive connection is made by 
pushing the male onto the female connector. 
Excellent for television inputs, video re- 


corders, cable TV systems, etc. 85.34 
| |+-—— (3.36) ae Lenora 


Sy ERS 


(va a a 
(.50) | }.-—15 24 (.60) 
Dia 
) IST END: Push-on Type "F" CABLE: RG59 type CATV cable 2ND END: Same as first end. 
MODEL | Length | LIST Male. Brass, nickel plated. Boot, 6.15 (.242) O.D. RATING: 500:VRMS. 450°C, (4122°F.) 
4920-PP-48 | 1219.2 (48.0) | 11.45 PVC, black. wa 
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TELEPHONE CABLE ASSEMBLIES 


132 


MINIGRABBER® TEST CLIPS TO MINIATURE PHONE PLUG RED jg=a= eSNG rh 
ere e Ty SHIELD 


~« (black) 4.39 


(173) 
1524.0 66.80 


(60.0 


(38.10) 


(1.50) 
1ST END: Minigrabber® Test Clips. Contact, beryllium copper, 2ND END: Miniature Phone Plug, three conductor. Brass. 
MODEL gold plated. Insulation; glass filled nylon. One black and one red. Insulation; PVC, black. 
anaes CABLE: Twocond. shielded , 22 AWG, 7 x 30t.c., 4.57 (.180) WIRING:Tip to red, ring to black, sleeve, no connection. 
5019-60 O.D.Y-mold insulation: PVC, gray. RATING: 500 V Peak, +50°C. (+122°F.) Max. LIST 26.20 


uapeshoacl tel SelAy TEST CLIPS TO MINIATURE PHONE PLUG 


z 1524.0 +50.80 penis, 
(60.0 £20) ee 6680 0 a 


1ST END: Micrograbber® Test Clips. Contact, beryllium copper, 2ND END: Miniature Phone Plug, three conductor. Brass. 


MODEL gold plated. Insulation; glass filled nylon. One black and one red. Insulation; PVC, black. 
sas CABLE: Two cond. shielded , 22 AWG, 7 x 30 t.c., 4.57 (.180) WIRING: Tip to red, ring to black, sleeve, no connection. 
4778-60 O.D.Y-mold insulation: PVC, gray. RATING: 500 V Peak, +50°C. (+122°F.) Max. LIST 32.75 
PJ051 (WE310) PHONE PLUG TO 3 ALLIGATOR CLIPS eo) es: 
—--—--—------— —, Red «= RED 
ake 7 Black ee . (TIP) 
5 (. 11.18 
Sleeve pia gia Dia. (.44) Dia. 


BLACK 
(RING) 


GREEN 


_ (SLEEVE) 


914.4 +25.4 
eee 3.22) is 


IST END: PJ-051 Phone Plug. Brass. Insula- — (.231) 0.D. Nom. cap. between cond.: 18pF/ 2ND END: Alligator Clips. Steel, nickel plated. 


MODEL tion, phenolic, red. ft. Nom. Cap. between one condandremain- —_ Vinyl boots; one red, one black, and one green. 
Se CABLE: Two cond. shielded microphone. — ingcond. connected to shield: 32 pF/ft. Color: RATING: 500 V Peak, +50°C. (+122°F.) Max. 
5151-J-36 Polyethylene insulation. Vinyl jacket, 5.87. gray. Y-mold insulation: PVC, gray. LIST 32.00 


PJ -051 (WE 310) PHONE PLUG TO ALLIGATOR CLIPS 


101.60 
(4.00) 54.10 21 aaa 
Tip at —— 7 \ Red , 


Ring: < won = em Black C : 
Sleeve SS = fA RED (TIP) 
ae oo ma BLACK (RING) 
MODEL | Length LIST 81.79 (3 je ae be Lag 

3352-A-36 914.4 (36.0)| 25.90 

3352-A-60 1524.0 (60.0)| 27.70 ISTEND: PJ-051 Phone Plug. Brass. Insulation, phenolic, red. 2ND END: Alligator Clips. Steel, nickel plated. 

3352-A-84 2133.6 (84.0)| 29.50 CABLE: Two cond. twisted pair, 65 x 36 t.c., 6.35 (.250) O.D. Vinyl boots, one black and one red. 

3352-A-120 | 3048.0(120.0)} 31.30 Y-mold insulation, PVC, gray. RATING: 300 V RMS, +50°C. (+122°F.) Max. 
CTANRADR DUALIE DI TI=> nn ng GCC 
STANDARD PHONE PLUG Sg oy eee | 
TO ALLIGATOR CLIPS 23.62 i 

30.73 (Pe eat tame 93) = 
1 oe | esti. RED (TIP) 
een ij BLACK (SLEEVE) 
63s _| a | 
MODEL Length LIST (.25) Dia LENGTH > 

4990-B-36 914.4 (36.0)] 16.80 1ST END: Standard 2 Cond. Phone Plug. Brass, 

4990-B-60 1524.0 (60.0)} 18.00 nickel plated. Insulation, polyethylene, gray. 2ND END: Alligator Clips. Steel, nickel plated. 

4990-B-84 2133.6 (84.0)} 21.20 CABLE: Shielded microphone coaxial, 4.95 (.195) Vinyl boots, one black and one red. 

4990-B-120 |3048.0 (120.0)} 23.00 O.D. Y-mold insulation, PVC, gray. RATING: 500 V Peak, +50°C. (+122°F.) Max. 
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PJ -051 (WE 310) PHONE PLUG, EACH END 


: re [/-—1eNott —~ 


81.79 (3.22) 


11.18 ae 


(.44) Dia. 


WIRED TIP AND RING ONLY WIRED TIP, RING AND SLEEVE 
LIST 1ST END: PJ-051 Phone Plug. Brass. MODEL | Length | LIST 4ST END: PJ-051 Phone Plug. Brass. 


2524-A-18| 457.2 (18.0) Insulation, phenolic, red. 2524-J-18 | 457.2 (18.0)| 36.30 Insulation, phenolic, red. 

2524-A-24| 609.6 (24.0)| 29.25 CABLE: Two cond. twisted pair, 6.35 2524-J-24 | 609.6 (24.0)| 36.60 | CABLE: Two cond.shielded microphone, 
2524-A-36 | 914.4 (36.0)| 29.85 (.250) O.D. 2524-J-36 | 914.4 (36.0)| 37.20 5.87 (.231) O.D. 

2524-A-48 | 1219.2 (48.0) | 30.45 2ND END: Same as first end. 2524-J-48 | 1219.2 (48.0)| 37.80 2ND END: Sameas first end. 
2524-A-60 | 1524.0 (60.0)| 31.05 | RATING: 500 V Peak. 2524-J-60 | 1524.0 (60.0)| 38.40 RATING: 500 V Peak. 


MINIATURE PHONE PLUG TO PJ-051 (WE 310) PHONE PLUG 


[ oa. — LENGTH —>| 


66.80 (2.63) eee a eee i 79 (3.22) 


6.35 (.25) aa 
| 


WIRED TIP, RING AND SLEEVE CABLE: Two cond. shielded 22 2ND END: PJ-051 Phone Plug. Brass. 
1ST END: Miniature 3 Cond. Phone AWG (7x 30)t.c., 4.57(.180)O.D. Insulation, phenolic, red. 

50.55 Plug. Insulation, PVC, black. Y-mold insulation, PVC, gray. RATING: 300 V RMS, +50°C. (+122°F.) 
51.15 Sleeve, no connection. Max. 


4280-36 
4280-48 
4280-60 


914.4 (36.0) 
1219.2 (48.0) 
1524.0 (60.0) 


1 


Age i 762 | . 
(.173) Dia. (.30) 66.80 
Dia. LENGTH Pox (2.63) 


4279-12 : 

4279-24 22.05 

4279-36 22.65 WIRED TIP, RING AND SLEEVE CABLE: Two cond. shielded 22 2ND END: Same as first end. 

4279-48 23.25 IST END: Miniature 3Cond.Phone = AWG(7x30)t.c., 4.57(.180)0.D. RATING: 300 V RMS, +50°C. (+122°F.) 
4279-60 23.85 Plug. Insulation, PVC, black. Y-mold insulation, PVC, gray. Max. 


STANDARD PHONE PLUG, EACH END 


30.73 ee 
(1.21) at (ogi aan 


LENGTH > 


Wigs ty women Mmm 


" 
| _6.35 
(.25) Dia. 
eee peau zal 1ST END: Standard 2 Cond. CABLE: Shieldedmicrophone,co- 2ND END: Same as first end. 
4053-B-36 | 914.4 (36.0)| 17.25 Phone Plug. Brass, nickel plated. axial. Gray vinyl jacket, 4.95(.195) RATING: 500 V. Peak, +55°C. (+131°F.) 
4053-B-60 | 1524.0 (60.0)| 18.45 Insulation, polyethylene, gray. O.D. Max. 


MINIGRABBER*® TEST CLIPS TO PJ-051 (WE310) PHONE 


eli oe Ae ee marce al go 
BLACK ‘s——-———. >> RING 
L, suieto 


6.35 (.250) Dia. 


ont 


(38.10) 
ae a fA Las Ge | Coe a OY 
1ST END: Minigrabber” Test Clips. Con- ABLE: Two conductor shielded 2ND END: PJ-051 Phone Plug. Brass. 
MODEL tact, beryllium copper, gold plated. Insula- microphone, 22 AWG, 5.87 (.231) Insulation; phenolic, red. 
Sb ee tion, glass filled nylon. One black and one = O.D. Y-Moldinsulation, PVC, gray. RATING: 500 V. Peak, +50°C. 
4812-J-60 red. (+122°F.) Max. LIST 32.30 


euowog 
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Pomona 


AUDIO/VIDEO CABLE ASSEMBLIES 


_mopet | Length | LIST 1ST END: Miniature 3 Cond. Phone Plug. Insulation. 2ND END: Alligator clips. Steel. nickel plated. Vinyl 


MINIATURE PHONE PLUG 
TO ALLIGATOR CLIPS 


<< 


Pe 


65.80 (2.63) > 


5026-36 914.4 (36.0), 25.40 PVC. black. Sleeve. no connection. boots. one black and one red. 
5026-60 | 1524.0(60.0)| 26.60 CABLE: Two cond. shielded. 22 AWG. 7 x 30 tc. 4.57 RATING: 500 V Peak. +50°C. (+122°F.) Max.. 
5026-84 (2133.6(84.0)| 29.00 (.180) O.D.Y-mold insulation, PVC. gray. 


PJ -051 (WE 310) PHONE PLUG TO DOUBLE PLUG BALANCED LINE 


lug. Bras SS. Insula aul ton, pase red. 


}O_D. 


IST END: PJ-051 Phor 


Ls 


MODEL Length LIST 


2ND END: e =i ana se ug. Brass body, 
2977-J-36 | 914.4 (36.0 36.75 beryllium cop; anana plug insulation. 
2977-J-48 | 1524.0 (60.0 37.35 polyethylene. ora gle bar _ polypropylene, green. 
2977-J-60 (2133.6 (84.0 37.95 RATING: 300 V Peak. +53°C 11°F. ae x. 


MINIATURE PHONE ALE TO DOUBLE PLUG BALANCED LINE 


0 0 eee 39.37 oa 


— “ROL " ae 3 


MODEL Length 


—— 2ND END: Double Banana Plug and Single Banana Plug. Brass bod 
4281-36 914.4 (36.0 33.95 beryllium copper spring. nickel plated. Double banana plug insulation 
4281-48 324.0 (60.0 34.55 polyethylene. gray. Single banana plug insulation, polypropylene, ereen 
4281-60 [2133.6 (84.0)| 35.15 RATING: 500 V Peak. +55°C. (+131°F.) Max 


AUDIO CONNECTOR TO THREE BANANA PLUGS 


MODEL eee ae 
4953-J-36 RATING: 133 
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| STATIC CONTROL WRIST BAND 


- _ These metal expansion bands are Speidel watch bands with 

_apatented design to prevent pinching. Fully insulated on all 
outer surfaces to protect wearer against electrical hazards. 

MATERIAL: Siainless steel_ 

INSULATION: Black polyester film. 


16.00 
(63) 


1/8" Snap 


. 
: 
; 


STACKING SNAP BANANA JACK 


Attach this jack to either 3/8” snap stud 
(male) or 3/8” snap socket (female ] 
allows multiple attachment to the same 
grounding point. 

MATERIAL: High conductivity copper 
FINISH: Tin plated. 


i=%, 
<=? 
MODEL 
5532 
STATIC CONTROL Etat Sten 
This patch cord features a molded- esC - 


Carbon film resistor 


LIST 16.95 


LIST 2.25 


Other products which will expand the versatility of this system include- 


Alligator Clip. Model 2240 
Pin Tip Adapter, Model 1432 
Mingrabber® Test Clip. Model 4723 


RING TERMINAL 
Attach this terminal to anything to create a 


‘ Se ee 
Ss SSS 
SSS 
oe a ~~ 


MODEL 
5531 LIST 1.20 
SCREW DOWN SNAP STUD 
MATERIAL: Sizl 
FINISH: Black oxide seis 
MODEL LIST 7.50 PKG. 
5533 10 per Pag 


ge Gieieet Fe € Fe FF SE 


S MODEL 


5534 


© ITT Pomona 1500 East NintH Sr. 
Sates: (909) 469-2900 TecHnicaL ASSISTANCE: 


1ST END: Banana Plug. Nickel plated brass bod 


P.O. Box 2767 Pomona, Cauir., 
(909) 469-2928 FAX: (909) 629-3317 


ecole WIRE: Coiled tinsel cord. 2 bundles. 7 strands. s 
2ND END: 1/8" Snap. Nickel plated bra 
91769 
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Pomona’s World 


International 


Sales Offices 


DP Ing. Otto Folger 
Phone: (43) 1 4025121 
Fax: (43) 1 4087259 


KC Electronics 
Phone: (61) 3 467 4666 
Fax: (61) 3 467 7183 


ITT Multicomponents 
Phone: (32) 2 725 35 33 
Fax: (32) 2 725 41 35 


Serion Industria 
Phone: (55) 11 222 5255 
Fax: (55) 11 221 9383 


A.C. Simmonds & Co. 
Phone: (416) 839 8041 
Fax: (416) 839 2667 


Czechoslovakia 


Zenit 
Phone: (42) 2 536 921 
Fax: (42) 2 536 293 


New Instruments 
Phone: (45) 43 43 45 22 
Fax: (45) 43 43 45 33 


ITT Multikomponent 
Phone: (358) 073 9100 
Fax: (358) 071 2414 


Beckman Industrial France 
Phone: (33) 1 43 02 76 06 
Fax: (33) 1 43 81 72 52 


3 
om O 


a) 


SMD Technology 
Phone: (36) 1 1895 815 
Fax: (36) 1 1895 815 


Hinditron 
Phone: (91) 22 630 0043 
Fax: (91) 22 836 4682 


RAPAC Electronics, Ltd. 
Phone: (972) 347 7115 
Fax: (972) 349 3272 


CNN Sdn Bhd 
Phone: (60) 4 879 584 
Fax: (60) 4 870 835 


Dicopel S.A. De C.V. 
Phone: (525) 561 3211 
Fax: (525) 561 1279 


Netherlands 


Rodelco Electronics BV 
Phone: (31) 76 784911 
Fax: (31) 76 710029 


Morgenstierne & Co., AS 
Phone: (47) 2 28 94 90 
Fax: (47) 2 28 94 94 


Unitronex Corp. 
Phone: (48) 22 432 636 
Fax: (48) 22 434 521 


Sadotronica LDA 
Phone: (35) 1 65 711 952 
Fax: (35) 1 65 71 1550 


Romania 


|.E.A. 
Phone (40) 0 137875 
Fax: (40) 0 120418 


JFL Electronics Pte. Ltd. 


Phone: (65) 382 5551 
Fax: (65) 382 4282 


AB Gosta Backstrom 
Phone: (46) 8 6541 080 
Fax: (46) 8 6531 251 


Gould Electronik AG 
Phone: (41) 1 726 00 00 
Fax: (41) 1 726 07 88 


Taiwan 


J.C. Tally Trading Co. Ltd. 
Phone: (886) 2 657 1420 
Fax: (886) 2 657 1427 


Measuretronix Ltd. 
Phone: (90) 662 375 2733 
Fax: (90) 662 374 9965 


Bupat Co. Ltd. 
Phone: (90) 4 417 0716 
Fax: (90) 41 18 0484 


United Kingdom 


Beckman Industrial 
Phone: (44) 384 44 2394 
Fax: (44) 384 44 0252 


Venezuela 


Logibyte de Venezuela 
C.A. 


Phone: (58) 2 662 1980 
Fax: (58) 2 662 5933 


For countries not listed: 


ITT Pomona Electronics 
(USA) 

Phone: 1 (909) 469 2920 
Fax: 1 (909) 629 3317 


United States 
Of America 


Sales Offices 


Braden & Associates 
P.O. Box 301 

Hazel Green, AL 35750 
Phone: (205) 828-6290 
Fax: (205) 721-0868 


Eclipse Marketing Group 
Ltd. 

6240 East Lake 
Sammamish Parkway NE 
Redmond, WA 98052 
Phone: (206) 885-6991 
Fax: (206) 883-9481 


More Sales, Inc. 

10443 North Cave Creek 
Road, Suite 112 

P.O. Box 9716 (85068) 
Phoenix, AZ 85020 
Phone: (602) 331-8115 
Fax: (602) 331-8120 


Erickson Sales, Inc. 
8909 Manassas Circle 
Mabelvale, AR 72103 
Phone: (501) 455-0618 


(Northern) 
Carelli/EMA, Inc. 
Distributor Sales 

1351 Lowrie Ave. 

So. San Francisco, CA 
94080 

Phone: (415) 873-2524 
Fax: (415) 873-4298 


Engineering Associates 


orp. 
Indus. OEM Sales 
2936 Scott Blvd. 

Santa Clara, CA 95054 
Phone: (408) 988-5001 
Fax: (408) 727-1860 


(Southern) 

DARCO Distributor Sales 
9795 Cabrini Drive, 

Suite 105 

Burbank, CA 91504 
Phone: (818) 504-2425 
Fax: (818) 767-1950 


Vale Electronic Associates 
14252 Culver Road, A200 
Irvine, CA 92714 

Phone: (714) 551-4004 
Fax: (714) 551-2886 

San Diego: (619) 487-7025 


Connors Company 
P.O. Box 384 
Broomfield, CO 80038 
Phone: (303) 466-9628 
Fax: (303) 466-0433 


Gerber Sales Corporation 
Phone: (800) The-Reps 


Delaware 


David S. Linz, Inc. 

238 Shelmire Street 
Philadelphia, PA 19111 
Phone: (215) 379-0734 
Fax: (215) 663-5362 


District of Columbia 


David S. Linz, Inc. 
7617 Perring Terrace 
Baltimore, MD 21234 
Phone: (410) 882-6289 
Fax: (410) 882-6361 


EIR Inc. 
~ Commons 


Maitland, FL 32794-5057 


id 


1057 Maitland Center 


P.O. Box 945057 


Phone: (407) 660-9600 
Fax: (407) 660-9091 


(N.W.) 

Braden & Associates 
P.O. Box 301 

Hazel Green, AL 35750 
Phone: (205) 828-6290 
Fax: (205) 721-0868 


Pinnacle Marketing, Inc. 
4805 Lawrenceville Hwy. 
Suite 116, Box 234 
Lilburn, GA 30247 
Phone: (404) 621-0212 


Eclipse Marketing Group 
LTD 


10505 East 24th 
Spokane, WA 99206 
Phone: (509) 922-3972 
Fax: (509) 928-2903 


William M. Linz c 
Associates, Inc. 

27366 W. Hickory Ridge 

Court 

Barrington, IL 60010 

Phone: (708) 382-9720 

Fax: (708) 382-9722 


(Southern) 

Nevco, Inc. 

13949 Lakeview Drive 
Des Moines, IA 50325 
Phone: (515) 225-9866 
Fax: (515) 225-8767 


Blind Electronic Sales 
Co. Inc. 

2018 Country Crossing 
Indianapolis, IN 46214 
Phone: (800) 589-3323 
Phone:(317) 273-9063 
Fax: (317) 273-9064 


Nevco, Inc. 

13949 Lakeview Drive 
Des Moines, IA 50325 
Phone: (515) 225-9866 
Fax: (515) 225-8767 


Nevco, Inc. 

13949 Lakeview Drive 

Des Moines, IA 50325 

Phone: (515) 225-9866 
Fax: (515) 225-8767 


> 


tae * 


Kentucky 


gan Electronic Sales 
. Inc. 

2018 Country Crossing 
Indianapolis, IN 46214 
Phone: (800) 589-3323 
Phone: (317) 273-9063 
Fax: (317) 273-9064 


Louisiana 


Erickson Sales, Inc. 
P.O. Box 144 
Chalmette, LA 70044 
Phone: (504) 271-1976 


Gerber Sales Corporation 
2 Clifton Street 

Hudson, NH 03051 
Phone: (603) 595-6568 


Fax: (603) 595-6567 


David S. Linz, Inc. 
7617 Perring Terrace 
Baltimore, MD 21234 
Phone: (410) 882-6289 
Fax: (410) 882-6361 


Massachusetts 


Gerber Sales Corporation 
28 Blanchard Road 
Burlington, MA 01803 
Phone: (617) 229-1150 
Fax: (617) 272-0203 


Electronic Salesmasters 
Inc. 


24100 Chagrin Blvd., #310 


Beachwood, OH 44122 
Phone: (800) 544-4383 
(Michigan only) 

Fax: (216) 831-8647 


Hei-Lite Sales, Inc. 

3030 Harbor Lane North, 
Suite 204 

Minneapolis, MN 55447 
Phone: (612) 550-0506 
Fax: (612) 550-0509 


Braden & Associates 
P.O. Box 301 

Hazel Green, AL 35750 
Phone: (205) 828-6290 
Fax: (205) 721-0868 


Nevco, Inc. 

7645 N. Rhode Ave. 
Kansas City, MO 64152 
Phone: (816) 741-0601 
Fax: (816) 741-0813 


Eclipse Marketing Group 
LTD. 

10505 East 24th 
Spokane, WA 99206 
Phone: (509) 922-3972 
Fax: (509) 928-2903 


Nevco, Inc. 

13949 Lakeview Drive 
Des Moines, IA 50325 
Phone: (515) 225-9866 
Fax: (515) 225-8767 


(Northern) 
Carelli/EMA, Inc. 
Distributor Sales 

1351 Lowrie Ave. 

So. San Francisco, CA 
94080 

Phone: (415) 873-2524 
Fax: (415) 873-4298 


Engineering Associates 
Corp. 

Indus. OEM Sales 
2936 Scott Blvd. 

Santa Clara, CA 95054 
Phone: (408) 988-5001 
Fax: (408) 727-1860 


(Southern) 

DARCO Distributor Sales 
9795 Cabrini Drive, 

Suite 105 

Burbank, CA 91504 
Phone: (818) 504-2425 
Fax: (818) 767-1950 


Vale Electronic Associates 


14252 Culver Road, A200 
Irvine, CA 92714 

Phone: (714) 551-4004 
Fax: (714) 551-2886 


New Hampshire 


Gerber Sales Corporation 
2 Clifton Street 

Hudson, NH 03051 
Phone: (603) 595-6568 
Fax: (603) 595-6567 


(Northern) 

API Tobias 

P.O. Box 68 
Livingston, NJ 07039 
Phone: (908) 686-1121 
Fax: (908) 686-3906 


(Southern) 

David S. Linz, Inc. 

238 Shelmire Street 
Philadelphia, PA 19111 
Phone: (215) 379-0734 
Fax: (215) 663-5362 


More Sales, Inc. 

10443 North Cave Creek 
Road, Suite 112 

P.O. Box 9716 (85068) 
Phoenix, AZ 85020 
Phone: (602) 331-8115 
Fax: (602) 331-8120 


API Tobias 

P.O. Box 68 
Livingston, NJ 07039 
Phone: (908) 686-1121 
Fax: (908) 686-3906 


North Carolina 


Pinnacle Marketing, Inc. 
Twin Forks Office Park 
6040 A Six Forks Road, 
Suite 170 

Raleigh, NC 27609 
Phone: (919) 848-0404 
Fax: (919) 848-0101 


North Dakota 


Hei-Lite Sales, inc. 

3030 Harbor Lane North, 
Suite 204 

Minneapolis, MN 55447 
Phone: (612) 550-0506 
Fax: (612) 550-0509 


Marlow Associates, Inc. 
26401 Emery Road, 
Suite 106 

Cleveland, OH 44128 
Phone: (800) 362-2265 
Phone: (216) 831-8232 
Fax: (216) 831-6747 


4940 Profit Way 
Dayton, OH 45414 
Phone: (513) 274-9666 
Fax: (513) 274-7786 


Oklahoma 


Erickson Sales, Inc. 
8350 Meadow Road, 
Suite 184 

Dallas, TX 75231 
Phone: (214) 739-5833 
Fax: (214) 739-2329 


Eclipse Marketing Group 
LTD. 

2360 S.W. 170th Avenue 
Beaverton, OR 97006 
Phone: (503) 642-1661 
Fax: (503) 591-8624 


Pennsylvania 


(East) 

David S. Linz, Inc. 

238 Shelmire Street 
Philadelphia, PA 19111 
Phone: (215) 379-0734 
Fax: (215) 663-5362 


Pennsylvania 


(West) 

Marlow Associates, Inc. 
4068 Mt. Royal Bivd., 
Suite 215 

Allison Park, PA 15101 
Phone: (412) 487-0664 
Fax: (412) 487-0791 


Rhode Island 


Gerber Sales Corporation 
33 Arrowhead Lane 

S. Dartmouth, MA 02748 
Phone: (508) 990-3454 
Fax: (508) 997-6225 


South Carolina 


Pinnacle Marketing, Inc. 
Twin Forks Office Park 
6040 A Six Forks Road, 
Suite 170 

Raleigh, NC 27609 
Phone: (919) 848-0404 
Fax: (919) 848-0101 


South Dakota 


Hei-Lite Sales, Inc. 

3030 Harbor Lane North, 
Suite 204 

Minneapolis, MN 55447 
Phone: (612) 550-0506 
Fax: (612) 550-0509 


Tennessee 


(West) 

Braden & Associates 
P.O. Box 301 

Hazel Green, AL 35750 
Phone: (205) 828-6290 
Fax: (205) 721-0868 


Tennessee 


(East) 

Pinnacle Marketing, Inc. 
Twin Forks Office Park 
6040 A Six Forks Road, 
Suite 170 

Raleigh, NC 27609 
Phone: (919) 848-0404 
Fax: (919) 848-0101 


(Dallas) 

Erickson Sales, Inc. 
8350 Meadow Road, 
Suite 184 

Dallas, TX 75231 
Phone: (214) 739-5833 
Fax: (214) 739-2329 


(Houston) 

610FM 1092, Suite 112 
Stafford, TX 77477 
Phone: (713) 261-5031 
Fax: (713) 261-0990 


(Austin) 

1315 Sam Bass Circle 
Suite B-5 

Round Rock, TX 78681 
Phone: (512) 244-3068 
Fax: (512) 244-1298 


(El Paso) 

More Sales, Inc. 

10443 North Cave Creek 
Road, Suite 112 

P.O. Box 9716 (85068) 
Phoenix, AZ 85020 
Phone: (602) 331-8115 
Fax: (602) 331-8120 
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Connors Company 
P.O. Box 384 
Broomfield, CO 80038 
Phone: (303) 466-9628 
Fax: (303) 466-0433 


Gerber Sales Corporation 
2 Clifton Street 

Hudson, NH 03051 
Phone: (603) 595-6568 
Fax: (603) 595-6567 


David S. Linz, Inc. 
7617 Perring Terrace 
Baltimore, MD 21234 
Phone: (410) 882-6289 
Fax: (410) 882-6361 


Eclipse Marketing Group 
LTD. 

6240 East Lake 
Sammamish Parkway NE 
Redmond, WA 98052 
Phone: (206) 885-6991 
Fax: (206) 883-9481 


Marlow Associates, Inc. 
4068 Mt. Royal Blvd., 
Suite 215 

Allison Park, PA 15101 
Phone: (412) 487-0664 
Fax: (412) 487-0791 


(West) 

Hei-Lite Sales, Inc. 

3030 Harbor Lane North, 
Suite 204 

Minneapolis, MN 55447 
Phone: (612) 550-0506 
Fax: (612) 550-0509 


(East) 

William M. Linz 
Associates, Inc. 

27366 W. Hickory Ridge 
Court 

Barrington, IL 60010 
Phone: (708) 382-9720 
Fax: (708) 382-9722 


Connors Company 
P.O. Box 384 
Broomfield, CO 80038 
Phone: (303) 466-9628 
Fax: (303) 466-0433 


> running after’ years of active service life, - 
you have likely used a Pomona product. if 
you haven't, your first experience will 
convince you. Pomona and quality are one 
and the same. - 


» Pomona has served the-electronics Niciat' 196 pte fllestie quia 
g — = : New, 196-pin plastic qua 
industry for ON er four decades. While the ; flat pack (POFP) test clip 
intricacies of design has changed dramati- features lock-on design and 
cally with.the inception of today’s fine pitch expanded platform for test 
devices demanding-accurate test capabilities, probe or interconnection 
a! = a ee access. (196-pin unit 

the basic approach is much. the same as-it rae ee 

ee a “den is firs 3 shown with flying leads in ; 
was when Pomona proyi ed its first-test use with logic analyzer.) 
accessory design — give the user a product ; See pages 12-25. 
that delivers.superior value. 


In the pages of this catalog, thousands 
lity tesFaccessones provide practical 
olutions for as faany test applications as 11 versatile Oscilloscope Probe 
ou can imasine = <——_ Kits offer finest selection of 100. 
yo ae gin c= AS usual, the publicanop € 200 and 300MHz combinations, 
of this catalog represents the introduction of ~~ 2 providing bigher impedance. 


a host of new products and additions to , ——_ eters times and rand 
ES A - 3 a oe parts for longer service life. 
proven fest accessories: Saat 40-51. 


Immediate Availability, Easier To Buy 
The products listed in this catalog are 

Standard and 

from stock fro 


distrib 
18 new DMM (digital 


FOR THE SALES OFFICE NEAREST] Vee seep ha 
YOU, SEE PAGES 136-137. > z, ee SEES introduce new, safety- 


designed test clips and 
interchangeable 
elements for 
maximum testing 
flexibility. 
< See pages 26-39. 


TUT Pomona 


POMONA ELECTRONICS 

1500 E. Ninth Street, P.O. Box 2767 
Pomona, GA 91769 

(S0S)} 469-2900 FAX (809) 629-3317 
FT n.of the 171 Defense and 


